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Overview 

 In 2018, the Town of Greeneville contracted with Lamar Dunn Associates (LDA) to 

perform an ADA assessment of our sidewalks, curb ramps, and signalized pedestrian crossings.  

The assessment is attached to this document as Appendix C. 

Sidewalks 

 At present, the Town maintains approximately 130,000 linear feet (25 miles) of sidewalks.  

LDA was charged with surveying these surfaces to determine ADA compliance in the following 

areas: 

• Running Slope – 5% max or meets road grade 

• Cracked Panels - % of panels that contained cracks for an observed section 

• Displacement – none or less than ¼”, ½” if beveled 

• Protrusions – none, or protrusions at or below 36” high and 6” or less 

• Cross Slope – 2% max 

• Passing Space – not required if sidewalk is 5’ or greater in width or less than 200’ 

feet in length 

• Separations/Openings – measured with of any sidewalk separations/openings 

• Sidewalk Width – minimum 48” width required 

 For these criteria, LDA evaluated each respective sidewalk section to determine 

compliance and graded each at the percentage passing (e.g. 100% compliant, 50% compliant, 0% 

compliant, etc.).  LDA then used these grades to determine a “composite” compliance grade for 

each section.  The Public Works Department will use these composite “grades” to determine 

priority in our sidewalk replacement plan, although other factors may also apply, including 

coordination with construction projects of other agencies (e.g. TDOT, Greeneville Light & Power, 

etc.), utility conflicts, our own resurfacing projects, and budgetary constraints. 

 The length and percentages of sidewalks and their respective composite grades are as 

follows: 

Composite % Length (ft) Percentage of Total 

100%-76% 60,909 47.1% 

75%-51% 51,889 40.2% 

26%-50% 15,392 11.9% 

25% & below 1,029 0.8% 

 

 These grades can be seen visually on the maps included in Appendix B. 

 

Prioritization 

 Prioritization for sidewalk replacement is categorized as high, medium, and low based on 

the following: 



 

 

 

 Highest Priority 

• Reported sidewalk hazards in which a person with a disability is known to use the 

sidewalk and requires immediate repair. 

• Reported sidewalk hazards in a high volume residential or commercial area. 

• Sidewalks adjacent to a school, park, or other high pedestrian traffic generator. 

• Sidewalks along streets scheduled to be resurfaced. 

 Medium Priority 

• A section of sidewalk that logically links two highly used sidewalk sections where 

none currently exists. 

• Areas where sidewalks do not exist, but where there is evidence of high pedestrian 

traffic. 

• Sidewalks with a composite grade of higher than 50%. 

 Low Priority 

• Streets in industrial zones or areas where it may be unsafe for pedestrian traffic. 

• Areas where one side of the street is currently served by a sidewalk. 

 40/60 Sidewalk Program 

 The Town’s 40/60 sidewalk program functions outside of the prioritization parameters and 

 is intended as an opportunity for private property owners who sidewalks are not considered 

 “high priority” to have the replacement of their sidewalks expedited.  Under this program, 

 the property owner agrees to pay 40% of the replacement cost (including equipment and 

 labor) and the Town pays the remainder. 

 

Construction Standards and Budgeting 

 The Greeneville Public Works Department typically constructs 6” sidewalks, both when 

replacing existing sidewalks and constructing new ones.  For budgeting purposes, the following 

rates shall apply: 

Description Unit Unit Price 

Removal of existing sidewalk Square Feet $1.00 

Concrete Sidewalk Square Feet $3.00 

 

Sidewalk Replacement Schedule 

 The sidewalk replacement schedule is found in Appendix A. 

 



 

 

Curb Ramps 

 One component of the sidewalk assessment that was evaluated separately, was the 

condition of the curb ramps for each sidewalk section. 

 LDA surveyed and evaluated all of our existing curb ramps on the following criteria: 

• Width – 48” or greater 

• Running Slope – 8.33% or less 

• Cross Slope – 2% or less 

• Side Flares – 10% max, non-required grass adjacent 

• Top Landing Slope – 2% max all directions 

• Top Landing Dimension – min 48”x48” 

• Detectable Warning Mat Width – full width of ramp, 4’ min. 

• Detectable Warning Mat Length – 24” min. 

• Detectable Warning Mat Color Contrast – clearly contrasting with walk 

• Refuge Island Width 

• Displacement 

• Separations/Openings 

• Protrusions 

• Obstructions 

• Drainage 

• Crosswalk Marking Width 

• Bottom Landing 

 For these criteria, LDA evaluated each respective curb ramp to determine compliance and 

graded each at the percentage passing (e.g. 100% compliant, 50% compliant, 0% compliant, etc.).   

Curb Ramp Replacement Schedule 

 The Public Works Department will replace curb ramps as we replace sidewalks, unless a) 

the street is resurfaced before the sidewalks are replaced or b) the curb ramp is degraded to the 

point it causes a safety issue. 

 

Signalized Pedestrian Crossings 

 The final component of the sidewalk assessment that was also evaluated separately, was 

the condition of the signalized pedestrian crossings. 

 LDA surveyed and evaluated our existing signalized pedestrian crossings on the following 

criteria: 

• Located on Accessible Route 

• Clear Space at Buttons - 30" x 48" or greater 

• Distance from Curb - 1.5' to 6' or up to 10" with constraint 



 

 

• Distance from Sidewalk or Crosswalk - 0' to 5' 

• Distance between Buttons - 10' minimum separation 

• Push button Signage 

• Operating Force - < 5 lbs. 

• Tactile Arrow 

• Locator Tone 

• Vibrotactile Pushbutton 

• Audible Walk Indication 

• Speech Message 

• Pilot Light 

 For these criteria, LDA evaluated each respective signalized crosswalk to determine 

compliance and graded each at the percentage passing (e.g. 100% compliant, 50% compliant, 0% 

compliant, etc.). 

Signalized Pedestrian Crossing Upgrade Schedule 

 The cost to make a signalized pedestrian crossing ADA compliant can be as much as 

$100,000.  This cost is attributable to factors such as strain/mast pole relocations, cabinet 

relocations, extensive electrical work, and the addition of push button detectors and audible walk 

indicators. 

 Because of these excessive costs, the Town proposes to use Surface Transportation Block 

Grant (STBG) funds from the Tennessee Department of Transportation to perform these upgrades 

with the next funding allocation in 2024. 





Budget Year Location Description Length (ft) Width (ft) Area (ft2) Unit Price Extended Notes

2020 North side_Unaka Street_Unaka Alley to ParkSt Remove & Replace 1,029.0 5.0 5,145.2 4.00$           20,580.98$  Most of sidewalk has completely degraded

2020 South side_E Church St_N Main St to N College St Remove & Replace 414.0 5.0 2,070.0 5.00$           10,350.00$  

2020 South side E Church St - N College St to AJ Bank Remove & Replace 187.0 6.0 1,122.0 4.00$           4,488.00$     Area in front of Mr. Wurtzel's Shop

2020 S Irish St (both sides) - W Summer to Railroad Tracks Remove & Replace 2,712.0 5.0 13,560.0 4.00$           54,240.00$  Sidewalk repair to preceed resurfacing

2021 E Vann (east side) - GMS to Crescent New Part of Proposed TDOT Grant

2021 N College St (north side) - WSCC to Church Remove & Replace 465.0 6.0 2,790.0 4.00$           11,160.00$  Requires additional brick work

2021 N College St (sourth side) - Palmer to Church Remove & Replace 815.0 5.0 4,075.0 4.00$           16,300.00$  Requires additional brick work

2021 E McKee st (both sides) - N Main to Bernard Remove & Replace 2,191.0 5.0 10,955.0 4.00$           43,820.00$  Must be coordinated with TDOT & GLPS

2021 N Irish St (both sides) - W Church to Baileyton Rd Remove & Replace 2,447.0 5.0 12,235.0 4.00$           48,940.00$  Sidewalk repair to preceed resurfacing

2021 W Depot St (both sides) - Main to Cutler Remove & Replace Part of Downtown Redevelopment

2021 All sides_W Depot St_N Cutler St to Milligan & Coleman Remove & Replace Part of Downtown Redevelopment

2021 All sides_W Depot St_S Irish St to S Cutler St Remove & Replace Part of Downtown Redevelopment

2021 All sides_W Depot St_N Cutler St to N Irish St Remove & Replace Part of Downtown Redevelopment

2021 East side_S Main Street_S College St to S Main St Remove & Replace Part of Downtown Redevelopment

2022 West side_S Unaka Street_E McKee St to Park St Remove & Replace 227.0 5.0 1,135.0 4.00$           4,540.00$     

2022 East side_S Unaka Street_McKee St to ParkSt Remove & Replace 304.0 5.0 1,520.0 4.00$           6,080.00$     

2021 South side_W McKee St_S Irish St to 203 W McKee St Remove & Replace 208.0 5.0 1,040.0 4.00$           4,160.00$     

2022 S Main St (west side) - McKee to Summer Remove & Replace 417.0 9.0 3,753.0 4.00$           15,012.00$  Requires additional brick work

2022 S Main St (north side) - Charles to McKee Remove & Replace 234.0 6.5 1,521.0 4.00$           6,084.00$     Requires additional brick work

2022 N Main St (north side) - Spencer to Church Remove & Replace 1,089.0 6.5 7,078.5 4.00$           28,314.00$  Requires additional brick work

2022 W McKee St (both sides) - Main to S Irish Remove & Replace 1,143.0 5.0 5,715.0 4.00$           22,860.00$  

2022 East side_S Main Street_E McKee St to S Main St Remove & Replace 301.0 5.0 1,505.0 4.00$           6,020.00$     

2022 East side_S Main Street_S Main St to 401 W Main St Remove & Replace 209.0 5.0 1,045.0 4.00$           4,180.00$     

2023 S College St (south side) - Park to McKee Remove & Replace 274.0 5.0 1,370.0 4.00$           5,480.00$     

2023 S College St (east side) - Park to Depot Remove & Replace 494.0 5.0 2,470.0 4.00$           9,880.00$     

2023 Academy St (east side) - College to Church Remove & Replace 517.0 5.0 2,585.0 4.00$           10,340.00$  

2023 E Church St (both sides) - Chapel to Bernard Remove & Replace 903.0 5.0 4,515.0 4.00$           18,060.00$  

2023 E Bernard Ave (both sides) - Church to Tusculum Remove & Replace 3,422.0 5.0 17,110.0 4.00$           68,440.00$  

2023 E Barton Ridge Rd (north side) - adjacent to ball field Remove & Replace 535.0 5.0 2,675.0 4.00$           10,700.00$  

2024 Tusculum Blvd (south side) - Sevier to Austin Remove & Replace 669.0 5.0 3,345.0 4.00$           13,380.00$  

2024 N Main St (both sides) - Spencer to 11E Remove & Replace 2,440.0 5.0 12,200.0 4.00$           48,800.00$  

2024 Crescent St (west side) - E Vann to Hardin Park Remove & Replace 677.0 5.0 3,385.0 4.00$           13,540.00$  

2024 North side_Tusculum_Spruce St to McDonald's Remove & Replace 1,029.0 5.0 5,145.0 4.00$           20,580.00$  Contingent on Utility Relocations

2024 South side_Tusculum Ave_Sevier Ave to E Grove St Remove & Replace 357.0 5.0 1,785.0 4.00$           7,140.00$     

2025 N Highland Ave (north side) - to Leonard Remove & Replace 193.0 5.0 965.0 4.00$           3,860.00$     

2025 Shiloh Rd (west side) - Old Shiloh south for 900 ft Remove & Replace 953.0 5.0 4,765.0 4.00$           19,060.00$  Add'l funds required to tie in driveways

2025 Old Shiloh Rd (south side) - Colricia to Shiloh Remove & Replace 230.0 5.0 1,150.0 4.00$           4,600.00$     

2025 W Main St (both sides) - S Main to Crescent School Remove & Replace 3,174.0 5.0 15,870.0 4.00$           63,480.00$  

2026 South/East_W Church St_N Cutler St to N Irish St Remove & Replace 680.0 5.0 3,400.0 4.00$           13,600.00$  

2026 South side_E Church St_N Main St to N College St Remove & Replace 414.0 5.0 2,070.0 4.00$           8,280.00$     

2026 All sides_W McKee St_S Irish St to S Main St Remove & Replace 559.0 5.0 2,795.0 4.00$           11,180.00$  

2026 All sides_W Summer St_S Main St to S Irish St Remove & Replace 583.0 5.0 2,915.0 4.00$           11,660.00$  

2026 All sides_Britton St_N Irish St to N Cutler St Remove & Replace 152.0 5.0 760.0 4.00$           3,040.00$     

2026 North side_Britton St_N Irish St to N Cutler St Remove & Replace 249.0 5.0 1,245.0 4.00$           4,980.00$     

2026 South side_Cutler St_Hall St to W Church St Remove & Replace 172.0 5.0 860.0 4.00$           3,440.00$     

Funded Separately

Funded Separately

Sidewalk Replacement Schedule

Funded Separately

Funded Separately

Funded Separately

Funded Separately



2026 South/West_Hall St_N Irish St to N Cutler St Remove & Replace 289.0 5.0 1,445.0 4.00$           5,780.00$     

2026 South side_E Vann Road_Hal Henard Elementary School Remove & Replace 258.0 5.0 1,290.0 4.00$           5,160.00$     

2026 South side_W Main Street_Monroe St to 105 Asheville Hwy Remove & Replace 707.0 5.0 3,535.0 4.00$           14,140.00$  

2026 South side_W Main Street_Myrtle St to 615 W Main St Remove & Replace 693.0 5.0 3,465.0 4.00$           13,860.00$  

2026 South side_W Main Street_Laurel St to Myrtle St Remove & Replace 456.0 5.0 2,280.0 4.00$           9,120.00$     

2026 South/East_N Cutler St_Hall St to Britton St Remove & Replace 82.0 5.0 410.0 4.00$           1,640.00$     

2027 North side_Charles Street_S Irish St o S Main St Remove & Replace 425.0 5.0 2,125.0 4.00$           8,500.00$     

2027 South side_Charles Street_S Irish St o S Main St Remove & Replace 171.0 5.0 855.0 4.00$           3,420.00$     

2027 South side_Charles Street_400 W Main St to Union St Remove & Replace 793.0 5.0 3,965.0 4.00$           15,860.00$  

2027 North side_Snapps Ferry_Moser St to Polk St Remove & Replace 430.0 5.0 2,150.0 4.00$           8,600.00$     

2027 East side_W Grove St_102 W Grove St to END Remove & Replace 107.0 5.0 535.0 4.00$           2,140.00$     

2027 North/West_Oak Grove Ave_Tusculum Blvd to Montford Ave Remove & Replace 316.0 5.0 1,580.0 4.00$           6,320.00$     

2027 East side_Oak grove Ave_Tusculum Blvd to Montford Ave Remove & Replace 638.0 5.0 3,190.0 4.00$           12,760.00$  

2027 South side_Kenny St_Woodhaven Ln to Holly Creek Rd Remove & Replace 1,382.0 5.0 6,910.0 4.00$           27,640.00$  

2027 South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd Remove & Replace 1,968.0 5.0 9,840.0 4.00$           39,360.00$  

2027 North/West_Kenny St_Mt Bethel Rd to Woodhaven Ln Remove & Replace 569.0 5.0 2,845.0 4.00$           11,380.00$  

2028 All sides_S Cutler St_W Depot St to W Summer St Remove & Replace 307.0 5.0 1,535.0 4.00$           6,140.00$     

2028 All sides_W Summer St_S Cutler St to S Irish St Remove & Replace 683.0 5.0 3,415.0 4.00$           13,660.00$  

2028 South side_W Summer st_Railroad St to S Cutler St Remove & Replace 223.0 5.0 1,115.0 4.00$           4,460.00$     

2028 East side_S Cutler St_W Summer St to W McKee St Remove & Replace 643.0 5.0 3,215.0 4.00$           12,860.00$  

2028 North/West_S Cutler St_W Summer St to W Depot St Remove & Replace 252.0 5.0 1,260.0 4.00$           5,040.00$     

2028 All sides_S Irish St_W Summer St to W Depot St Remove & Replace 307.0 5.0 1,535.0 4.00$           6,140.00$     

2028 West side_S Cutler Street_W McKee St to W Summer St Remove & Replace 641.0 5.0 3,205.0 4.00$           12,820.00$  

2028 All sides_S Irish St_W Summer St to W Depot St Remove & Replace 317.0 5.0 1,585.0 4.00$           6,340.00$     

2028 All sides_W Church St_N Irish St to N Main St Remove & Replace 597.0 5.0 2,985.0 4.00$           11,940.00$  

2028 All sides_N Irish St_W Church St to W Depot St Remove & Replace 337.0 5.0 1,685.0 4.00$           6,740.00$     

2028 East side_Spencer St_N Main St to N Irish St Remove & Replace 576.0 5.0 2,880.0 4.00$           11,520.00$  

2028 South side_N Main St_Tusculum Blvd to E Church St Remove & Replace 910.0 5.0 4,550.0 4.00$           18,200.00$  

2029 All sides_N Main St_W Church St to Spencer St Remove & Replace 1,089.0 7.0 7,623.0 4.00$           30,492.00$  

2029 South side_E Church Street_Academy St to Frazier St Remove & Replace 785.0 5.0 3,925.0 4.00$           15,700.00$  

2029 North side_Luttrell St_Ross Blvd to Simpson St Remove & Replace 285.0 5.0 1,425.0 4.00$           5,700.00$     

2029 West side_Ross Blvd_W Church St to Cox Cir Remove & Replace 140.0 5.0 700.0 4.00$           2,800.00$     

2029 West side_W Church St_Holt Ct to Ross Blvd Remove & Replace 1,290.0 5.0 6,450.0 4.00$           25,800.00$  

2030 North side_W Irish Street_Railroad St to Henry St Remove & Replace 498.0 5.0 2,490.0 4.00$           9,960.00$     

2030 West side_S Cutler St_W Irish St to W McKee St Remove & Replace 721.0 5.0 3,605.0 4.00$           14,420.00$  

2030 North side_W Irish Street_Henry St to Pearl St Remove & Replace 412.0 5.0 2,060.0 4.00$           8,240.00$     

2030 North side_W Irish Street_820 W Irish St to 810 W Irish St Remove & Replace 964.0 5.0 4,820.0 4.00$           19,280.00$  

2030 North side_W Irish St_507 W Irish St to E Cutler St Remove & Replace 162.0 5.0 810.0 4.00$           3,240.00$     

2030 North/West_W Irish Street_810 W Irsih St Corner Remove & Replace 102.0 5.0 510.0 4.00$           2,040.00$     

2030 North side_Wesley Ave_Davis St to Railroad St Remove & Replace 257.0 5.0 1,285.0 4.00$           5,140.00$     

2030 All sides_Anderson St_Wesley Ave to W Floral St Remove & Replace 107.0 5.0 535.0 4.00$           2,140.00$     

2030 All sides_W Floral St_Anderson St to Clem St Remove & Replace 421.0 5.0 2,105.0 4.00$           8,420.00$     

2030 West side_Floral Street_Clem St to 308 Floral St Remove & Replace 375.0 5.0 1,875.0 4.00$           7,500.00$     

2030 West side_Floral Street_Clem St to 308 Floral St Remove & Replace 103.0 5.0 515.0 4.00$           2,060.00$     

2030 West side_Clem Street_W Floral St to 312 Floral St Remove & Replace 389.0 5.0 1,945.0 4.00$           7,780.00$     

2030 North/West_Davis St_W Summer St to Wesley Ave Remove & Replace 1,111.0 5.0 5,555.0 4.00$           22,220.00$  

Sidewalk Replacement Schedule



2031 West side_S Main Street_Frances Dr to Susong Ln Remove & Replace 236.0 5.0 1,180.0 4.00$           4,720.00$     

2031 West side_S Main Street_Susong Ln to Lynn Ave Remove & Replace 514.0 5.0 2,570.0 4.00$           10,280.00$  

2031 North side_E Cutler St_W Irish St to W Main St Remove & Replace 634.0 5.0 3,170.0 4.00$           12,680.00$  

2031 West side_S Main Street_Frances Dr to Frances Dr Remove & Replace 595.0 5.0 2,975.0 4.00$           11,900.00$  

2031 West side_S Main Street_Lynn Ave to Crescent Dr Remove & Replace 294.0 5.0 1,470.0 4.00$           5,880.00$     

2031 West side_S Main Street_410 S Main St to Frances Dr Remove & Replace 543.0 5.0 2,715.0 4.00$           10,860.00$  

2031 East side_Linden Ave_Forest St to Carson St Remove & Replace 324.0 5.0 1,620.0 4.00$           6,480.00$     

2031 West side_S Main Street_401 W Main St to Hilltop Dr Remove & Replace 442.0 5.0 2,210.0 4.00$           8,840.00$     

2031 West side_Takoma Street_Forest St to Carson St Remove & Replace 321.0 5.0 1,605.0 4.00$           6,420.00$     

2031 South side_Coolidge Street_1021 Coolidge St to Takoma Ave Remove & Replace 546.0 5.0 2,730.0 4.00$           10,920.00$  

2031 East side_Takoma Avenue_Woodridge Cir to Forest St Remove & Replace 275.0 5.0 1,375.0 4.00$           5,500.00$     

2031 West side_Asheville Highway_104 Asheville Hwy Corner Remove & Replace 446.0 5.0 2,230.0 4.00$           8,920.00$     

2031 West side_Coolidge Street_Takoma Ave to 1024 Coolidge St Remove & Replace 96.0 5.0 480.0 4.00$           1,920.00$     

2031 West side_Takoma Street_Coolidge St to Forest St Remove & Replace 152.0 5.0 760.0 4.00$           3,040.00$     

2032 North side_Young Circle_Home St to END Remove & Replace 445.0 5.0 2,225.0 4.00$           8,900.00$     

2032 North side_Wesley Avenue_902 Wesley Ave to 906 Wesley Ave Remove & Replace 342.0 5.0 1,710.0 4.00$           6,840.00$     

2032 West side_Kirk Drive_Wesley Ave to END Remove & Replace 234.0 5.0 1,170.0 4.00$           4,680.00$     

2032 West side_Cox Cir_Ross Blvd to Arnold Rd Remove & Replace 2,131.0 5.0 10,655.0 4.00$           42,620.00$  

2032 East side_Easterly Ln_Arnold Rd to Cox Cir Remove & Replace 415.0 5.0 2,075.0 4.00$           8,300.00$     

2032 South/West_E Church St_708 E Church St to 700 E Church St Remove & Replace 231.0 5.0 1,155.0 4.00$           4,620.00$     

2032 South/West_W Bernard Ave_708 E Church St to 700 E Church St Remove & Replace 225.0 5.0 1,125.0 4.00$           4,500.00$     

2032 South side_W Bernard Ave_616 E Church St Corner Remove & Replace 434.0 5.0 2,170.0 4.00$           8,680.00$     

2032 East side_E Church Street_303 E Bernard Ave to 801 E Church St Remove & Replace 253.0 5.0 1,265.0 4.00$           5,060.00$     

2032 South side_Unaka Street_START to Acton Ct Remove & Replace 161.0 5.0 805.0 4.00$           3,220.00$     

2032 South side_Unaka Street_201 Unaka St Corner Remove & Replace 227.0 5.0 1,135.0 4.00$           4,540.00$     

2032 South/East_N College St_Academy St to E Church St Remove & Replace 342.0 5.0 1,710.0 4.00$           6,840.00$     

2032 South/East_E Church St_N College St to Academy St Remove & Replace 252.0 5.0 1,260.0 4.00$           5,040.00$     

2032 North side_E Church St_Geenville Police Department to N College St Remove & Replace 147.0 5.0 735.0 4.00$           2,940.00$     

2032 All sides_S Main St_W Depot St to W Summer St Remove & Replace 320.0 5.0 1,600.0 4.00$           6,400.00$     

2032 South side_Palmer St_Greeneville High School Stadium Parking to N College StRemove & Replace 714.0 5.0 3,570.0 4.00$           14,280.00$  

2033 East side_S College St_Park St to E Depot St Remove & Replace 494.0 5.0 2,470.0 4.00$           9,880.00$     

2033 East side_S Main Street_E Depot St to E Summer St Remove & Replace 336.0 5.0 1,680.0 4.00$           6,720.00$     

2033 East side_E Summer St_S Main St to S College St Remove & Replace 101.0 5.0 505.0 4.00$           2,020.00$     

2033 North side_E Summer St_S Main St to S College St Remove & Replace 162.0 5.0 810.0 4.00$           3,240.00$     

2033 West side_E Summer St_S Main St to S College St Remove & Replace 176.0 5.0 880.0 4.00$           3,520.00$     

2033 North side_Cutler St_Hall St to Britton St Remove & Replace 389.0 5.0 1,945.0 4.00$           7,780.00$     

2033 South side_South side, Maple Avenue, Floral St to Davis St_Floral St to Davis StRemove & Replace 472.0 5.0 2,360.0 4.00$           9,440.00$     

2033 All sides_W Depot St_N Cutler St to Loretta St Remove & Replace 354.0 5.0 1,770.0 4.00$           7,080.00$     

2033 All sides_Loretta St_W Depot St to W Church St Remove & Replace 845.0 5.0 4,225.0 4.00$           16,900.00$  

2033 All sides_N Cutler St_W Church St to W Depot St Remove & Replace 366.0 5.0 1,830.0 4.00$           7,320.00$     

2033 East side_N Hardin St_N Hill St to N Irish St Remove & Replace 258.0 5.0 1,290.0 4.00$           5,160.00$     

2033 North/West_Maple Avenue_Loretta St to S Highland Ave Remove & Replace 329.0 5.0 1,645.0 4.00$           6,580.00$     

2033 All sides_W depot st_S Highland Ave to W Depot St Remove & Replace 165.0 5.0 825.0 4.00$           3,300.00$     

2033 North side_W depot st_S Highland Ave to W Depot St Remove & Replace 109.0 5.0 545.0 4.00$           2,180.00$     

2033 North side_North side, W Summer St, Railroad St to Davis St_Railroad St to Davis StRemove & Replace 417.0 5.0 2,085.0 4.00$           8,340.00$     

2033 South side_South side, W Summer St, Davis St to Railroad St_Davis St to Railroad StRemove & Replace 392.0 5.0 1,960.0 4.00$           7,840.00$     

Sidewalk Replacement Schedule



2033 South side_South side, Maple Avenue, Davis St to Railroad St_Davis St to Railroad StRemove & Replace 433.0 5.0 2,165.0 4.00$           8,660.00$     

2033 All sides_W Church St_Loretta St to S Highland Ave Remove & Replace 315.0 5.0 1,575.0 4.00$           6,300.00$     

2033 North side_W Church St_N Cutler St to N Loretta St Remove & Replace 194.0 5.0 970.0 4.00$           3,880.00$     

2034 East side_Professional Plaza Dr_E Bernard Ave to END Remove & Replace 69.0 5.0 345.0 4.00$           1,380.00$     

2034 South side_Gass Drive_Tusculum View Ext to Emory Rd Remove & Replace 425.0 5.0 2,125.0 4.00$           8,500.00$     

2034 North/East_Professional Plaza Dr_E Bernard Ave to END Remove & Replace 89.0 5.0 445.0 4.00$           1,780.00$     

2034 North/East_Professional Plaza Dr_E Bernard Ave to END Remove & Replace 123.0 5.0 615.0 4.00$           2,460.00$     

2034 East side_Professional Plaza Dr_E Bernard Ave to END Remove & Replace 89.0 5.0 445.0 4.00$           1,780.00$     

2034 West side_Luther Street_Elk St to 1725 Lafayette St Remove & Replace 297.0 5.0 1,485.0 4.00$           5,940.00$     

Sidewalk Replacement Schedule
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ADA Sidewalk Assessment
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ADA Sidewalk Assessment
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ADA Sidewalk Assessment
Panel No. 10
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ADA Sidewalk Assessment
Panel No. 11
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ADA Sidewalk Assessment
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- Composite Grade 76%-100%

- Composite Grade 0%-25%
- Composite Grade 26%-50%
- Composite Grade 51%-75%



13

E Bernard Ave

Juniper St

Cherry S
t

Cypress S
t

Sevier Ave

E Grove St

Franklin St

Tusculum Blvd

E Sevier Hts

Walnut St

Professional Plaza  

Longview Pl

µ
1:4000

ADA Sidewalk Assessment
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ADA Sidewalk Assessment
Panel No. 14
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- Composite Grade 51%-75%



15

W Irish St
Wesley Ave

W Main St

Ra
ilro

ad
 St

Clem St

S C
utl

er 
St

Da
vis

 St

S I
ris

h S
t

Pearl St

Anderson St

W McKee St

Flo
ral

 St

Elm St

Union St

E C
utl

er 
St

Henry St

Charles St

W Floral St

Ho
me

 St

Nanci Ln

Prospect St

W Summer St

Kir
k D

r

Young Cir

Galbreath Dr

µ
1:4000

ADA Sidewalk Assessment
Panel No. 15
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ADA Sidewalk Assessment
Panel No. 16
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- Composite Grade 26%-50%
- Composite Grade 51%-75%
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Panel No. 23
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GeoJot+ 2018-10-04 15_09_36.JPG
Title: E Church St to Walnut St
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Attributes
File Name GeoJot+ 2018-10-04 15_09_36.JPG
Description South/East_E Bernard Ave_E Church St to Walnut St
Comment
Time Stamp 1:09:36 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 0%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 256
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Title: Walnut St to Hot Spot
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Attributes
File Name GeoJot+ 2018-10-04 15_16_05.JPG
Description South/East_E Bernard Ave_Walnut St to Hot Spot
Comment
Time Stamp 1:16:05 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 257
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GeoJot+ 2018-10-04 15_16_36.JPG
Title: Walnut St to Hot Spot
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Attributes
File Name GeoJot+ 2018-10-04 15_16_36.JPG
Description South/East_E Bernard Ave_Walnut St to Hot Spot
Comment
Time Stamp 1:16:36 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 257
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Title: Walnut St to Hot Spot
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Attributes
File Name GeoJot+ 2018-10-04 15_18_19.JPG
Description South/East_E Bernard Ave_Walnut St to Hot Spot
Comment
Time Stamp 1:18:19 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 257



GRN100 Page 10 of 200 7/17/2019 1:27:47 PM
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Title: 
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Attributes
File Name GeoJot+ 2018-10-04 15_21_55.JPG
Description South/East_E Bernard ave_
Comment
Time Stamp 1:21:55 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 186
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Title: Hot Spot to Professional Plaza Dr
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Attributes
File Name GeoJot+ 2018-10-04 15_23_05.JPG
Description South/East_E Bernard ave_Hot Spot to Professional 

Plaza Dr
Comment
Time Stamp 1:23:05 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 186
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Title: Hot Spot to Professional Plaza Dr



GRN100 Page 15 of 200 7/17/2019 1:27:47 PM

 

Attributes
File Name GeoJot+ 2018-10-04 15_23_18.JPG
Description South/East_E Bernard ave_Hot Spot to Professional 

Plaza Dr
Comment
Time Stamp 1:23:18 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 186
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Attributes
File Name GeoJot+ 2018-10-04 15_23_41.JPG
Description South/East_E Bernard ave_Hot Spot to Professional 

Plaza Dr
Comment
Time Stamp 1:23:41 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 186
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Title: Hot Spot to Professional Plaza Dr
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Attributes
File Name GeoJot+ 2018-10-04 15_24_01.JPG
Description South/East_E Bernard ave_Hot Spot to Professional 

Plaza Dr
Comment
Time Stamp 1:24:01 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 186
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GeoJot+ 2018-10-04 15_24_49.JPG
Title: Hot Spot to Professional Plaza Dr



GRN100 Page 21 of 200 7/17/2019 1:27:47 PM

 

Attributes
File Name GeoJot+ 2018-10-04 15_24_49.JPG
Description South/East_E Bernard ave_Hot Spot to Professional 

Plaza Dr
Comment
Time Stamp 1:24:49 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 186
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GeoJot+ 2018-10-04 15_25_29.JPG
Title: Hot Spot to Professional Plaza Dr
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Attributes
File Name GeoJot+ 2018-10-04 15_25_29.JPG
Description South/East_E Bernard ave_Hot Spot to Professional 

Plaza Dr
Comment
Time Stamp 1:25:29 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 186
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GeoJot+ 2018-10-04 15_26_02.JPG
Title: Hot Spot to Professional Plaza Dr
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Attributes
File Name GeoJot+ 2018-10-04 15_26_02.JPG
Description South/East_E Bernard ave_Hot Spot to Professional 

Plaza Dr
Comment
Time Stamp 1:26:02 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 186



GRN100 Page 26 of 200 7/17/2019 1:27:47 PM

GeoJot+ 2018-10-04 15_26_14.JPG
Title: Hot Spot to Professional Plaza Dr
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Attributes
File Name GeoJot+ 2018-10-04 15_26_14.JPG
Description South/East_E Bernard ave_Hot Spot to Professional 

Plaza Dr
Comment
Time Stamp 1:26:14 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 186
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GeoJot+ 2018-10-04 15_26_33.JPG
Title: Hot Spot to Professional Plaza Dr
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Attributes
File Name GeoJot+ 2018-10-04 15_26_33.JPG
Description South/East_E Bernard ave_Hot Spot to Professional 

Plaza Dr
Comment
Time Stamp 1:26:33 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 186
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GeoJot+ 2018-10-04 15_27_01.JPG
Title: Hot Spot to Professional Plaza Dr
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Attributes
File Name GeoJot+ 2018-10-04 15_27_01.JPG
Description South/East_E Bernard ave_Hot Spot to Professional 

Plaza Dr
Comment
Time Stamp 1:27:01 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 186



GRN100 Page 32 of 200 7/17/2019 1:27:47 PM

GeoJot+ 2018-10-04 15_27_35.JPG
Title: Hot Spot to Professional Plaza Dr
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Attributes
File Name GeoJot+ 2018-10-04 15_27_35.JPG
Description South/East_E Bernard ave_Hot Spot to Professional 

Plaza Dr
Comment
Time Stamp 1:27:35 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 186
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GeoJot+ 2018-10-04 15_27_54.JPG
Title: Hot Spot to Professional Plaza Dr
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Attributes
File Name GeoJot+ 2018-10-04 15_27_54.JPG
Description South/East_E Bernard ave_Hot Spot to Professional 

Plaza Dr
Comment
Time Stamp 1:27:54 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 186
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GeoJot+ 2018-10-04 15_36_07.JPG
Title: Professional Plaza Dr to Flowers Baking
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Attributes
File Name GeoJot+ 2018-10-04 15_36_07.JPG
Description South/East_E Bernard Ave_Professional Plaza Dr to 

Flowers Baking
Comment
Time Stamp 1:36:07 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South/East
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 258
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GeoJot+ 2018-10-04 15_36_46.JPG
Title: Professional Plaza Dr to Flowers Baking
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Attributes
File Name GeoJot+ 2018-10-04 15_36_46.JPG
Description South/East_E Bernard Ave_Professional Plaza Dr to 

Flowers Baking
Comment
Time Stamp 1:36:46 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South/East
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 258
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GeoJot+ 2018-10-04 15_37_14.JPG
Title: Professional Plaza Dr to Flowers Baking
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Attributes
File Name GeoJot+ 2018-10-04 15_37_14.JPG
Description South/East_E Bernard Ave_Professional Plaza Dr to 

Flowers Baking
Comment
Time Stamp 1:37:14 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South/East
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 258
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GeoJot+ 2018-10-04 15_37_42.JPG
Title: Professional Plaza Dr to Flowers Baking
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Attributes
File Name GeoJot+ 2018-10-04 15_37_42.JPG
Description South/East_E Bernard Ave_Professional Plaza Dr to 

Flowers Baking
Comment
Time Stamp 1:37:42 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South/East
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 258



GRN100 Page 44 of 200 7/17/2019 1:27:47 PM

GeoJot+ 2018-10-04 15_40_42.JPG
Title: Flowers Baking to Greenville Parks & Recreation
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Attributes
File Name GeoJot+ 2018-10-04 15_40_42.JPG
Description South/East_E Bernard ave_Flowers Baking to 

Greenville Parks & Recreation
Comment
Time Stamp 1:40:42 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 259
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GeoJot+ 2018-10-04 15_40_59.JPG
Title: Flowers Baking to Greenville Parks & Recreation
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Attributes
File Name GeoJot+ 2018-10-04 15_40_59.JPG
Description South/East_E Bernard ave_Flowers Baking to 

Greenville Parks & Recreation
Comment
Time Stamp 1:40:59 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 259
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GeoJot+ 2018-10-04 15_41_25.JPG
Title: Flowers Baking to Greenville Parks & Recreation
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Attributes
File Name GeoJot+ 2018-10-04 15_41_25.JPG
Description South/East_E Bernard ave_Flowers Baking to 

Greenville Parks & Recreation
Comment
Time Stamp 1:41:25 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 259
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GeoJot+ 2018-10-04 15_41_39.JPG
Title: Flowers Baking to Greenville Parks & Recreation
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Attributes
File Name GeoJot+ 2018-10-04 15_41_39.JPG
Description South/East_E Bernard ave_Flowers Baking to 

Greenville Parks & Recreation
Comment
Time Stamp 1:41:39 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 259



GRN100 Page 52 of 200 7/17/2019 1:27:47 PM

GeoJot+ 2018-10-04 15_42_11.JPG
Title: Flowers Baking to Greenville Parks & Recreation
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Attributes
File Name GeoJot+ 2018-10-04 15_42_11.JPG
Description South/East_E Bernard ave_Flowers Baking to 

Greenville Parks & Recreation
Comment
Time Stamp 1:42:11 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 259
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GeoJot+ 2018-10-04 15_42_35.JPG
Title: Flowers Baking to Greenville Parks & Recreation
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Attributes
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 259
File Name GeoJot+ 2018-10-04 15_42_35.JPG
Description South/East_E Bernard ave_Flowers Baking to 

Greenville Parks & Recreation
Comment
Time Stamp 1:42:35 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
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GeoJot+ 2018-10-04 15_45_19.JPG
Title: Greenville Parks & Recreation to Tusculum Blvd



GRN100 Page 57 of 200 7/17/2019 1:27:47 PM

 

Attributes
File Name GeoJot+ 2018-10-04 15_45_19.JPG
Description South/East_E Bernard ave_Greenville Parks & 

Recreation to Tusculum Blvd
Comment
Time Stamp 1:45:19 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 260
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GeoJot+ 2018-10-04 15_45_31.JPG
Title: Greenville Parks & Recreation to Tusculum Blvd
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Attributes
File Name GeoJot+ 2018-10-04 15_45_31.JPG
Description South/East_E Bernard ave_Greenville Parks & 

Recreation to Tusculum Blvd
Comment
Time Stamp 1:45:31 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 260
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GeoJot+ 2018-10-04 15_45_41.JPG
Title: Greenville Parks & Recreation to Tusculum Blvd
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Attributes
File Name GeoJot+ 2018-10-04 15_45_41.JPG
Description South/East_E Bernard ave_Greenville Parks & 

Recreation to Tusculum Blvd
Comment
Time Stamp 1:45:41 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 260
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GeoJot+ 2018-10-04 15_45_52.JPG
Title: Greenville Parks & Recreation to Tusculum Blvd
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Attributes
File Name GeoJot+ 2018-10-04 15_45_52.JPG
Description South/East_E Bernard ave_Greenville Parks & 

Recreation to Tusculum Blvd
Comment
Time Stamp 1:45:52 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 260
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GeoJot+ 2018-10-04 15_46_20.JPG
Title: Greenville Parks & Recreation to Tusculum Blvd
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Attributes
File Name GeoJot+ 2018-10-04 15_46_20.JPG
Description South/East_E Bernard ave_Greenville Parks & 

Recreation to Tusculum Blvd
Comment
Time Stamp 1:46:20 PM
Date Stamp 10/4/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 260
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GeoJot+ 2018-10-05 09_42_15.JPG
Title: E Bernard Ave to END



GRN100 Page 67 of 200 7/17/2019 1:27:47 PM

 

Attributes
File Name GeoJot+ 2018-10-05 09_42_15.JPG
Description East side_Professional Plaza Dr_E Bernard Ave to END
Comment
Time Stamp 7:42:15 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 174
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GeoJot+ 2018-10-05 09_42_50.JPG
Title: E Bernard Ave to END
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Attributes
File Name GeoJot+ 2018-10-05 09_42_50.JPG
Description East side_Professional Plaza Dr_E Bernard Ave to END
Comment
Time Stamp 7:42:50 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 174



GRN100 Page 70 of 200 7/17/2019 1:27:47 PM

GeoJot+ 2018-10-05 09_46_23.JPG
Title: E Bernard Ave to END
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Attributes
File Name GeoJot+ 2018-10-05 09_46_23.JPG
Description East side_Professional Plaza Dr_E Bernard Ave to END
Comment
Time Stamp 7:46:23 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 173
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GeoJot+ 2018-10-05 09_46_48.JPG
Title: E Bernard Ave to END
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Attributes
File Name GeoJot+ 2018-10-05 09_46_48.JPG
Description East side_Professional Plaza Dr_E Bernard Ave to END
Comment
Time Stamp 7:46:48 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 173
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GeoJot+ 2018-10-05 09_47_01.JPG
Title: E Bernard Ave to END
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Attributes
File Name GeoJot+ 2018-10-05 09_47_01.JPG
Description East side_Professional Plaza Dr_E Bernard Ave to END
Comment
Time Stamp 7:47:01 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 173
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GeoJot+ 2018-10-05 09_48_36.JPG
Title: E Bernard Ave to END
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Attributes
File Name GeoJot+ 2018-10-05 09_48_36.JPG
Description North/East_Professional Plaza Dr_E Bernard Ave to 

END
Comment
Time Stamp 7:48:36 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/East
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment ID 172
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GeoJot+ 2018-10-05 09_48_56.JPG
Title: E Bernard Ave to END
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Attributes
File Name GeoJot+ 2018-10-05 09_48_56.JPG
Description North/East_Professional Plaza Dr_E Bernard Ave to 

END
Comment
Time Stamp 7:48:56 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/East
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment ID 172
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GeoJot+ 2018-10-05 09_49_13.JPG
Title: E Bernard Ave to END
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Attributes
File Name GeoJot+ 2018-10-05 09_49_13.JPG
Description North/East_Professional Plaza Dr_E Bernard Ave to 

END
Comment
Time Stamp 7:49:13 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/East
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment ID 172
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GeoJot+ 2018-10-05 09_51_37.JPG
Title: E Bernard Ave to END
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Attributes
File Name GeoJot+ 2018-10-05 09_51_37.JPG
Description North/East_Professional Plaza Dr_E Bernard Ave to 

END
Comment
Time Stamp 7:51:37 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 171
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GeoJot+ 2018-10-05 09_51_59.JPG
Title: E Bernard Ave to END
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Attributes
File Name GeoJot+ 2018-10-05 09_51_59.JPG
Description North/East_Professional Plaza Dr_E Bernard Ave to 

END
Comment
Time Stamp 7:51:59 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 171



GRN100 Page 86 of 200 7/17/2019 1:27:47 PM

GeoJot+ 2018-10-05 09_52_12.JPG
Title: E Bernard Ave to END
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Attributes
File Name GeoJot+ 2018-10-05 09_52_12.JPG
Description North/East_Professional Plaza Dr_E Bernard Ave to 

END
Comment
Time Stamp 7:52:12 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 171
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GeoJot+ 2018-10-05 10_08_31.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_08_31.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:08:31 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264



GRN100 Page 90 of 200 7/17/2019 1:27:47 PM

GeoJot+ 2018-10-05 10_09_12.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_09_12.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:09:12 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_09_57.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_09_57.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:09:57 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_10_21.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_10_21.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:10:21 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_10_42.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_10_42.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:10:42 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_11_13.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_11_13.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:11:13 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_11_47.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_11_47.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:11:47 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_12_24.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
File Name GeoJot+ 2018-10-05 10_12_24.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:12:24 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
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GeoJot+ 2018-10-05 10_12_38.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_12_38.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:12:38 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_13_08.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_13_08.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:13:08 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_13_57.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_13_57.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:13:57 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264



GRN100 Page 110 of 200 7/17/2019 1:27:47 PM

GeoJot+ 2018-10-05 10_14_14.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_14_14.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:14:14 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_14_42.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_14_42.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:14:42 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_15_39.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_15_39.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:15:39 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_15_51.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_15_51.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:15:51 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_16_07.JPG
Title: Holly Creek Rd to Mt Bethel Rd



GRN100 Page 119 of 200 7/17/2019 1:27:47 PM

 

Attributes
File Name GeoJot+ 2018-10-05 10_16_07.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:16:07 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_16_30.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_16_30.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:16:30 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_16_55.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_16_55.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:16:55 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_17_05.JPG
Title: Holly Creek Rd to Mt Bethel Rd



GRN100 Page 125 of 200 7/17/2019 1:27:47 PM

 

Attributes
File Name GeoJot+ 2018-10-05 10_17_05.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:17:05 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_17_37.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_17_37.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:17:37 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_17_57.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_17_57.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:17:57 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_18_18.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_18_18.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:18:18 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_18_37.JPG
Title: Holly Creek Rd to Mt Bethel Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_18_37.JPG
Description South/East_Kenny St_Holly Creek Rd to Mt Bethel Rd
Comment
Time Stamp 8:18:37 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 264
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GeoJot+ 2018-10-05 10_26_00.JPG
Title: Mt Bethel Rd to Woodhaven Ln
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Attributes
File Name GeoJot+ 2018-10-05 10_26_00.JPG
Description North/West_Kenny St_Mt Bethel Rd to Woodhaven Ln
Comment
Time Stamp 8:26:00 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 263



GRN100 Page 136 of 200 7/17/2019 1:27:47 PM

GeoJot+ 2018-10-05 10_26_22.JPG
Title: Mt Bethel Rd to Woodhaven Ln
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Attributes
File Name GeoJot+ 2018-10-05 10_26_22.JPG
Description North/West_Kenny St_Mt Bethel Rd to Woodhaven Ln
Comment
Time Stamp 8:26:22 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 263
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GeoJot+ 2018-10-05 10_26_50.JPG
Title: Mt Bethel Rd to Woodhaven Ln
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Attributes
File Name GeoJot+ 2018-10-05 10_26_50.JPG
Description North/West_Kenny St_Mt Bethel Rd to Woodhaven Ln
Comment
Time Stamp 8:26:50 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 263
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GeoJot+ 2018-10-05 10_27_09.JPG
Title: Mt Bethel Rd to Woodhaven Ln
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Attributes
File Name GeoJot+ 2018-10-05 10_27_09.JPG
Description North/West_Kenny St_Mt Bethel Rd to Woodhaven Ln
Comment
Time Stamp 8:27:09 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 263
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GeoJot+ 2018-10-05 10_27_41.JPG
Title: Mt Bethel Rd to Woodhaven Ln
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Attributes
File Name GeoJot+ 2018-10-05 10_27_41.JPG
Description North/West_Kenny St_Mt Bethel Rd to Woodhaven Ln
Comment
Time Stamp 8:27:41 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 263
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GeoJot+ 2018-10-05 10_28_02.JPG
Title: Mt Bethel Rd to Woodhaven Ln
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Attributes
File Name GeoJot+ 2018-10-05 10_28_02.JPG
Description North/West_Kenny St_Mt Bethel Rd to Woodhaven Ln
Comment
Time Stamp 8:28:02 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 263
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GeoJot+ 2018-10-05 10_28_24.JPG
Title: Mt Bethel Rd to Woodhaven Ln
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Attributes
File Name GeoJot+ 2018-10-05 10_28_24.JPG
Description North/West_Kenny St_Mt Bethel Rd to Woodhaven Ln
Comment
Time Stamp 8:28:24 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 263
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GeoJot+ 2018-10-05 10_28_44.JPG
Title: Mt Bethel Rd to Woodhaven Ln
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Attributes
File Name GeoJot+ 2018-10-05 10_28_44.JPG
Description North/West_Kenny St_Mt Bethel Rd to Woodhaven Ln
Comment
Time Stamp 8:28:44 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 263
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GeoJot+ 2018-10-05 10_31_50.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_31_50.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:31:50 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_32_06.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_32_06.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:32:06 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_32_43.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_32_43.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:32:43 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_33_05.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_33_05.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:33:05 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_33_27.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_33_27.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:33:27 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_33_43.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_33_43.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:33:43 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262



GRN100 Page 162 of 200 7/17/2019 1:27:47 PM

GeoJot+ 2018-10-05 10_33_59.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_33_59.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:33:59 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_34_30.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_34_30.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:34:30 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_34_59.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_34_59.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:34:59 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_35_19.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_35_19.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:35:19 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_35_46.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_35_46.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:35:46 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_36_10.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_36_10.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:36:10 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_36_34.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_36_34.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:36:34 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_37_15.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_37_15.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:37:15 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_37_58.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_37_58.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:37:58 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_38_23.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_38_23.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:38:23 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_39_30.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_39_30.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:39:30 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_40_10.JPG
Title: Woodhaven Ln to Holly Creek Rd
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Attributes
File Name GeoJot+ 2018-10-05 10_40_10.JPG
Description South side_Kenny St_Woodhaven Ln to Holly Creek Rd
Comment
Time Stamp 8:40:10 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 262
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GeoJot+ 2018-10-05 10_52_55.JPG
Title: Boone Dr to US Army Reserve
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Attributes
File Name GeoJot+ 2018-10-05 10_52_55.JPG
Description North/West_E Barton ridge road_Boone Dr to US 

Army Reserve
Comment
Time Stamp 8:52:55 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 261
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GeoJot+ 2018-10-05 10_53_16.JPG
Title: Boone Dr to US Army Reserve
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Attributes
File Name GeoJot+ 2018-10-05 10_53_16.JPG
Description North/West_E Barton ridge road_Boone Dr to US 

Army Reserve
Comment
Time Stamp 8:53:16 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 261
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GeoJot+ 2018-10-05 10_53_49.JPG
Title: Boone Dr to US Army Reserve
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Attributes
File Name GeoJot+ 2018-10-05 10_53_49.JPG
Description North/West_E Barton ridge road_Boone Dr to US 

Army Reserve
Comment
Time Stamp 8:53:49 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 261
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GeoJot+ 2018-10-05 10_54_02.JPG
Title: Boone Dr to US Army Reserve
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Attributes
File Name GeoJot+ 2018-10-05 10_54_02.JPG
Description North/West_E Barton ridge road_Boone Dr to US 

Army Reserve
Comment
Time Stamp 8:54:02 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 261
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GeoJot+ 2018-10-05 10_54_33.JPG
Title: Boone Dr to US Army Reserve
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Attributes
File Name GeoJot+ 2018-10-05 10_54_33.JPG
Description North/West_E Barton ridge road_Boone Dr to US 

Army Reserve
Comment
Time Stamp 8:54:33 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 261
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GeoJot+ 2018-10-05 10_55_18.JPG
Title: Boone Dr to US Army Reserve
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Attributes
File Name GeoJot+ 2018-10-05 10_55_18.JPG
Description North/West_E Barton ridge road_Boone Dr to US 

Army Reserve
Comment
Time Stamp 8:55:18 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 261
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GeoJot+ 2018-10-05 10_55_38.JPG
Title: Boone Dr to US Army Reserve
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Attributes
File Name GeoJot+ 2018-10-05 10_55_38.JPG
Description North/West_E Barton ridge road_Boone Dr to US 

Army Reserve
Comment
Time Stamp 8:55:38 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 261
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GeoJot+ 2018-10-05 10_55_47.JPG
Title: Boone Dr to US Army Reserve
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Attributes
File Name GeoJot+ 2018-10-05 10_55_47.JPG
Description North/West_E Barton ridge road_Boone Dr to US 

Army Reserve
Comment
Time Stamp 8:55:47 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 261
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GeoJot+ 2018-10-05 10_56_12.JPG
Title: Boone Dr to US Army Reserve
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Attributes
File Name GeoJot+ 2018-10-05 10_56_12.JPG
Description North/West_E Barton ridge road_Boone Dr to US 

Army Reserve
Comment
Time Stamp 8:56:12 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 261
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GeoJot+ 2018-10-05 10_56_26.JPG
Title: Boone Dr to US Army Reserve



GRN200 Page 7 of 202 7/17/2019 4:11:01 PM

 

Attributes
File Name GeoJot+ 2018-10-05 10_56_26.JPG
Description North/West_E Barton ridge road_Boone Dr to US 

Army Reserve
Comment
Time Stamp 8:56:26 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 261
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GeoJot+ 2018-10-05 11_51_29.JPG
Title: Moser St to Polk St
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Attributes
File Name GeoJot+ 2018-10-05 11_51_29.JPG
Description North side_Snapps Ferry_Moser St to Polk St
Comment
Time Stamp 9:51:29 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 228
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GeoJot+ 2018-10-05 11_51_51.JPG
Title: Moser St to Polk St
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Attributes
File Name GeoJot+ 2018-10-05 11_51_51.JPG
Description North side_Snapps Ferry_Moser St to Polk St
Comment
Time Stamp 9:51:51 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 228
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GeoJot+ 2018-10-05 11_52_03.JPG
Title: Moser St to Polk St
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Attributes
File Name GeoJot+ 2018-10-05 11_52_03.JPG
Description North side_Snapps Ferry_Moser St to Polk St
Comment
Time Stamp 9:52:03 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 228
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GeoJot+ 2018-10-05 11_52_23.JPG
Title: Moser St to Polk St
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Attributes
File Name GeoJot+ 2018-10-05 11_52_23.JPG
Description North side_Snapps Ferry_Moser St to Polk St
Comment
Time Stamp 9:52:23 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 228
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GeoJot+ 2018-10-05 11_52_34.JPG
Title: Moser St to Polk St
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Attributes
File Name GeoJot+ 2018-10-05 11_52_34.JPG
Description North side_Snapps Ferry_Moser St to Polk St
Comment
Time Stamp 9:52:34 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 228
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GeoJot+ 2018-10-05 11_52_57.JPG
Title: Moser St to Polk St
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Attributes
File Name GeoJot+ 2018-10-05 11_52_57.JPG
Description North side_Snapps Ferry_Moser St to Polk St
Comment
Time Stamp 9:52:57 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 228
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GeoJot+ 2018-10-05 11_53_10.JPG
Title: Moser St to Polk St
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Attributes
File Name GeoJot+ 2018-10-05 11_53_10.JPG
Description North side_Snapps Ferry_Moser St to Polk St
Comment
Time Stamp 9:53:10 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 228
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GeoJot+ 2018-10-05 11_53_40.JPG
Title: Moser St to Polk St
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Attributes
File Name GeoJot+ 2018-10-05 11_53_40.JPG
Description North side_Snapps Ferry_Moser St to Polk St
Comment
Time Stamp 9:53:40 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 228
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GeoJot+ 2018-10-05 11_53_44.JPG
Title: Moser St to Polk St
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Attributes
File Name GeoJot+ 2018-10-05 11_53_44.JPG
Description North side_Snapps Ferry_Moser St to Polk St
Comment
Time Stamp 9:53:44 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 228
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GeoJot+ 2018-10-05 11_58_30.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-05 11_58_30.JPG
Description South side_Snapps ferry road_
Comment
Time Stamp 9:58:30 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 229
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GeoJot+ 2018-10-05 11_59_03.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-05 11_59_03.JPG
Description South side_Snapps ferry road_
Comment
Time Stamp 9:59:03 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 229
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GeoJot+ 2018-10-05 12_05_51.JPG
Title: Shell to Tusculum Blvd
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Attributes
File Name GeoJot+ 2018-10-05 12_05_51.JPG
Description South side_Snapps ferry road_Shell to Tusculum Blvd
Comment
Time Stamp 10:05:51 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 182 / 999
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GeoJot+ 2018-10-05 12_06_18.JPG
Title: Shell to Tusculum Blvd
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Attributes
File Name GeoJot+ 2018-10-05 12_06_18.JPG
Description South side_Snapps ferry road_Shell to Tusculum Blvd
Comment
Time Stamp 10:06:18 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 182 / 999
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GeoJot+ 2018-10-05 12_06_34.JPG
Title: Shell to Tusculum Blvd
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Attributes
File Name GeoJot+ 2018-10-05 12_06_34.JPG
Description South side_Snapps ferry road_Shell to Tusculum Blvd
Comment
Time Stamp 10:06:34 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 182 / 999
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GeoJot+ 2018-10-05 12_06_48.JPG
Title: Shell to Tusculum Blvd
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File Name GeoJot+ 2018-10-05 12_06_48.JPG
Description South side_Snapps ferry road_Shell to Tusculum Blvd
Comment
Time Stamp 10:06:48 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 182 / 999
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GeoJot+ 2018-10-05 12_21_21.JPG
Title: Butler Electric Motor Services



GRN200 Page 39 of 202 7/17/2019 4:11:01 PM

 

Attributes
File Name GeoJot+ 2018-10-05 12_21_21.JPG
Description West side_Snapps ferry / tusculum_Butler Electric 

Motor Services
Comment
Time Stamp 10:21:21 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 1001/1002 item not listed on map
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GeoJot+ 2018-10-05 12_21_36.JPG
Title: Butler Electric Motor Services
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Attributes
File Name GeoJot+ 2018-10-05 12_21_36.JPG
Description West side_Snapps ferry / tusculum_Butler Electric 

Motor Services
Comment
Time Stamp 10:21:36 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 1001/1002 item not listed on map
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GeoJot+ 2018-10-05 12_21_45.JPG
Title: Butler Electric Motor Services
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Attributes
File Name GeoJot+ 2018-10-05 12_21_45.JPG
Description West side_Snapps ferry / tusculum_Butler Electric 

Motor Services
Comment
Time Stamp 10:21:45 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 1001/1002 item not listed on map
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GeoJot+ 2018-10-05 12_29_07.JPG
Title: AutoZone Auto Parts
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Attributes
File Name GeoJot+ 2018-10-05 12_29_07.JPG
Description North side_Tusculum_AutoZone Auto Parts
Comment
Time Stamp 10:29:07 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 227
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GeoJot+ 2018-10-05 12_31_09.JPG
Title: AutoZone Auto Parts
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Attributes
File Name GeoJot+ 2018-10-05 12_31_09.JPG
Description North side_Tusculum_AutoZone Auto Parts
Comment
Time Stamp 10:31:09 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 226
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GeoJot+ 2018-10-05 13_31_33.JPG
Title: Trinity United Methodist Church to Sevier Ave
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Attributes
File Name GeoJot+ 2018-10-05 13_31_33.JPG
Description South side_Tusculum Blvd_Trinity United Methodist 

Church to Sevier Ave
Comment
Time Stamp 11:31:33 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 282 283 284 296 297
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GeoJot+ 2018-10-05 13_32_02.JPG
Title: Trinity United Methodist Church to Sevier Ave
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Attributes
File Name GeoJot+ 2018-10-05 13_32_02.JPG
Description South side_Tusculum Blvd_Trinity United Methodist 

Church to Sevier Ave
Comment
Time Stamp 11:32:02 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 282 283 284 296 297
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GeoJot+ 2018-10-05 13_32_45.JPG
Title: Trinity United Methodist Church to Sevier Ave
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Attributes
Seperations/Openings- Priority
Segment ID 282 283 284 296 297
File Name GeoJot+ 2018-10-05 13_32_45.JPG
Description South side_Tusculum Blvd_Trinity United Methodist 

Church to Sevier Ave
Comment
Time Stamp 11:32:45 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
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GeoJot+ 2018-10-05 13_33_24.JPG
Title: Trinity United Methodist Church to Sevier Ave
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Attributes
File Name GeoJot+ 2018-10-05 13_33_24.JPG
Description South side_Tusculum Blvd_Trinity United Methodist 

Church to Sevier Ave
Comment
Time Stamp 11:33:24 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 282 283 284 296 297
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GeoJot+ 2018-10-05 13_33_33.JPG
Title: Trinity United Methodist Church to Sevier Ave
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Attributes
File Name GeoJot+ 2018-10-05 13_33_33.JPG
Description South side_Tusculum Blvd_Trinity United Methodist 

Church to Sevier Ave
Comment
Time Stamp 11:33:33 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 282 283 284 296 297
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GeoJot+ 2018-10-05 13_34_11.JPG
Title: Trinity United Methodist Church to Sevier Ave
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Attributes
File Name GeoJot+ 2018-10-05 13_34_11.JPG
Description South side_Tusculum Blvd_Trinity United Methodist 

Church to Sevier Ave
Comment
Time Stamp 11:34:11 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 282 283 284 296 297
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GeoJot+ 2018-10-05 13_34_36.JPG
Title: Trinity United Methodist Church to Sevier Ave
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Attributes
File Name GeoJot+ 2018-10-05 13_34_36.JPG
Description South side_Tusculum Blvd_Trinity United Methodist 

Church to Sevier Ave
Comment
Time Stamp 11:34:36 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 282 283 284 296 297
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GeoJot+ 2018-10-05 13_41_40.JPG
Title: Sevier Ave to E Grove St
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Attributes
File Name GeoJot+ 2018-10-05 13_41_40.JPG
Description South side_Tusculum Ave_Sevier Ave to E Grove St
Comment
Time Stamp 11:41:40 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 300 276 301 285 302
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GeoJot+ 2018-10-05 13_42_21.JPG
Title: Sevier Ave to E Grove St
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Attributes
File Name GeoJot+ 2018-10-05 13_42_21.JPG
Description South side_Tusculum Ave_Sevier Ave to E Grove St
Comment
Time Stamp 11:42:21 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 300 276 301 285 302
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GeoJot+ 2018-10-05 13_43_04.JPG
Title: Sevier Ave to E Grove St
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Attributes
File Name GeoJot+ 2018-10-05 13_43_04.JPG
Description South side_Tusculum Ave_Sevier Ave to E Grove St
Comment
Time Stamp 11:43:04 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 300 276 301 285 302
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GeoJot+ 2018-10-05 13_43_35.JPG
Title: Sevier Ave to E Grove St
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File Name GeoJot+ 2018-10-05 13_43_35.JPG
Description South side_Tusculum Ave_Sevier Ave to E Grove St
Comment
Time Stamp 11:43:35 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 300 276 301 285 302
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GeoJot+ 2018-10-05 13_44_16.JPG
Title: Sevier Ave to E Grove St
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Attributes
File Name GeoJot+ 2018-10-05 13_44_16.JPG
Description South side_Tusculum Ave_Sevier Ave to E Grove St
Comment
Time Stamp 11:44:16 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 300 276 301 285 302
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GeoJot+ 2018-10-05 13_44_46.JPG
Title: Sevier Ave to E Grove St
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Attributes
File Name GeoJot+ 2018-10-05 13_44_46.JPG
Description South side_Tusculum Ave_Sevier Ave to E Grove St
Comment
Time Stamp 11:44:46 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 300 276 301 285 302
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GeoJot+ 2018-10-05 13_45_34.JPG
Title: Sevier Ave to E Grove St
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File Name GeoJot+ 2018-10-05 13_45_34.JPG
Description South side_Tusculum Ave_Sevier Ave to E Grove St
Comment
Time Stamp 11:45:34 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 300 276 301 285 302
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GeoJot+ 2018-10-05 13_52_34.JPG
Title: E Grove St to Volunteer St
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Attributes
File Name GeoJot+ 2018-10-05 13_52_34.JPG
Description South side_Tusculum / palmer st_E Grove St to 

Volunteer St
Comment
Time Stamp 11:52:34 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 286 277 278
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GeoJot+ 2018-10-05 13_53_06.JPG
Title: E Grove St to Volunteer St
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File Name GeoJot+ 2018-10-05 13_53_06.JPG
Description South side_Tusculum / palmer st_E Grove St to 

Volunteer St
Comment
Time Stamp 11:53:06 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 286 277 278
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GeoJot+ 2018-10-05 13_53_37.JPG
Title: E Grove St to Volunteer St
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File Name GeoJot+ 2018-10-05 13_53_37.JPG
Description South side_Tusculum / palmer st_E Grove St to 

Volunteer St
Comment
Time Stamp 11:53:37 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 286 277 278
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GeoJot+ 2018-10-05 13_54_14.JPG
Title: E Grove St to Volunteer St
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File Name GeoJot+ 2018-10-05 13_54_14.JPG
Description South side_Tusculum / palmer st_E Grove St to 

Volunteer St
Comment
Time Stamp 11:54:14 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 286 277 278
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GeoJot+ 2018-10-05 13_55_06.JPG
Title: E Grove St to Volunteer St
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File Name GeoJot+ 2018-10-05 13_55_06.JPG
Description South side_Tusculum / palmer st_E Grove St to 

Volunteer St
Comment
Time Stamp 11:55:06 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 286 277 278



GRN200 Page 86 of 202 7/17/2019 4:11:01 PM

GeoJot+ 2018-10-05 13_55_21.JPG
Title: E Grove St to Volunteer St
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File Name GeoJot+ 2018-10-05 13_55_21.JPG
Description South side_Tusculum / palmer st_E Grove St to 

Volunteer St
Comment
Time Stamp 11:55:21 AM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 286 277 278
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GeoJot+ 2018-10-05 14_08_52.JPG
Title: W Grove St to Spruce St
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Attributes
File Name GeoJot+ 2018-10-05 14_08_52.JPG
Description North side_Tusculum Ave_W Grove St to Spruce St
Comment
Time Stamp 12:08:52 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 281
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GeoJot+ 2018-10-05 14_09_16.JPG
Title: W Grove St to Spruce St
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Attributes
File Name GeoJot+ 2018-10-05 14_09_16.JPG
Description North side_Tusculum Ave_W Grove St to Spruce St
Comment
Time Stamp 12:09:16 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 281
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GeoJot+ 2018-10-05 14_09_36.JPG
Title: W Grove St to Spruce St
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Attributes
File Name GeoJot+ 2018-10-05 14_09_36.JPG
Description North side_Tusculum Ave_W Grove St to Spruce St
Comment
Time Stamp 12:09:36 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 281
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GeoJot+ 2018-10-05 14_09_56.JPG
Title: W Grove St to Spruce St
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Attributes
File Name GeoJot+ 2018-10-05 14_09_56.JPG
Description North side_Tusculum Ave_W Grove St to Spruce St
Comment
Time Stamp 12:09:56 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 281
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GeoJot+ 2018-10-05 14_10_13.JPG
Title: W Grove St to Spruce St



GRN200 Page 97 of 202 7/17/2019 4:11:01 PM

 

Attributes
File Name GeoJot+ 2018-10-05 14_10_13.JPG
Description North side_Tusculum Ave_W Grove St to Spruce St
Comment
Time Stamp 12:10:13 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 281
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GeoJot+ 2018-10-05 14_10_40.JPG
Title: W Grove St to Spruce St
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Attributes
File Name GeoJot+ 2018-10-05 14_10_40.JPG
Description North side_Tusculum Ave_W Grove St to Spruce St
Comment
Time Stamp 12:10:40 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 281
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GeoJot+ 2018-10-05 14_18_12.JPG
Title: Spruce St to McDonald's 



GRN200 Page 101 of 202 7/17/2019 4:11:01 PM

 

Attributes
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 299
File Name GeoJot+ 2018-10-05 14_18_12.JPG
Description North side_Tusculum_Spruce St to McDonald's
Comment
Time Stamp 12:18:12 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
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GeoJot+ 2018-10-05 14_18_45.JPG
Title: Spruce St to McDonald's 
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Attributes
File Name GeoJot+ 2018-10-05 14_18_45.JPG
Description North side_Tusculum_Spruce St to McDonald's
Comment
Time Stamp 12:18:45 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 299
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GeoJot+ 2018-10-05 14_19_27.JPG
Title: Spruce St to McDonald's 
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Attributes
File Name GeoJot+ 2018-10-05 14_19_27.JPG
Description North side_Tusculum_Spruce St to McDonald's
Comment
Time Stamp 12:19:27 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 299
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GeoJot+ 2018-10-05 14_19_42.JPG
Title: Spruce St to McDonald's 
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Attributes
File Name GeoJot+ 2018-10-05 14_19_42.JPG
Description North side_Tusculum_Spruce St to McDonald's
Comment
Time Stamp 12:19:42 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 299
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GeoJot+ 2018-10-05 14_20_15.JPG
Title: Spruce St to McDonald's 
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Attributes
File Name GeoJot+ 2018-10-05 14_20_15.JPG
Description North side_Tusculum_Spruce St to McDonald's
Comment
Time Stamp 12:20:15 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 299
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GeoJot+ 2018-10-05 14_20_52.JPG
Title: Spruce St to McDonald's 



GRN200 Page 111 of 202 7/17/2019 4:11:01 PM

 

Attributes
File Name GeoJot+ 2018-10-05 14_20_52.JPG
Description North side_Tusculum_Spruce St to McDonald's
Comment
Time Stamp 12:20:52 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 299
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GeoJot+ 2018-10-05 14_21_20.JPG
Title: Spruce St to McDonald's 
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Attributes
File Name GeoJot+ 2018-10-05 14_21_20.JPG
Description North side_Tusculum_Spruce St to McDonald's
Comment
Time Stamp 12:21:20 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 299
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GeoJot+ 2018-10-05 14_21_40.JPG
Title: Spruce St to McDonald's 
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Attributes
File Name GeoJot+ 2018-10-05 14_21_40.JPG
Description North side_Tusculum_Spruce St to McDonald's
Comment
Time Stamp 12:21:40 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 299
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GeoJot+ 2018-10-05 14_22_34.JPG
Title: Spruce St to McDonald's 
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Attributes
File Name GeoJot+ 2018-10-05 14_22_34.JPG
Description North side_Tusculum_Spruce St to McDonald's
Comment
Time Stamp 12:22:34 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 299
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GeoJot+ 2018-10-05 14_22_59.JPG
Title: Spruce St to McDonald's 
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Attributes
File Name GeoJot+ 2018-10-05 14_22_59.JPG
Description North side_Tusculum_Spruce St to McDonald's
Comment
Time Stamp 12:22:59 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 299
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GeoJot+ 2018-10-05 14_23_18.JPG
Title: Spruce St to McDonald's 
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Attributes
File Name GeoJot+ 2018-10-05 14_23_18.JPG
Description North side_Tusculum_Spruce St to McDonald's
Comment
Time Stamp 12:23:18 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 299
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GeoJot+ 2018-10-05 14_53_18.JPG
Title: 102 W Grove St to END
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Attributes
File Name GeoJot+ 2018-10-05 14_53_18.JPG
Description East side_W Grove St_102 W Grove St to END
Comment
Time Stamp 12:53:18 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 224
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GeoJot+ 2018-10-05 14_54_59.JPG
Title: 102 W Grove St to END
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File Name GeoJot+ 2018-10-05 14_54_59.JPG
Description East side_W Grove St_102 W Grove St to END
Comment
Time Stamp 12:54:59 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 224
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GeoJot+ 2018-10-05 14_55_16.JPG
Title: 102 W Grove St to END
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Attributes
File Name GeoJot+ 2018-10-05 14_55_16.JPG
Description East side_W Grove St_102 W Grove St to END
Comment
Time Stamp 12:55:16 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 224
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GeoJot+ 2018-10-05 14_57_06.JPG
Title: 101 W Grove St to 115 W Grove St
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Attributes
File Name GeoJot+ 2018-10-05 14_57_06.JPG
Description West side_Grove St_101 W Grove St to 115 W Grove 

St
Comment
Time Stamp 12:57:06 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 225



GRN200 Page 130 of 202 7/17/2019 4:11:01 PM

GeoJot+ 2018-10-05 14_57_24.JPG
Title: 101 W Grove St to 115 W Grove St
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Attributes
File Name GeoJot+ 2018-10-05 14_57_24.JPG
Description West side_Grove St_101 W Grove St to 115 W Grove 

St
Comment
Time Stamp 12:57:24 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 225
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GeoJot+ 2018-10-05 14_57_41.JPG
Title: 101 W Grove St to 115 W Grove St
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Attributes
File Name GeoJot+ 2018-10-05 14_57_41.JPG
Description West side_Grove St_101 W Grove St to 115 W Grove 

St
Comment
Time Stamp 12:57:41 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 225
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GeoJot+ 2018-10-05 14_57_58.JPG
Title: 101 W Grove St to 115 W Grove St
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Attributes
File Name GeoJot+ 2018-10-05 14_57_58.JPG
Description West side_Grove St_101 W Grove St to 115 W Grove 

St
Comment
Time Stamp 12:57:58 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 225
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GeoJot+ 2018-10-05 14_58_18.JPG
Title: 101 W Grove St to 115 W Grove St



GRN200 Page 137 of 202 7/17/2019 4:11:01 PM

 

Attributes
File Name GeoJot+ 2018-10-05 14_58_18.JPG
Description West side_Grove St_101 W Grove St to 115 W Grove 

St
Comment
Time Stamp 12:58:18 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 225
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GeoJot+ 2018-10-05 15_05_06.JPG
Title: W Grove St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_05_06.JPG
Description North side_Tusculum Blvd_W Grove St to Oak Grove 

Ave
Comment
Time Stamp 1:05:06 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 273 272 271 270 269 280 279 287 289 303
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GeoJot+ 2018-10-05 15_05_26.JPG
Title: W Grove St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_05_26.JPG
Description North side_Tusculum Blvd_W Grove St to Oak Grove 

Ave
Comment
Time Stamp 1:05:26 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 273 272 271 270 269 280 279 287 289 303
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GeoJot+ 2018-10-05 15_05_40.JPG
Title: W Grove St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_05_40.JPG
Description North side_Tusculum Blvd_W Grove St to Oak Grove 

Ave
Comment
Time Stamp 1:05:40 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 273 272 271 270 269 280 279 287 289 303
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GeoJot+ 2018-10-05 15_06_24.JPG
Title: W Grove St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_06_24.JPG
Description North side_Tusculum Blvd_W Grove St to Oak Grove 

Ave
Comment
Time Stamp 1:06:24 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 273 272 271 270 269 280 279 287 289 303
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GeoJot+ 2018-10-05 15_06_53.JPG
Title: W Grove St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_06_53.JPG
Description North side_Tusculum Blvd_W Grove St to Oak Grove 

Ave
Comment
Time Stamp 1:06:53 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 273 272 271 270 269 280 279 287 289 303



GRN200 Page 148 of 202 7/17/2019 4:11:01 PM

GeoJot+ 2018-10-05 15_07_17.JPG
Title: W Grove St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_07_17.JPG
Description North side_Tusculum Blvd_W Grove St to Oak Grove 

Ave
Comment
Time Stamp 1:07:17 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 273 272 271 270 269 280 279 287 289 303
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GeoJot+ 2018-10-05 15_07_57.JPG
Title: W Grove St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_07_57.JPG
Description North side_Tusculum Blvd_W Grove St to Oak Grove 

Ave
Comment
Time Stamp 1:07:57 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 273 272 271 270 269 280 279 287 289 303
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GeoJot+ 2018-10-05 15_08_44.JPG
Title: W Grove St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_08_44.JPG
Description North side_Tusculum Blvd_W Grove St to Oak Grove 

Ave
Comment
Time Stamp 1:08:44 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 273 272 271 270 269 280 279 287 289 303
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GeoJot+ 2018-10-05 15_09_26.JPG
Title: W Grove St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_09_26.JPG
Description North side_Tusculum Blvd_W Grove St to Oak Grove 

Ave
Comment
Time Stamp 1:09:26 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 273 272 271 270 269 280 279 287 289 303
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GeoJot+ 2018-10-05 15_10_13.JPG
Title: W Grove St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_10_13.JPG
Description North side_Tusculum Blvd_W Grove St to Oak Grove 

Ave
Comment
Time Stamp 1:10:13 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 273 272 271 270 269 280 279 287 289 303
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GeoJot+ 2018-10-05 15_11_12.JPG
Title: W Grove St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_11_12.JPG
Description North side_Tusculum Blvd_W Grove St to Oak Grove 

Ave
Comment
Time Stamp 1:11:12 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 273 272 271 270 269 280 279 287 289 303
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GeoJot+ 2018-10-05 15_12_15.JPG
Title: W Grove St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_12_15.JPG
Description North side_Tusculum Blvd_W Grove St to Oak Grove 

Ave
Comment
Time Stamp 1:12:15 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 273 272 271 270 269 280 279 287 289 303
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GeoJot+ 2018-10-05 15_38_49.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_38_49.JPG
Description East side_Oak grove Ave_Tusculum Blvd to Montford 

Ave
Comment
Time Stamp 1:38:49 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 223 222
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GeoJot+ 2018-10-05 15_39_13.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_39_13.JPG
Description East side_Oak grove Ave_Tusculum Blvd to Montford 

Ave
Comment
Time Stamp 1:39:13 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 223 222
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GeoJot+ 2018-10-05 15_39_24.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_39_24.JPG
Description East side_Oak grove Ave_Tusculum Blvd to Montford 

Ave
Comment
Time Stamp 1:39:24 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 223 222
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GeoJot+ 2018-10-05 15_39_55.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_39_55.JPG
Description East side_Oak grove Ave_Tusculum Blvd to Montford 

Ave
Comment
Time Stamp 1:39:55 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 223 222
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GeoJot+ 2018-10-05 15_40_27.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_40_27.JPG
Description East side_Oak grove Ave_Tusculum Blvd to Montford 

Ave
Comment
Time Stamp 1:40:27 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 223 222
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GeoJot+ 2018-10-05 15_40_58.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-05 15_40_58.JPG
Description East side_Oak grove Ave_Tusculum Blvd to Montford 

Ave
Comment
Time Stamp 1:40:58 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 223 222
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GeoJot+ 2018-10-05 15_41_12.JPG
Title: Tusculum Blvd to Montford Ave



GRN200 Page 175 of 202 7/17/2019 4:11:01 PM

 

Attributes
File Name GeoJot+ 2018-10-05 15_41_12.JPG
Description East side_Oak grove Ave_Tusculum Blvd to Montford 

Ave
Comment
Time Stamp 1:41:12 PM
Date Stamp 10/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (0%) 36" or less   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 0%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 223 222
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GeoJot+ 2018-10-08 11_48_10.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-08 11_48_10.JPG
Description North/West_Oak Grove Ave_Tusculum Blvd to 

Montford Ave
Comment
Time Stamp 9:48:10 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 221
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GeoJot+ 2018-10-08 11_48_22.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-08 11_48_22.JPG
Description North/West_Oak Grove Ave_Tusculum Blvd to 

Montford Ave
Comment
Time Stamp 9:48:22 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 221
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GeoJot+ 2018-10-08 11_48_39.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-08 11_48_39.JPG
Description North/West_Oak Grove Ave_Tusculum Blvd to 

Montford Ave
Comment
Time Stamp 9:48:39 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 221
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GeoJot+ 2018-10-08 11_49_11.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-08 11_49_11.JPG
Description North/West_Oak Grove Ave_Tusculum Blvd to 

Montford Ave
Comment
Time Stamp 9:49:11 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 221
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GeoJot+ 2018-10-08 11_49_35.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-08 11_49_35.JPG
Description North/West_Oak Grove Ave_Tusculum Blvd to 

Montford Ave
Comment
Time Stamp 9:49:35 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 221
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GeoJot+ 2018-10-08 11_57_07.JPG
Title: Oak Grove Ave to N Main St
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Attributes
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 331
File Name GeoJot+ 2018-10-08 11_57_07.JPG
Description North/East_Tusculum Ave_Oak Grove Ave to N Main 

St
Comment
Time Stamp 9:57:07 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%



GRN200 Page 188 of 202 7/17/2019 4:11:01 PM

GeoJot+ 2018-10-08 11_57_50.JPG
Title: Oak Grove Ave to N Main St
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Attributes
File Name GeoJot+ 2018-10-08 11_57_50.JPG
Description North/East_Tusculum Ave_Oak Grove Ave to N Main 

St
Comment
Time Stamp 9:57:50 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 331
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GeoJot+ 2018-10-08 11_58_31.JPG
Title: Oak Grove Ave to N Main St
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Attributes
File Name GeoJot+ 2018-10-08 11_58_31.JPG
Description North/East_Tusculum Ave_Oak Grove Ave to N Main 

St
Comment
Time Stamp 9:58:31 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 331
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GeoJot+ 2018-10-08 12_05_10.JPG
Title: Spencer St to E Nelson St
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Attributes
File Name GeoJot+ 2018-10-08 12_05_10.JPG
Description South side_N Main_Spencer St to E Nelson St
Comment
Time Stamp 10:05:10 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 220
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GeoJot+ 2018-10-08 12_05_49.JPG
Title: Spencer St to E Nelson St
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Attributes
File Name GeoJot+ 2018-10-08 12_05_49.JPG
Description South side_N Main_Spencer St to E Nelson St
Comment
Time Stamp 10:05:49 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 220
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GeoJot+ 2018-10-08 12_06_33.JPG
Title: Spencer St to E Nelson St
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Attributes
Time Stamp 10:06:33 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 220
File Name GeoJot+ 2018-10-08 12_06_33.JPG
Description South side_N Main_Spencer St to E Nelson St
Comment
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GeoJot+ 2018-10-08 12_07_13.JPG
Title: Spencer St to E Nelson St
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Attributes
File Name GeoJot+ 2018-10-08 12_07_13.JPG
Description South side_N Main_Spencer St to E Nelson St
Comment
Time Stamp 10:07:13 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 220
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GeoJot+ 2018-10-08 12_07_57.JPG
Title: Spencer St to E Nelson St
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Attributes
File Name GeoJot+ 2018-10-08 12_07_57.JPG
Description South side_N Main_Spencer St to E Nelson St
Comment
Time Stamp 10:07:57 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 220
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GeoJot+ 2018-10-08 12_08_49.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-08 12_08_49.JPG
Description South side_N Main St_Tusculum Blvd to Montford Ave
Comment
Time Stamp 10:08:49 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 220
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GeoJot+ 2018-10-08 12_09_17.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-08 12_09_17.JPG
Description South side_N Main St_Tusculum Blvd to Montford Ave
Comment
Time Stamp 10:09:17 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 220
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GeoJot+ 2018-10-08 12_10_05.JPG
Title: Tusculum Blvd to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-08 12_10_05.JPG
Description South side_N Main St_Tusculum Blvd to Montford Ave
Comment
Time Stamp 10:10:05 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 220
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GeoJot+ 2018-10-08 12_15_25.JPG
Title: 508 N Main St to Oak Grove Cemetery
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Attributes
File Name GeoJot+ 2018-10-08 12_15_25.JPG
Description South side_N Main St_508 N Main St to Oak Grove 

Cemetery
Comment
Time Stamp 10:15:25 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 217
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GeoJot+ 2018-10-08 12_16_02.JPG
Title: 508 N Main St to Oak Grove Cemetery
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Attributes
File Name GeoJot+ 2018-10-08 12_16_02.JPG
Description South side_N Main St_508 N Main St to Oak Grove 

Cemetery
Comment
Time Stamp 10:16:02 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 217
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GeoJot+ 2018-10-08 12_16_30.JPG
Title: 508 N Main St to Oak Grove Cemetery
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Attributes
File Name GeoJot+ 2018-10-08 12_16_30.JPG
Description South side_N Main St_508 N Main St to Oak Grove 

Cemetery
Comment
Time Stamp 10:16:30 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 217
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GeoJot+ 2018-10-08 12_16_52.JPG
Title: 508 N Main St to Oak Grove Cemetery
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Attributes
File Name GeoJot+ 2018-10-08 12_16_52.JPG
Description South side_N Main St_508 N Main St to Oak Grove 

Cemetery
Comment
Time Stamp 10:16:52 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 217



GRN301 Page 16 of 202 7/18/2019 4:52:20 PM

GeoJot+ 2018-10-08 12_17_01.JPG
Title: 508 N Main St to Oak Grove Cemetery
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Attributes
File Name GeoJot+ 2018-10-08 12_17_01.JPG
Description South side_N Main St_508 N Main St to Oak Grove 

Cemetery
Comment
Time Stamp 10:17:01 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 217
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GeoJot+ 2018-10-08 12_21_53.JPG
Title: Oak Grove Cemetery to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-08 12_21_53.JPG
Description South side_Oak Grove Cemetery_Oak Grove Cemetery 

to Montford Ave
Comment
Time Stamp 10:21:53 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 218
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GeoJot+ 2018-10-08 12_22_51.JPG
Title: Oak Grove Cemetery to Montford Ave



GRN301 Page 21 of 202 7/18/2019 4:52:20 PM

 

Attributes
File Name GeoJot+ 2018-10-08 12_22_51.JPG
Description South side_Oak Grove Cemetery_Oak Grove Cemetery 

to Montford Ave
Comment
Time Stamp 10:22:51 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 218
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GeoJot+ 2018-10-08 12_23_30.JPG
Title: Oak Grove Cemetery to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-08 12_23_30.JPG
Description South side_Oak Grove Cemetery_Oak Grove Cemetery 

to Montford Ave
Comment
Time Stamp 10:23:30 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 218
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GeoJot+ 2018-10-08 12_24_48.JPG
Title: Oak Grove Cemetery to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-08 12_24_48.JPG
Description South side_Oak Grove Cemetery_Oak Grove Cemetery 

to Montford Ave
Comment
Time Stamp 10:24:48 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 218
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GeoJot+ 2018-10-08 12_25_14.JPG
Title: N Main St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-08 12_25_14.JPG
Description South side_Montford Ave_N Main St to Oak Grove Ave
Comment
Time Stamp 10:25:14 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 218
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GeoJot+ 2018-10-08 12_25_42.JPG
Title: Oak Grove Cemetery to Montford Ave
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Attributes
File Name GeoJot+ 2018-10-08 12_25_42.JPG
Description South side_Montford Ave_Oak Grove Cemetery to 

Montford Ave
Comment
Time Stamp 10:25:42 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 218
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GeoJot+ 2018-10-08 12_34_39.JPG
Title: Doughty Ave
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Attributes
File Name GeoJot+ 2018-10-08 12_34_39.JPG
Description North side_N Main St_Doughty Ave
Comment
Time Stamp 10:34:39 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 152
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GeoJot+ 2018-10-08 12_35_31.JPG
Title: Doughty Ave
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Attributes
File Name GeoJot+ 2018-10-08 12_35_31.JPG
Description North side_N Main St_Doughty Ave
Comment
Time Stamp 10:35:31 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 152
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GeoJot+ 2018-10-08 12_38_01.JPG
Title: E Nelson St to E Hardin St
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Attributes
File Name GeoJot+ 2018-10-08 12_38_01.JPG
Description North side_N Main St_E Nelson St to E Hardin St
Comment
Time Stamp 10:38:01 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 151
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GeoJot+ 2018-10-08 12_38_20.JPG
Title: E Nelson St to E Hardin St
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Attributes
File Name GeoJot+ 2018-10-08 12_38_20.JPG
Description North side_N Main St_E Nelson St to E Hardin St
Comment
Time Stamp 10:38:20 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 151
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GeoJot+ 2018-10-08 12_38_37.JPG
Title: E Nelson St to E Hardin St
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Attributes
File Name GeoJot+ 2018-10-08 12_38_37.JPG
Description North side_N Main St_E Nelson St to E Hardin St
Comment
Time Stamp 10:38:37 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 151
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GeoJot+ 2018-10-08 12_39_06.JPG
Title: E Nelson St to E Hardin St
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Attributes
File Name GeoJot+ 2018-10-08 12_39_06.JPG
Description North side_N Main St_E Nelson St to E Hardin St
Comment
Time Stamp 10:39:06 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 151
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GeoJot+ 2018-10-08 12_39_35.JPG
Title: E Nelson St to E Hardin St
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Attributes
File Name GeoJot+ 2018-10-08 12_39_35.JPG
Description North side_N Main St_E Nelson St to E Hardin St
Comment
Time Stamp 10:39:35 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 151
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GeoJot+ 2018-10-08 12_40_03.JPG
Title: E Nelson St to E Hardin St
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Attributes
File Name GeoJot+ 2018-10-08 12_40_03.JPG
Description North side_N Main St_E Nelson St to E Hardin St
Comment
Time Stamp 10:40:03 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 151
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GeoJot+ 2018-10-08 12_40_36.JPG
Title: E Nelson St to E Hardin St
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Attributes
File Name GeoJot+ 2018-10-08 12_40_36.JPG
Description North side_N Main St_E Nelson St to E Hardin St
Comment
Time Stamp 10:40:36 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 151
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GeoJot+ 2018-10-08 12_41_01.JPG
Title: E Nelson St to E Hardin St
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Attributes
File Name GeoJot+ 2018-10-08 12_41_01.JPG
Description North side_N Main St_E Nelson St to E Hardin St
Comment
Time Stamp 10:41:01 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 151
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GeoJot+ 2018-10-08 12_41_28.JPG
Title: E Nelson St to E Hardin St
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Attributes
File Name GeoJot+ 2018-10-08 12_41_28.JPG
Description North side_N Main St_E Nelson St to E Hardin St
Comment
Time Stamp 10:41:28 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 151
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GeoJot+ 2018-10-08 12_44_34.JPG
Title: E Nelson St to Spencer St
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Attributes
Seperations/Openings- Priority
Segment ID 150
File Name GeoJot+ 2018-10-08 12_44_34.JPG
Description North side_N Main St_E Nelson St to Spencer St
Comment
Time Stamp 10:44:34 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
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GeoJot+ 2018-10-08 12_45_40.JPG
Title: E Nelson St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-08 12_45_40.JPG
Description North side_N Main St_E Nelson St to Spencer St
Comment
Time Stamp 10:45:40 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 150
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GeoJot+ 2018-10-08 12_46_14.JPG
Title: E Nelson St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-08 12_46_14.JPG
Description North side_N Main St_E Nelson St to Spencer St
Comment
Time Stamp 10:46:14 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 150
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GeoJot+ 2018-10-08 12_46_59.JPG
Title: E Nelson St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-08 12_46_59.JPG
Description North side_N Main St_E Nelson St to Spencer St
Comment
Time Stamp 10:46:59 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 150
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GeoJot+ 2018-10-08 12_47_37.JPG
Title: E Nelson St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-08 12_47_37.JPG
Description North side_N Main St_E Nelson St to Spencer St
Comment
Time Stamp 10:47:37 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 150
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GeoJot+ 2018-10-08 12_48_16.JPG
Title: E Nelson St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-08 12_48_16.JPG
Description North side_N Main St_E Nelson St to Spencer St
Comment
Time Stamp 10:48:16 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 150
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GeoJot+ 2018-10-08 12_49_06.JPG
Title: E Nelson St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-08 12_49_06.JPG
Description North side_N Main St_E Nelson St to Spencer St
Comment
Time Stamp 10:49:06 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 150
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GeoJot+ 2018-10-08 12_49_34.JPG
Title: E Nelson St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-08 12_49_34.JPG
Description North side_N Main St_E Nelson St to Spencer St
Comment
Time Stamp 10:49:34 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 150
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GeoJot+ 2018-10-08 12_50_32.JPG
Title: E Nelson St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-08 12_50_32.JPG
Description North side_N Main St_E Nelson St to Spencer St
Comment
Time Stamp 10:50:32 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 150
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GeoJot+ 2018-10-08 12_51_24.JPG
Title: E Nelson St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-08 12_51_24.JPG
Description North side_N Main St_E Nelson St to Spencer St
Comment
Time Stamp 10:51:24 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 150
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GeoJot+ 2018-10-08 13_46_26.JPG
Title: N Main St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-08 13_46_26.JPG
Description East side_Spencer St_N Main St to N Irish St
Comment
Time Stamp 11:46:26 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment ID 335
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GeoJot+ 2018-10-08 13_47_26.JPG
Title: N Main St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-08 13_47_26.JPG
Description East side_Spencer St_N Main St to N Irish St
Comment
Time Stamp 11:47:26 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment ID 335



GRN301 Page 76 of 202 7/18/2019 4:52:20 PM

GeoJot+ 2018-10-08 13_47_58.JPG
Title: N Main St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-08 13_47_58.JPG
Description East side_Spencer St_N Main St to N Irish St
Comment
Time Stamp 11:47:58 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment ID 335
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GeoJot+ 2018-10-08 13_48_50.JPG
Title: N Main St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-08 13_48_50.JPG
Description East side_Spencer St_N Main St to N Irish St
Comment
Time Stamp 11:48:50 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment ID 335



GRN301 Page 80 of 202 7/18/2019 4:52:20 PM

GeoJot+ 2018-10-08 13_49_56.JPG
Title: N Main St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-08 13_49_56.JPG
Description East side_Spencer St_N Main St to N Irish St
Comment
Time Stamp 11:49:56 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment ID 335
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GeoJot+ 2018-10-08 13_52_36.JPG
Title: Spencer St to Railroad Tracks
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Attributes
File Name GeoJot+ 2018-10-08 13_52_36.JPG
Description East side_N Irish St_Spencer St to Railroad Tracks
Comment
Time Stamp 11:52:36 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 3
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GeoJot+ 2018-10-08 13_53_21.JPG
Title: Spencer St to Railroad Tracks
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Attributes
File Name GeoJot+ 2018-10-08 13_53_21.JPG
Description East side_N Irish St_Spencer St to Railroad Tracks
Comment
Time Stamp 11:53:21 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 3
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GeoJot+ 2018-10-08 13_53_50.JPG
Title: Spencer St to Railroad Tracks
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Attributes
File Name GeoJot+ 2018-10-08 13_53_50.JPG
Description East side_N Irish St_Spencer St to Railroad Tracks
Comment
Time Stamp 11:53:50 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 3
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GeoJot+ 2018-10-08 13_54_15.JPG
Title: Spencer St to Railroad Tracks
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Attributes
File Name GeoJot+ 2018-10-08 13_54_15.JPG
Description East side_N Irish St_Spencer St to Railroad Tracks
Comment
Time Stamp 11:54:15 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 3
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GeoJot+ 2018-10-08 13_54_35.JPG
Title: Spencer St to Railroad Tracks
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Attributes
File Name GeoJot+ 2018-10-08 13_54_35.JPG
Description East side_N Irish St_Spencer St to Railroad Tracks
Comment
Time Stamp 11:54:35 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 3
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GeoJot+ 2018-10-08 13_56_55.JPG
Title: Railroad Tracks to N Nelson St
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Attributes
File Name GeoJot+ 2018-10-08 13_56_55.JPG
Description North/West_N Irish St_Railroad Tracks to N Nelson St
Comment
Time Stamp 11:56:55 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 183
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GeoJot+ 2018-10-08 13_57_19.JPG
Title: Railroad Tracks to N Nelson St
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Attributes
File Name GeoJot+ 2018-10-08 13_57_19.JPG
Description North/West_N Irish St_Railroad Tracks to N Nelson St
Comment
Time Stamp 11:57:19 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 183
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GeoJot+ 2018-10-08 13_58_56.JPG
Title: N Nelson St to N Hardin St
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Attributes
File Name GeoJot+ 2018-10-08 13_58_56.JPG
Description North/West_N Irish St_N Nelson St to N Hardin St
Comment
Time Stamp 11:58:56 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment ID 184 / 213
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GeoJot+ 2018-10-08 13_59_27.JPG
Title: N Nelson St to N Hardin St
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Attributes
File Name GeoJot+ 2018-10-08 13_59_27.JPG
Description North/West_N Irish St_N Nelson St to N Hardin St
Comment
Time Stamp 11:59:27 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment ID 184 / 213
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GeoJot+ 2018-10-08 13_59_57.JPG
Title: N Nelson St to N Hardin St
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Attributes
Side Of Street North/West
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment ID 184 / 213
File Name GeoJot+ 2018-10-08 13_59_57.JPG
Description North/West_N Irish St_N Nelson St to N Hardin St
Comment
Time Stamp 11:59:57 AM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
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GeoJot+ 2018-10-08 14_00_38.JPG
Title: N Nelson St to N Hardin St



GRN301 Page 103 of 202 7/18/2019 4:52:20 PM

 

Attributes
File Name GeoJot+ 2018-10-08 14_00_38.JPG
Description North/West_N Irish St_N Nelson St to N Hardin St
Comment
Time Stamp 12:00:38 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment ID 184 / 213
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GeoJot+ 2018-10-08 14_01_34.JPG
Title: N Nelson St to N Hardin St
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Attributes
File Name GeoJot+ 2018-10-08 14_01_34.JPG
Description North/West_N Irish St_N Nelson St to N Hardin St
Comment
Time Stamp 12:01:34 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment ID 184 / 213
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GeoJot+ 2018-10-08 14_01_46.JPG
Title: N Nelson St to N Hardin St
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Attributes
File Name GeoJot+ 2018-10-08 14_01_46.JPG
Description North/West_N Irish St_N Nelson St to N Hardin St
Comment
Time Stamp 12:01:46 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment ID 184 / 213



GRN301 Page 108 of 202 7/18/2019 4:52:20 PM

GeoJot+ 2018-10-08 14_01_58.JPG
Title: N Nelson St to N Hardin St



GRN301 Page 109 of 202 7/18/2019 4:52:20 PM

 

Attributes
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment ID 184 / 213
File Name GeoJot+ 2018-10-08 14_01_58.JPG
Description North/West_N Irish St_N Nelson St to N Hardin St
Comment
Time Stamp 12:01:58 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 25%
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GeoJot+ 2018-10-08 14_09_05.JPG
Title: N Hill St to N Irish St



GRN301 Page 111 of 202 7/18/2019 4:52:20 PM

 

Attributes
File Name GeoJot+ 2018-10-08 14_09_05.JPG
Description East side_N Hardin St_N Hill St to N Irish St
Comment
Time Stamp 12:09:05 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 215
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GeoJot+ 2018-10-08 14_09_24.JPG
Title: N Hill St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-08 14_09_24.JPG
Description East side_N Hardin St_N Hill St to N Irish St
Comment
Time Stamp 12:09:24 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 215
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GeoJot+ 2018-10-08 14_10_01.JPG
Title: N Hill St to N Irish St



GRN301 Page 115 of 202 7/18/2019 4:52:20 PM

 

Attributes
File Name GeoJot+ 2018-10-08 14_10_01.JPG
Description East side_N Hardin St_N Hill St to N Irish St
Comment
Time Stamp 12:10:01 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 215
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GeoJot+ 2018-10-08 14_10_18.JPG
Title: N Hill St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-08 14_10_18.JPG
Description East side_N Hardin St_N Hill St to N Irish St
Comment
Time Stamp 12:10:18 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 215
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GeoJot+ 2018-10-08 14_10_37.JPG
Title: N Hill St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-08 14_10_37.JPG
Description East side_N Hardin St_N Hill St to N Irish St
Comment
Time Stamp 12:10:37 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 215
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GeoJot+ 2018-10-08 14_13_33.JPG
Title: N Hardin St to 517 N Irish St
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Attributes
File Name GeoJot+ 2018-10-08 14_13_33.JPG
Description North side_N Irish St_N Hardin St to 517 N Irish St
Comment
Time Stamp 12:13:33 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 216
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GeoJot+ 2018-10-08 14_14_17.JPG
Title: N Hardin St to 517 N Irish St



GRN301 Page 123 of 202 7/18/2019 4:52:20 PM

 

Attributes
File Name GeoJot+ 2018-10-08 14_14_17.JPG
Description North side_N Irish St_N Hardin St to 517 N Irish St
Comment
Time Stamp 12:14:17 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 216
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GeoJot+ 2018-10-08 14_15_04.JPG
Title: N Hardin St to 517 N Irish St
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Attributes
File Name GeoJot+ 2018-10-08 14_15_04.JPG
Description North side_N Irish St_N Hardin St to 517 N Irish St
Comment
Time Stamp 12:15:04 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 216
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GeoJot+ 2018-10-08 14_15_19.JPG
Title: N Hardin St to 517 N Irish St
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Attributes
File Name GeoJot+ 2018-10-08 14_15_19.JPG
Description North side_N Irish St_N Hardin St to 517 N Irish St
Comment
Time Stamp 12:15:19 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 216
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GeoJot+ 2018-10-08 14_15_57.JPG
Title: N Hardin St to 517 N Irish St
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Attributes
File Name GeoJot+ 2018-10-08 14_15_57.JPG
Description North side_N Irish St_N Hardin St to 517 N Irish St
Comment
Time Stamp 12:15:57 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 216



GRN301 Page 130 of 202 7/18/2019 4:52:20 PM

GeoJot+ 2018-10-08 14_22_12.JPG
Title: N Irish St to Railroad Tracks
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Attributes
File Name GeoJot+ 2018-10-08 14_22_12.JPG
Description East side_E Nelson St_N Irish St to Railroad Tracks
Comment
Time Stamp 12:22:12 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 214
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GeoJot+ 2018-10-08 14_22_49.JPG
Title: N Irish St to Railroad Tracks
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Attributes
File Name GeoJot+ 2018-10-08 14_22_49.JPG
Description East side_E Nelson St_N Irish St to Railroad Tracks
Comment
Time Stamp 12:22:49 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 214
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GeoJot+ 2018-10-08 14_23_13.JPG
Title: N Irish St to Railroad Tracks
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Attributes
File Name GeoJot+ 2018-10-08 14_23_13.JPG
Description East side_E Nelson St_N Irish St to Railroad Tracks
Comment
Time Stamp 12:23:13 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 214
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GeoJot+ 2018-10-08 14_32_48.JPG
Title: N Main St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-08 14_32_48.JPG
Description North/East_Montford Ave_N Main St to Oak Grove 

Ave
Comment
Time Stamp 12:32:48 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 219
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GeoJot+ 2018-10-08 14_33_09.JPG
Title: N Main St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-08 14_33_09.JPG
Description North/East_Montford Ave_N Main St to Oak Grove 

Ave
Comment
Time Stamp 12:33:09 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 219
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GeoJot+ 2018-10-08 14_33_34.JPG
Title: N Main St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-08 14_33_34.JPG
Description North/East_Montford Ave_N Main St to Oak Grove 

Ave
Comment
Time Stamp 12:33:34 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 219
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GeoJot+ 2018-10-08 14_33_56.JPG
Title: N Main St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-08 14_33_56.JPG
Description North/East_Montford Ave_N Main St to Oak Grove 

Ave
Comment
Time Stamp 12:33:56 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 219
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GeoJot+ 2018-10-08 14_34_43.JPG
Title: N Main St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-08 14_34_43.JPG
Description North/East_Montford Ave_N Main St to Oak Grove 

Ave
Comment
Time Stamp 12:34:43 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 219
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GeoJot+ 2018-10-08 14_34_54.JPG
Title: N Main St to Oak Grove Ave
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Attributes
File Name GeoJot+ 2018-10-08 14_34_54.JPG
Description North/East_Montford Ave_N Main St to Oak Grove 

Ave
Comment
Time Stamp 12:34:54 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 219
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GeoJot+ 2018-10-08 15_06_55.JPG
Title: Greeneville High School Stadium Parking to N College St
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Attributes
File Name GeoJot+ 2018-10-08 15_06_55.JPG
Description South side_Palmer St_Greeneville High School Stadium 

Parking to N College St
Comment
Time Stamp 1:06:55 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164
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GeoJot+ 2018-10-08 15_07_36.JPG
Title: Greeneville High School Stadium Parking to N College St
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Attributes
File Name GeoJot+ 2018-10-08 15_07_36.JPG
Description South side_Palmer St_Greeneville High School Stadium 

Parking to N College St
Comment
Time Stamp 1:07:36 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164
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GeoJot+ 2018-10-08 15_08_10.JPG
Title: Greeneville High School Stadium Parking to N College St
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Attributes
File Name GeoJot+ 2018-10-08 15_08_10.JPG
Description South side_Palmer St_Greeneville High School Stadium 

Parking to N College St
Comment
Time Stamp 1:08:10 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164
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GeoJot+ 2018-10-08 15_08_50.JPG
Title: Greeneville High School Stadium Parking to N College St
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Attributes
File Name GeoJot+ 2018-10-08 15_08_50.JPG
Description South side_Palmer St_Greeneville High School Stadium 

Parking to N College St
Comment
Time Stamp 1:08:50 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164
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GeoJot+ 2018-10-08 15_09_14.JPG
Title: Greeneville High School Stadium Parking to N College St
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Attributes
File Name GeoJot+ 2018-10-08 15_09_14.JPG
Description South side_Palmer St_Greeneville High School Stadium 

Parking to N College St
Comment
Time Stamp 1:09:14 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164
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GeoJot+ 2018-10-08 15_10_15.JPG
Title: Greeneville High School Stadium Parking to N College St
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Attributes
File Name GeoJot+ 2018-10-08 15_10_15.JPG
Description South side_Palmer St_Greeneville High School Stadium 

Parking to N College St
Comment
Time Stamp 1:10:15 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164
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GeoJot+ 2018-10-08 15_10_35.JPG
Title: Palmer St to E Church St
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Attributes
File Name GeoJot+ 2018-10-08 15_10_35.JPG
Description South side_N College St_Palmer St to E Church St
Comment
Time Stamp 1:10:35 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164
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GeoJot+ 2018-10-08 15_11_13.JPG
Title: Palmer St to E Church St
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Attributes
File Name GeoJot+ 2018-10-08 15_11_13.JPG
Description South side_N College St_Palmer St to E Church St
Comment
Time Stamp 1:11:13 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164
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GeoJot+ 2018-10-08 15_11_33.JPG
Title: Palmer St to E Church St
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Attributes
File Name GeoJot+ 2018-10-08 15_11_33.JPG
Description South side_N College St_Palmer St to E Church St
Comment
Time Stamp 1:11:33 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164
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GeoJot+ 2018-10-08 15_12_05.JPG
Title: Palmer St to E Church St
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Attributes
File Name GeoJot+ 2018-10-08 15_12_05.JPG
Description South side_N College St_Palmer St to E Church St
Comment
Time Stamp 1:12:05 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164
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GeoJot+ 2018-10-08 15_12_45.JPG
Title: Palmer St to E Church St
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Attributes
File Name GeoJot+ 2018-10-08 15_12_45.JPG
Description South side_N College St_Palmer St to E Church St
Comment
Time Stamp 1:12:45 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164



GRN301 Page 170 of 202 7/18/2019 4:52:20 PM

GeoJot+ 2018-10-08 15_13_25.JPG
Title: Palmer St to E Church St
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Attributes
File Name GeoJot+ 2018-10-08 15_13_25.JPG
Description South side_N College St_Palmer St to E Church St
Comment
Time Stamp 1:13:25 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164



GRN301 Page 172 of 202 7/18/2019 4:52:20 PM

GeoJot+ 2018-10-08 15_13_51.JPG
Title: Palmer St to E Church St
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Attributes
File Name GeoJot+ 2018-10-08 15_13_51.JPG
Description South side_N College St_Palmer St to E Church St
Comment
Time Stamp 1:13:51 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164
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GeoJot+ 2018-10-08 15_14_39.JPG
Title: Palmer St to E Church St
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Attributes
File Name GeoJot+ 2018-10-08 15_14_39.JPG
Description South side_N College St_Palmer St to E Church St
Comment
Time Stamp 1:14:39 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 230 / 164
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GeoJot+ 2018-10-08 15_20_57.JPG
Title: E Church St to 209 N College St



GRN301 Page 177 of 202 7/18/2019 4:52:20 PM

 

Attributes
File Name GeoJot+ 2018-10-08 15_20_57.JPG
Description North/West_N College St_E Church St to 209 N College 

St
Comment 149 removed due to construction
Time Stamp 1:20:57 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 329 / 148 / 149
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GeoJot+ 2018-10-08 15_21_30.JPG
Title: E Church St to 209 N College St
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Attributes
File Name GeoJot+ 2018-10-08 15_21_30.JPG
Description North/West_N College St_E Church St to 209 N College 

St
Comment 149 removed due to construction
Time Stamp 1:21:30 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 329 / 148 / 149



GRN301 Page 180 of 202 7/18/2019 4:52:20 PM

GeoJot+ 2018-10-08 15_22_12.JPG
Title: E Church St to 209 N College St
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Attributes
File Name GeoJot+ 2018-10-08 15_22_12.JPG
Description North/West_N College St_E Church St to 209 N College 

St
Comment 149 removed due to construction
Time Stamp 1:22:12 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 329 / 148 / 149
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GeoJot+ 2018-10-08 15_22_30.JPG
Title: E Church St to 209 N College St



GRN301 Page 183 of 202 7/18/2019 4:52:20 PM

 

Attributes
File Name GeoJot+ 2018-10-08 15_22_30.JPG
Description North/West_N College St_E Church St to 209 N College 

St
Comment 149 removed due to construction
Time Stamp 1:22:30 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 329 / 148 / 149
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GeoJot+ 2018-10-08 15_24_34.JPG
Title: E Church St to 209 N College St
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Attributes
File Name GeoJot+ 2018-10-08 15_24_34.JPG
Description North/West_N College St_E Church St to 209 N College 

St
Comment 149 removed due to construction
Time Stamp 1:24:34 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 329 / 148 / 149
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GeoJot+ 2018-10-08 15_24_53.JPG
Title: E Church St to 209 N College St
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Attributes
File Name GeoJot+ 2018-10-08 15_24_53.JPG
Description North/West_N College St_E Church St to 209 N College 

St
Comment 149 removed due to construction
Time Stamp 1:24:53 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 329 / 148 / 149
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GeoJot+ 2018-10-08 15_25_35.JPG
Title: E Church St to 209 N College St
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Attributes
File Name GeoJot+ 2018-10-08 15_25_35.JPG
Description North/West_N College St_E Church St to 209 N College 

St
Comment 149 removed due to construction
Time Stamp 1:25:35 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 329 / 148 / 149
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GeoJot+ 2018-10-08 15_25_40.JPG
Title: E Church St to 209 N College St
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Attributes
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 329 / 148 / 149
File Name GeoJot+ 2018-10-08 15_25_40.JPG
Description North/West_N College St_E Church St to 209 N College 

St
Comment 149 removed due to construction
Time Stamp 1:25:40 PM
Date Stamp 10/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
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GeoJot+ 2018-10-09 09_37_06.JPG
Title: 221 N College St
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Attributes
File Name GeoJot+ 2018-10-09 09_37_06.JPG
Description South side_N Main St_221 N College St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:37:06 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_37_44.JPG
Title: 221 N College St
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Attributes
File Name GeoJot+ 2018-10-09 09_37_44.JPG
Description South side_N Main St_221 N College St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:37:44 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147



GRN301 Page 196 of 202 7/18/2019 4:52:20 PM

GeoJot+ 2018-10-09 09_38_13.JPG
Title: 221 N College St
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Attributes
File Name GeoJot+ 2018-10-09 09_38_13.JPG
Description South side_N Main St_221 N College St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:38:13 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_38_36.JPG
Title: 221 N College St
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Attributes
File Name GeoJot+ 2018-10-09 09_38_36.JPG
Description South side_N Main St_221 N College St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:38:36 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_39_00.JPG
Title: 221 N College St
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Attributes
File Name GeoJot+ 2018-10-09 09_39_00.JPG
Description South side_N Main St_221 N College St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:39:00 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_39_52.JPG
Title: Tusculum Blvd to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 09_39_52.JPG
Description South side_N Main St_Tusculum Blvd to E Church St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:39:52 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_40_47.JPG
Title: Tusculum Blvd to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 09_40_47.JPG
Description South side_N Main St_Tusculum Blvd to E Church St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:40:47 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147



GRN400 Page 6 of 202 7/18/2019 10:12:39 AM

GeoJot+ 2018-10-09 09_42_03.JPG
Title: Tusculum Blvd to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 09_42_03.JPG
Description South side_N Main St_Tusculum Blvd to E Church St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:42:03 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_42_44.JPG
Title: Tusculum Blvd to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 09_42_44.JPG
Description South side_N Main St_Tusculum Blvd to E Church St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:42:44 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_43_24.JPG
Title: Tusculum Blvd to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 09_43_24.JPG
Description South side_N Main St_Tusculum Blvd to E Church St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:43:24 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147



GRN400 Page 12 of 202 7/18/2019 10:12:39 AM

GeoJot+ 2018-10-09 09_43_41.JPG
Title: Tusculum Blvd to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 09_43_41.JPG
Description South side_N Main St_Tusculum Blvd to E Church St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:43:41 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_44_32.JPG
Title: Tusculum Blvd to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 09_44_32.JPG
Description South side_N Main St_Tusculum Blvd to E Church St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:44:32 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_45_19.JPG
Title: Tusculum Blvd to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 09_45_19.JPG
Description South side_N Main St_Tusculum Blvd to E Church St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:45:19 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_46_20.JPG
Title: Tusculum Blvd to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 09_46_20.JPG
Description South side_N Main St_Tusculum Blvd to E Church St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:46:20 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_46_36.JPG
Title: Tusculum Blvd to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 09_46_36.JPG
Description South side_N Main St_Tusculum Blvd to E Church St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:46:36 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_46_47.JPG
Title: N Main St to N College St
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Attributes
File Name GeoJot+ 2018-10-09 09_46_47.JPG
Description South side_E Church St_N Main St to N College St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:46:47 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_47_22.JPG
Title: N Main St to N College St
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Attributes
File Name GeoJot+ 2018-10-09 09_47_22.JPG
Description South side_E Church St_N Main St to N College St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:47:22 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_47_54.JPG
Title: N Main St to N College St
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Attributes
File Name GeoJot+ 2018-10-09 09_47_54.JPG
Description South side_E Church St_N Main St to N College St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:47:54 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_48_13.JPG
Title: N Main St to N College St
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Attributes
File Name GeoJot+ 2018-10-09 09_48_13.JPG
Description South side_E Church St_N Main St to N College St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:48:13 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_49_21.JPG
Title: N Main St to N College St
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Attributes
File Name GeoJot+ 2018-10-09 09_49_21.JPG
Description South side_E Church St_N Main St to N College St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:49:21 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 09_49_36.JPG
Title: N Main St to N College St
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Attributes
File Name GeoJot+ 2018-10-09 09_49_36.JPG
Description South side_E Church St_N Main St to N College St
Comment Construction along tusculum Ave and N Main Street 

near tusculum Ave
Time Stamp 7:49:36 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 330/146/147
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GeoJot+ 2018-10-09 10_34_18.JPG
Title: W Church St to Hall St
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Attributes
File Name GeoJot+ 2018-10-09 10_34_18.JPG
Description East side_N Irish St_W Church St to Hall St
Comment
Time Stamp 8:34:18 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment ID 332 / 144
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GeoJot+ 2018-10-09 10_35_06.JPG
Title: W Church St to Hall St
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Attributes
File Name GeoJot+ 2018-10-09 10_35_06.JPG
Description East side_N Irish St_W Church St to Hall St
Comment
Time Stamp 8:35:06 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment ID 332 / 144
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GeoJot+ 2018-10-09 10_35_32.JPG
Title: W Church St to Hall St
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Attributes
File Name GeoJot+ 2018-10-09 10_35_32.JPG
Description East side_N Irish St_W Church St to Hall St
Comment
Time Stamp 8:35:32 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment ID 332 / 144
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GeoJot+ 2018-10-09 10_35_59.JPG
Title: W Church St to Hall St
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Attributes
File Name GeoJot+ 2018-10-09 10_35_59.JPG
Description East side_N Irish St_W Church St to Hall St
Comment
Time Stamp 8:35:59 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment ID 332 / 144
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GeoJot+ 2018-10-09 10_36_19.JPG
Title: W Church St to Hall St
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Attributes
File Name GeoJot+ 2018-10-09 10_36_19.JPG
Description East side_N Irish St_W Church St to Hall St
Comment
Time Stamp 8:36:19 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment ID 332 / 144



GRN400 Page 44 of 202 7/18/2019 10:12:39 AM

GeoJot+ 2018-10-09 10_36_55.JPG
Title: W Church St to Hall St
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Attributes
File Name GeoJot+ 2018-10-09 10_36_55.JPG
Description East side_N Irish St_W Church St to Hall St
Comment
Time Stamp 8:36:55 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment ID 332 / 144
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GeoJot+ 2018-10-09 10_48_23.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-09 10_48_23.JPG
Description South/West_Hall St_
Comment
Time Stamp 8:48:23 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 138 / 137
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GeoJot+ 2018-10-09 10_49_11.JPG
Title: N Irish St to N Cutler St



GRN400 Page 49 of 202 7/18/2019 10:12:39 AM

 

Attributes
File Name GeoJot+ 2018-10-09 10_49_11.JPG
Description South/West_Hall St_N Irish St to N Cutler St
Comment
Time Stamp 8:49:11 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 138 / 137
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GeoJot+ 2018-10-09 10_49_40.JPG
Title: N Irish St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-09 10_49_40.JPG
Description South/West_Hall St_N Irish St to N Cutler St
Comment
Time Stamp 8:49:40 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 138 / 137
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GeoJot+ 2018-10-09 10_49_58.JPG
Title: N Irish St to N Cutler St
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Attributes
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 138 / 137
File Name GeoJot+ 2018-10-09 10_49_58.JPG
Description South/West_Hall St_N Irish St to N Cutler St
Comment
Time Stamp 8:49:58 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%



GRN400 Page 54 of 202 7/18/2019 10:12:39 AM

GeoJot+ 2018-10-09 10_50_12.JPG
Title: N Irish St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-09 10_50_12.JPG
Description South/West_Hall St_N Irish St to N Cutler St
Comment
Time Stamp 8:50:12 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 138 / 137
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GeoJot+ 2018-10-09 10_50_22.JPG
Title: N Irish St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-09 10_50_22.JPG
Description South/West_Hall St_N Irish St to N Cutler St
Comment
Time Stamp 8:50:22 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 138 / 137
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GeoJot+ 2018-10-09 10_51_13.JPG
Title: N Irish St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-09 10_51_13.JPG
Description South/West_Hall St_N Irish St to N Cutler St
Comment
Time Stamp 8:51:13 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 138 / 137
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GeoJot+ 2018-10-09 10_51_31.JPG
Title: N Irish St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-09 10_51_31.JPG
Description South/West_Hall St_N Irish St to N Cutler St
Comment
Time Stamp 8:51:31 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 138 / 137
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GeoJot+ 2018-10-09 10_59_11.JPG
Title: Hall St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 10_59_11.JPG
Description South/East_N Cutler St_Hall St to W Church St
Comment
Time Stamp 8:59:11 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings 3/4"-1"  25%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 25%
Segment ID 136
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GeoJot+ 2018-10-09 10_59_26.JPG
Title: Hall St to Britton St
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Attributes
File Name GeoJot+ 2018-10-09 10_59_26.JPG
Description South/East_N Cutler St_Hall St to Britton St
Comment
Time Stamp 8:59:26 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings 3/4"-1"  25%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 25%
Segment ID 136
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GeoJot+ 2018-10-09 10_59_51.JPG
Title: Hall St to Britton St
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Attributes
File Name GeoJot+ 2018-10-09 10_59_51.JPG
Description South/East_N Cutler St_Hall St to Britton St
Comment
Time Stamp 8:59:51 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings 3/4"-1"  25%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 25%
Segment ID 136
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GeoJot+ 2018-10-09 11_03_53.JPG
Title: Hall St to Britton St
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Attributes
File Name GeoJot+ 2018-10-09 11_03_53.JPG
Description North side_Cutler St_Hall St to Britton St
Comment
Time Stamp 9:03:53 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 135
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GeoJot+ 2018-10-09 11_04_10.JPG
Title: Hall St to Britton St
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Attributes
File Name GeoJot+ 2018-10-09 11_04_10.JPG
Description North side_Cutler St_Hall St to Britton St
Comment
Time Stamp 9:04:10 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 135
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GeoJot+ 2018-10-09 11_04_51.JPG
Title: Hall St to Britton St
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Attributes
File Name GeoJot+ 2018-10-09 11_04_51.JPG
Description North side_Cutler St_Hall St to Britton St
Comment
Time Stamp 9:04:51 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 135
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GeoJot+ 2018-10-09 11_05_22.JPG
Title: Hall St to Britton St
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Attributes
File Name GeoJot+ 2018-10-09 11_05_22.JPG
Description North side_Cutler St_Hall St to Britton St
Comment
Time Stamp 9:05:22 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 135
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GeoJot+ 2018-10-09 11_05_49.JPG
Title: Hall St to Britton St
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Attributes
File Name GeoJot+ 2018-10-09 11_05_49.JPG
Description North side_Cutler St_Hall St to Britton St
Comment
Time Stamp 9:05:49 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 135
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GeoJot+ 2018-10-09 11_06_12.JPG
Title: Hall St to Britton St



GRN400 Page 79 of 202 7/18/2019 10:12:39 AM

 

Attributes
File Name GeoJot+ 2018-10-09 11_06_12.JPG
Description North side_Cutler St_Hall St to Britton St
Comment
Time Stamp 9:06:12 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 135
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GeoJot+ 2018-10-09 11_12_08.JPG
Title: Hall St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 11_12_08.JPG
Description South side_Cutler St_Hall St to W Church St
Comment
Time Stamp 9:12:08 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 134
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GeoJot+ 2018-10-09 11_12_27.JPG
Title: Hall St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 11_12_27.JPG
Description South side_Cutler St_Hall St to W Church St
Comment
Time Stamp 9:12:27 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 134
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GeoJot+ 2018-10-09 11_12_49.JPG
Title: Hall St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 11_12_49.JPG
Description South side_Cutler St_Hall St to W Church St
Comment
Time Stamp 9:12:49 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 134
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GeoJot+ 2018-10-09 11_13_47.JPG
Title: Hall St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 11_13_47.JPG
Description South side_Cutler St_Hall St to W Church St
Comment
Time Stamp 9:13:47 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 134
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GeoJot+ 2018-10-09 11_16_22.JPG
Title: Hall St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 11_16_22.JPG
Description North/West_Cutler St_Hall St to W Church St
Comment
Time Stamp 9:16:22 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment ID 13
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GeoJot+ 2018-10-09 11_17_06.JPG
Title: N Cutler St to N Loretta St
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Attributes
File Name GeoJot+ 2018-10-09 11_17_06.JPG
Description North/West_W Church St_N Cutler St to N Loretta St
Comment
Time Stamp 9:17:06 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment ID 13
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GeoJot+ 2018-10-09 11_17_40.JPG
Title: N Cutler St to N Loretta St
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Attributes
File Name GeoJot+ 2018-10-09 11_17_40.JPG
Description North/West_W Church St_N Cutler St to N Loretta St
Comment
Time Stamp 9:17:40 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment ID 13
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GeoJot+ 2018-10-09 11_20_25.JPG
Title: N Cutler St to N Loretta St
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Attributes
File Name GeoJot+ 2018-10-09 11_20_25.JPG
Description North side_W Church St_N Cutler St to N Loretta St
Comment
Time Stamp 9:20:25 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment ID 199
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GeoJot+ 2018-10-09 11_20_41.JPG
Title: N Cutler St to N Loretta St
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Attributes
File Name GeoJot+ 2018-10-09 11_20_41.JPG
Description North side_W Church St_N Cutler St to N Loretta St
Comment
Time Stamp 9:20:41 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment ID 199
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GeoJot+ 2018-10-09 11_21_08.JPG
Title: N Cutler St to N Loretta St
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Attributes
File Name GeoJot+ 2018-10-09 11_21_08.JPG
Description North side_W Church St_N Cutler St to N Loretta St
Comment
Time Stamp 9:21:08 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment ID 199



GRN400 Page 100 of 202 7/18/2019 10:12:39 AM

GeoJot+ 2018-10-09 11_30_09.JPG
Title: Hall St to W Church St
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Attributes
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 133
File Name GeoJot+ 2018-10-09 11_30_09.JPG
Description South/East_Cutler St_Hall St to W Church St
Comment
Time Stamp 9:30:09 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
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GeoJot+ 2018-10-09 11_31_04.JPG
Title: Hall St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 11_31_04.JPG
Description South/East_Cutler St_Hall St to W Church St
Comment
Time Stamp 9:31:04 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 133
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GeoJot+ 2018-10-09 11_31_55.JPG
Title: N Cutler St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-09 11_31_55.JPG
Description South/East_W Church St_N Cutler St to N Irish St
Comment
Time Stamp 9:31:55 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 133



GRN400 Page 106 of 202 7/18/2019 10:12:39 AM

GeoJot+ 2018-10-09 11_32_54.JPG
Title: N Cutler St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-09 11_32_54.JPG
Description South/East_W Church St_N Cutler St to N Irish St
Comment
Time Stamp 9:32:54 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 133
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GeoJot+ 2018-10-09 11_33_43.JPG
Title: N Cutler St to N Irish St
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Attributes
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 133
File Name GeoJot+ 2018-10-09 11_33_43.JPG
Description South/East_W Church St_N Cutler St to N Irish St
Comment
Time Stamp 9:33:43 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
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GeoJot+ 2018-10-09 11_34_10.JPG
Title: N Cutler St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-09 11_34_10.JPG
Description South/East_W Church St_N Cutler St to N Irish St
Comment
Time Stamp 9:34:10 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 133
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GeoJot+ 2018-10-09 11_34_32.JPG
Title: N Cutler St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-09 11_34_32.JPG
Description South/East_W Church St_N Cutler St to N Irish St
Comment
Time Stamp 9:34:32 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 133
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GeoJot+ 2018-10-09 11_35_17.JPG
Title: N Cutler St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-09 11_35_17.JPG
Description South/East_W Church St_N Cutler St to N Irish St
Comment
Time Stamp 9:35:17 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South/East
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 133
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GeoJot+ 2018-10-09 11_41_48.JPG
Title: N Irish St to N Main St
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Attributes
File Name GeoJot+ 2018-10-09 11_41_48.JPG
Description All sides_W Church St_N Irish St to N Main St
Comment
Time Stamp 9:41:48 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 143
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GeoJot+ 2018-10-09 11_42_48.JPG
Title: N Irish St to N Main St
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Attributes
File Name GeoJot+ 2018-10-09 11_42_48.JPG
Description All sides_W Church St_N Irish St to N Main St
Comment
Time Stamp 9:42:48 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 143
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GeoJot+ 2018-10-09 11_43_44.JPG
Title: N Irish St to N Main St
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Attributes
File Name GeoJot+ 2018-10-09 11_43_44.JPG
Description All sides_W Church St_N Irish St to N Main St
Comment
Time Stamp 9:43:44 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 143
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GeoJot+ 2018-10-09 11_44_30.JPG
Title: W Church St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-09 11_44_30.JPG
Description All sides_N Main St_W Church St to Spencer St
Comment
Time Stamp 9:44:30 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 143
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GeoJot+ 2018-10-09 11_45_16.JPG
Title: W Church St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-09 11_45_16.JPG
Description All sides_N Main St_W Church St to Spencer St
Comment
Time Stamp 9:45:16 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 143
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GeoJot+ 2018-10-09 11_46_47.JPG
Title: W Church St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-09 11_46_47.JPG
Description All sides_N Main St_W Church St to Spencer St
Comment
Time Stamp 9:46:47 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 143
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GeoJot+ 2018-10-09 11_47_43.JPG
Title: W Church St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-09 11_47_43.JPG
Description All sides_N Main St_W Church St to Spencer St
Comment
Time Stamp 9:47:43 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 143
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GeoJot+ 2018-10-09 11_49_01.JPG
Title: W Church St to Spencer St
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Attributes
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 143
File Name GeoJot+ 2018-10-09 11_49_01.JPG
Description All sides_N Main St_W Church St to Spencer St
Comment
Time Stamp 9:49:01 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
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GeoJot+ 2018-10-09 11_51_45.JPG
Title: W Church St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-09 11_51_45.JPG
Description All sides_N Main St_W Church St to Spencer St
Comment
Time Stamp 9:51:45 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 143
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GeoJot+ 2018-10-09 13_24_05.JPG
Title: Spencer St to Willis St
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Attributes
File Name GeoJot+ 2018-10-09 13_24_05.JPG
Description North/West_N Irish St_Spencer St to Willis St
Comment
Time Stamp 11:24:05 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 142 / 141
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GeoJot+ 2018-10-09 13_24_38.JPG
Title: Spencer St to Willis St
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Attributes
File Name GeoJot+ 2018-10-09 13_24_38.JPG
Description North/West_N Irish St_Spencer St to Willis St
Comment
Time Stamp 11:24:38 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 142 / 141
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GeoJot+ 2018-10-09 13_25_21.JPG
Title: Spencer St to Willis St
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Attributes
File Name GeoJot+ 2018-10-09 13_25_21.JPG
Description North/West_N Irish St_Spencer St to Willis St
Comment
Time Stamp 11:25:21 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 142 / 141
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GeoJot+ 2018-10-09 13_26_14.JPG
Title: Spencer St to Willis St
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Attributes
Description North/West_N Irish St_Spencer St to Willis St
Comment
Time Stamp 11:26:14 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 142 / 141
File Name GeoJot+ 2018-10-09 13_26_14.JPG
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GeoJot+ 2018-10-09 13_33_44.JPG
Title: Willis St to Britton St
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Attributes
File Name GeoJot+ 2018-10-09 13_33_44.JPG
Description North side_N Irish St_Willis St to Britton St
Comment
Time Stamp 11:33:44 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 140
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GeoJot+ 2018-10-09 13_34_27.JPG
Title: Willis St to Britton St
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Attributes
File Name GeoJot+ 2018-10-09 13_34_27.JPG
Description North side_N Irish St_Willis St to Britton St
Comment
Time Stamp 11:34:27 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 140
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GeoJot+ 2018-10-09 13_34_54.JPG
Title: Willis St to Britton St



GRN400 Page 147 of 202 7/18/2019 10:12:39 AM

 

Attributes
File Name GeoJot+ 2018-10-09 13_34_54.JPG
Description North side_N Irish St_Willis St to Britton St
Comment
Time Stamp 11:34:54 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 140
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GeoJot+ 2018-10-09 13_35_04.JPG
Title: N Irish St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-09 13_35_04.JPG
Description North side_N Irish and Britton_N Irish St to N Cutler St
Comment
Time Stamp 11:35:04 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 140
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GeoJot+ 2018-10-09 13_35_49.JPG
Title: N Irish St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-09 13_35_49.JPG
Description North side_Britton St_N Irish St to N Cutler St
Comment
Time Stamp 11:35:49 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 140
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GeoJot+ 2018-10-09 13_36_04.JPG
Title: N Irish St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-09 13_36_04.JPG
Description North side_Britton St_N Irish St to N Cutler St
Comment
Time Stamp 11:36:04 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 140
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GeoJot+ 2018-10-09 13_36_47.JPG
Title: N Irish St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-09 13_36_47.JPG
Description North side_Britton St_N Irish St to N Cutler St
Comment
Time Stamp 11:36:47 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 140
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GeoJot+ 2018-10-09 13_39_44.JPG
Title: N Irish St to N Cutler St



GRN400 Page 157 of 202 7/18/2019 10:12:39 AM

 

Attributes
File Name GeoJot+ 2018-10-09 13_39_44.JPG
Description All sides_Britton St_N Irish St to N Cutler St
Comment
Time Stamp 11:39:44 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100 % N/A - less than 200' long  
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 139
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GeoJot+ 2018-10-09 13_40_19.JPG
Title: N Irish St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-09 13_40_19.JPG
Description All sides_Britton St_N Irish St to N Cutler St
Comment
Time Stamp 11:40:19 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100 % N/A - less than 200' long  
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 139
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GeoJot+ 2018-10-09 13_40_31.JPG
Title: Britton St to Hall St



GRN400 Page 161 of 202 7/18/2019 10:12:39 AM

 

Attributes
File Name GeoJot+ 2018-10-09 13_40_31.JPG
Description All sides_N Irish St_Britton St to Hall St
Comment
Time Stamp 11:40:31 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100 % N/A - less than 200' long  
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 139
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GeoJot+ 2018-10-09 13_41_00.JPG
Title: Britton St to Hall St
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Attributes
File Name GeoJot+ 2018-10-09 13_41_00.JPG
Description All sides_N Irish St_Britton St to Hall St
Comment
Time Stamp 11:41:00 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100 % N/A - less than 200' long  
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 139
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GeoJot+ 2018-10-09 13_49_48.JPG
Title: Hall St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 13_49_48.JPG
Description West side_N Irish St_Hall St to W Church St
Comment
Time Stamp 11:49:48 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 339
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GeoJot+ 2018-10-09 13_50_13.JPG
Title: Hall St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 13_50_13.JPG
Description West side_N Irish St_Hall St to W Church St
Comment
Time Stamp 11:50:13 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 339
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GeoJot+ 2018-10-09 13_50_34.JPG
Title: Hall St to W Church St



GRN400 Page 169 of 202 7/18/2019 10:12:39 AM

 

Attributes
File Name GeoJot+ 2018-10-09 13_50_34.JPG
Description West side_N Irish St_Hall St to W Church St
Comment
Time Stamp 11:50:34 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 339
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GeoJot+ 2018-10-09 13_51_08.JPG
Title: Hall St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 13_51_08.JPG
Description West side_N Irish St_Hall St to W Church St
Comment
Time Stamp 11:51:08 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 339
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GeoJot+ 2018-10-09 13_51_22.JPG
Title: Hall St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 13_51_22.JPG
Description West side_N Irish St_Hall St to W Church St
Comment
Time Stamp 11:51:22 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 339
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GeoJot+ 2018-10-09 13_54_48.JPG
Title: Hall St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-09 13_54_48.JPG
Description East side_N Irish St_Hall St to Spencer St
Comment
Time Stamp 11:54:48 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 145
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GeoJot+ 2018-10-09 13_55_17.JPG
Title: Hall St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-09 13_55_17.JPG
Description East side_N Irish St_Hall St to Spencer St
Comment
Time Stamp 11:55:17 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 145
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GeoJot+ 2018-10-09 13_56_25.JPG
Title: Hall St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-09 13_56_25.JPG
Description East side_N Irish St_Hall St to Spencer St
Comment
Time Stamp 11:56:25 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 145
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GeoJot+ 2018-10-09 13_56_57.JPG
Title: Hall St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-09 13_56_57.JPG
Description East side_N Irish St_Hall St to Spencer St
Comment
Time Stamp 11:56:57 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 145
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GeoJot+ 2018-10-09 13_57_34.JPG
Title: Hall St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-09 13_57_34.JPG
Description East side_N Irish St_Hall St to Spencer St
Comment
Time Stamp 11:57:34 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 145
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GeoJot+ 2018-10-09 13_58_18.JPG
Title: Hall St to Spencer St
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Attributes
File Name GeoJot+ 2018-10-09 13_58_18.JPG
Description East side_N Irish St_Hall St to Spencer St
Comment
Time Stamp 11:58:18 AM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 145
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GeoJot+ 2018-10-09 14_11_58.JPG
Title: N Main St ot N Irish St
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Attributes
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 125
File Name GeoJot+ 2018-10-09 14_11_58.JPG
Description All sides_W Church St_N Main St ot N Irish St
Comment
Time Stamp 12:11:58 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
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GeoJot+ 2018-10-09 14_12_51.JPG
Title: N Main St ot N Irish St
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Attributes
File Name GeoJot+ 2018-10-09 14_12_51.JPG
Description All sides_W Church St_N Main St ot N Irish St
Comment
Time Stamp 12:12:51 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 125
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GeoJot+ 2018-10-09 14_13_57.JPG
Title: N Main St ot N Irish St
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Attributes
File Name GeoJot+ 2018-10-09 14_13_57.JPG
Description All sides_W Church St_N Main St ot N Irish St
Comment
Time Stamp 12:13:57 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 125
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GeoJot+ 2018-10-09 14_14_56.JPG
Title: W Church St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-09 14_14_56.JPG
Description All sides_N Irish St_W Church St to W Depot St
Comment
Time Stamp 12:14:56 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 125
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GeoJot+ 2018-10-09 14_16_01.JPG
Title: W Church St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-09 14_16_01.JPG
Description All sides_N Irish St_W Church St to W Depot St
Comment
Time Stamp 12:16:01 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 125
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GeoJot+ 2018-10-09 14_16_32.JPG
Title: N Irish St to N Main St
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Attributes
Time Stamp 12:16:32 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 125
File Name GeoJot+ 2018-10-09 14_16_32.JPG
Description All sides_W Depot St_N Irish St to N Main St
Comment
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GeoJot+ 2018-10-09 14_17_44.JPG
Title: N Irish St to N Main St
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Attributes
File Name GeoJot+ 2018-10-09 14_17_44.JPG
Description All sides_W Depot St_N Irish St to N Main St
Comment
Time Stamp 12:17:44 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 125
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GeoJot+ 2018-10-09 14_18_53.JPG
Title: N Irish St to N Main St
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Attributes
File Name GeoJot+ 2018-10-09 14_18_53.JPG
Description All sides_W Depot St_N Irish St to N Main St
Comment
Time Stamp 12:18:53 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 125
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GeoJot+ 2018-10-09 14_20_33.JPG
Title: W Depot St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 14_20_33.JPG
Description All sides_N Main St_W Depot St to W Church St
Comment
Time Stamp 12:20:33 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 125
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GeoJot+ 2018-10-09 14_20_57.JPG
Title: W Depot St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 14_20_57.JPG
Description All sides_N Main St_W Depot St to W Church St
Comment
Time Stamp 12:20:57 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 125



GRN500 Page 6 of 202 7/18/2019 10:58:04 AM

GeoJot+ 2018-10-09 14_22_30.JPG
Title: W Depot St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 14_22_30.JPG
Description All sides_N Main St_W Depot St to W Church St
Comment
Time Stamp 12:22:30 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 125
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GeoJot+ 2018-10-09 14_23_34.JPG
Title: W Depot St to W Church St
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Attributes
File Name GeoJot+ 2018-10-09 14_23_34.JPG
Description All sides_N Main St_W Depot St to W Church St
Comment
Time Stamp 12:23:34 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 125
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GeoJot+ 2018-10-09 14_27_42.JPG
Title: E Church St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-09 14_27_42.JPG
Description All sides_N Main St_E Church St to E Depot St
Comment
Time Stamp 12:27:42 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 117
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GeoJot+ 2018-10-09 14_28_17.JPG
Title: E Church St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-09 14_28_17.JPG
Description All sides_N Main St_E Church St to E Depot St
Comment
Time Stamp 12:28:17 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 117
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GeoJot+ 2018-10-09 14_28_57.JPG
Title: E Church St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-09 14_28_57.JPG
Description All sides_N Main St_E Church St to E Depot St
Comment
Time Stamp 12:28:57 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 117
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GeoJot+ 2018-10-09 14_29_22.JPG
Title: E Church St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-09 14_29_22.JPG
Description All sides_N Main St_E Church St to E Depot St
Comment
Time Stamp 12:29:22 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 117
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GeoJot+ 2018-10-09 14_29_59.JPG
Title: N Main St to N Collge St
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Attributes
File Name GeoJot+ 2018-10-09 14_29_59.JPG
Description All sides_E Depot St_N Main St to N Collge St
Comment
Time Stamp 12:29:59 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 117
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GeoJot+ 2018-10-09 14_36_50.JPG
Title: N Main St to N Collge St
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Attributes
File Name GeoJot+ 2018-10-09 14_36_50.JPG
Description North side_E Depot St_N Main St to N Collge St
Comment
Time Stamp 12:36:50 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 116
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GeoJot+ 2018-10-09 14_37_52.JPG
Title: N Main St to N Collge St
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Attributes
File Name GeoJot+ 2018-10-09 14_37_52.JPG
Description North side_E Depot St_N Main St to N Collge St
Comment
Time Stamp 12:37:52 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 116
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GeoJot+ 2018-10-09 14_38_10.JPG
Title: E Depot St to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 14_38_10.JPG
Description North side_N College St_E Depot St to E Church St
Comment
Time Stamp 12:38:10 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 116
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GeoJot+ 2018-10-09 14_39_39.JPG
Title: E Depot St to E Church St



GRN500 Page 27 of 202 7/18/2019 10:58:04 AM

 

Attributes
File Name GeoJot+ 2018-10-09 14_39_39.JPG
Description North side_N College St_E Depot St to E Church St
Comment
Time Stamp 12:39:39 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 116
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GeoJot+ 2018-10-09 14_47_06.JPG
Title: E Depot St to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 14_47_06.JPG
Description North/West_N College St_E Depot St to E Church St
Comment
Time Stamp 12:47:06 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 115
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GeoJot+ 2018-10-09 14_47_28.JPG
Title: E Depot St to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 14_47_28.JPG
Description North/West_N College St_E Depot St to E Church St
Comment
Time Stamp 12:47:28 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 115
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GeoJot+ 2018-10-09 15_00_46.JPG
Title: N College St to N Main St
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Attributes
File Name GeoJot+ 2018-10-09 15_00_46.JPG
Description South side_E Church St_N College St to N Main St
Comment
Time Stamp 1:00:46 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 23
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GeoJot+ 2018-10-09 15_06_20.JPG
Title: Parking to N College St
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Attributes
File Name GeoJot+ 2018-10-09 15_06_20.JPG
Description South/East_Academy St_Parking to N College St
Comment Stairs in sidewalk
Time Stamp 1:06:20 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 114
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GeoJot+ 2018-10-09 15_06_55.JPG
Title: Parking to N College St
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Attributes
File Name GeoJot+ 2018-10-09 15_06_55.JPG
Description South/East_Academy St_Parking to N College St
Comment Stairs in sidewalk
Time Stamp 1:06:55 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 114
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GeoJot+ 2018-10-09 15_07_04.JPG
Title: Academy St to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 15_07_04.JPG
Description South/East_N College St_Academy St to E Church St
Comment Stairs in sidewalk
Time Stamp 1:07:04 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 114
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GeoJot+ 2018-10-09 15_07_41.JPG
Title: Academy St to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 15_07_41.JPG
Description South/East_N College St_Academy St to E Church St
Comment Stairs in sidewalk
Time Stamp 1:07:41 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 114
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GeoJot+ 2018-10-09 15_08_57.JPG
Title: Academy St to E Church St
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Attributes
File Name GeoJot+ 2018-10-09 15_08_57.JPG
Description South/East_N College St_Academy St to E Church St
Comment Stairs in sidewalk
Time Stamp 1:08:57 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 114
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GeoJot+ 2018-10-09 15_09_16.JPG
Title: N College St to Academy St



GRN500 Page 45 of 202 7/18/2019 10:58:04 AM

 

Attributes
File Name GeoJot+ 2018-10-09 15_09_16.JPG
Description South/East_E Church St_N College St to Academy St
Comment Stairs in sidewalk
Time Stamp 1:09:16 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 114
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GeoJot+ 2018-10-09 15_10_10.JPG
Title: N College St to Academy St
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Attributes
File Name GeoJot+ 2018-10-09 15_10_10.JPG
Description South/East_E Church St_N College St to Academy St
Comment Stairs in sidewalk
Time Stamp 1:10:10 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 114
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GeoJot+ 2018-10-09 15_14_46.JPG
Title: Geenville Police Department to N College St
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Attributes
File Name GeoJot+ 2018-10-09 15_14_46.JPG
Description North side_E Church St_Geenville Police Department 

to N College St
Comment
Time Stamp 1:14:46 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 232
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GeoJot+ 2018-10-09 15_15_22.JPG
Title: Geenville Police Department to N College St
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Attributes
File Name GeoJot+ 2018-10-09 15_15_22.JPG
Description North side_E Church St_Geenville Police Department 

to N College St
Comment
Time Stamp 1:15:22 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 232
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GeoJot+ 2018-10-09 15_18_03.JPG
Title: N College St to N Main St
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Attributes
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 338
File Name GeoJot+ 2018-10-09 15_18_03.JPG
Description South side_E Church St_N College St to N Main St
Comment
Time Stamp 1:18:03 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
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GeoJot+ 2018-10-09 15_18_32.JPG
Title: N College St to N Main St
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Attributes
File Name GeoJot+ 2018-10-09 15_18_32.JPG
Description South side_E Church St_N College St to N Main St
Comment
Time Stamp 1:18:32 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 338
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GeoJot+ 2018-10-09 15_18_45.JPG
Title: N College St to N Main St
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Attributes
File Name GeoJot+ 2018-10-09 15_18_45.JPG
Description South side_E Church St_N College St to N Main St
Comment
Time Stamp 1:18:45 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 338
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GeoJot+ 2018-10-09 15_19_12.JPG
Title: N College St to N Main St
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Attributes
File Name GeoJot+ 2018-10-09 15_19_12.JPG
Description South side_E Church St_N College St to N Main St
Comment
Time Stamp 1:19:12 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 338
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GeoJot+ 2018-10-09 15_21_41.JPG
Title: N College St to N Main St
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Attributes
File Name GeoJot+ 2018-10-09 15_21_41.JPG
Description South side_E Church St_N College St to N Main St
Comment
Time Stamp 1:21:41 PM
Date Stamp 10/9/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 338
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GeoJot+ 2018-10-10 09_33_38.JPG
Title: Martigale Dr to Martingale Dr
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Attributes
File Name GeoJot+ 2018-10-10 09_33_38.JPG
Description All sides_Bedford Circle_Martigale Dr to Martingale Dr
Comment
Time Stamp 7:33:38 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 252
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GeoJot+ 2018-10-10 09_34_47.JPG
Title: Martigale Dr to Martingale Dr
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Attributes
File Name GeoJot+ 2018-10-10 09_34_47.JPG
Description All sides_Bedford Circle_Martigale Dr to Martingale Dr
Comment
Time Stamp 7:34:47 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 252
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GeoJot+ 2018-10-10 09_37_01.JPG
Title: Martigale Dr to Martingale Dr
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Attributes
File Name GeoJot+ 2018-10-10 09_37_01.JPG
Description All sides_Bedford Circle_Martigale Dr to Martingale Dr
Comment
Time Stamp 7:37:01 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 252
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GeoJot+ 2018-10-10 09_37_46.JPG
Title: Martigale Dr to Martingale Dr
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Attributes
File Name GeoJot+ 2018-10-10 09_37_46.JPG
Description All sides_Bedford Circle_Martigale Dr to Martingale Dr
Comment
Time Stamp 7:37:46 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 252
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GeoJot+ 2018-10-10 09_39_23.JPG
Title: Martigale Dr to Martingale Dr
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Attributes
File Name GeoJot+ 2018-10-10 09_39_23.JPG
Description All sides_Bedford Circle_Martigale Dr to Martingale Dr
Comment
Time Stamp 7:39:23 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 252
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GeoJot+ 2018-10-10 09_42_36.JPG
Title: Martigale Dr to Martingale Dr
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Attributes
File Name GeoJot+ 2018-10-10 09_42_36.JPG
Description All sides_Bedford Circle_Martigale Dr to Martingale Dr
Comment
Time Stamp 7:42:36 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 252
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GeoJot+ 2018-10-10 09_49_23.JPG
Title: Martigale Dr to Martingale Dr
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Attributes
File Name GeoJot+ 2018-10-10 09_49_23.JPG
Description All sides_Bedford Circle_Martigale Dr to Martingale Dr
Comment
Time Stamp 7:49:23 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 252



GRN500 Page 76 of 202 7/18/2019 10:58:04 AM

GeoJot+ 2018-10-10 10_12_52.JPG
Title: 810 W Church St to 812 W Church St
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Attributes
File Name GeoJot+ 2018-10-10 10_12_52.JPG
Description North side_W Church St_810 W Church St to 812 W 

Church St
Comment
Time Stamp 8:12:52 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 211
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GeoJot+ 2018-10-10 10_13_31.JPG
Title: 810 W Church St to 812 W Church St
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Attributes
File Name GeoJot+ 2018-10-10 10_13_31.JPG
Description North side_W Church St_810 W Church St to 812 W 

Church St
Comment
Time Stamp 8:13:31 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 211
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GeoJot+ 2018-10-10 10_19_33.JPG
Title: Holt Ct to Ross Blvd 
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Attributes
File Name GeoJot+ 2018-10-10 10_19_33.JPG
Description South side_W Church St_Holt Ct to Ross Blvd
Comment
Time Stamp 8:19:33 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 208 / 209 / 210
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GeoJot+ 2018-10-10 10_20_06.JPG
Title: Holt Ct to Ross Blvd 
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Attributes
File Name GeoJot+ 2018-10-10 10_20_06.JPG
Description South side_W Church St_Holt Ct to Ross Blvd
Comment
Time Stamp 8:20:06 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 208 / 209 / 210
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GeoJot+ 2018-10-10 10_20_22.JPG
Title: Holt Ct to Ross Blvd 
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Attributes
File Name GeoJot+ 2018-10-10 10_20_22.JPG
Description South side_W Church St_Holt Ct to Ross Blvd
Comment
Time Stamp 8:20:22 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 208 / 209 / 210
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GeoJot+ 2018-10-10 10_22_23.JPG
Title: Holt Ct to Ross Blvd 
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Attributes
File Name GeoJot+ 2018-10-10 10_22_23.JPG
Description West side_W Church St_Holt Ct to Ross Blvd
Comment
Time Stamp 8:22:23 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 317
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GeoJot+ 2018-10-10 10_23_26.JPG
Title: W Church St to Cox Cir
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Attributes
File Name GeoJot+ 2018-10-10 10_23_26.JPG
Description West side_Ross Blvd_W Church St to Cox Cir
Comment
Time Stamp 8:23:26 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 317
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GeoJot+ 2018-10-10 10_25_40.JPG
Title: W Church St to Cox Cir
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Attributes
File Name GeoJot+ 2018-10-10 10_25_40.JPG
Description West side_Ross Blvd_W Church St to Cox Cir
Comment
Time Stamp 8:25:40 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 317
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GeoJot+ 2018-10-10 10_27_02.JPG
Title: W Church St to Cox Cir
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Attributes
File Name GeoJot+ 2018-10-10 10_27_02.JPG
Description West side_Ross Blvd_W Church St to Cox Cir
Comment
Time Stamp 8:27:02 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 317
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GeoJot+ 2018-10-10 10_27_48.JPG
Title: W Church St to Cox Cir
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Attributes
File Name GeoJot+ 2018-10-10 10_27_48.JPG
Description West side_Ross Blvd_W Church St to Cox Cir
Comment
Time Stamp 8:27:48 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 317
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GeoJot+ 2018-10-10 10_30_03.JPG
Title: W Church St to Cox Cir
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Attributes
File Name GeoJot+ 2018-10-10 10_30_03.JPG
Description West side_Ross Blvd_W Church St to Cox Cir
Comment
Time Stamp 8:30:03 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 317
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GeoJot+ 2018-10-10 10_34_14.JPG
Title: W Church St to Cox Cir
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Attributes
File Name GeoJot+ 2018-10-10 10_34_14.JPG
Description West side_Ross Blvd_W Church St to Cox Cir
Comment
Time Stamp 8:34:14 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 314
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GeoJot+ 2018-10-10 10_34_35.JPG
Title: W Church St to Cox Cir
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Attributes
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 314
File Name GeoJot+ 2018-10-10 10_34_35.JPG
Description West side_Ross Blvd_W Church St to Cox Cir
Comment
Time Stamp 8:34:35 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
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GeoJot+ 2018-10-10 10_35_11.JPG
Title: W Church St to Cox Cir
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Attributes
File Name GeoJot+ 2018-10-10 10_35_11.JPG
Description West side_Ross Blvd_W Church St to Cox Cir
Comment
Time Stamp 8:35:11 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 314
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GeoJot+ 2018-10-10 10_35_37.JPG
Title: Ross Blvd to Arnold Rd
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Attributes
File Name GeoJot+ 2018-10-10 10_35_37.JPG
Description West side_Cox Cir_Ross Blvd to Arnold Rd
Comment
Time Stamp 8:35:37 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 314
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GeoJot+ 2018-10-10 10_36_22.JPG
Title: Ross Blvd to Arnold Rd
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Attributes
File Name GeoJot+ 2018-10-10 10_36_22.JPG
Description West side_Cox Cir_Ross Blvd to Arnold Rd
Comment
Time Stamp 8:36:22 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 314
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GeoJot+ 2018-10-10 10_42_25.JPG
Title: Cox Cir to Arnold Rd
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Attributes
Seperations/Openings- Priority
Segment ID 313
File Name GeoJot+ 2018-10-10 10_42_25.JPG
Description West side_Ross Blvd_Cox Cir to Arnold Rd
Comment
Time Stamp 8:42:25 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
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GeoJot+ 2018-10-10 10_43_53.JPG
Title: Cox Cir to Arnold Rd
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Attributes
File Name GeoJot+ 2018-10-10 10_43_53.JPG
Description West side_Ross Blvd_Cox Cir to Arnold Rd
Comment
Time Stamp 8:43:53 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 313
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GeoJot+ 2018-10-10 10_44_32.JPG
Title: Cox Cir to Arnold Rd
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Attributes
File Name GeoJot+ 2018-10-10 10_44_32.JPG
Description West side_Ross Blvd_Cox Cir to Arnold Rd
Comment
Time Stamp 8:44:32 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 313
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GeoJot+ 2018-10-10 10_48_28.JPG
Title: Arnold Rd to Cox Cir
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Attributes
File Name GeoJot+ 2018-10-10 10_48_28.JPG
Description East side_Easterly Ln_Arnold Rd to Cox Cir
Comment
Time Stamp 8:48:28 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 312
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GeoJot+ 2018-10-10 10_49_18.JPG
Title: Arnold Rd to Cox Cir
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Attributes
File Name GeoJot+ 2018-10-10 10_49_18.JPG
Description East side_Easterly Ln_Arnold Rd to Cox Cir
Comment
Time Stamp 8:49:18 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 312
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GeoJot+ 2018-10-10 10_49_43.JPG
Title: Arnold Rd to Cox Cir
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Attributes
File Name GeoJot+ 2018-10-10 10_49_43.JPG
Description East side_Easterly Ln_Arnold Rd to Cox Cir
Comment
Time Stamp 8:49:43 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 312
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GeoJot+ 2018-10-10 10_50_19.JPG
Title: Arnold Rd to Cox Cir
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Attributes
File Name GeoJot+ 2018-10-10 10_50_19.JPG
Description East side_Easterly Ln_Arnold Rd to Cox Cir
Comment
Time Stamp 8:50:19 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 312
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GeoJot+ 2018-10-10 10_55_43.JPG
Title: Ross Blvd to Arnold Rd
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Attributes
File Name GeoJot+ 2018-10-10 10_55_43.JPG
Description West side_Cox Cir_Ross Blvd to Arnold Rd
Comment
Time Stamp 8:55:43 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 315 / 316
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GeoJot+ 2018-10-10 10_56_25.JPG
Title: Ross Blvd to Arnold Rd
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Attributes
File Name GeoJot+ 2018-10-10 10_56_25.JPG
Description West side_Cox Cir_Ross Blvd to Arnold Rd
Comment
Time Stamp 8:56:25 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 315 / 316
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GeoJot+ 2018-10-10 10_57_00.JPG
Title: Ross Blvd to Arnold Rd
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File Name GeoJot+ 2018-10-10 10_57_00.JPG
Description West side_Cox Cir_Ross Blvd to Arnold Rd
Comment
Time Stamp 8:57:00 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 315 / 316



GRN500 Page 128 of 202 7/18/2019 10:58:04 AM

GeoJot+ 2018-10-10 10_57_44.JPG
Title: Ross Blvd to Arnold Rd
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Attributes
File Name GeoJot+ 2018-10-10 10_57_44.JPG
Description West side_Cox Cir_Ross Blvd to Arnold Rd
Comment
Time Stamp 8:57:44 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 315 / 316
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GeoJot+ 2018-10-10 10_58_48.JPG
Title: Ross Blvd to Arnold Rd
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Attributes
File Name GeoJot+ 2018-10-10 10_58_48.JPG
Description West side_Cox Cir_Ross Blvd to Arnold Rd
Comment
Time Stamp 8:58:48 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 315 / 316
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GeoJot+ 2018-10-10 11_01_30.JPG
Title: Ross Blvd to Arnold Rd
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Attributes
File Name GeoJot+ 2018-10-10 11_01_30.JPG
Description West side_Cox Cir_Ross Blvd to Arnold Rd
Comment
Time Stamp 9:01:30 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 315 / 316
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GeoJot+ 2018-10-10 11_02_59.JPG
Title: Ross Blvd to Arnold Rd
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File Name GeoJot+ 2018-10-10 11_02_59.JPG
Description West side_Cox Cir_Ross Blvd to Arnold Rd
Comment
Time Stamp 9:02:59 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 315 / 316
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GeoJot+ 2018-10-10 11_03_37.JPG
Title: Ross Blvd to Arnold Rd
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File Name GeoJot+ 2018-10-10 11_03_37.JPG
Description West side_Cox Cir_Ross Blvd to Arnold Rd
Comment
Time Stamp 9:03:37 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 315 / 316
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GeoJot+ 2018-10-10 11_04_46.JPG
Title: Ross Blvd to Arnold Rd
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File Name GeoJot+ 2018-10-10 11_04_46.JPG
Description West side_Cox Cir_Ross Blvd to Arnold Rd
Comment
Time Stamp 9:04:46 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 315 / 316
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GeoJot+ 2018-10-10 11_05_28.JPG
Title: Ross Blvd to Arnold Rd
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File Name GeoJot+ 2018-10-10 11_05_28.JPG
Description West side_Cox Cir_Ross Blvd to Arnold Rd
Comment
Time Stamp 9:05:28 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 315 / 316
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GeoJot+ 2018-10-10 11_06_36.JPG
Title: Ross Blvd to Arnold Rd
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File Name GeoJot+ 2018-10-10 11_06_36.JPG
Description West side_Cox Cir_Ross Blvd to Arnold Rd
Comment
Time Stamp 9:06:36 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 315 / 316
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GeoJot+ 2018-10-10 11_23_51.JPG
Title: Ross Blvd to Simpson St
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File Name GeoJot+ 2018-10-10 11_23_51.JPG
Description North side_Luttrell St_Ross Blvd to Simpson St
Comment
Time Stamp 9:23:51 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 311
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GeoJot+ 2018-10-10 11_25_12.JPG
Title: Ross Blvd to Simpson St
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File Name GeoJot+ 2018-10-10 11_25_12.JPG
Description North side_Luttrell St_Ross Blvd to Simpson St
Comment
Time Stamp 9:25:12 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 311
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GeoJot+ 2018-10-10 11_26_57.JPG
Title: Ross Blvd to Simpson St
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File Name GeoJot+ 2018-10-10 11_26_57.JPG
Description North side_Luttrell St_Ross Blvd to Simpson St
Comment
Time Stamp 9:26:57 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 310
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GeoJot+ 2018-10-10 11_27_49.JPG
Title: Luttrell St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_27_49.JPG
Description North side_Simpson St_Luttrell St to W Church St
Comment
Time Stamp 9:27:49 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 310
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GeoJot+ 2018-10-10 11_28_09.JPG
Title: Luttrell St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_28_09.JPG
Description North side_Simpson St_Luttrell St to W Church St
Comment
Time Stamp 9:28:09 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 310
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GeoJot+ 2018-10-10 11_28_28.JPG
Title: Luttrell St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_28_28.JPG
Description North side_Simpson St_Luttrell St to W Church St
Comment
Time Stamp 9:28:28 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 310
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GeoJot+ 2018-10-10 11_28_54.JPG
Title: Luttrell St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_28_54.JPG
Description North side_Simpson St_Luttrell St to W Church St
Comment
Time Stamp 9:28:54 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 310
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GeoJot+ 2018-10-10 11_29_05.JPG
Title: Luttrell St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_29_05.JPG
Description North side_Simpson St_Luttrell St to W Church St
Comment
Time Stamp 9:29:05 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 310
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GeoJot+ 2018-10-10 11_30_13.JPG
Title: Luttrell St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_30_13.JPG
Description North side_Simpson St_Luttrell St to W Church St
Comment
Time Stamp 9:30:13 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 310
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GeoJot+ 2018-10-10 11_33_13.JPG
Title: Luttrell St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_33_13.JPG
Description North side_Simpson St_Luttrell St to W Church St
Comment
Time Stamp 9:33:13 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 309 / 308 / 307 / 303 / 306
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GeoJot+ 2018-10-10 11_33_30.JPG
Title: Luttrell St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_33_30.JPG
Description North side_Simpson St_Luttrell St to W Church St
Comment
Time Stamp 9:33:30 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 309 / 308 / 307 / 303 / 306
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GeoJot+ 2018-10-10 11_35_20.JPG
Title: Luttrell St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_35_20.JPG
Description North side_Simpson St_Luttrell St to W Church St
Comment
Time Stamp 9:35:20 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 309 / 308 / 307 / 303 / 306
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GeoJot+ 2018-10-10 11_36_05.JPG
Title: Luttrell St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_36_05.JPG
Description North side_Simpson St_Luttrell St to W Church St
Comment
Time Stamp 9:36:05 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 309 / 308 / 307 / 303 / 306
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GeoJot+ 2018-10-10 11_36_49.JPG
Title: Luttrell St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_36_49.JPG
Description North side_Simpson St_Luttrell St to W Church St
Comment
Time Stamp 9:36:49 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 309 / 308 / 307 / 303 / 306
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GeoJot+ 2018-10-10 11_37_20.JPG
Title: Luttrell St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_37_20.JPG
Description North side_Simpson St_Luttrell St to W Church St
Comment
Time Stamp 9:37:20 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 309 / 308 / 307 / 303 / 306
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GeoJot+ 2018-10-10 11_40_38.JPG
Title: Luttrell St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_40_38.JPG
Description South side_Simpson St_Luttrell St to W Church St
Comment
Time Stamp 9:40:38 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 203 / 202
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GeoJot+ 2018-10-10 11_41_44.JPG
Title: Simpson St to N Sunset St
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Attributes
File Name GeoJot+ 2018-10-10 11_41_44.JPG
Description South side_W Church St_Simpson St to N Sunset St
Comment
Time Stamp 9:41:44 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 203 / 202
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GeoJot+ 2018-10-10 11_42_53.JPG
Title: Simpson St to N Sunset St
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Attributes
File Name GeoJot+ 2018-10-10 11_42_53.JPG
Description South side_W Church St_Simpson St to N Sunset St
Comment
Time Stamp 9:42:53 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 203 / 202
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GeoJot+ 2018-10-10 11_43_25.JPG
Title: Simpson St to N Sunset St
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Attributes
File Name GeoJot+ 2018-10-10 11_43_25.JPG
Description South side_W Church St_Simpson St to N Sunset St
Comment
Time Stamp 9:43:25 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 203 / 202
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GeoJot+ 2018-10-10 11_51_10.JPG
Title: Locust St to Baxter St
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Attributes
File Name GeoJot+ 2018-10-10 11_51_10.JPG
Description North side_W Church St_Locust St to Baxter St
Comment
Time Stamp 9:51:10 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 204
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GeoJot+ 2018-10-10 11_51_57.JPG
Title: Locust St to Baxter St
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Attributes
File Name GeoJot+ 2018-10-10 11_51_57.JPG
Description North side_W Church St_Locust St to Baxter St
Comment
Time Stamp 9:51:57 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 204
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GeoJot+ 2018-10-10 11_56_17.JPG
Title: Baxter St to 708 W Church St
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Attributes
File Name GeoJot+ 2018-10-10 11_56_17.JPG
Description North side_W Church St_Baxter St to 708 W Church St
Comment
Time Stamp 9:56:17 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 205
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GeoJot+ 2018-10-10 11_56_52.JPG
Title: Baxter St to 708 W Church St
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Attributes
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 205
File Name GeoJot+ 2018-10-10 11_56_52.JPG
Description North side_W Church St_Baxter St to 708 W Church St
Comment
Time Stamp 9:56:52 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
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GeoJot+ 2018-10-10 12_01_43.JPG
Title: Simpson St to Ross Blvd
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Attributes
File Name GeoJot+ 2018-10-10 12_01_43.JPG
Description South side_W Church St_Simpson St to Ross Blvd
Comment
Time Stamp 10:01:43 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 175 / 176 / 177
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GeoJot+ 2018-10-10 12_02_12.JPG
Title: Simpson St to Ross Blvd
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Attributes
File Name GeoJot+ 2018-10-10 12_02_12.JPG
Description South side_W Church St_Simpson St to Ross Blvd
Comment
Time Stamp 10:02:12 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 175 / 176 / 177
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GeoJot+ 2018-10-10 12_02_35.JPG
Title: Simpson St to Ross Blvd
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Attributes
File Name GeoJot+ 2018-10-10 12_02_35.JPG
Description South side_W Church St_Simpson St to Ross Blvd
Comment
Time Stamp 10:02:35 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 175 / 176 / 177
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GeoJot+ 2018-10-10 12_05_22.JPG
Title: Simpson St to Ross Blvd
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Attributes
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 207
File Name GeoJot+ 2018-10-10 12_05_22.JPG
Description South side_W Church St_Simpson St to Ross Blvd
Comment
Time Stamp 10:05:22 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
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GeoJot+ 2018-10-10 12_07_09.JPG
Title: 710 W Church St to Boys & Girls Club
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Attributes
File Name GeoJot+ 2018-10-10 12_07_09.JPG
Description North side_W Church St_710 W Church St to Boys & 

Girls Club
Comment
Time Stamp 10:07:09 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 206



GRN500 Page 200 of 202 7/18/2019 10:58:04 AM

GeoJot+ 2018-10-10 12_08_09.JPG
Title: 710 W Church St to Boys & Girls Club



GRN500 Page 201 of 202 7/18/2019 10:58:04 AM

 

Attributes
File Name GeoJot+ 2018-10-10 12_08_09.JPG
Description North side_W Church St_710 W Church St to Boys & 

Girls Club
Comment
Time Stamp 10:08:09 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 206
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GeoJot+ 2018-10-10 12_08_46.JPG
Title: Boys & Girls Club
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Attributes
File Name GeoJot+ 2018-10-10 12_08_46.JPG
Description North side_North side, W Church St, Boys & Girls 

Club_Boys & Girls Club
Comment
Time Stamp 10:08:46 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 206
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GeoJot+ 2018-10-10 12_09_31.JPG
Title: Boys & Girls Club
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Attributes
File Name GeoJot+ 2018-10-10 12_09_31.JPG
Description North side_North side, W Church St, Boys & Girls 

Club_Boys & Girls Club
Comment
Time Stamp 10:09:31 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 206
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GeoJot+ 2018-10-10 13_37_50.JPG
Title: Locust St to N Highland Ave
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Attributes
File Name GeoJot+ 2018-10-10 13_37_50.JPG
Description North side_North side, W Church St, Locust St to N 

Highland Ave_Locust St to N Highland Ave
Comment
Time Stamp 11:37:50 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 201
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GeoJot+ 2018-10-10 13_39_19.JPG
Title: Locust St to N Highland Ave
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Attributes
File Name GeoJot+ 2018-10-10 13_39_19.JPG
Description North side_North side, W Church St, Locust St to N 

Highland Ave_Locust St to N Highland Ave
Comment
Time Stamp 11:39:19 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 201
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GeoJot+ 2018-10-10 13_40_19.JPG
Title: Locust St to N Highland Ave
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Attributes
File Name GeoJot+ 2018-10-10 13_40_19.JPG
Description North side_North side, W Church St, Locust St to N 

Highland Ave_Locust St to N Highland Ave
Comment
Time Stamp 11:40:19 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 201
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GeoJot+ 2018-10-10 13_41_29.JPG
Title: Locust St to N Highland Ave



GRN600 Page 13 of 202 7/18/2019 11:49:21 AM

 

Attributes
File Name GeoJot+ 2018-10-10 13_41_29.JPG
Description North side_North side, W Church St, Locust St to N 

Highland Ave_Locust St to N Highland Ave
Comment
Time Stamp 11:41:29 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 201
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GeoJot+ 2018-10-10 13_41_59.JPG
Title: Locust St to N Highland Ave
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Attributes
File Name GeoJot+ 2018-10-10 13_41_59.JPG
Description North side_North side, W Church St, Locust St to N 

Highland Ave_Locust St to N Highland Ave
Comment
Time Stamp 11:41:59 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 201
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GeoJot+ 2018-10-10 13_42_55.JPG
Title: Locust St to N Highland Ave
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Attributes
File Name GeoJot+ 2018-10-10 13_42_55.JPG
Description North side_North side, W Church St, Locust St to N 

Highland Ave_Locust St to N Highland Ave
Comment
Time Stamp 11:42:55 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 201
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GeoJot+ 2018-10-10 13_43_59.JPG
Title: Locust St to N Highland Ave
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Attributes
File Name GeoJot+ 2018-10-10 13_43_59.JPG
Description North side_North side, W Church St, Locust St to N 

Highland Ave_Locust St to N Highland Ave
Comment
Time Stamp 11:43:59 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 201
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GeoJot+ 2018-10-10 13_44_18.JPG
Title: W Church St to Leonard
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Attributes
File Name GeoJot+ 2018-10-10 13_44_18.JPG
Description North side_North side, N Highland Ave, W Church St to 

Leonard_W Church St to Leonard
Comment
Time Stamp 11:44:18 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 201
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GeoJot+ 2018-10-10 13_44_50.JPG
Title: W Church St to Leonard
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Attributes
File Name GeoJot+ 2018-10-10 13_44_50.JPG
Description North side_North side, N Highland Ave, W Church St to 

Leonard_W Church St to Leonard
Comment
Time Stamp 11:44:50 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 201
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GeoJot+ 2018-10-10 13_45_42.JPG
Title: W Church St to Leonard



GRN600 Page 25 of 202 7/18/2019 11:49:21 AM

 

Attributes
File Name GeoJot+ 2018-10-10 13_45_42.JPG
Description North side_North side, N Highland Ave, W Church St to 

Leonard_W Church St to Leonard
Comment
Time Stamp 11:45:42 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 201
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GeoJot+ 2018-10-10 13_46_22.JPG
Title: W Church St to Leonard
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Attributes
File Name GeoJot+ 2018-10-10 13_46_22.JPG
Description North side_North side, N Highland Ave, W Church St to 

Leonard_W Church St to Leonard
Comment
Time Stamp 11:46:22 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 201
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GeoJot+ 2018-10-10 13_47_08.JPG
Title: W Church St to Leonard
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Attributes
File Name GeoJot+ 2018-10-10 13_47_08.JPG
Description North side_North side, N Highland Ave, W Church St to 

Leonard_W Church St to Leonard
Comment
Time Stamp 11:47:08 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 201
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GeoJot+ 2018-10-10 13_49_27.JPG
Title: Leonard St to Sunburst Alley
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Attributes
File Name GeoJot+ 2018-10-10 13_49_27.JPG
Description West side_West side, N Highland Ave, Leonard St to 

Sunburst Alley_Leonard St to Sunburst Alley
Comment
Time Stamp 11:49:27 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 212
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GeoJot+ 2018-10-10 13_49_38.JPG
Title: Leonard St to Sunburst Alley
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Attributes
File Name GeoJot+ 2018-10-10 13_49_38.JPG
Description West side_West side, N Highland Ave, Leonard St to 

Sunburst Alley_Leonard St to Sunburst Alley
Comment
Time Stamp 11:49:38 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 212
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GeoJot+ 2018-10-10 13_50_16.JPG
Title: Leonard St to Sunburst Alley
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Attributes
File Name GeoJot+ 2018-10-10 13_50_16.JPG
Description West side_West side, N Highland Ave, Leonard St to 

Sunburst Alley_Leonard St to Sunburst Alley
Comment
Time Stamp 11:50:16 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 212
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GeoJot+ 2018-10-10 13_50_39.JPG
Title: Leonard St to Sunburst Alley
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Attributes
File Name GeoJot+ 2018-10-10 13_50_39.JPG
Description West side_West side, N Highland Ave, Leonard St to 

Sunburst Alley_Leonard St to Sunburst Alley
Comment
Time Stamp 11:50:39 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 212
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GeoJot+ 2018-10-10 13_55_18.JPG
Title: Leonard St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 13_55_18.JPG
Description South/East_South/East, N Highland Ave, Leonard St to 

W Church St_Leonard St to W Church St
Comment
Time Stamp 11:55:18 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 200
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GeoJot+ 2018-10-10 13_56_01.JPG
Title: Leonard St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 13_56_01.JPG
Description South/East_South/East, N Highland Ave, Leonard St to 

W Church St_Leonard St to W Church St
Comment
Time Stamp 11:56:01 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 200
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GeoJot+ 2018-10-10 13_57_16.JPG
Title: Leonard St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 13_57_16.JPG
Description South/East_South/East, N Highland Ave, Leonard St to 

W Church St_Leonard St to W Church St
Comment
Time Stamp 11:57:16 AM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South/East
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 200
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GeoJot+ 2018-10-10 14_02_05.JPG
Title: Locust St to N Highland Ave
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Attributes
File Name GeoJot+ 2018-10-10 14_02_05.JPG
Description West side_West side, W Church St, Locust St to N 

Highland Ave_Locust St to N Highland Ave
Comment
Time Stamp 12:02:05 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 195
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GeoJot+ 2018-10-10 14_02_35.JPG
Title: W Church St to Leonard
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Attributes
File Name GeoJot+ 2018-10-10 14_02_35.JPG
Description West side_West side, N Highland Ave, W Church St to 

Leonard_W Church St to Leonard
Comment
Time Stamp 12:02:35 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 195
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GeoJot+ 2018-10-10 14_04_10.JPG
Title: N Highland Ave to S Highland Ave
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Attributes
File Name GeoJot+ 2018-10-10 14_04_10.JPG
Description West side_West side, W Church St, N Highland Ave to 

S Highland Ave_N Highland Ave to S Highland Ave
Comment
Time Stamp 12:04:10 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 195
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GeoJot+ 2018-10-10 14_04_52.JPG
Title: W Church St to Maple Ave
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Attributes
File Name GeoJot+ 2018-10-10 14_04_52.JPG
Description West side_West side, South Highland Ave, W Church 

St to Maple Ave_W Church St to Maple Ave
Comment
Time Stamp 12:04:52 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 195
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GeoJot+ 2018-10-10 14_05_42.JPG
Title: W Church St to Maple Ave



GRN600 Page 53 of 202 7/18/2019 11:49:21 AM

 

Attributes
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 195
File Name GeoJot+ 2018-10-10 14_05_42.JPG
Description West side_West side, South Highland Ave, W Church 

St to Maple Ave_W Church St to Maple Ave
Comment
Time Stamp 12:05:42 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
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GeoJot+ 2018-10-10 14_06_59.JPG
Title: W Church St to Maple Ave
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Attributes
File Name GeoJot+ 2018-10-10 14_06_59.JPG
Description West side_West side, South Highland Ave, W Church 

St to Maple Ave_W Church St to Maple Ave
Comment
Time Stamp 12:06:59 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 195
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GeoJot+ 2018-10-10 14_07_36.JPG
Title: W Church St to Maple Ave



GRN600 Page 57 of 202 7/18/2019 11:49:21 AM

 

Attributes
File Name GeoJot+ 2018-10-10 14_07_36.JPG
Description West side_West side, South Highland Ave, W Church 

St to Maple Ave_W Church St to Maple Ave
Comment
Time Stamp 12:07:36 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 195
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GeoJot+ 2018-10-10 14_08_53.JPG
Title: W Church St to Maple Ave
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Attributes
File Name GeoJot+ 2018-10-10 14_08_53.JPG
Description West side_West side, South Highland Ave, W Church 

St to Maple Ave_W Church St to Maple Ave
Comment
Time Stamp 12:08:53 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 195
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GeoJot+ 2018-10-10 14_10_14.JPG
Title: W Church St to Maple Ave
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Attributes
File Name GeoJot+ 2018-10-10 14_10_14.JPG
Description West side_West side, South Highland Ave, W Church 

St to Maple Ave_W Church St to Maple Ave
Comment
Time Stamp 12:10:14 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 195
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GeoJot+ 2018-10-10 14_10_59.JPG
Title: W Church St to Maple Ave
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Attributes
File Name GeoJot+ 2018-10-10 14_10_59.JPG
Description West side_West side, South Highland Ave, W Church 

St to Maple Ave_W Church St to Maple Ave
Comment
Time Stamp 12:10:59 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 195
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GeoJot+ 2018-10-10 14_12_31.JPG
Title: W Church St to Maple Ave
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Attributes
File Name GeoJot+ 2018-10-10 14_12_31.JPG
Description West side_West side, South Highland Ave, W Church 

St to Maple Ave_W Church St to Maple Ave
Comment
Time Stamp 12:12:31 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 195
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GeoJot+ 2018-10-10 14_17_52.JPG
Title: Floral St to Davis St
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Attributes
File Name GeoJot+ 2018-10-10 14_17_52.JPG
Description South side_South side, Maple Avenue, Floral St to 

Davis St_Floral St to Davis St
Comment Vegetation protrusions 
Time Stamp 12:17:52 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 193 / 194
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GeoJot+ 2018-10-10 14_18_43.JPG
Title: Floral St to Davis St
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Attributes
File Name GeoJot+ 2018-10-10 14_18_43.JPG
Description South side_South side, Maple Avenue, Floral St to 

Davis St_Floral St to Davis St
Comment Vegetation protrusions 
Time Stamp 12:18:43 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 193 / 194
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GeoJot+ 2018-10-10 14_19_29.JPG
Title: Floral St to Davis St
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Attributes
File Name GeoJot+ 2018-10-10 14_19_29.JPG
Description South side_South side, Maple Avenue, Floral St to 

Davis St_Floral St to Davis St
Comment Vegetation protrusions 
Time Stamp 12:19:29 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 193 / 194
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GeoJot+ 2018-10-10 14_20_08.JPG
Title: Floral St to Davis St
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Attributes
File Name GeoJot+ 2018-10-10 14_20_08.JPG
Description South side_South side, Maple Avenue, Floral St to 

Davis St_Floral St to Davis St
Comment Vegetation protrusions 
Time Stamp 12:20:08 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 193 / 194
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GeoJot+ 2018-10-10 14_21_06.JPG
Title: Davis St to Railroad St



GRN600 Page 75 of 202 7/18/2019 11:49:21 AM

 

Attributes
File Name GeoJot+ 2018-10-10 14_21_06.JPG
Description South side_South side, Maple Avenue, Davis St to 

Railroad St_Davis St to Railroad St
Comment Vegetation protrusions 
Time Stamp 12:21:06 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 193 / 194
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GeoJot+ 2018-10-10 14_21_25.JPG
Title: Davis St to Railroad St
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Attributes
File Name GeoJot+ 2018-10-10 14_21_25.JPG
Description South side_South side, Maple Avenue, Davis St to 

Railroad St_Davis St to Railroad St
Comment Vegetation protrusions 
Time Stamp 12:21:25 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 193 / 194
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GeoJot+ 2018-10-10 14_22_10.JPG
Title: Davis St to Railroad St
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File Name GeoJot+ 2018-10-10 14_22_10.JPG
Description South side_South side, Maple Avenue, Davis St to 

Railroad St_Davis St to Railroad St
Comment Vegetation protrusions 
Time Stamp 12:22:10 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 193 / 194
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GeoJot+ 2018-10-10 14_23_22.JPG
Title: Davis St to Railroad St
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File Name GeoJot+ 2018-10-10 14_23_22.JPG
Description South side_South side, Maple Avenue, Davis St to 

Railroad St_Davis St to Railroad St
Comment Vegetation protrusions 
Time Stamp 12:23:22 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 193 / 194
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GeoJot+ 2018-10-10 14_28_17.JPG
Title: Railroad St to Davis St
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Attributes
File Name GeoJot+ 2018-10-10 14_28_17.JPG
Description North side_North side, W Summer St, Railroad St to 

Davis St_Railroad St to Davis St
Comment
Time Stamp 12:28:17 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 181



GRN600 Page 84 of 202 7/18/2019 11:49:21 AM

GeoJot+ 2018-10-10 14_28_39.JPG
Title: Railroad St to Davis St
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Attributes
File Name GeoJot+ 2018-10-10 14_28_39.JPG
Description North side_North side, W Summer St, Railroad St to 

Davis St_Railroad St to Davis St
Comment
Time Stamp 12:28:39 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 181
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GeoJot+ 2018-10-10 14_29_12.JPG
Title: Railroad St to Davis St
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Attributes
File Name GeoJot+ 2018-10-10 14_29_12.JPG
Description North side_North side, W Summer St, Railroad St to 

Davis St_Railroad St to Davis St
Comment
Time Stamp 12:29:12 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 181



GRN600 Page 88 of 202 7/18/2019 11:49:21 AM

GeoJot+ 2018-10-10 14_30_07.JPG
Title: Railroad St to Davis St
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Attributes
File Name GeoJot+ 2018-10-10 14_30_07.JPG
Description North side_North side, W Summer St, Railroad St to 

Davis St_Railroad St to Davis St
Comment
Time Stamp 12:30:07 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 181
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GeoJot+ 2018-10-10 14_32_35.JPG
Title: Davis St to Railroad St
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Attributes
File Name GeoJot+ 2018-10-10 14_32_35.JPG
Description South side_South side, W Summer St, Davis St to 

Railroad St_Davis St to Railroad St
Comment
Time Stamp 12:32:35 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 192
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GeoJot+ 2018-10-10 14_32_55.JPG
Title: Davis St to Railroad St
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Attributes
File Name GeoJot+ 2018-10-10 14_32_55.JPG
Description South side_South side, W Summer St, Davis St to 

Railroad St_Davis St to Railroad St
Comment
Time Stamp 12:32:55 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 192
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GeoJot+ 2018-10-10 14_33_45.JPG
Title: Davis St to Railroad St
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Attributes
File Name GeoJot+ 2018-10-10 14_33_45.JPG
Description South side_South side, W Summer St, Davis St to 

Railroad St_Davis St to Railroad St
Comment
Time Stamp 12:33:45 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 192
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GeoJot+ 2018-10-10 14_34_32.JPG
Title: Davis St to Railroad St
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Attributes
File Name GeoJot+ 2018-10-10 14_34_32.JPG
Description South side_South side, W Summer St, Davis St to 

Railroad St_Davis St to Railroad St
Comment
Time Stamp 12:34:32 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 192
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GeoJot+ 2018-10-10 14_46_23.JPG
Title: Railroad St to S Cutler St
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Attributes
File Name GeoJot+ 2018-10-10 14_46_23.JPG
Description South side_W Summer st_Railroad St to S Cutler St
Comment
Time Stamp 12:46:23 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 95
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GeoJot+ 2018-10-10 14_46_35.JPG
Title: Railroad St to S Cutler St
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Attributes
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 95
File Name GeoJot+ 2018-10-10 14_46_35.JPG
Description South side_W Summer st_Railroad St to S Cutler St
Comment
Time Stamp 12:46:35 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings
Sidewalk width (25%) 36-42"  
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GeoJot+ 2018-10-10 14_52_23.JPG
Title: Railroad St to S Cutler St



GRN600 Page 103 of 202 7/18/2019 11:49:21 AM

 

Attributes
File Name GeoJot+ 2018-10-10 14_52_23.JPG
Description North/West_W Summer st_Railroad St to S Cutler St
Comment
Time Stamp 12:52:23 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 96
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GeoJot+ 2018-10-10 14_53_24.JPG
Title: W Summer St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-10 14_53_24.JPG
Description North/West_S Cutler St_W Summer St to W Depot St
Comment
Time Stamp 12:53:24 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 96
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GeoJot+ 2018-10-10 14_53_41.JPG
Title: W Summer St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-10 14_53_41.JPG
Description North/West_S Cutler St_W Summer St to W Depot St
Comment
Time Stamp 12:53:41 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 96



GRN600 Page 108 of 202 7/18/2019 11:49:21 AM

GeoJot+ 2018-10-10 14_54_06.JPG
Title: W Summer St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-10 14_54_06.JPG
Description North/West_S Cutler St_W Summer St to W Depot St
Comment
Time Stamp 12:54:06 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 96
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GeoJot+ 2018-10-10 14_54_49.JPG
Title: W Summer St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-10 14_54_49.JPG
Description North/West_S Cutler St_W Summer St to W Depot St
Comment
Time Stamp 12:54:49 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 96
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GeoJot+ 2018-10-10 14_57_10.JPG
Title: S Cutler St to Loretta St
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Attributes
File Name GeoJot+ 2018-10-10 14_57_10.JPG
Description South side_W Depot St_S Cutler St to Loretta St
Comment
Time Stamp 12:57:10 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 97
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GeoJot+ 2018-10-10 14_57_21.JPG
Title: S Cutler St to Loretta St



GRN600 Page 115 of 202 7/18/2019 11:49:21 AM

 

Attributes
File Name GeoJot+ 2018-10-10 14_57_21.JPG
Description South side_W Depot St_S Cutler St to Loretta St
Comment
Time Stamp 12:57:21 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 97
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GeoJot+ 2018-10-10 15_01_21.JPG
Title: W Depot St to Maple Ave
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Attributes
File Name GeoJot+ 2018-10-10 15_01_21.JPG
Description North/West_Loretta St_W Depot St to Maple Ave
Comment
Time Stamp 1:01:21 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment ID 1
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GeoJot+ 2018-10-10 15_03_21.JPG
Title: W Depot St to Maple Ave
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Attributes
File Name GeoJot+ 2018-10-10 15_03_21.JPG
Description North/West_Loretta St_W Depot St to Maple Ave
Comment
Time Stamp 1:03:21 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment ID 1
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GeoJot+ 2018-10-10 15_03_42.JPG
Title: W Depot St to Maple Ave
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Attributes
File Name GeoJot+ 2018-10-10 15_03_42.JPG
Description North/West_Loretta St_W Depot St to Maple Ave
Comment
Time Stamp 1:03:42 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment ID 1
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GeoJot+ 2018-10-10 15_04_23.JPG
Title: Loretta St to S Highland Ave
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Attributes
File Name GeoJot+ 2018-10-10 15_04_23.JPG
Description North/West_Maple Avenue_Loretta St to S Highland 

Ave
Comment
Time Stamp 1:04:23 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment ID 1
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GeoJot+ 2018-10-10 15_05_06.JPG
Title: Loretta St to S Highland Ave
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Attributes
File Name GeoJot+ 2018-10-10 15_05_06.JPG
Description North/West_Maple Avenue_Loretta St to S Highland 

Ave
Comment
Time Stamp 1:05:06 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment ID 1
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GeoJot+ 2018-10-10 15_05_46.JPG
Title: Loretta St to S Highland Ave
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Attributes
File Name GeoJot+ 2018-10-10 15_05_46.JPG
Description North/West_Maple Avenue_Loretta St to S Highland 

Ave
Comment
Time Stamp 1:05:46 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North/West
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment ID 1
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GeoJot+ 2018-10-10 15_11_05.JPG
Title: S Highland Ave to W Depot St
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Attributes
File Name GeoJot+ 2018-10-10 15_11_05.JPG
Description North side_W depot st_S Highland Ave to W Depot St
Comment
Time Stamp 1:11:05 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 25%
Segment ID 197
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GeoJot+ 2018-10-10 15_11_53.JPG
Title: S Highland Ave to W Depot St
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Attributes
File Name GeoJot+ 2018-10-10 15_11_53.JPG
Description North side_W depot st_S Highland Ave to W Depot St
Comment
Time Stamp 1:11:53 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 25%
Segment ID 197
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GeoJot+ 2018-10-10 15_17_07.JPG
Title: S Highland Ave to W Depot St
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Attributes
File Name GeoJot+ 2018-10-10 15_17_07.JPG
Description All sides_W depot st_S Highland Ave to W Depot St
Comment
Time Stamp 1:17:07 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 196
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GeoJot+ 2018-10-10 15_17_40.JPG
Title: S Highland Ave to W Depot St
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Attributes
File Name GeoJot+ 2018-10-10 15_17_40.JPG
Description All sides_W depot st_S Highland Ave to W Depot St
Comment
Time Stamp 1:17:40 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 196



GRN600 Page 136 of 202 7/18/2019 11:49:21 AM

GeoJot+ 2018-10-10 15_18_04.JPG
Title: S Highland Ave to W Depot St
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Attributes
File Name GeoJot+ 2018-10-10 15_18_04.JPG
Description All sides_W depot st_S Highland Ave to W Depot St
Comment
Time Stamp 1:18:04 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 196
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GeoJot+ 2018-10-10 15_18_20.JPG
Title: W Depot St to Sampson St
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Attributes
File Name GeoJot+ 2018-10-10 15_18_20.JPG
Description All sides_Loretta St_W Depot St to Sampson St
Comment
Time Stamp 1:18:20 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 196
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GeoJot+ 2018-10-10 15_19_02.JPG
Title: W Depot St to Sampson St
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Attributes
File Name GeoJot+ 2018-10-10 15_19_02.JPG
Description All sides_Loretta St_W Depot St to Sampson St
Comment
Time Stamp 1:19:02 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 196
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GeoJot+ 2018-10-10 15_20_24.JPG
Title: Sampson St to W Church St
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Attributes
File Name GeoJot+ 2018-10-10 15_20_24.JPG
Description All sides_Loretta St_Sampson St to W Church St
Comment
Time Stamp 1:20:24 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 196
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GeoJot+ 2018-10-10 15_20_42.JPG
Title: Loretta St to S Highland Ave
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Attributes
File Name GeoJot+ 2018-10-10 15_20_42.JPG
Description All sides_W Church St_Loretta St to S Highland Ave
Comment
Time Stamp 1:20:42 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 196
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GeoJot+ 2018-10-10 15_21_16.JPG
Title: Loretta St to S Highland Ave
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Attributes
File Name GeoJot+ 2018-10-10 15_21_16.JPG
Description All sides_W Church St_Loretta St to S Highland Ave
Comment
Time Stamp 1:21:16 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 196
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GeoJot+ 2018-10-10 15_21_52.JPG
Title: Loretta St to S Highland Ave
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Attributes
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 196
File Name GeoJot+ 2018-10-10 15_21_52.JPG
Description All sides_W Church St_Loretta St to S Highland Ave
Comment
Time Stamp 1:21:52 PM
Date Stamp 10/10/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%



GRN600 Page 150 of 202 7/18/2019 11:49:21 AM

GeoJot+ 2018-10-12 09_58_18.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 09_58_18.JPG
Description East side_W Summer St_S Cutler St to S Irish St
Comment
Time Stamp 7:58:18 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 106
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GeoJot+ 2018-10-12 10_10_38.JPG
Title: W Summer St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 10_10_38.JPG
Description All sides_S Irish St_W Summer St to W Depot St
Comment
Time Stamp 8:10:38 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_11_51.JPG
Title: W Summer St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 10_11_51.JPG
Description All sides_S Irish St_W Summer St to W Depot St
Comment
Time Stamp 8:11:51 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_12_22.JPG
Title: W Summer St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 10_12_22.JPG
Description All sides_S Irish St_W Summer St to W Depot St
Comment
Time Stamp 8:12:22 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_12_47.JPG
Title: W Summer St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 10_12_47.JPG
Description All sides_S Irish St_W Summer St to W Depot St
Comment
Time Stamp 8:12:47 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_13_44.JPG
Title: S Irish St to S Cutler St
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Attributes
File Name GeoJot+ 2018-10-12 10_13_44.JPG
Description All sides_W Depot St_S Irish St to S Cutler St
Comment
Time Stamp 8:13:44 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_14_26.JPG
Title: S Irish St to S Cutler St
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Attributes
File Name GeoJot+ 2018-10-12 10_14_26.JPG
Description All sides_W Depot St_S Irish St to S Cutler St
Comment
Time Stamp 8:14:26 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_15_12.JPG
Title: S Irish St to S Cutler St
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Attributes
File Name GeoJot+ 2018-10-12 10_15_12.JPG
Description All sides_W Depot St_S Irish St to S Cutler St
Comment
Time Stamp 8:15:12 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_15_42.JPG
Title: S Irish St to S Cutler St
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Attributes
File Name GeoJot+ 2018-10-12 10_15_42.JPG
Description All sides_W Depot St_S Irish St to S Cutler St
Comment
Time Stamp 8:15:42 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_16_27.JPG
Title: W Depot St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 10_16_27.JPG
Description All sides_S Cutler St_W Depot St to W Summer St
Comment
Time Stamp 8:16:27 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_17_04.JPG
Title: W Depot St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 10_17_04.JPG
Description All sides_S Cutler St_W Depot St to W Summer St
Comment
Time Stamp 8:17:04 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_17_59.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 10_17_59.JPG
Description All sides_W Summer St_S Cutler St to S Irish St
Comment
Time Stamp 8:17:59 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_18_32.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 10_18_32.JPG
Description All sides_W Summer St_S Cutler St to S Irish St
Comment
Time Stamp 8:18:32 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_19_50.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 10_19_50.JPG
Description All sides_W Summer St_S Cutler St to S Irish St
Comment
Time Stamp 8:19:50 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_20_19.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 10_20_19.JPG
Description All sides_W Summer St_S Cutler St to S Irish St
Comment
Time Stamp 8:20:19 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_20_45.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 10_20_45.JPG
Description All sides_W Summer St_S Cutler St to S Irish St
Comment
Time Stamp 8:20:45 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_21_04.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 10_21_04.JPG
Description All sides_W Summer St_S Cutler St to S Irish St
Comment
Time Stamp 8:21:04 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_21_44.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 10_21_44.JPG
Description All sides_W Summer St_S Cutler St to S Irish St
Comment
Time Stamp 8:21:44 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 126
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GeoJot+ 2018-10-12 10_38_06.JPG
Title: N Cutler St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-12 10_38_06.JPG
Description All sides_W Depot St_N Cutler St to N Irish St
Comment
Time Stamp 8:38:06 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 127
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GeoJot+ 2018-10-12 10_39_00.JPG
Title: N Cutler St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-12 10_39_00.JPG
Description All sides_W Depot St_N Cutler St to N Irish St
Comment
Time Stamp 8:39:00 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 127
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GeoJot+ 2018-10-12 10_41_44.JPG
Title: N Cutler St to N Irish St
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Attributes
File Name GeoJot+ 2018-10-12 10_41_44.JPG
Description All sides_W Depot St_N Cutler St to N Irish St
Comment
Time Stamp 8:41:44 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 127
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GeoJot+ 2018-10-12 10_42_04.JPG
Title: W Depot St to W Church St
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Attributes
File Name GeoJot+ 2018-10-12 10_42_04.JPG
Description All sides_N Irish St_W Depot St to W Church St
Comment
Time Stamp 8:42:04 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 127
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GeoJot+ 2018-10-12 10_43_15.JPG
Title: W Depot St to W Church St
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Attributes
File Name GeoJot+ 2018-10-12 10_43_15.JPG
Description All sides_N Irish St_W Depot St to W Church St
Comment
Time Stamp 8:43:15 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 127
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GeoJot+ 2018-10-12 10_43_36.JPG
Title: N Irish St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-12 10_43_36.JPG
Description All sides_W Church St_N Irish St to N Cutler St
Comment
Time Stamp 8:43:36 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 127
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GeoJot+ 2018-10-12 10_46_54.JPG
Title: N Irish St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-12 10_46_54.JPG
Description South side_W Church St_N Irish St to N Cutler St
Comment
Time Stamp 8:46:54 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 333
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GeoJot+ 2018-10-12 10_47_39.JPG
Title: N Irish St to N Cutler St
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Attributes
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 333
File Name GeoJot+ 2018-10-12 10_47_39.JPG
Description South side_W Church St_N Irish St to N Cutler St
Comment
Time Stamp 8:47:39 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
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GeoJot+ 2018-10-12 10_48_19.JPG
Title: N Irish St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-12 10_48_19.JPG
Description South side_W church st_N Irish St to N Cutler St
Comment
Time Stamp 8:48:19 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 333
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GeoJot+ 2018-10-12 10_49_50.JPG
Title: W Church St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 10_49_50.JPG
Description All sides_N Cutler St_W Church St to W Depot St
Comment
Time Stamp 8:49:50 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 128
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GeoJot+ 2018-10-12 10_50_31.JPG
Title: W Church St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 10_50_31.JPG
Description All sides_N Cutler St_W Church St to W Depot St
Comment
Time Stamp 8:50:31 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 128
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GeoJot+ 2018-10-12 10_50_50.JPG
Title: W Church St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 10_50_50.JPG
Description All sides_N Cutler St_W Church St to W Depot St
Comment
Time Stamp 8:50:50 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 128
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GeoJot+ 2018-10-12 10_51_07.JPG
Title: W Church St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 10_51_07.JPG
Description All sides_N Cutler St_W Church St to W Depot St
Comment
Time Stamp 8:51:07 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 128
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GeoJot+ 2018-10-12 10_51_34.JPG
Title: W Church St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 10_51_34.JPG
Description All sides_N Cutler St_W Church St to W Depot St
Comment
Time Stamp 8:51:34 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 128
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GeoJot+ 2018-10-12 10_51_50.JPG
Title: N Cutler St to Milligan & Coleman
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Attributes
File Name GeoJot+ 2018-10-12 10_51_50.JPG
Description All sides_W Depot St_N Cutler St to Milligan & 

Coleman
Comment
Time Stamp 8:51:50 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 128
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GeoJot+ 2018-10-12 10_52_26.JPG
Title: N Cutler St to Milligan & Coleman
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Attributes
File Name GeoJot+ 2018-10-12 10_52_26.JPG
Description All sides_W Depot St_N Cutler St to Milligan & 

Coleman
Comment
Time Stamp 8:52:26 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 128
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GeoJot+ 2018-10-12 10_59_26.JPG
Title: N Cutler St to Loretta St
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Attributes
File Name GeoJot+ 2018-10-12 10_59_26.JPG
Description All sides_W Depot St_N Cutler St to Loretta St
Comment Driveways rough
Time Stamp 8:59:26 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment ID 198
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GeoJot+ 2018-10-12 10_59_57.JPG
Title: N Cutler St to Loretta St
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Attributes
File Name GeoJot+ 2018-10-12 10_59_57.JPG
Description All sides_W Depot St_N Cutler St to Loretta St
Comment Driveways rough
Time Stamp 8:59:57 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment ID 198
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GeoJot+ 2018-10-12 11_00_09.JPG
Title: N Cutler St to Loretta St
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Attributes
File Name GeoJot+ 2018-10-12 11_00_09.JPG
Description All sides_W Depot St_N Cutler St to Loretta St
Comment Driveways rough
Time Stamp 9:00:09 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment ID 198
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GeoJot+ 2018-10-12 11_00_53.JPG
Title: N Cutler St to Loretta St
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Attributes
File Name GeoJot+ 2018-10-12 11_00_53.JPG
Description All sides_W Depot St_N Cutler St to Loretta St
Comment Driveways rough
Time Stamp 9:00:53 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment ID 198
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GeoJot+ 2018-10-12 11_01_23.JPG
Title: W Depot St to W Church St
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Attributes
File Name GeoJot+ 2018-10-12 11_01_23.JPG
Description All sides_Loretta St_W Depot St to W Church St
Comment Driveways rough
Time Stamp 9:01:23 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment ID 198
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GeoJot+ 2018-10-12 11_02_23.JPG
Title: W Depot St to W Church St
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Attributes
File Name GeoJot+ 2018-10-12 11_02_23.JPG
Description All sides_Loretta St_W Depot St to W Church St
Comment Driveways rough
Time Stamp 9:02:23 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment ID 198
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GeoJot+ 2018-10-12 11_03_15.JPG
Title: W Depot St to W Church St
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Attributes
File Name GeoJot+ 2018-10-12 11_03_15.JPG
Description All sides_Loretta St_W Depot St to W Church St
Comment Driveways rough
Time Stamp 9:03:15 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment ID 198
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GeoJot+ 2018-10-12 11_03_49.JPG
Title: Loretta St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-12 11_03_49.JPG
Description All sides_W Church St_Loretta St to N Cutler St
Comment Driveways rough
Time Stamp 9:03:49 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment ID 198
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GeoJot+ 2018-10-12 11_04_53.JPG
Title: Loretta St to N Cutler St
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Attributes
File Name GeoJot+ 2018-10-12 11_04_53.JPG
Description All sides_W Church St_Loretta St to N Cutler St
Comment Driveways rough
Time Stamp 9:04:53 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment ID 198
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GeoJot+ 2018-10-12 11_05_42.JPG
Title: W Church St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 11_05_42.JPG
Description All sides_N Cutler St_W Church St to W Depot St
Comment Driveways rough
Time Stamp 9:05:42 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment ID 198
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GeoJot+ 2018-10-12 11_06_13.JPG
Title: W Church St to W Depot St



GRN700 Page 39 of 200 7/18/2019 1:31:54 PM

 

Attributes
File Name GeoJot+ 2018-10-12 11_06_13.JPG
Description All sides_N Cutler St_W Church St to W Depot St
Comment Driveways rough
Time Stamp 9:06:13 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment ID 198
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GeoJot+ 2018-10-12 11_07_08.JPG
Title: W Church St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 11_07_08.JPG
Description All sides_N Cutler St_W Church St to W Depot St
Comment Driveways rough
Time Stamp 9:07:08 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment ID 198
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GeoJot+ 2018-10-12 11_25_45.JPG
Title: W Summer St to Wesley Ave
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Attributes
File Name GeoJot+ 2018-10-12 11_25_45.JPG
Description North/West_Davis St_W Summer St to Wesley Ave
Comment
Time Stamp 9:25:45 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment ID 191 / 190
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GeoJot+ 2018-10-12 11_26_47.JPG
Title: W Summer St to Wesley Ave
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Attributes
File Name GeoJot+ 2018-10-12 11_26_47.JPG
Description North/West_Davis St_W Summer St to Wesley Ave
Comment
Time Stamp 9:26:47 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment ID 191 / 190
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GeoJot+ 2018-10-12 11_27_48.JPG
Title: W Summer St to Wesley Ave
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Attributes
File Name GeoJot+ 2018-10-12 11_27_48.JPG
Description North/West_Davis St_W Summer St to Wesley Ave
Comment
Time Stamp 9:27:48 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment ID 191 / 190
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GeoJot+ 2018-10-12 11_28_31.JPG
Title: W Summer St to Wesley Ave
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Attributes
File Name GeoJot+ 2018-10-12 11_28_31.JPG
Description North/West_Davis St_W Summer St to Wesley Ave
Comment
Time Stamp 9:28:31 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment ID 191 / 190
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GeoJot+ 2018-10-12 11_29_14.JPG
Title: W Summer St to Wesley Ave
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Attributes
File Name GeoJot+ 2018-10-12 11_29_14.JPG
Description North/West_Davis St_W Summer St to Wesley Ave
Comment
Time Stamp 9:29:14 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment ID 191 / 190
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GeoJot+ 2018-10-12 11_31_33.JPG
Title: W Summer St to Wesley Ave



GRN700 Page 53 of 200 7/18/2019 1:31:54 PM

 

Attributes
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment ID 191 / 190
File Name GeoJot+ 2018-10-12 11_31_33.JPG
Description North/West_Davis St_W Summer St to Wesley Ave
Comment
Time Stamp 9:31:33 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
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GeoJot+ 2018-10-12 11_34_15.JPG
Title: Clem St to Anderson St
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Attributes
File Name GeoJot+ 2018-10-12 11_34_15.JPG
Description All sides_Wesley Ave_Clem St to Anderson St
Comment
Time Stamp 9:34:15 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 67
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GeoJot+ 2018-10-12 11_36_06.JPG
Title: Clem St to Anderson St
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Attributes
File Name GeoJot+ 2018-10-12 11_36_06.JPG
Description All sides_Wesley Ave_Clem St to Anderson St
Comment
Time Stamp 9:36:06 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 67
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GeoJot+ 2018-10-12 11_37_01.JPG
Title: Clem St to Anderson St
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Attributes
File Name GeoJot+ 2018-10-12 11_37_01.JPG
Description All sides_Wesley Ave_Clem St to Anderson St
Comment
Time Stamp 9:37:01 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 67
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GeoJot+ 2018-10-12 11_37_45.JPG
Title: Wesley Ave to W Floral St
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Attributes
File Name GeoJot+ 2018-10-12 11_37_45.JPG
Description All sides_Anderson St_Wesley Ave to W Floral St
Comment
Time Stamp 9:37:45 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 67
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GeoJot+ 2018-10-12 11_38_30.JPG
Title: Wesley Ave to W Floral St



GRN700 Page 63 of 200 7/18/2019 1:31:54 PM

 

Attributes
File Name GeoJot+ 2018-10-12 11_38_30.JPG
Description All sides_Anderson St_Wesley Ave to W Floral St
Comment
Time Stamp 9:38:30 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 67
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GeoJot+ 2018-10-12 11_38_57.JPG
Title: Anderson St to Clem St 
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Attributes
File Name GeoJot+ 2018-10-12 11_38_57.JPG
Description All sides_W Floral St_Anderson St to Clem St
Comment
Time Stamp 9:38:57 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 67
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GeoJot+ 2018-10-12 11_39_32.JPG
Title: Anderson St to Clem St 
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Attributes
File Name GeoJot+ 2018-10-12 11_39_32.JPG
Description All sides_W Floral St_Anderson St to Clem St
Comment
Time Stamp 9:39:32 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 67
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GeoJot+ 2018-10-12 11_40_18.JPG
Title: Anderson St to Clem St 
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Attributes
File Name GeoJot+ 2018-10-12 11_40_18.JPG
Description All sides_W Floral St_Anderson St to Clem St
Comment
Time Stamp 9:40:18 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 67
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GeoJot+ 2018-10-12 11_41_04.JPG
Title: Anderson St to Clem St 



GRN700 Page 71 of 200 7/18/2019 1:31:54 PM

 

Attributes
File Name GeoJot+ 2018-10-12 11_41_04.JPG
Description All sides_W Floral St_Anderson St to Clem St
Comment
Time Stamp 9:41:04 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment ID 67
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GeoJot+ 2018-10-12 11_51_55.JPG
Title: Davis St to Railroad St
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Attributes
File Name GeoJot+ 2018-10-12 11_51_55.JPG
Description North side_Wesley Ave_Davis St to Railroad St
Comment
Time Stamp 9:51:55 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 180
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GeoJot+ 2018-10-12 11_52_07.JPG
Title: Davis St to Railroad St
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Attributes
File Name GeoJot+ 2018-10-12 11_52_07.JPG
Description North side_Wesley Ave_Davis St to Railroad St
Comment
Time Stamp 9:52:07 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 180
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GeoJot+ 2018-10-12 11_53_21.JPG
Title: Davis St to Railroad St
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Attributes
File Name GeoJot+ 2018-10-12 11_53_21.JPG
Description North side_Wesley Ave_Davis St to Railroad St
Comment
Time Stamp 9:53:21 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 180
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GeoJot+ 2018-10-12 12_42_25.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 12_42_25.JPG
Description East side_S Cutler St_W Summer St to W McKee St
Comment
Time Stamp 10:42:25 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 92 / 93
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GeoJot+ 2018-10-12 12_42_50.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 12_42_50.JPG
Description East side_S Cutler St_W Summer St to W McKee St
Comment
Time Stamp 10:42:50 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 92 / 93
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GeoJot+ 2018-10-12 12_43_28.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 12_43_28.JPG
Description East side_S Cutler St_W Summer St to W McKee St
Comment
Time Stamp 10:43:28 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 92 / 93
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GeoJot+ 2018-10-12 12_43_52.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 12_43_52.JPG
Description East side_S Cutler St_W Summer St to W McKee St
Comment
Time Stamp 10:43:52 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 92 / 93
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GeoJot+ 2018-10-12 12_44_23.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 12_44_23.JPG
Description East side_S Cutler St_W Summer St to W McKee St
Comment
Time Stamp 10:44:23 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 92 / 93
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GeoJot+ 2018-10-12 12_45_04.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 12_45_04.JPG
Description East side_S Cutler St_W Summer St to W McKee St
Comment
Time Stamp 10:45:04 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 92 / 93
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GeoJot+ 2018-10-12 12_47_00.JPG
Title: W McKee St to W Irish St
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Attributes
File Name GeoJot+ 2018-10-12 12_47_00.JPG
Description East side_S Cutler St_W McKee St to W Irish St
Comment
Time Stamp 10:47:00 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 89
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GeoJot+ 2018-10-12 12_47_41.JPG
Title: W McKee St to W Irish St
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Attributes
File Name GeoJot+ 2018-10-12 12_47_41.JPG
Description East side_S Cutler St_W McKee St to W Irish St
Comment
Time Stamp 10:47:41 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 89
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GeoJot+ 2018-10-12 12_48_01.JPG
Title: W McKee St to W Irish St
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Attributes
File Name GeoJot+ 2018-10-12 12_48_01.JPG
Description East side_S Cutler St_W McKee St to W Irish St
Comment
Time Stamp 10:48:01 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 89
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GeoJot+ 2018-10-12 12_48_35.JPG
Title: W McKee St to W Irish St
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Attributes
File Name GeoJot+ 2018-10-12 12_48_35.JPG
Description East side_S Cutler St_W McKee St to W Irish St
Comment
Time Stamp 10:48:35 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 89
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GeoJot+ 2018-10-12 12_49_13.JPG
Title: W McKee St to W Irish St
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Attributes
File Name GeoJot+ 2018-10-12 12_49_13.JPG
Description East side_S Cutler St_W McKee St to W Irish St
Comment
Time Stamp 10:49:13 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 89
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GeoJot+ 2018-10-12 12_49_58.JPG
Title: W McKee St to W Irish St
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Attributes
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 89
File Name GeoJot+ 2018-10-12 12_49_58.JPG
Description East side_S Cutler St_W McKee St to W Irish St
Comment
Time Stamp 10:49:58 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
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GeoJot+ 2018-10-12 12_51_33.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 12_51_33.JPG
Description North side_W Irish St_S Cutler St to S Irish St
Comment Vegetation obstruction
Time Stamp 10:51:33 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment ID 89
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GeoJot+ 2018-10-12 12_53_07.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 12_53_07.JPG
Description North side_W Irish St_S Cutler St to S Irish St
Comment Vegetation obstruction
Time Stamp 10:53:07 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment ID 89
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GeoJot+ 2018-10-12 12_53_30.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 12_53_30.JPG
Description North side_W Irish St_S Cutler St to S Irish St
Comment Vegetation obstruction
Time Stamp 10:53:30 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment ID 89
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GeoJot+ 2018-10-12 12_54_14.JPG
Title: S Cutler St to S Irish St
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Attributes
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment ID 89
File Name GeoJot+ 2018-10-12 12_54_14.JPG
Description North side_W Irish St_S Cutler St to S Irish St
Comment Vegetation obstruction
Time Stamp 10:54:14 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
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GeoJot+ 2018-10-12 12_54_51.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 12_54_51.JPG
Description North side_W Irish St_S Cutler St to S Irish St
Comment Vegetation obstruction
Time Stamp 10:54:51 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment ID 89
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GeoJot+ 2018-10-12 12_55_22.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 12_55_22.JPG
Description North side_W Irish St_S Cutler St to S Irish St
Comment Vegetation obstruction
Time Stamp 10:55:22 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment ID 89
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GeoJot+ 2018-10-12 12_55_53.JPG
Title: S Cutler St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 12_55_53.JPG
Description North side_W Irish St_S Cutler St to S Irish St
Comment Vegetation obstruction
Time Stamp 10:55:53 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment ID 89
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GeoJot+ 2018-10-12 12_56_46.JPG
Title: S Cutler St to S Irish St
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Attributes
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment ID 89
File Name GeoJot+ 2018-10-12 12_56_46.JPG
Description North side_W Irish St_S Cutler St to S Irish St
Comment Vegetation obstruction
Time Stamp 10:56:46 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
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GeoJot+ 2018-10-12 12_57_23.JPG
Title: W Irish St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 12_57_23.JPG
Description North side_S Irish St_W Irish St to W McKee St
Comment Vegetation obstruction
Time Stamp 10:57:23 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment ID 89
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GeoJot+ 2018-10-12 12_57_52.JPG
Title: W Irish St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 12_57_52.JPG
Description North side_S Irish St_W Irish St to W McKee St
Comment Vegetation obstruction
Time Stamp 10:57:52 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment ID 89
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GeoJot+ 2018-10-12 13_00_55.JPG
Title: S Irish St to 203 W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 13_00_55.JPG
Description South side_W McKee St_S Irish St to 203 W McKee St
Comment
Time Stamp 11:00:55 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 325
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GeoJot+ 2018-10-12 13_01_08.JPG
Title: S Irish St to 203 W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 13_01_08.JPG
Description South side_W McKee St_S Irish St to 203 W McKee St
Comment
Time Stamp 11:01:08 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 325
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GeoJot+ 2018-10-12 13_01_35.JPG
Title: S Irish St to 203 W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 13_01_35.JPG
Description South side_W McKee St_S Irish St to 203 W McKee St
Comment
Time Stamp 11:01:35 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 325
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GeoJot+ 2018-10-12 13_01_49.JPG
Title: S Irish St to 203 W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 13_01_49.JPG
Description South side_W McKee St_S Irish St to 203 W McKee St
Comment
Time Stamp 11:01:49 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (25%) 36-42"  
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 25%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 325
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GeoJot+ 2018-10-12 13_05_10.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 13_05_10.JPG
Description West side_S Irish St_W McKee St to W Summer St
Comment
Time Stamp 11:05:10 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 104 / 105
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GeoJot+ 2018-10-12 13_06_30.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 13_06_30.JPG
Description West side_S Irish St_W McKee St to W Summer St
Comment
Time Stamp 11:06:30 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 104 / 105
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GeoJot+ 2018-10-12 13_07_01.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 13_07_01.JPG
Description West side_S Irish St_W McKee St to W Summer St
Comment
Time Stamp 11:07:01 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 104 / 105
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GeoJot+ 2018-10-12 13_07_39.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 13_07_39.JPG
Description West side_S Irish St_W McKee St to W Summer St
Comment
Time Stamp 11:07:39 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 104 / 105
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GeoJot+ 2018-10-12 13_08_16.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 13_08_16.JPG
Description West side_S Irish St_W McKee St to W Summer St
Comment
Time Stamp 11:08:16 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 104 / 105
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GeoJot+ 2018-10-12 13_08_43.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 13_08_43.JPG
Description West side_S Irish St_W McKee St to W Summer St
Comment
Time Stamp 11:08:43 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 50%
Segment ID 104 / 105
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GeoJot+ 2018-10-12 13_18_11.JPG
Title: W Summer St to W Depot St



GRN700 Page 143 of 200 7/18/2019 1:31:54 PM

 

Attributes
File Name GeoJot+ 2018-10-12 13_18_11.JPG
Description All sides_S Irish St_W Summer St to W Depot St
Comment
Time Stamp 11:18:11 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_18_45.JPG
Title: W Summer St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 13_18_45.JPG
Description All sides_S Irish St_W Summer St to W Depot St
Comment
Time Stamp 11:18:45 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_19_24.JPG
Title: W Summer St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 13_19_24.JPG
Description All sides_S Irish St_W Summer St to W Depot St
Comment
Time Stamp 11:19:24 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_19_51.JPG
Title: W Summer St to W Depot St
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Attributes
File Name GeoJot+ 2018-10-12 13_19_51.JPG
Description All sides_S Irish St_W Summer St to W Depot St
Comment
Time Stamp 11:19:51 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_20_11.JPG
Title: S Irish St to S Main St
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Attributes
File Name GeoJot+ 2018-10-12 13_20_11.JPG
Description All sides_W Depot St_S Irish St to S Main St
Comment
Time Stamp 11:20:11 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124



GRN700 Page 152 of 200 7/18/2019 1:31:54 PM

GeoJot+ 2018-10-12 13_21_00.JPG
Title: S Irish St to S Main St
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Attributes
File Name GeoJot+ 2018-10-12 13_21_00.JPG
Description All sides_W Depot St_S Irish St to S Main St
Comment
Time Stamp 11:21:00 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_21_35.JPG
Title: S Irish St to S Main St
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Attributes
File Name GeoJot+ 2018-10-12 13_21_35.JPG
Description All sides_W Depot St_S Irish St to S Main St
Comment
Time Stamp 11:21:35 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_22_19.JPG
Title: S Irish St to S Main St
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Attributes
File Name GeoJot+ 2018-10-12 13_22_19.JPG
Description All sides_W Depot St_S Irish St to S Main St
Comment
Time Stamp 11:22:19 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_23_28.JPG
Title: S Irish St to S Main St
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Attributes
File Name GeoJot+ 2018-10-12 13_23_28.JPG
Description All sides_W Depot St_S Irish St to S Main St
Comment
Time Stamp 11:23:28 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_24_10.JPG
Title: W Depot St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 13_24_10.JPG
Description All sides_S Main St_W Depot St to W Summer St
Comment
Time Stamp 11:24:10 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_25_17.JPG
Title: W Depot St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 13_25_17.JPG
Description All sides_S Main St_W Depot St to W Summer St
Comment
Time Stamp 11:25:17 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_25_40.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 13_25_40.JPG
Description All sides_W Summer St_S Main St to S Irish St
Comment
Time Stamp 11:25:40 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_26_21.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 13_26_21.JPG
Description All sides_W Summer St_S Main St to S Irish St
Comment
Time Stamp 11:26:21 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_26_54.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 13_26_54.JPG
Description All sides_W Summer St_S Main St to S Irish St
Comment
Time Stamp 11:26:54 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_27_43.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 13_27_43.JPG
Description All sides_W Summer St_S Main St to S Irish St
Comment
Time Stamp 11:27:43 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 13_28_25.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 13_28_25.JPG
Description All sides_W Summer St_S Main St to S Irish St
Comment
Time Stamp 11:28:25 AM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment ID 124
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GeoJot+ 2018-10-12 14_01_37.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 14_01_37.JPG
Description All sides_W Summer St_S Main St to S Irish St
Comment
Time Stamp 12:01:37 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_02_37.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 14_02_37.JPG
Description All sides_W Summer St_S Main St to S Irish St
Comment
Time Stamp 12:02:37 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_03_32.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 14_03_32.JPG
Description All sides_W Summer St_S Main St to S Irish St
Comment
Time Stamp 12:03:32 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_04_47.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 14_04_47.JPG
Description All sides_W Summer St_S Main St to S Irish St
Comment
Time Stamp 12:04:47 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_05_00.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 14_05_00.JPG
Description All sides_S Irish St_W Summer St to W McKee St
Comment
Time Stamp 12:05:00 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_05_19.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 14_05_19.JPG
Description All sides_S Irish St_W Summer St to W McKee St
Comment
Time Stamp 12:05:19 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_05_54.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 14_05_54.JPG
Description All sides_S Irish St_W Summer St to W McKee St
Comment
Time Stamp 12:05:54 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328



GRN700 Page 188 of 200 7/18/2019 1:31:54 PM

GeoJot+ 2018-10-12 14_06_30.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 14_06_30.JPG
Description All sides_S Irish St_W Summer St to W McKee St
Comment
Time Stamp 12:06:30 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_06_56.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 14_06_56.JPG
Description All sides_S Irish St_W Summer St to W McKee St
Comment
Time Stamp 12:06:56 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_07_43.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 14_07_43.JPG
Description All sides_S Irish St_W Summer St to W McKee St
Comment
Time Stamp 12:07:43 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_08_26.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 14_08_26.JPG
Description All sides_S Irish St_W Summer St to W McKee St
Comment
Time Stamp 12:08:26 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_08_57.JPG
Title: W Summer St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 14_08_57.JPG
Description All sides_S Irish St_W Summer St to W McKee St
Comment
Time Stamp 12:08:57 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_09_05.JPG
Title: S Irish St to S Main St
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Attributes
File Name GeoJot+ 2018-10-12 14_09_05.JPG
Description All sides_W McKee St_S Irish St to S Main St
Comment
Time Stamp 12:09:05 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_09_37.JPG
Title: S Irish St to S Main St
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Attributes
File Name GeoJot+ 2018-10-12 14_09_37.JPG
Description All sides_W McKee St_S Irish St to S Main St
Comment
Time Stamp 12:09:37 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_10_50.JPG
Title: S Irish St to S Main St
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Attributes
File Name GeoJot+ 2018-10-12 14_10_50.JPG
Description All sides_W McKee St_S Irish St to S Main St
Comment
Time Stamp 12:10:50 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_11_03.JPG
Title: S Irish St to S Main St
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Attributes
File Name GeoJot+ 2018-10-12 14_11_03.JPG
Description All sides_W McKee St_S Irish St to S Main St
Comment
Time Stamp 12:11:03 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328



GRN800 Page 8 of 202 7/18/2019 2:19:47 PM

GeoJot+ 2018-10-12 14_11_19.JPG
Title: S Irish St to S Main St
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Attributes
File Name GeoJot+ 2018-10-12 14_11_19.JPG
Description All sides_W McKee St_S Irish St to S Main St
Comment
Time Stamp 12:11:19 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_12_07.JPG
Title: S Irish St to S Main St
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Attributes
File Name GeoJot+ 2018-10-12 14_12_07.JPG
Description All sides_W McKee St_S Irish St to S Main St
Comment
Time Stamp 12:12:07 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328
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GeoJot+ 2018-10-12 14_12_26.JPG
Title: S Irish St to S Main St



GRN800 Page 13 of 202 7/18/2019 2:19:47 PM

 

Attributes
File Name GeoJot+ 2018-10-12 14_12_26.JPG
Description All sides_W McKee St_S Irish St to S Main St
Comment
Time Stamp 12:12:26 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street All sides
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment ID 107 / 88 / 328



GRN800 Page 14 of 202 7/18/2019 2:19:47 PM

GeoJot+ 2018-10-12 14_16_08.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 14_16_08.JPG
Description West side_S Main St_W McKee St to W Summer St
Comment
Time Stamp 12:16:08 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 108
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GeoJot+ 2018-10-12 14_16_36.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 14_16_36.JPG
Description West side_S Main St_W McKee St to W Summer St
Comment
Time Stamp 12:16:36 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 108
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GeoJot+ 2018-10-12 14_17_21.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 14_17_21.JPG
Description West side_S Main St_W McKee St to W Summer St
Comment
Time Stamp 12:17:21 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 108
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GeoJot+ 2018-10-12 14_18_07.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-12 14_18_07.JPG
Description West side_S Main St_W McKee St to W Summer St
Comment
Time Stamp 12:18:07 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 108
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GeoJot+ 2018-10-12 14_18_51.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-12 14_18_51.JPG
Description West side_S Main St_S Main St to S Irish St
Comment
Time Stamp 12:18:51 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment ID 108
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GeoJot+ 2018-10-12 14_34_05.JPG
Title: W Irish St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 14_34_05.JPG
Description West side_S Cutler St_W Irish St to W McKee St
Comment
Time Stamp 12:34:05 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 90 / 91
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GeoJot+ 2018-10-12 14_34_22.JPG
Title: W Irish St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 14_34_22.JPG
Description West side_S Cutler St_W Irish St to W McKee St
Comment
Time Stamp 12:34:22 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 90 / 91
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GeoJot+ 2018-10-12 14_34_33.JPG
Title: W Irish St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 14_34_33.JPG
Description West side_S Cutler St_W Irish St to W McKee St
Comment
Time Stamp 12:34:33 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 90 / 91
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GeoJot+ 2018-10-12 14_36_01.JPG
Title: W Irish St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 14_36_01.JPG
Description West side_W Irish St to W McKee St_W Irish St to W 

McKee St
Comment
Time Stamp 12:36:01 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 90 / 91
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GeoJot+ 2018-10-12 14_36_28.JPG
Title: W Irish St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-12 14_36_28.JPG
Description West side_S Cutler St_W Irish St to W McKee St
Comment
Time Stamp 12:36:28 PM
Date Stamp 10/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment ID 90 / 91
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GeoJot+ 2018-10-29 08_27_55.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-29 08_27_55.JPG
Description South side_E Summer St_S College St to S Main St
Comment Steps leading up to the sidewalk at the end of 109
Time Stamp 6:27:55 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 111,110,109
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GeoJot+ 2018-10-29 08_28_07.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-29 08_28_07.JPG
Description South side_E Summer St_S College St to S Main St
Comment Steps leading up to the sidewalk at the end of 109
Time Stamp 6:28:07 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 111,110,109
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GeoJot+ 2018-10-29 08_28_22.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-29 08_28_22.JPG
Description South side_E Summer St_S College St to S Main St
Comment Steps leading up to the sidewalk at the end of 109
Time Stamp 6:28:22 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 111,110,109
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GeoJot+ 2018-10-29 08_29_20.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-29 08_29_20.JPG
Description South side_E Summer St_S College St to S Main St
Comment Steps leading up to the sidewalk at the end of 109
Time Stamp 6:29:20 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 111,110,109
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GeoJot+ 2018-10-29 08_29_47.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-29 08_29_47.JPG
Description South side_E Summer St_S College St to S Main St
Comment Steps leading up to the sidewalk at the end of 109
Time Stamp 6:29:47 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 111,110,109
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GeoJot+ 2018-10-29 08_30_04.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-29 08_30_04.JPG
Description South side_E Summer St_S College St to S Main St
Comment Steps leading up to the sidewalk at the end of 109
Time Stamp 6:30:04 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 111,110,109
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GeoJot+ 2018-10-29 08_44_53.JPG
Title: S Main St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 08_44_53.JPG
Description West side_E Summer St_S Main St to S College St
Comment
Time Stamp 6:44:53 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 113
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GeoJot+ 2018-10-29 08_45_02.JPG
Title: S Main St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 08_45_02.JPG
Description West side_E Summer St_S Main St to S College St
Comment
Time Stamp 6:45:02 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 113
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GeoJot+ 2018-10-29 08_45_18.JPG
Title: S Main St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 08_45_18.JPG
Description West side_E Summer St_S Main St to S College St
Comment
Time Stamp 6:45:18 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 113
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GeoJot+ 2018-10-29 08_45_35.JPG
Title: E Summer St to E Depot St



GRN800 Page 53 of 202 7/18/2019 2:19:47 PM

 

Attributes
File Name GeoJot+ 2018-10-29 08_45_35.JPG
Description West side_S College Street_E Summer St to E Depot St
Comment
Time Stamp 6:45:35 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 113
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GeoJot+ 2018-10-29 08_45_53.JPG
Title: E Summer St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 08_45_53.JPG
Description West side_S College Street_E Summer St to E Depot St
Comment
Time Stamp 6:45:53 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 113
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GeoJot+ 2018-10-29 08_46_51.JPG
Title: E Summer St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 08_46_51.JPG
Description West side_S College Street_E Summer St to E Depot St
Comment
Time Stamp 6:46:51 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 113
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GeoJot+ 2018-10-29 08_47_06.JPG
Title: E Summer St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 08_47_06.JPG
Description West side_S College Street_E Summer St to E Depot St
Comment
Time Stamp 6:47:06 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 113
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GeoJot+ 2018-10-29 08_47_25.JPG
Title: E Summer St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 08_47_25.JPG
Description West side_S College Street_E Summer St to E Depot St
Comment
Time Stamp 6:47:25 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 113
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GeoJot+ 2018-10-29 08_47_42.JPG
Title: E Summer St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 08_47_42.JPG
Description West side_S College Street_E Summer St to E Depot St
Comment
Time Stamp 6:47:42 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 113
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GeoJot+ 2018-10-29 08_47_53.JPG
Title: E Summer St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 08_47_53.JPG
Description West side_S College Street_E Summer St to E Depot St
Comment
Time Stamp 6:47:53 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 113
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GeoJot+ 2018-10-29 08_50_15.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-29 08_50_15.JPG
Description South side_E Depot Street_S College St to S Main St
Comment Loose bricks, uneven sidewalk
Time Stamp 6:50:15 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment Number 120,119
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GeoJot+ 2018-10-29 08_50_32.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-29 08_50_32.JPG
Description South side_E Depot Street_S College St to S Main St
Comment Loose bricks, uneven sidewalk
Time Stamp 6:50:32 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment Number 120,119
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GeoJot+ 2018-10-29 08_50_45.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-29 08_50_45.JPG
Description South side_E Depot Street_S College St to S Main St
Comment Loose bricks, uneven sidewalk
Time Stamp 6:50:45 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment Number 120,119
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GeoJot+ 2018-10-29 08_51_00.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-29 08_51_00.JPG
Description South side_E Depot Street_S College St to S Main St
Comment Loose bricks, uneven sidewalk
Time Stamp 6:51:00 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings 1/2" max  100%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 100%
Segment Number 120,119
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GeoJot+ 2018-10-29 08_53_30.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-29 08_53_30.JPG
Description East side_S Main Street_S College St to S Main St
Comment Uneven sidewalk, loose bricks
Time Stamp 6:53:30 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 25%
Segment Number 118
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GeoJot+ 2018-10-29 08_53_55.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-29 08_53_55.JPG
Description East side_S Main Street_S College St to S Main St
Comment Uneven sidewalk, loose bricks
Time Stamp 6:53:55 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 25%
Segment Number 118
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GeoJot+ 2018-10-29 08_54_15.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-29 08_54_15.JPG
Description East side_S Main Street_S College St to S Main St
Comment Uneven sidewalk, loose bricks
Time Stamp 6:54:15 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 25%
Segment Number 118
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GeoJot+ 2018-10-29 08_54_27.JPG
Title: E Depot St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-29 08_54_27.JPG
Description East side_S Main Street_E Depot St to E Summer St
Comment Uneven sidewalk, loose bricks
Time Stamp 6:54:27 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 25%
Segment Number 118
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GeoJot+ 2018-10-29 08_54_43.JPG
Title: E Depot St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-29 08_54_43.JPG
Description East side_S Main Street_E Depot St to E Summer St
Comment Uneven sidewalk, loose bricks
Time Stamp 6:54:43 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 25%
Segment Number 118
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GeoJot+ 2018-10-29 08_55_00.JPG
Title: E Depot St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-29 08_55_00.JPG
Description East side_S Main Street_E Depot St to E Summer St
Comment Uneven sidewalk, loose bricks
Time Stamp 6:55:00 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 25%
Segment Number 118
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GeoJot+ 2018-10-29 08_55_18.JPG
Title: E Depot St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-29 08_55_18.JPG
Description East side_S Main Street_E Depot St to E Summer St
Comment Uneven sidewalk, loose bricks
Time Stamp 6:55:18 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 25%
Segment Number 118
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GeoJot+ 2018-10-29 08_55_35.JPG
Title: E Depot St to E Summer St



GRN800 Page 89 of 202 7/18/2019 2:19:47 PM

 

Attributes
File Name GeoJot+ 2018-10-29 08_55_35.JPG
Description East side_S Main Street_E Depot St to E Summer St
Comment Uneven sidewalk, loose bricks
Time Stamp 6:55:35 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 25%
Segment Number 118
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GeoJot+ 2018-10-29 08_55_51.JPG
Title: E Depot St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-29 08_55_51.JPG
Description East side_S Main Street_E Depot St to E Summer St
Comment Uneven sidewalk, loose bricks
Time Stamp 6:55:51 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 25%
Segment Number 118
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GeoJot+ 2018-10-29 08_56_00.JPG
Title: S Main St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 08_56_00.JPG
Description East side_E Summer St_S Main St to S College St
Comment Uneven sidewalk, loose bricks
Time Stamp 6:56:00 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 25%
Segment Number 118
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GeoJot+ 2018-10-29 08_56_16.JPG
Title: S Main St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 08_56_16.JPG
Description East side_E Summer St_S Main St to S College St
Comment Uneven sidewalk, loose bricks
Time Stamp 6:56:16 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 25%
Segment Number 118
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GeoJot+ 2018-10-29 08_56_33.JPG
Title: S Main St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 08_56_33.JPG
Description East side_E Summer St_S Main St to S College St
Comment Uneven sidewalk, loose bricks
Time Stamp 6:56:33 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 25%
Segment Number 118
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GeoJot+ 2018-10-29 08_58_40.JPG
Title: S Main St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 08_58_40.JPG
Description North side_E Summer St_S Main St to S College St
Comment Uneven Sidewalk
Time Stamp 6:58:40 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 50%
Segment Number 122
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GeoJot+ 2018-10-29 08_58_51.JPG
Title: S Main St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 08_58_51.JPG
Description North side_E Summer St_S Main St to S College St
Comment Uneven Sidewalk
Time Stamp 6:58:51 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 50%
Segment Number 122
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GeoJot+ 2018-10-29 08_59_05.JPG
Title: S Main St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 08_59_05.JPG
Description North side_E Summer St_S Main St to S College St
Comment Uneven Sidewalk
Time Stamp 6:59:05 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 50%
Segment Number 122
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GeoJot+ 2018-10-29 08_59_21.JPG
Title: S Main St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 08_59_21.JPG
Description North side_E Summer St_S Main St to S College St
Comment Uneven Sidewalk
Time Stamp 6:59:21 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 50%
Segment Number 122
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GeoJot+ 2018-10-29 09_39_09.JPG
Title: Park St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 09_39_09.JPG
Description East side_S College St_Park St to E Depot St
Comment
Time Stamp 7:39:09 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337



GRN800 Page 108 of 202 7/18/2019 2:19:47 PM

GeoJot+ 2018-10-29 09_39_28.JPG
Title: Park St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 09_39_28.JPG
Description East side_S College St_Park St to E Depot St
Comment
Time Stamp 7:39:28 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_39_45.JPG
Title: Park St to E Depot St



GRN800 Page 111 of 202 7/18/2019 2:19:47 PM

 

Attributes
File Name GeoJot+ 2018-10-29 09_39_45.JPG
Description East side_S College St_Park St to E Depot St
Comment
Time Stamp 7:39:45 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_40_01.JPG
Title: Park St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 09_40_01.JPG
Description East side_S College St_Park St to E Depot St
Comment
Time Stamp 7:40:01 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_40_21.JPG
Title: Park St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 09_40_21.JPG
Description East side_S College St_Park St to E Depot St
Comment
Time Stamp 7:40:21 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_40_36.JPG
Title: Park St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 09_40_36.JPG
Description East side_S College St_Park St to E Depot St
Comment
Time Stamp 7:40:36 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_40_54.JPG
Title: Park St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 09_40_54.JPG
Description East side_S College St_Park St to E Depot St
Comment
Time Stamp 7:40:54 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_41_15.JPG
Title: Park St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 09_41_15.JPG
Description East side_S College St_Park St to E Depot St
Comment
Time Stamp 7:41:15 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_41_28.JPG
Title: Park St to E Depot St
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Attributes
File Name GeoJot+ 2018-10-29 09_41_28.JPG
Description East side_S College St_Park St to E Depot St
Comment
Time Stamp 7:41:28 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_41_36.JPG
Title: S College St to E Church St
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Attributes
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
File Name GeoJot+ 2018-10-29 09_41_36.JPG
Description East side_E Depot St_S College St to E Church St
Comment
Time Stamp 7:41:36 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%



GRN800 Page 126 of 202 7/18/2019 2:19:47 PM

GeoJot+ 2018-10-29 09_41_56.JPG
Title: S College St to E Church St
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Attributes
File Name GeoJot+ 2018-10-29 09_41_56.JPG
Description East side_E Depot St_S College St to E Church St
Comment
Time Stamp 7:41:56 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_42_10.JPG
Title: S College St to E Church St
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Attributes
File Name GeoJot+ 2018-10-29 09_42_10.JPG
Description East side_E Depot St_S College St to E Church St
Comment
Time Stamp 7:42:10 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_42_26.JPG
Title: S College St to E Church St
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Attributes
File Name GeoJot+ 2018-10-29 09_42_26.JPG
Description East side_Academy St_S College St to E Church St
Comment
Time Stamp 7:42:26 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_42_44.JPG
Title: S College St to E Church St
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Attributes
File Name GeoJot+ 2018-10-29 09_42_44.JPG
Description East side_Academy St_S College St to E Church St
Comment
Time Stamp 7:42:44 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_43_04.JPG
Title: S College St to E Church St
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Attributes
File Name GeoJot+ 2018-10-29 09_43_04.JPG
Description East side_Academy St_S College St to E Church St
Comment
Time Stamp 7:43:04 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_43_25.JPG
Title: S College St to E Church St
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File Name GeoJot+ 2018-10-29 09_43_25.JPG
Description East side_Academy St_S College St to E Church St
Comment
Time Stamp 7:43:25 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_43_57.JPG
Title: S College St to E Church St
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Attributes
File Name GeoJot+ 2018-10-29 09_43_57.JPG
Description East side_Academy St_S College St to E Church St
Comment
Time Stamp 7:43:57 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 09_44_15.JPG
Title: S College St to E Church St
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Attributes
File Name GeoJot+ 2018-10-29 09_44_15.JPG
Description East side_Academy St_S College St to E Church St
Comment
Time Stamp 7:44:15 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 337
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GeoJot+ 2018-10-29 13_30_17.JPG
Title: Academy St to Frazier St
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Attributes
File Name GeoJot+ 2018-10-29 13_30_17.JPG
Description South side_E Church Street_Academy St to Frazier St
Comment Multiple driveways where slope fails, slope is within 

tolerance for rest of sidewalk
Time Stamp 11:30:17 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 234
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GeoJot+ 2018-10-29 13_30_28.JPG
Title: Academy St to Frazier St
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File Name GeoJot+ 2018-10-29 13_30_28.JPG
Description South side_E Church Street_Academy St to Frazier St
Comment Multiple driveways where slope fails, slope is within 

tolerance for rest of sidewalk
Time Stamp 11:30:28 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 234
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GeoJot+ 2018-10-29 13_30_45.JPG
Title: Academy St to Frazier St
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Attributes
File Name GeoJot+ 2018-10-29 13_30_45.JPG
Description South side_E Church Street_Academy St to Frazier St
Comment Multiple driveways where slope fails, slope is within 

tolerance for rest of sidewalk
Time Stamp 11:30:45 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 234
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GeoJot+ 2018-10-29 13_31_07.JPG
Title: Academy St to Frazier St
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Attributes
File Name GeoJot+ 2018-10-29 13_31_07.JPG
Description South side_E Church Street_Academy St to Frazier St
Comment Multiple driveways where slope fails, slope is within 

tolerance for rest of sidewalk
Time Stamp 11:31:07 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 234
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GeoJot+ 2018-10-29 13_31_25.JPG
Title: Academy St to Frazier St
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Attributes
File Name GeoJot+ 2018-10-29 13_31_25.JPG
Description South side_E Church Street_Academy St to Frazier St
Comment Multiple driveways where slope fails, slope is within 

tolerance for rest of sidewalk
Time Stamp 11:31:25 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 234
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GeoJot+ 2018-10-29 13_31_38.JPG
Title: Academy St to Frazier St
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Attributes
File Name GeoJot+ 2018-10-29 13_31_38.JPG
Description South side_E Church Street_Academy St to Frazier St
Comment Multiple driveways where slope fails, slope is within 

tolerance for rest of sidewalk
Time Stamp 11:31:38 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 234
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GeoJot+ 2018-10-29 13_31_53.JPG
Title: Academy St to Frazier St
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Attributes
File Name GeoJot+ 2018-10-29 13_31_53.JPG
Description South side_E Church Street_Academy St to Frazier St
Comment Multiple driveways where slope fails, slope is within 

tolerance for rest of sidewalk
Time Stamp 11:31:53 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 234
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GeoJot+ 2018-10-29 13_32_11.JPG
Title: Academy St to Frazier St
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Attributes
File Name GeoJot+ 2018-10-29 13_32_11.JPG
Description South side_E Church Street_Academy St to Frazier St
Comment Multiple driveways where slope fails, slope is within 

tolerance for rest of sidewalk
Time Stamp 11:32:11 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 234



GRN800 Page 158 of 202 7/18/2019 2:19:47 PM

GeoJot+ 2018-10-29 13_32_29.JPG
Title: Academy St to Frazier St
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File Name GeoJot+ 2018-10-29 13_32_29.JPG
Description South side_E Church Street_Academy St to Frazier St
Comment Multiple driveways where slope fails, slope is within 

tolerance for rest of sidewalk
Time Stamp 11:32:29 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 234
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GeoJot+ 2018-10-29 13_32_48.JPG
Title: Academy St to Frazier St



GRN800 Page 161 of 202 7/18/2019 2:19:47 PM

 

Attributes
File Name GeoJot+ 2018-10-29 13_32_48.JPG
Description South side_E Church Street_Academy St to Frazier St
Comment Multiple driveways where slope fails, slope is within 

tolerance for rest of sidewalk
Time Stamp 11:32:48 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 234
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GeoJot+ 2018-10-29 13_33_08.JPG
Title: Academy St to Frazier St
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File Name GeoJot+ 2018-10-29 13_33_08.JPG
Description South side_E Church Street_Academy St to Frazier St
Comment Multiple driveways where slope fails, slope is within 

tolerance for rest of sidewalk
Time Stamp 11:33:08 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 234
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GeoJot+ 2018-10-29 13_33_25.JPG
Title: Academy St to Frazier St
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File Name GeoJot+ 2018-10-29 13_33_25.JPG
Description South side_E Church Street_Academy St to Frazier St
Comment Multiple driveways where slope fails, slope is within 

tolerance for rest of sidewalk
Time Stamp 11:33:25 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 234
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GeoJot+ 2018-10-29 13_33_50.JPG
Title: Academy St to Frazier St
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Attributes
File Name GeoJot+ 2018-10-29 13_33_50.JPG
Description South side_E Church Street_Academy St to Frazier St
Comment Multiple driveways where slope fails, slope is within 

tolerance for rest of sidewalk
Time Stamp 11:33:50 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 234
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GeoJot+ 2018-10-29 13_37_13.JPG
Title: Frazier St to Unaka St
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Attributes
File Name GeoJot+ 2018-10-29 13_37_13.JPG
Description South side_E Church Street_Frazier St to Unaka St
Comment Multiple Driveways where slope fails, rest of sidewalk 

is within tolerance
Time Stamp 11:37:13 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 235
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GeoJot+ 2018-10-29 13_37_36.JPG
Title: Frazier St to Unaka St
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Attributes
File Name GeoJot+ 2018-10-29 13_37_36.JPG
Description South side_E Church Street_Frazier St to Unaka St
Comment Multiple Driveways where slope fails, rest of sidewalk 

is within tolerance
Time Stamp 11:37:36 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 235
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GeoJot+ 2018-10-29 13_37_54.JPG
Title: Frazier St to Unaka St
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Attributes
File Name GeoJot+ 2018-10-29 13_37_54.JPG
Description South side_E Church Street_Frazier St to Unaka St
Comment Multiple Driveways where slope fails, rest of sidewalk 

is within tolerance
Time Stamp 11:37:54 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 235
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GeoJot+ 2018-10-29 13_38_13.JPG
Title: Frazier St to Unaka St
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Attributes
File Name GeoJot+ 2018-10-29 13_38_13.JPG
Description South side_E Church Street_Frazier St to Unaka St
Comment Multiple Driveways where slope fails, rest of sidewalk 

is within tolerance
Time Stamp 11:38:13 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 235
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GeoJot+ 2018-10-29 13_38_33.JPG
Title: Frazier St to Unaka St



GRN800 Page 177 of 202 7/18/2019 2:19:47 PM

 

Attributes
File Name GeoJot+ 2018-10-29 13_38_33.JPG
Description South side_E Church Street_Frazier St to Unaka St
Comment Multiple Driveways where slope fails, rest of sidewalk 

is within tolerance
Time Stamp 11:38:33 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 235
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GeoJot+ 2018-10-29 13_38_52.JPG
Title: Frazier St to Unaka St
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Attributes
File Name GeoJot+ 2018-10-29 13_38_52.JPG
Description South side_E Church Street_Frazier St to Unaka St
Comment Multiple Driveways where slope fails, rest of sidewalk 

is within tolerance
Time Stamp 11:38:52 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 235
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GeoJot+ 2018-10-29 13_39_12.JPG
Title: Frazier St to Unaka St
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Attributes
File Name GeoJot+ 2018-10-29 13_39_12.JPG
Description South side_E Church Street_Frazier St to Unaka St
Comment Multiple Driveways where slope fails, rest of sidewalk 

is within tolerance
Time Stamp 11:39:12 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 235
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GeoJot+ 2018-10-29 13_39_28.JPG
Title: Frazier St to Unaka St
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Attributes
File Name GeoJot+ 2018-10-29 13_39_28.JPG
Description South side_E Church Street_Frazier St to Unaka St
Comment Multiple Driveways where slope fails, rest of sidewalk 

is within tolerance
Time Stamp 11:39:28 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 235
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GeoJot+ 2018-10-29 13_39_46.JPG
Title: Frazier St to Unaka St
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Attributes
File Name GeoJot+ 2018-10-29 13_39_46.JPG
Description South side_E Church Street_Frazier St to Unaka St
Comment Multiple Driveways where slope fails, rest of sidewalk 

is within tolerance
Time Stamp 11:39:46 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 235
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GeoJot+ 2018-10-29 13_39_57.JPG
Title: Frazier St to Unaka St
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Attributes
File Name GeoJot+ 2018-10-29 13_39_57.JPG
Description South side_E Church Street_Frazier St to Unaka St
Comment Multiple Driveways where slope fails, rest of sidewalk 

is within tolerance
Time Stamp 11:39:57 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 235
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GeoJot+ 2018-10-29 13_40_05.JPG
Title: Frazier St to Unaka St
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Attributes
File Name GeoJot+ 2018-10-29 13_40_05.JPG
Description South side_E Church Street_Frazier St to Unaka St
Comment Multiple Driveways where slope fails, rest of sidewalk 

is within tolerance
Time Stamp 11:40:05 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 235
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GeoJot+ 2018-10-29 13_42_16.JPG
Title: 113 Unaka St to E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_42_16.JPG
Description South side_Unaka St_113 Unaka St to E Church St
Comment
Time Stamp 11:42:16 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 185, 237
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GeoJot+ 2018-10-29 13_42_29.JPG
Title: 113 Unaka St to E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_42_29.JPG
Description South side_Unaka St_113 Unaka St to E Church St
Comment
Time Stamp 11:42:29 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 185, 237
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GeoJot+ 2018-10-29 13_42_44.JPG
Title: 113 Unaka St to E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_42_44.JPG
Description South side_Unaka St_113 Unaka St to E Church St
Comment
Time Stamp 11:42:44 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 185, 237
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GeoJot+ 2018-10-29 13_42_57.JPG
Title: Unaka St to Bayberry St
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Attributes
File Name GeoJot+ 2018-10-29 13_42_57.JPG
Description South side_E Church St_Unaka St to Bayberry St
Comment
Time Stamp 11:42:57 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 185, 237
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GeoJot+ 2018-10-29 13_43_03.JPG
Title: Unaka St to Bayberry St
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Attributes
File Name GeoJot+ 2018-10-29 13_43_03.JPG
Description South side_E Church St_Unaka St to Bayberry St
Comment
Time Stamp 11:43:03 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 185, 237
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GeoJot+ 2018-10-29 13_43_20.JPG
Title: Unaka St to Bayberry St
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Attributes
File Name GeoJot+ 2018-10-29 13_43_20.JPG
Description South side_E Church St_Unaka St to Bayberry St
Comment
Time Stamp 11:43:20 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 185, 237
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GeoJot+ 2018-10-29 13_43_36.JPG
Title: Unaka St to Bayberry St



GRN900 Page 3 of 202 7/18/2019 3:10:08 PM

 

Attributes
File Name GeoJot+ 2018-10-29 13_43_36.JPG
Description South side_E Church St_Unaka St to Bayberry St
Comment
Time Stamp 11:43:36 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 185, 237
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GeoJot+ 2018-10-29 13_43_50.JPG
Title: Unaka St to Bayberry St
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File Name GeoJot+ 2018-10-29 13_43_50.JPG
Description South side_E Church St_Unaka St to Bayberry St
Comment
Time Stamp 11:43:50 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 185, 237
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GeoJot+ 2018-10-29 13_44_02.JPG
Title: Unaka St to Bayberry St
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Attributes
File Name GeoJot+ 2018-10-29 13_44_02.JPG
Description South side_E Church St_Unaka St to Bayberry St
Comment
Time Stamp 11:44:02 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 185, 237
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GeoJot+ 2018-10-29 13_44_22.JPG
Title: Bayberry St to Chapel St
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Attributes
File Name GeoJot+ 2018-10-29 13_44_22.JPG
Description South side_E Church St_Bayberry St to Chapel St
Comment
Time Stamp 11:44:22 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 185, 237
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GeoJot+ 2018-10-29 13_44_38.JPG
Title: Bayberry St to Chapel St
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Attributes
File Name GeoJot+ 2018-10-29 13_44_38.JPG
Description South side_E Church St_Bayberry St to Chapel St
Comment
Time Stamp 11:44:38 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 185, 237



GRN900 Page 12 of 202 7/18/2019 3:10:08 PM

GeoJot+ 2018-10-29 13_44_50.JPG
Title: Bayberry St to Chapel St
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Attributes
File Name GeoJot+ 2018-10-29 13_44_50.JPG
Description South side_E Church St_Bayberry St to Chapel St
Comment
Time Stamp 11:44:50 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 185, 237
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GeoJot+ 2018-10-29 13_45_02.JPG
Title: Bayberry St to Chapel St
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Attributes
File Name GeoJot+ 2018-10-29 13_45_02.JPG
Description South side_E Church St_Bayberry St to Chapel St
Comment
Time Stamp 11:45:02 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 0%
Segment Number 185, 237
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GeoJot+ 2018-10-29 13_47_17.JPG
Title: 301 E Bernard Ave Corner
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Attributes
File Name GeoJot+ 2018-10-29 13_47_17.JPG
Description North side_E Church Street_301 E Bernard Ave Corner
Comment Multiple Severely Damaged Panels
Time Stamp 11:47:17 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment Number 170,253
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GeoJot+ 2018-10-29 13_47_31.JPG
Title: 301 E Bernard Ave Corner
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Attributes
File Name GeoJot+ 2018-10-29 13_47_31.JPG
Description North side_E Church Street_301 E Bernard Ave Corner
Comment Multiple Severely Damaged Panels
Time Stamp 11:47:31 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment Number 170,253
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GeoJot+ 2018-10-29 13_47_47.JPG
Title: 301 E Bernard Ave Corner



GRN900 Page 21 of 202 7/18/2019 3:10:08 PM

 

Attributes
File Name GeoJot+ 2018-10-29 13_47_47.JPG
Description North side_E Church Street_301 E Bernard Ave Corner
Comment Multiple Severely Damaged Panels
Time Stamp 11:47:47 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment Number 170,253
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GeoJot+ 2018-10-29 13_48_02.JPG
Title: 301 E Bernard Ave Corner
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Attributes
File Name GeoJot+ 2018-10-29 13_48_02.JPG
Description North side_E Church Street_301 E Bernard Ave Corner
Comment Multiple Severely Damaged Panels
Time Stamp 11:48:02 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment Number 170,253
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GeoJot+ 2018-10-29 13_48_17.JPG
Title: 301 E Bernard Ave Corner
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Attributes
File Name GeoJot+ 2018-10-29 13_48_17.JPG
Description North side_E Church Street_301 E Bernard Ave Corner
Comment Multiple Severely Damaged Panels
Time Stamp 11:48:17 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment Number 170,253
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GeoJot+ 2018-10-29 13_48_29.JPG
Title: 301 E Bernard Ave Corner
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Attributes
File Name GeoJot+ 2018-10-29 13_48_29.JPG
Description North side_E Church Street_301 E Bernard Ave Corner
Comment Multiple Severely Damaged Panels
Time Stamp 11:48:29 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment Number 170,253
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GeoJot+ 2018-10-29 13_48_45.JPG
Title: 301 E Bernard Ave Corner
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Attributes
File Name GeoJot+ 2018-10-29 13_48_45.JPG
Description North side_E Church Street_301 E Bernard Ave Corner
Comment Multiple Severely Damaged Panels
Time Stamp 11:48:45 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment Number 170,253
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GeoJot+ 2018-10-29 13_48_56.JPG
Title: 301 E Bernard Ave Corner
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Attributes
File Name GeoJot+ 2018-10-29 13_48_56.JPG
Description North side_E Church Street_301 E Bernard Ave Corner
Comment Multiple Severely Damaged Panels
Time Stamp 11:48:56 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment Number 170,253
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GeoJot+ 2018-10-29 13_49_11.JPG
Title: 301 E Bernard Ave Corner
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Attributes
File Name GeoJot+ 2018-10-29 13_49_11.JPG
Description North side_E Bernard Ave_301 E Bernard Ave Corner
Comment Multiple Severely Damaged Panels
Time Stamp 11:49:11 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment Number 170,253
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GeoJot+ 2018-10-29 13_49_20.JPG
Title: 301 E Bernard Ave Corner



GRN900 Page 35 of 202 7/18/2019 3:10:08 PM

 

Attributes
File Name GeoJot+ 2018-10-29 13_49_20.JPG
Description North side_E Bernard Ave_301 E Bernard Ave Corner
Comment Multiple Severely Damaged Panels
Time Stamp 11:49:20 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment Number 170,253
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GeoJot+ 2018-10-29 13_49_35.JPG
Title: 301 E Bernard Ave Corner
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Attributes
File Name GeoJot+ 2018-10-29 13_49_35.JPG
Description North side_E Bernard Ave_301 E Bernard Ave Corner
Comment Multiple Severely Damaged Panels
Time Stamp 11:49:35 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment Number 170,253
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GeoJot+ 2018-10-29 13_49_47.JPG
Title: 301 E Bernard Ave Corner
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Attributes
File Name GeoJot+ 2018-10-29 13_49_47.JPG
Description North side_E Bernard Ave_301 E Bernard Ave Corner
Comment Multiple Severely Damaged Panels
Time Stamp 11:49:47 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment Number 170,253
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GeoJot+ 2018-10-29 13_50_01.JPG
Title: 301 E Bernard Ave Corner
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Attributes
File Name GeoJot+ 2018-10-29 13_50_01.JPG
Description North side_E Bernard Ave_301 E Bernard Ave Corner
Comment Multiple Severely Damaged Panels
Time Stamp 11:50:01 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings 3/4"-1"  25%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 25%
Segment Number 170,253



GRN900 Page 42 of 202 7/18/2019 3:10:08 PM

GeoJot+ 2018-10-29 13_52_08.JPG
Title: 303 E Bernard Ave to 801 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_52_08.JPG
Description East side_E Bernard Ave_303 E Bernard Ave to 801 E 

Church St
Comment
Time Stamp 11:52:08 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 255
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GeoJot+ 2018-10-29 13_52_28.JPG
Title: 303 E Bernard Ave to 801 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_52_28.JPG
Description East side_E Bernard Ave_303 E Bernard Ave to 801 E 

Church St
Comment
Time Stamp 11:52:28 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 255
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GeoJot+ 2018-10-29 13_52_42.JPG
Title: 303 E Bernard Ave to 801 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_52_42.JPG
Description East side_E Bernard Ave_303 E Bernard Ave to 801 E 

Church St
Comment
Time Stamp 11:52:42 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 255
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GeoJot+ 2018-10-29 13_52_53.JPG
Title: 303 E Bernard Ave to 801 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_52_53.JPG
Description East side_E Bernard Ave_303 E Bernard Ave to 801 E 

Church St
Comment
Time Stamp 11:52:53 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 255
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GeoJot+ 2018-10-29 13_53_06.JPG
Title: 303 E Bernard Ave to 801 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_53_06.JPG
Description East side_E Bernard Ave_303 E Bernard Ave to 801 E 

Church St
Comment
Time Stamp 11:53:06 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 255
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GeoJot+ 2018-10-29 13_53_18.JPG
Title: 303 E Bernard Ave to 801 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_53_18.JPG
Description East side_E Bernard Ave_303 E Bernard Ave to 801 E 

Church St
Comment
Time Stamp 11:53:18 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 255
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GeoJot+ 2018-10-29 13_53_28.JPG
Title: 303 E Bernard Ave to 801 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_53_28.JPG
Description East side_E Church Street_303 E Bernard Ave to 801 E 

Church St
Comment
Time Stamp 11:53:28 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 255
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GeoJot+ 2018-10-29 13_53_43.JPG
Title: 303 E Bernard Ave to 801 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_53_43.JPG
Description East side_E Church Street_303 E Bernard Ave to 801 E 

Church St
Comment
Time Stamp 11:53:43 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 255
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GeoJot+ 2018-10-29 13_54_01.JPG
Title: 303 E Bernard Ave to 801 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_54_01.JPG
Description East side_E Church Street_303 E Bernard Ave to 801 E 

Church St
Comment
Time Stamp 11:54:01 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 255
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GeoJot+ 2018-10-29 13_54_19.JPG
Title: 303 E Bernard Ave to 801 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_54_19.JPG
Description East side_E Church Street_303 E Bernard Ave to 801 E 

Church St
Comment
Time Stamp 11:54:19 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 255
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GeoJot+ 2018-10-29 13_56_03.JPG
Title: 708 E Church St to 700 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_56_03.JPG
Description South/West_E Church St_708 E Church St to 700 E 

Church St
Comment
Time Stamp 11:56:03 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 169
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GeoJot+ 2018-10-29 13_56_24.JPG
Title: 708 E Church St to 700 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_56_24.JPG
Description South/West_E Church St_708 E Church St to 700 E 

Church St
Comment
Time Stamp 11:56:24 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 169
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GeoJot+ 2018-10-29 13_56_42.JPG
Title: 708 E Church St to 700 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_56_42.JPG
Description South/West_E Church St_708 E Church St to 700 E 

Church St
Comment
Time Stamp 11:56:42 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 169
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GeoJot+ 2018-10-29 13_56_59.JPG
Title: 708 E Church St to 700 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_56_59.JPG
Description South/West_E Church St_708 E Church St to 700 E 

Church St
Comment
Time Stamp 11:56:59 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 169
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GeoJot+ 2018-10-29 13_57_19.JPG
Title: 708 E Church St to 700 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_57_19.JPG
Description South/West_W Bernard Ave_708 E Church St to 700 E 

Church St
Comment
Time Stamp 11:57:19 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 169
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GeoJot+ 2018-10-29 13_57_38.JPG
Title: 708 E Church St to 700 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_57_38.JPG
Description South/West_W Bernard Ave_708 E Church St to 700 E 

Church St
Comment
Time Stamp 11:57:38 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 169
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GeoJot+ 2018-10-29 13_57_57.JPG
Title: 708 E Church St to 700 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_57_57.JPG
Description South/West_W Bernard Ave_708 E Church St to 700 E 

Church St
Comment
Time Stamp 11:57:57 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 169
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GeoJot+ 2018-10-29 13_58_16.JPG
Title: 708 E Church St to 700 E Church St
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Attributes
File Name GeoJot+ 2018-10-29 13_58_16.JPG
Description South/West_W Bernard Ave_708 E Church St to 700 E 

Church St
Comment
Time Stamp 11:58:16 AM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 169
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GeoJot+ 2018-10-29 14_00_09.JPG
Title: 616 E Church St Corner
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Attributes
File Name GeoJot+ 2018-10-29 14_00_09.JPG
Description South side_W Bernard Ave_616 E Church St Corner
Comment 2 Driveways slope fails
Time Stamp 12:00:09 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 254
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GeoJot+ 2018-10-29 14_00_29.JPG
Title: 616 E Church St Corner
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Attributes
File Name GeoJot+ 2018-10-29 14_00_29.JPG
Description South side_W Bernard Ave_616 E Church St Corner
Comment 2 Driveways slope fails
Time Stamp 12:00:29 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 254
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Title: 616 E Church St Corner
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Attributes
File Name GeoJot+ 2018-10-29 14_00_48.JPG
Description South side_W Bernard Ave_616 E Church St Corner
Comment 2 Driveways slope fails
Time Stamp 12:00:48 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 254
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GeoJot+ 2018-10-29 14_01_08.JPG
Title: 616 E Church St Corner



GRN900 Page 85 of 202 7/18/2019 3:10:08 PM

 

Attributes
File Name GeoJot+ 2018-10-29 14_01_08.JPG
Description South side_W Bernard Ave_616 E Church St Corner
Comment 2 Driveways slope fails
Time Stamp 12:01:08 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 254
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GeoJot+ 2018-10-29 14_01_16.JPG
Title: 616 E Church St Corner
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Attributes
File Name GeoJot+ 2018-10-29 14_01_16.JPG
Description South side_W Bernard Ave_616 E Church St Corner
Comment 2 Driveways slope fails
Time Stamp 12:01:16 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 254
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GeoJot+ 2018-10-29 14_01_25.JPG
Title: 616 E Church St Corner
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Attributes
File Name GeoJot+ 2018-10-29 14_01_25.JPG
Description South side_E Church Street_616 E Church St Corner
Comment 2 Driveways slope fails
Time Stamp 12:01:25 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 254
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GeoJot+ 2018-10-29 14_01_39.JPG
Title: 616 E Church St Corner
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Attributes
File Name GeoJot+ 2018-10-29 14_01_39.JPG
Description South side_E Church Street_616 E Church St Corner
Comment 2 Driveways slope fails
Time Stamp 12:01:39 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 254
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GeoJot+ 2018-10-29 14_01_55.JPG
Title: 616 E Church St Corner
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File Name GeoJot+ 2018-10-29 14_01_55.JPG
Description South side_E Church Street_616 E Church St Corner
Comment 2 Driveways slope fails
Time Stamp 12:01:55 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 254
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Title: 616 E Church St Corner
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Attributes
File Name GeoJot+ 2018-10-29 14_02_08.JPG
Description South side_E Church Street_616 E Church St Corner
Comment 2 Driveways slope fails
Time Stamp 12:02:08 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 254



GRN900 Page 96 of 202 7/18/2019 3:10:08 PM

GeoJot+ 2018-10-29 14_10_06.JPG
Title: START to Acton Ct
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Attributes
File Name GeoJot+ 2018-10-29 14_10_06.JPG
Description South side_Unaka Street_START to Acton Ct
Comment
Time Stamp 12:10:06 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 50%
Segment Number 236,165,166
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GeoJot+ 2018-10-29 14_10_54.JPG
Title: START to Acton Ct
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Attributes
File Name GeoJot+ 2018-10-29 14_10_54.JPG
Description South side_Unaka Street_START to Acton Ct
Comment
Time Stamp 12:10:54 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 50%
Segment Number 236,165,166
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GeoJot+ 2018-10-29 14_11_05.JPG
Title: START to Acton Ct
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Attributes
File Name GeoJot+ 2018-10-29 14_11_05.JPG
Description South side_Unaka Street_START to Acton Ct
Comment
Time Stamp 12:11:05 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 50%
Segment Number 236,165,166
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GeoJot+ 2018-10-29 14_11_13.JPG
Title: START to Acton Ct
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Attributes
File Name GeoJot+ 2018-10-29 14_11_13.JPG
Description South side_Unaka Street_START to Acton Ct
Comment
Time Stamp 12:11:13 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 50%
Segment Number 236,165,166
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GeoJot+ 2018-10-29 14_11_28.JPG
Title: 201 Unaka St Corner
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Attributes
File Name GeoJot+ 2018-10-29 14_11_28.JPG
Description South side_Unaka Street_201 Unaka St Corner
Comment
Time Stamp 12:11:28 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 50%
Segment Number 236,165,166
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GeoJot+ 2018-10-29 14_11_43.JPG
Title: 201 Unaka St Corner
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Attributes
File Name GeoJot+ 2018-10-29 14_11_43.JPG
Description South side_Unaka Street_201 Unaka St Corner
Comment
Time Stamp 12:11:43 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 50%
Segment Number 236,165,166
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GeoJot+ 2018-10-29 14_11_56.JPG
Title: 201 Unaka St Corner
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Attributes
File Name GeoJot+ 2018-10-29 14_11_56.JPG
Description South side_Unaka Street_201 Unaka St Corner
Comment
Time Stamp 12:11:56 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 50%
Segment Number 236,165,166
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GeoJot+ 2018-10-29 14_12_09.JPG
Title: 201 Unaka St Corner
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Attributes
File Name GeoJot+ 2018-10-29 14_12_09.JPG
Description South side_Unaka Street_201 Unaka St Corner
Comment
Time Stamp 12:12:09 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority 50%
Segment Number 236,165,166
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GeoJot+ 2018-10-29 14_14_19.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_14_19.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:14:19 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_14_32.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_14_32.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:14:32 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_14_47.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_14_47.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:14:47 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_15_04.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_15_04.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:15:04 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_15_16.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_15_16.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:15:16 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_15_33.JPG
Title: Unaka Alley to ParkSt
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Attributes
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
File Name GeoJot+ 2018-10-29 14_15_33.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:15:33 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
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GeoJot+ 2018-10-29 14_15_53.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_15_53.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:15:53 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_16_11.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_16_11.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:16:11 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336



GRN900 Page 128 of 202 7/18/2019 3:10:08 PM

GeoJot+ 2018-10-29 14_16_29.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_16_29.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:16:29 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336



GRN900 Page 130 of 202 7/18/2019 3:10:08 PM

GeoJot+ 2018-10-29 14_16_44.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_16_44.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:16:44 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_17_06.JPG
Title: Unaka Alley to ParkSt
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File Name GeoJot+ 2018-10-29 14_17_06.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:17:06 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_17_26.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_17_26.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:17:26 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_17_45.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_17_45.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:17:45 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_18_03.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_18_03.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:18:03 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_18_27.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_18_27.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:18:27 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_18_38.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_18_38.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:18:38 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_18_48.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_18_48.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:18:48 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_19_02.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_19_02.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:19:02 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336
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GeoJot+ 2018-10-29 14_19_13.JPG
Title: Unaka Alley to ParkSt
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Attributes
File Name GeoJot+ 2018-10-29 14_19_13.JPG
Description North side_Unaka Street_Unaka Alley to ParkSt
Comment Most of sidewalk has completely degraded
Time Stamp 12:19:13 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 238,336



GRN900 Page 150 of 202 7/18/2019 3:10:08 PM

GeoJot+ 2018-10-29 14_22_30.JPG
Title: Unaka St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 14_22_30.JPG
Description North side_Park Street_Unaka St to S College St
Comment
Time Stamp 12:22:30 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 239
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GeoJot+ 2018-10-29 14_22_47.JPG
Title: Unaka St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 14_22_47.JPG
Description North side_Park Street_Unaka St to S College St
Comment
Time Stamp 12:22:47 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 239
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GeoJot+ 2018-10-29 14_23_08.JPG
Title: Unaka St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 14_23_08.JPG
Description North side_Park Street_Unaka St to S College St
Comment
Time Stamp 12:23:08 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 239
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GeoJot+ 2018-10-29 14_23_27.JPG
Title: Unaka St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 14_23_27.JPG
Description North side_Park Street_Unaka St to S College St
Comment
Time Stamp 12:23:27 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 239
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GeoJot+ 2018-10-29 14_23_44.JPG
Title: Unaka St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 14_23_44.JPG
Description North side_Park Street_Unaka St to S College St
Comment
Time Stamp 12:23:44 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 239
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GeoJot+ 2018-10-29 14_24_04.JPG
Title: Unaka St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 14_24_04.JPG
Description North side_Park Street_Unaka St to S College St
Comment
Time Stamp 12:24:04 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 239
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GeoJot+ 2018-10-29 14_24_23.JPG
Title: Unaka St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 14_24_23.JPG
Description North side_Park Street_Unaka St to S College St
Comment
Time Stamp 12:24:23 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 239
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GeoJot+ 2018-10-29 14_24_38.JPG
Title: Unaka St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 14_24_38.JPG
Description North side_Park Street_Unaka St to S College St
Comment
Time Stamp 12:24:38 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 239
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GeoJot+ 2018-10-29 14_24_59.JPG
Title: Unaka St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 14_24_59.JPG
Description North side_Park Street_Unaka St to S College St
Comment
Time Stamp 12:24:59 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 239
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GeoJot+ 2018-10-29 14_25_20.JPG
Title: Unaka St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 14_25_20.JPG
Description North side_Park Street_Unaka St to S College St
Comment
Time Stamp 12:25:20 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 239
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GeoJot+ 2018-10-29 14_25_34.JPG
Title: Unaka St to S College St
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Attributes
File Name GeoJot+ 2018-10-29 14_25_34.JPG
Description North side_Park Street_Unaka St to S College St
Comment
Time Stamp 12:25:34 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 239
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GeoJot+ 2018-10-29 14_36_31.JPG
Title: Harmony Cemetery 
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Attributes
File Name GeoJot+ 2018-10-29 14_36_31.JPG
Description North side_E Church Street_Harmony Cemetery
Comment
Time Stamp 12:36:31 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2" max  100%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 0%
Seperations/Openings- Priority 100%
Segment Number 233
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GeoJot+ 2018-10-29 14_36_47.JPG
Title: Harmony Cemetery 
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Attributes
File Name GeoJot+ 2018-10-29 14_36_47.JPG
Description North side_E Church Street_Harmony Cemetery
Comment
Time Stamp 12:36:47 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2" max  100%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 0%
Seperations/Openings- Priority 100%
Segment Number 233
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GeoJot+ 2018-10-29 14_37_04.JPG
Title: Harmony Cemetery 
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Attributes
File Name GeoJot+ 2018-10-29 14_37_04.JPG
Description North side_E Church Street_Harmony Cemetery
Comment
Time Stamp 12:37:04 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2" max  100%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 0%
Seperations/Openings- Priority 100%
Segment Number 233
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GeoJot+ 2018-10-29 14_37_21.JPG
Title: Harmony Cemetery 
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Attributes
File Name GeoJot+ 2018-10-29 14_37_21.JPG
Description North side_E Church Street_Harmony Cemetery
Comment
Time Stamp 12:37:21 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2" max  100%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 0%
Seperations/Openings- Priority 100%
Segment Number 233
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GeoJot+ 2018-10-29 14_37_33.JPG
Title: Harmony Cemetery 
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File Name GeoJot+ 2018-10-29 14_37_33.JPG
Description North side_E Church Street_Harmony Cemetery
Comment
Time Stamp 12:37:33 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2" max  100%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 0%
Seperations/Openings- Priority 100%
Segment Number 233
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GeoJot+ 2018-10-29 14_37_49.JPG
Title: Harmony Cemetery 



GRN900 Page 183 of 202 7/18/2019 3:10:08 PM

 

Attributes
File Name GeoJot+ 2018-10-29 14_37_49.JPG
Description North side_E Church Street_Harmony Cemetery
Comment
Time Stamp 12:37:49 PM
Date Stamp 10/29/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings 1/2" max  100%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 0%
Seperations/Openings- Priority 100%
Segment Number 233
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GeoJot+ 2018-10-30 09_42_33.JPG
Title: Park St to E McKee St
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Attributes
File Name GeoJot+ 2018-10-30 09_42_33.JPG
Description South side_S College Street_Park St to E McKee St
Comment
Time Stamp 7:42:33 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 101,102
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GeoJot+ 2018-10-30 09_42_48.JPG
Title: Park St to E McKee St
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Attributes
File Name GeoJot+ 2018-10-30 09_42_48.JPG
Description South side_S College Street_Park St to E McKee St
Comment
Time Stamp 7:42:48 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 101,102
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GeoJot+ 2018-10-30 09_43_13.JPG
Title: Park St to E McKee St
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Attributes
File Name GeoJot+ 2018-10-30 09_43_13.JPG
Description South side_S College Street_Park St to E McKee St
Comment
Time Stamp 7:43:13 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 101,102
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GeoJot+ 2018-10-30 09_43_34.JPG
Title: Park St to E McKee St
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Attributes
File Name GeoJot+ 2018-10-30 09_43_34.JPG
Description South side_S College Street_Park St to E McKee St
Comment
Time Stamp 7:43:34 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 101,102
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GeoJot+ 2018-10-30 09_43_52.JPG
Title: Park St to E McKee St



GRN900 Page 193 of 202 7/18/2019 3:10:08 PM

 

Attributes
File Name GeoJot+ 2018-10-30 09_43_52.JPG
Description South side_S College Street_Park St to E McKee St
Comment
Time Stamp 7:43:52 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 101,102
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GeoJot+ 2018-10-30 09_44_13.JPG
Title: Park St to E McKee St
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Attributes
File Name GeoJot+ 2018-10-30 09_44_13.JPG
Description South side_S College Street_Park St to E McKee St
Comment
Time Stamp 7:44:13 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 101,102
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GeoJot+ 2018-10-30 09_44_21.JPG
Title: Park St to E McKee St
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Attributes
File Name GeoJot+ 2018-10-30 09_44_21.JPG
Description South side_S College Street_Park St to E McKee St
Comment
Time Stamp 7:44:21 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 101,102
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GeoJot+ 2018-10-30 09_46_29.JPG
Title: 211 S Main St Corner
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Attributes
File Name GeoJot+ 2018-10-30 09_46_29.JPG
Description North side_E McKee Street_211 S Main St Corner
Comment
Time Stamp 7:46:29 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 103
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GeoJot+ 2018-10-30 09_46_38.JPG
Title: 211 S Main St Corner
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Attributes
File Name GeoJot+ 2018-10-30 09_46_38.JPG
Description North side_E McKee Street_211 S Main St Corner
Comment
Time Stamp 7:46:38 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 103
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GeoJot+ 2018-10-30 09_46_52.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-30 09_46_52.JPG
Description North side_E McKee Street_S College St to S Main St
Comment
Time Stamp 7:46:52 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 103
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GeoJot+ 2018-10-30 09_47_05.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-30 09_47_05.JPG
Description North side_E McKee Street_S College St to S Main St
Comment
Time Stamp 7:47:05 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 103
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GeoJot+ 2018-10-30 09_47_25.JPG
Title: S College St to S Main St
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File Name GeoJot+ 2018-10-30 09_47_25.JPG
Description North side_E McKee Street_S College St to S Main St
Comment
Time Stamp 7:47:25 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 103
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GeoJot+ 2018-10-30 09_47_42.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-30 09_47_42.JPG
Description North side_E McKee Street_S College St to S Main St
Comment
Time Stamp 7:47:42 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 103



GRN1000 Page 10 of 202 7/18/2019 3:42:50 PM

GeoJot+ 2018-10-30 09_48_02.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-30 09_48_02.JPG
Description North side_E McKee Street_S College St to S Main St
Comment
Time Stamp 7:48:02 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 103
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GeoJot+ 2018-10-30 09_48_20.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-30 09_48_20.JPG
Description North side_E McKee Street_S College St to S Main St
Comment
Time Stamp 7:48:20 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 103
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GeoJot+ 2018-10-30 09_48_36.JPG
Title: S College St to S Main St
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Attributes
File Name GeoJot+ 2018-10-30 09_48_36.JPG
Description North side_E McKee Street_S College St to S Main St
Comment
Time Stamp 7:48:36 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 103
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GeoJot+ 2018-10-30 09_52_39.JPG
Title: E McKee St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-30 09_52_39.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:52:39 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 09_52_54.JPG
Title: E McKee St to E Summer St



GRN1000 Page 19 of 202 7/18/2019 3:42:50 PM

 

Attributes
File Name GeoJot+ 2018-10-30 09_52_54.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:52:54 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 09_53_11.JPG
Title: E McKee St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-30 09_53_11.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:53:11 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 09_53_57.JPG
Title: E McKee St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-30 09_53_57.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:53:57 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 09_54_15.JPG
Title: E McKee St to E Summer St
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File Name GeoJot+ 2018-10-30 09_54_15.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:54:15 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 09_54_23.JPG
Title: E McKee St to E Summer St
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File Name GeoJot+ 2018-10-30 09_54_23.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:54:23 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 09_54_36.JPG
Title: E McKee St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-30 09_54_36.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:54:36 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 09_54_50.JPG
Title: E McKee St to E Summer St



GRN1000 Page 31 of 202 7/18/2019 3:42:50 PM

 

Attributes
File Name GeoJot+ 2018-10-30 09_54_50.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:54:50 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 09_55_09.JPG
Title: E McKee St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-30 09_55_09.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:55:09 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 09_55_25.JPG
Title: E McKee St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-30 09_55_25.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:55:25 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 09_55_42.JPG
Title: E McKee St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-30 09_55_42.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:55:42 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 09_55_56.JPG
Title: E McKee St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-30 09_55_56.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:55:56 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 09_56_14.JPG
Title: E McKee St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-30 09_56_14.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:56:14 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 09_56_30.JPG
Title: E McKee St to E Summer St
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Attributes
File Name GeoJot+ 2018-10-30 09_56_30.JPG
Description West side_S Main Street_E McKee St to E Summer St
Comment
Time Stamp 7:56:30 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 109
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GeoJot+ 2018-10-30 10_01_52.JPG
Title: 301 S Main St to 204 E McKee St
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Attributes
File Name GeoJot+ 2018-10-30 10_01_52.JPG
Description South side_E McKee Street_301 S Main St to 204 E 

McKee St
Comment Sidewalk has mostly been removed, only 2 segments 

remain
Time Stamp 8:01:52 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 99



GRN1000 Page 46 of 202 7/18/2019 3:42:50 PM

GeoJot+ 2018-10-30 10_02_06.JPG
Title: 301 S Main St to 204 E McKee St
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Attributes
File Name GeoJot+ 2018-10-30 10_02_06.JPG
Description South side_E McKee Street_301 S Main St to 204 E 

McKee St
Comment Sidewalk has mostly been removed, only 2 segments 

remain
Time Stamp 8:02:06 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100 % N/A - less than 200' long  
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 99
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GeoJot+ 2018-10-30 13_24_46.JPG
Title: S College St to S Unaka St
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Attributes
File Name GeoJot+ 2018-10-30 13_24_46.JPG
Description South side_E McKee Street_S College St to S Unaka St
Comment
Time Stamp 11:24:46 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 240
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GeoJot+ 2018-10-30 13_25_00.JPG
Title: S College St to S Unaka St
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Attributes
File Name GeoJot+ 2018-10-30 13_25_00.JPG
Description South side_E McKee Street_S College St to S Unaka St
Comment
Time Stamp 11:25:00 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 240
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GeoJot+ 2018-10-30 13_25_16.JPG
Title: S College St to S Unaka St
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Attributes
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 240
File Name GeoJot+ 2018-10-30 13_25_16.JPG
Description South side_E McKee Street_S College St to S Unaka St
Comment
Time Stamp 11:25:16 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
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GeoJot+ 2018-10-30 13_25_29.JPG
Title: S College St to S Unaka St
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Attributes
File Name GeoJot+ 2018-10-30 13_25_29.JPG
Description South side_E McKee Street_S College St to S Unaka St
Comment
Time Stamp 11:25:29 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 240
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GeoJot+ 2018-10-30 13_26_01.JPG
Title: S College St to S Unaka St
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Attributes
File Name GeoJot+ 2018-10-30 13_26_01.JPG
Description South side_E McKee Street_S College St to S Unaka St
Comment
Time Stamp 11:26:01 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 240



GRN1000 Page 58 of 202 7/18/2019 3:42:50 PM

GeoJot+ 2018-10-30 13_26_14.JPG
Title: S College St to S Unaka St
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Attributes
File Name GeoJot+ 2018-10-30 13_26_14.JPG
Description South side_E McKee Street_S College St to S Unaka St
Comment
Time Stamp 11:26:14 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 240
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GeoJot+ 2018-10-30 13_26_32.JPG
Title: S College St to S Unaka St
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Attributes
File Name GeoJot+ 2018-10-30 13_26_32.JPG
Description South side_E McKee Street_S College St to S Unaka St
Comment
Time Stamp 11:26:32 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 240
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GeoJot+ 2018-10-30 13_26_50.JPG
Title: S College St to S Unaka St
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Attributes
File Name GeoJot+ 2018-10-30 13_26_50.JPG
Description South side_E McKee Street_S College St to S Unaka St
Comment
Time Stamp 11:26:50 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 240
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GeoJot+ 2018-10-30 13_27_01.JPG
Title: S College St to S Unaka St
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Attributes
File Name GeoJot+ 2018-10-30 13_27_01.JPG
Description South side_E McKee Street_S College St to S Unaka St
Comment
Time Stamp 11:27:01 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 240
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GeoJot+ 2018-10-30 13_27_16.JPG
Title: S College St to S Unaka St
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Attributes
File Name GeoJot+ 2018-10-30 13_27_16.JPG
Description South side_E McKee Street_S College St to S Unaka St
Comment
Time Stamp 11:27:16 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 240
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GeoJot+ 2018-10-30 13_27_29.JPG
Title: S College St to S Unaka St
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Attributes
File Name GeoJot+ 2018-10-30 13_27_29.JPG
Description South side_E McKee Street_S College St to S Unaka St
Comment
Time Stamp 11:27:29 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 240
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GeoJot+ 2018-10-30 13_27_41.JPG
Title: S College St to S Unaka St
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Attributes
File Name GeoJot+ 2018-10-30 13_27_41.JPG
Description South side_E McKee Street_S College St to S Unaka St
Comment
Time Stamp 11:27:41 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 240
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GeoJot+ 2018-10-30 13_27_52.JPG
Title: S College St to S Unaka St



GRN1000 Page 73 of 202 7/18/2019 3:42:50 PM

 

Attributes
File Name GeoJot+ 2018-10-30 13_27_52.JPG
Description South side_E McKee Street_S College St to S Unaka St
Comment
Time Stamp 11:27:52 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 240
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GeoJot+ 2018-10-30 13_29_26.JPG
Title: S Unaka St to S Lake St
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Attributes
File Name GeoJot+ 2018-10-30 13_29_26.JPG
Description West side_E McKee Street_S Unaka St to S Lake St
Comment
Time Stamp 11:29:26 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 241
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GeoJot+ 2018-10-30 13_29_38.JPG
Title: S Unaka St to S Lake St
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Attributes
File Name GeoJot+ 2018-10-30 13_29_38.JPG
Description West side_E McKee Street_S Unaka St to S Lake St
Comment
Time Stamp 11:29:38 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 241



GRN1000 Page 78 of 202 7/18/2019 3:42:50 PM

GeoJot+ 2018-10-30 13_29_54.JPG
Title: S Unaka St to S Lake St
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Attributes
File Name GeoJot+ 2018-10-30 13_29_54.JPG
Description West side_E McKee Street_S Unaka St to S Lake St
Comment
Time Stamp 11:29:54 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 241
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GeoJot+ 2018-10-30 13_30_10.JPG
Title: S Unaka St to S Lake St
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Attributes
File Name GeoJot+ 2018-10-30 13_30_10.JPG
Description West side_E McKee Street_S Unaka St to S Lake St
Comment
Time Stamp 11:30:10 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 241
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GeoJot+ 2018-10-30 13_30_31.JPG
Title: S Unaka St to S Lake St
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Attributes
File Name GeoJot+ 2018-10-30 13_30_31.JPG
Description West side_E McKee Street_S Unaka St to S Lake St
Comment
Time Stamp 11:30:31 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 241
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GeoJot+ 2018-10-30 13_30_48.JPG
Title: S Unaka St to S Lake St
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Attributes
File Name GeoJot+ 2018-10-30 13_30_48.JPG
Description West side_E McKee Street_S Unaka St to S Lake St
Comment
Time Stamp 11:30:48 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 241
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GeoJot+ 2018-10-30 13_31_00.JPG
Title: S Unaka St to S Lake St
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Attributes
File Name GeoJot+ 2018-10-30 13_31_00.JPG
Description West side_E McKee Street_S Unaka St to S Lake St
Comment
Time Stamp 11:31:00 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 241
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GeoJot+ 2018-10-30 13_31_18.JPG
Title: S Unaka St to S Lake St
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Attributes
File Name GeoJot+ 2018-10-30 13_31_18.JPG
Description West side_E McKee Street_S Unaka St to S Lake St
Comment
Time Stamp 11:31:18 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 241
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GeoJot+ 2018-10-30 13_32_48.JPG
Title: S Lake St to W Bernard Ave
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Attributes
File Name GeoJot+ 2018-10-30 13_32_48.JPG
Description West side_E McKee Street_S Lake St to W Bernard Ave
Comment
Time Stamp 11:32:48 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 242
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GeoJot+ 2018-10-30 13_33_05.JPG
Title: S Lake St to W Bernard Ave
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Attributes
File Name GeoJot+ 2018-10-30 13_33_05.JPG
Description West side_E McKee Street_S Lake St to W Bernard Ave
Comment
Time Stamp 11:33:05 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 242



GRN1000 Page 94 of 202 7/18/2019 3:42:50 PM

GeoJot+ 2018-10-30 13_33_24.JPG
Title: S Lake St to W Bernard Ave
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Attributes
File Name GeoJot+ 2018-10-30 13_33_24.JPG
Description West side_E McKee Street_S Lake St to W Bernard Ave
Comment
Time Stamp 11:33:24 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 242
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GeoJot+ 2018-10-30 13_33_40.JPG
Title: S Lake St to W Bernard Ave
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Attributes
File Name GeoJot+ 2018-10-30 13_33_40.JPG
Description West side_E McKee Street_S Lake St to W Bernard Ave
Comment
Time Stamp 11:33:40 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 242
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GeoJot+ 2018-10-30 13_33_59.JPG
Title: S Lake St to W Bernard Ave
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Attributes
File Name GeoJot+ 2018-10-30 13_33_59.JPG
Description West side_E McKee Street_S Lake St to W Bernard Ave
Comment
Time Stamp 11:33:59 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 242
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GeoJot+ 2018-10-30 13_34_17.JPG
Title: S Lake St to W Bernard Ave
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Attributes
Comment
Time Stamp 11:34:17 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 242
File Name GeoJot+ 2018-10-30 13_34_17.JPG
Description West side_E McKee Street_S Lake St to W Bernard Ave
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GeoJot+ 2018-10-30 13_34_34.JPG
Title: S Lake St to W Bernard Ave
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Attributes
File Name GeoJot+ 2018-10-30 13_34_34.JPG
Description West side_E McKee Street_S Lake St to W Bernard Ave
Comment
Time Stamp 11:34:34 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 242
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GeoJot+ 2018-10-30 13_34_48.JPG
Title: S Lake St to W Bernard Ave
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Attributes
File Name GeoJot+ 2018-10-30 13_34_48.JPG
Description West side_E McKee Street_S Lake St to W Bernard Ave
Comment
Time Stamp 11:34:48 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 242
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GeoJot+ 2018-10-30 13_35_10.JPG
Title: S Lake St to W Bernard Ave
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Attributes
File Name GeoJot+ 2018-10-30 13_35_10.JPG
Description West side_E McKee Street_S Lake St to W Bernard Ave
Comment
Time Stamp 11:35:10 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 50%
Segment Number 242
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GeoJot+ 2018-10-30 13_40_00.JPG
Title: 218 Park St Corner
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Attributes
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 50%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment Number 100
File Name GeoJot+ 2018-10-30 13_40_00.JPG
Description West side_E McKee St_218 Park St Corner
Comment
Time Stamp 11:40:00 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  



GRN1000 Page 110 of 202 7/18/2019 3:42:50 PM

GeoJot+ 2018-10-30 13_40_13.JPG
Title: 218 Park St Corner
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Attributes
File Name GeoJot+ 2018-10-30 13_40_13.JPG
Description West side_E McKee St_218 Park St Corner
Comment
Time Stamp 11:40:13 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 50%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment Number 100
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GeoJot+ 2018-10-30 13_40_26.JPG
Title: 218 Park St Corner
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Attributes
File Name GeoJot+ 2018-10-30 13_40_26.JPG
Description West side_E McKee St_218 Park St Corner
Comment
Time Stamp 11:40:26 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 50%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment Number 100
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GeoJot+ 2018-10-30 13_40_36.JPG
Title: E McKee St to Park St
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Attributes
File Name GeoJot+ 2018-10-30 13_40_36.JPG
Description West side_S Unaka Street_E McKee St to Park St
Comment
Time Stamp 11:40:36 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 50%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment Number 100
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GeoJot+ 2018-10-30 13_40_55.JPG
Title: E McKee St to Park St
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Attributes
File Name GeoJot+ 2018-10-30 13_40_55.JPG
Description West side_S Unaka Street_E McKee St to Park St
Comment
Time Stamp 11:40:55 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 50%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment Number 100
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GeoJot+ 2018-10-30 13_41_07.JPG
Title: E McKee St to Park St
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Attributes
File Name GeoJot+ 2018-10-30 13_41_07.JPG
Description West side_S Unaka Street_E McKee St to Park St
Comment
Time Stamp 11:41:07 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 50%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment Number 100
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GeoJot+ 2018-10-30 13_41_26.JPG
Title: E McKee St to Park St
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Attributes
File Name GeoJot+ 2018-10-30 13_41_26.JPG
Description West side_S Unaka Street_E McKee St to Park St
Comment
Time Stamp 11:41:26 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 50%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment Number 100
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GeoJot+ 2018-10-30 13_41_35.JPG
Title: E McKee St to Park St
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Attributes
File Name GeoJot+ 2018-10-30 13_41_35.JPG
Description West side_S Unaka Street_E McKee St to Park St
Comment
Time Stamp 11:41:35 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings 1/2"-3/4" 50%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 50%
Obstructions- Priority 25%
Seperations/Openings- Priority 50%
Segment Number 100
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GeoJot+ 2018-10-30 13_43_56.JPG
Title: McKee St to ParkSt
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Attributes
File Name GeoJot+ 2018-10-30 13_43_56.JPG
Description East side_S Unaka Street_McKee St to ParkSt
Comment
Time Stamp 11:43:56 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 123
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GeoJot+ 2018-10-30 13_44_12.JPG
Title: McKee St to ParkSt
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Attributes
File Name GeoJot+ 2018-10-30 13_44_12.JPG
Description East side_S Unaka Street_McKee St to ParkSt
Comment
Time Stamp 11:44:12 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 123
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GeoJot+ 2018-10-30 13_44_24.JPG
Title: McKee St to ParkSt
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File Name GeoJot+ 2018-10-30 13_44_24.JPG
Description East side_S Unaka Street_McKee St to ParkSt
Comment
Time Stamp 11:44:24 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 123
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GeoJot+ 2018-10-30 13_44_41.JPG
Title: McKee St to ParkSt
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Attributes
File Name GeoJot+ 2018-10-30 13_44_41.JPG
Description East side_S Unaka Street_McKee St to ParkSt
Comment
Time Stamp 11:44:41 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 123
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GeoJot+ 2018-10-30 13_44_49.JPG
Title: McKee St to ParkSt
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Attributes
File Name GeoJot+ 2018-10-30 13_44_49.JPG
Description East side_S Unaka Street_McKee St to ParkSt
Comment
Time Stamp 11:44:49 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 123
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Title: McKee St to ParkSt
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Attributes
File Name GeoJot+ 2018-10-30 13_45_01.JPG
Description East side_S Unaka Street_McKee St to ParkSt
Comment
Time Stamp 11:45:01 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 123
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Title: Unaka St to Lake St
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File Name GeoJot+ 2018-10-30 13_47_24.JPG
Description North side_Park Street_Unaka St to Lake St
Comment
Time Stamp 11:47:24 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 243
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Title: Unaka St to Lake St
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File Name GeoJot+ 2018-10-30 13_47_40.JPG
Description North side_Park Street_Unaka St to Lake St
Comment
Time Stamp 11:47:40 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 243
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Title: Unaka St to Lake St
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File Name GeoJot+ 2018-10-30 13_47_57.JPG
Description North side_Park Street_Unaka St to Lake St
Comment
Time Stamp 11:47:57 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 243
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Title: Unaka St to Lake St
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File Name GeoJot+ 2018-10-30 13_48_15.JPG
Description North side_Park Street_Unaka St to Lake St
Comment
Time Stamp 11:48:15 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 243
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Title: Unaka St to Lake St
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File Name GeoJot+ 2018-10-30 13_48_31.JPG
Description North side_Park Street_Unaka St to Lake St
Comment
Time Stamp 11:48:31 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 243
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GeoJot+ 2018-10-30 13_48_47.JPG
Title: Unaka St to Lake St
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Attributes
File Name GeoJot+ 2018-10-30 13_48_47.JPG
Description North side_Park Street_Unaka St to Lake St
Comment
Time Stamp 11:48:47 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 243
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Title: Unaka St to Lake St
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File Name GeoJot+ 2018-10-30 13_49_10.JPG
Description North side_Park Street_Unaka St to Lake St
Comment
Time Stamp 11:49:10 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 243
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GeoJot+ 2018-10-30 13_49_26.JPG
Title: Unaka St to Lake St
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Attributes
File Name GeoJot+ 2018-10-30 13_49_26.JPG
Description North side_Park Street_Unaka St to Lake St
Comment
Time Stamp 11:49:26 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 243
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Title: Lake St to W Bernard Ave
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Attributes
File Name GeoJot+ 2018-10-30 13_52_56.JPG
Description North side_Park Street_Lake St to W Bernard Ave
Comment
Time Stamp 11:52:56 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 245
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Title: Lake St to W Bernard Ave
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File Name GeoJot+ 2018-10-30 13_53_12.JPG
Description North side_Park Street_Lake St to W Bernard Ave
Comment
Time Stamp 11:53:12 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 245
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Title: Lake St to W Bernard Ave
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File Name GeoJot+ 2018-10-30 13_53_33.JPG
Description North side_Park Street_Lake St to W Bernard Ave
Comment
Time Stamp 11:53:33 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 245
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Title: Lake St to W Bernard Ave
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File Name GeoJot+ 2018-10-30 13_53_50.JPG
Description North side_Park Street_Lake St to W Bernard Ave
Comment
Time Stamp 11:53:50 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 245
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GeoJot+ 2018-10-30 13_54_09.JPG
Title: Lake St to W Bernard Ave
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Attributes
File Name GeoJot+ 2018-10-30 13_54_09.JPG
Description North side_Park Street_Lake St to W Bernard Ave
Comment
Time Stamp 11:54:09 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 245
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GeoJot+ 2018-10-30 13_54_29.JPG
Title: Lake St to W Bernard Ave
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Attributes
File Name GeoJot+ 2018-10-30 13_54_29.JPG
Description North side_Park Street_Lake St to W Bernard Ave
Comment
Time Stamp 11:54:29 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 245
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GeoJot+ 2018-10-30 13_54_48.JPG
Title: Lake St to W Bernard Ave
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Attributes
File Name GeoJot+ 2018-10-30 13_54_48.JPG
Description North side_Park Street_Lake St to W Bernard Ave
Comment
Time Stamp 11:54:48 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 245



GRN1000 Page 166 of 202 7/18/2019 3:42:50 PM

GeoJot+ 2018-10-30 13_55_10.JPG
Title: Lake St to W Bernard Ave
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Attributes
File Name GeoJot+ 2018-10-30 13_55_10.JPG
Description North side_Park Street_Lake St to W Bernard Ave
Comment
Time Stamp 11:55:10 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 245
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GeoJot+ 2018-10-30 13_59_25.JPG
Title: 224 Lake St to Haney Alley
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Attributes
File Name GeoJot+ 2018-10-30 13_59_25.JPG
Description West side_Lake Street_224 Lake St to Haney Alley
Comment
Time Stamp 11:59:25 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 244,168,167



GRN1000 Page 170 of 202 7/18/2019 3:42:50 PM

GeoJot+ 2018-10-30 13_59_48.JPG
Title: 224 Lake St to Haney Alley
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Attributes
File Name GeoJot+ 2018-10-30 13_59_48.JPG
Description West side_Lake Street_224 Lake St to Haney Alley
Comment
Time Stamp 11:59:48 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 244,168,167
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GeoJot+ 2018-10-30 13_59_59.JPG
Title: 224 Lake St to Haney Alley
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Attributes
File Name GeoJot+ 2018-10-30 13_59_59.JPG
Description West side_Lake Street_224 Lake St to Haney Alley
Comment
Time Stamp 11:59:59 AM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 244,168,167
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GeoJot+ 2018-10-30 14_00_09.JPG
Title: 224 Lake St to Haney Alley
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Attributes
File Name GeoJot+ 2018-10-30 14_00_09.JPG
Description West side_Lake Street_224 Lake St to Haney Alley
Comment
Time Stamp 12:00:09 PM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 244,168,167
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GeoJot+ 2018-10-30 14_00_40.JPG
Title: 224 Lake St to Haney Alley
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Attributes
File Name GeoJot+ 2018-10-30 14_00_40.JPG
Description West side_Lake Street_224 Lake St to Haney Alley
Comment
Time Stamp 12:00:40 PM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 244,168,167
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GeoJot+ 2018-10-30 14_00_57.JPG
Title: 224 Lake St to Haney Alley
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Attributes
File Name GeoJot+ 2018-10-30 14_00_57.JPG
Description West side_Lake Street_224 Lake St to Haney Alley
Comment
Time Stamp 12:00:57 PM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 244,168,167
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GeoJot+ 2018-10-30 14_01_10.JPG
Title: 224 Lake St to Haney Alley
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Attributes
File Name GeoJot+ 2018-10-30 14_01_10.JPG
Description West side_Lake Street_224 Lake St to Haney Alley
Comment
Time Stamp 12:01:10 PM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 244,168,167
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GeoJot+ 2018-10-30 14_01_26.JPG
Title: 224 Lake St to Haney Alley
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Attributes
File Name GeoJot+ 2018-10-30 14_01_26.JPG
Description West side_Lake Street_224 Lake St to Haney Alley
Comment
Time Stamp 12:01:26 PM
Date Stamp 10/30/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 25%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 244,168,167
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GeoJot+ 2018-10-31 09_22_27.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-31 09_22_27.JPG
Description South side_W McKee St_S Main St to S Irish St
Comment
Time Stamp 7:22:27 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_22_38.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-31 09_22_38.JPG
Description South side_W McKee St_S Main St to S Irish St
Comment
Time Stamp 7:22:38 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_22_49.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-31 09_22_49.JPG
Description South side_W McKee St_S Main St to S Irish St
Comment
Time Stamp 7:22:49 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_23_05.JPG
Title: S Main St to S Irish St
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Attributes
Comment
Time Stamp 7:23:05 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
File Name GeoJot+ 2018-10-31 09_23_05.JPG
Description South side_W McKee St_S Main St to S Irish St
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GeoJot+ 2018-10-31 09_23_19.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-31 09_23_19.JPG
Description South side_W McKee St_S Main St to S Irish St
Comment
Time Stamp 7:23:19 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_23_35.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-31 09_23_35.JPG
Description South side_W McKee St_S Main St to S Irish St
Comment
Time Stamp 7:23:35 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_23_54.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-31 09_23_54.JPG
Description South side_W McKee St_S Main St to S Irish St
Comment
Time Stamp 7:23:54 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_24_07.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-31 09_24_07.JPG
Description South side_W McKee St_S Main St to S Irish St
Comment
Time Stamp 7:24:07 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_24_24.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-31 09_24_24.JPG
Description South side_W McKee St_S Main St to S Irish St
Comment
Time Stamp 7:24:24 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_24_48.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-31 09_24_48.JPG
Description South side_W McKee St_S Main St to S Irish St
Comment
Time Stamp 7:24:48 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_25_05.JPG
Title: S Main St to S Irish St
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Attributes
File Name GeoJot+ 2018-10-31 09_25_05.JPG
Description South side_W McKee St_S Main St to S Irish St
Comment
Time Stamp 7:25:05 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_25_17.JPG
Title: W McKee St to Charles St
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Attributes
File Name GeoJot+ 2018-10-31 09_25_17.JPG
Description South side_S Irish St_W McKee St to Charles St
Comment
Time Stamp 7:25:17 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_25_34.JPG
Title: W McKee St to Charles St
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Attributes
File Name GeoJot+ 2018-10-31 09_25_34.JPG
Description South side_S Irish St_W McKee St to Charles St
Comment
Time Stamp 7:25:34 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_25_59.JPG
Title: W McKee St to Charles St
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Attributes
File Name GeoJot+ 2018-10-31 09_25_59.JPG
Description South side_S Irish St_W McKee St to Charles St
Comment
Time Stamp 7:25:59 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_26_20.JPG
Title: W McKee St to Charles St
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Attributes
File Name GeoJot+ 2018-10-31 09_26_20.JPG
Description South side_S Irish St_W McKee St to Charles St
Comment
Time Stamp 7:26:20 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_26_31.JPG
Title: W McKee St to Charles St
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Attributes
File Name GeoJot+ 2018-10-31 09_26_31.JPG
Description South side_S Irish St_W McKee St to Charles St
Comment
Time Stamp 7:26:31 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_26_46.JPG
Title: W McKee St to Charles St
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Attributes
File Name GeoJot+ 2018-10-31 09_26_46.JPG
Description South side_S Irish St_W McKee St to Charles St
Comment
Time Stamp 7:26:46 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_26_58.JPG
Title: S Irish St o S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_26_58.JPG
Description South side_Charles Street_S Irish St o S Main St
Comment
Time Stamp 7:26:58 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_27_15.JPG
Title: S Irish St o S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_27_15.JPG
Description South side_Charles Street_S Irish St o S Main St
Comment
Time Stamp 7:27:15 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_27_32.JPG
Title: S Irish St o S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_27_32.JPG
Description South side_Charles Street_S Irish St o S Main St
Comment
Time Stamp 7:27:32 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_27_57.JPG
Title: S Irish St o S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_27_57.JPG
Description South side_Charles Street_S Irish St o S Main St
Comment
Time Stamp 7:27:57 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 86,326
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GeoJot+ 2018-10-31 09_30_07.JPG
Title: S Irish St o S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_30_07.JPG
Description North side_Charles Street_S Irish St o S Main St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:30:07 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9
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GeoJot+ 2018-10-31 09_30_25.JPG
Title: S Irish St o S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_30_25.JPG
Description North side_Charles Street_S Irish St o S Main St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:30:25 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9
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GeoJot+ 2018-10-31 09_30_38.JPG
Title: S Irish St o S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_30_38.JPG
Description North side_Charles Street_S Irish St o S Main St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:30:38 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9
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GeoJot+ 2018-10-31 09_30_49.JPG
Title: S Irish St o S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_30_49.JPG
Description North side_Charles Street_S Irish St o S Main St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:30:49 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9
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GeoJot+ 2018-10-31 09_31_06.JPG
Title: S Irish St o S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_31_06.JPG
Description North side_Charles Street_S Irish St o S Main St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:31:06 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9
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GeoJot+ 2018-10-31 09_31_21.JPG
Title: S Irish St o S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_31_21.JPG
Description North side_Charles Street_S Irish St o S Main St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:31:21 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9
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GeoJot+ 2018-10-31 09_31_36.JPG
Title: S Irish St o S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_31_36.JPG
Description North side_Charles Street_S Irish St o S Main St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:31:36 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9
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GeoJot+ 2018-10-31 09_31_48.JPG
Title: S Irish St o S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_31_48.JPG
Description North side_Charles Street_S Irish St o S Main St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:31:48 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9



GRN1100 Page 42 of 202 7/19/2019 8:39:59 AM

GeoJot+ 2018-10-31 09_32_10.JPG
Title: S Irish St o S Main St



GRN1100 Page 43 of 202 7/19/2019 8:39:59 AM

 

Attributes
File Name GeoJot+ 2018-10-31 09_32_10.JPG
Description North side_Charles Street_S Irish St o S Main St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:32:10 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9



GRN1100 Page 44 of 202 7/19/2019 8:39:59 AM

GeoJot+ 2018-10-31 09_32_19.JPG
Title: Charles St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-31 09_32_19.JPG
Description North side_S Main St_Charles St to W McKee St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:32:19 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9
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GeoJot+ 2018-10-31 09_32_33.JPG
Title: Charles St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-31 09_32_33.JPG
Description North side_S Main St_Charles St to W McKee St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:32:33 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9
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GeoJot+ 2018-10-31 09_32_48.JPG
Title: Charles St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-31 09_32_48.JPG
Description North side_S Main St_Charles St to W McKee St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:32:48 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9
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GeoJot+ 2018-10-31 09_33_05.JPG
Title: Charles St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-31 09_33_05.JPG
Description North side_S Main St_Charles St to W McKee St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:33:05 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9
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GeoJot+ 2018-10-31 09_33_16.JPG
Title: Charles St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-31 09_33_16.JPG
Description North side_S Main St_Charles St to W McKee St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:33:16 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9
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GeoJot+ 2018-10-31 09_33_28.JPG
Title: Charles St to W McKee St
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Attributes
File Name GeoJot+ 2018-10-31 09_33_28.JPG
Description North side_S Main St_Charles St to W McKee St
Comment Sidewalk(85,84) is almost completely destroyed or 

overgrown 
Time Stamp 7:33:28 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 50-100%   0%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 0%
Protrusions-  Priority 0%
Obstructions- Priority 0%
Seperations/Openings- Priority
Segment Number 85,84,8,9
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GeoJot+ 2018-10-31 09_36_08.JPG
Title: E McKee St to S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_36_08.JPG
Description East side_S Main Street_E McKee St to S Main St
Comment
Time Stamp 7:36:08 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 98
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GeoJot+ 2018-10-31 09_36_24.JPG
Title: E McKee St to S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_36_24.JPG
Description East side_S Main Street_E McKee St to S Main St
Comment
Time Stamp 7:36:24 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 98
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GeoJot+ 2018-10-31 09_36_45.JPG
Title: E McKee St to S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_36_45.JPG
Description East side_S Main Street_E McKee St to S Main St
Comment
Time Stamp 7:36:45 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 98
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GeoJot+ 2018-10-31 09_37_15.JPG
Title: E McKee St to S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_37_15.JPG
Description East side_S Main Street_E McKee St to S Main St
Comment
Time Stamp 7:37:15 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 98
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GeoJot+ 2018-10-31 09_37_42.JPG
Title: E McKee St to S Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_37_42.JPG
Description East side_S Main Street_E McKee St to S Main St
Comment
Time Stamp 7:37:42 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 98
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GeoJot+ 2018-10-31 09_37_59.JPG
Title: S Main St to 401 W Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_37_59.JPG
Description East side_S Main Street_S Main St to 401 W Main St
Comment
Time Stamp 7:37:59 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 98



GRN1100 Page 68 of 202 7/19/2019 8:39:59 AM

GeoJot+ 2018-10-31 09_38_11.JPG
Title: S Main St to 401 W Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_38_11.JPG
Description East side_S Main Street_S Main St to 401 W Main St
Comment
Time Stamp 7:38:11 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 98
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GeoJot+ 2018-10-31 09_38_27.JPG
Title: S Main St to 401 W Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_38_27.JPG
Description East side_S Main Street_S Main St to 401 W Main St
Comment
Time Stamp 7:38:27 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 98
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GeoJot+ 2018-10-31 09_38_46.JPG
Title: S Main St to 401 W Main St
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Attributes
File Name GeoJot+ 2018-10-31 09_38_46.JPG
Description East side_S Main Street_S Main St to 401 W Main St
Comment
Time Stamp 7:38:46 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 98
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GeoJot+ 2018-10-31 09_41_05.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_41_05.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:41:05 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_41_13.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_41_13.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:41:13 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_41_27.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_41_27.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:41:27 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_41_40.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_41_40.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:41:40 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_41_49.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_41_49.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:41:49 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_42_02.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_42_02.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:42:02 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83



GRN1100 Page 86 of 202 7/19/2019 8:39:59 AM

GeoJot+ 2018-10-31 09_42_21.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_42_21.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:42:21 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_42_35.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_42_35.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:42:35 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_42_54.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_42_54.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:42:54 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_43_06.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_43_06.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:43:06 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_43_23.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_43_23.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:43:23 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_43_37.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_43_37.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:43:37 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_43_53.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_43_53.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:43:53 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_44_09.JPG
Title: 400 W Main St to Union St



GRN1100 Page 101 of 202 7/19/2019 8:39:59 AM

 

Attributes
File Name GeoJot+ 2018-10-31 09_44_09.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:44:09 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_44_25.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_44_25.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:44:25 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_44_42.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 09_44_42.JPG
Description South side_Charles Street_400 W Main St to Union St
Comment
Time Stamp 7:44:42 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 83
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GeoJot+ 2018-10-31 09_46_35.JPG
Title: 109 Union St to Charles St
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Attributes
File Name GeoJot+ 2018-10-31 09_46_35.JPG
Description South side_Union St_109 Union St to Charles St
Comment
Time Stamp 7:46:35 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
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GeoJot+ 2018-10-31 09_46_55.JPG
Title: 109 Union St to Charles St
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Attributes
File Name GeoJot+ 2018-10-31 09_46_55.JPG
Description South side_Union St_109 Union St to Charles St
Comment
Time Stamp 7:46:55 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
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GeoJot+ 2018-10-31 09_47_04.JPG
Title: Union St to W Irish St 
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Attributes
File Name GeoJot+ 2018-10-31 09_47_04.JPG
Description South side_Charles St_Union St to W Irish St
Comment
Time Stamp 7:47:04 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
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GeoJot+ 2018-10-31 09_47_46.JPG
Title: Union St to W Irish St 
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Attributes
File Name GeoJot+ 2018-10-31 09_47_46.JPG
Description South side_Charles St_Union St to W Irish St
Comment
Time Stamp 7:47:46 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
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GeoJot+ 2018-10-31 09_48_11.JPG
Title: Union St to W Irish St 
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Attributes
File Name GeoJot+ 2018-10-31 09_48_11.JPG
Description South side_Charles St_Union St to W Irish St
Comment
Time Stamp 7:48:11 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
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GeoJot+ 2018-10-31 09_48_47.JPG
Title: Charles St to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 09_48_47.JPG
Description South side_W Irish Street_Charles St to E Cutler St
Comment
Time Stamp 7:48:47 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
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GeoJot+ 2018-10-31 09_48_59.JPG
Title: Charles St to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 09_48_59.JPG
Description South side_W Irish Street_Charles St to E Cutler St
Comment
Time Stamp 7:48:59 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
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GeoJot+ 2018-10-31 09_49_17.JPG
Title: Charles St to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 09_49_17.JPG
Description South side_W Irish Street_Charles St to E Cutler St
Comment
Time Stamp 7:49:17 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
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GeoJot+ 2018-10-31 09_49_38.JPG
Title: Charles St to E Cutler St
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Attributes
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
File Name GeoJot+ 2018-10-31 09_49_38.JPG
Description South side_W Irish Street_Charles St to E Cutler St
Comment
Time Stamp 7:49:38 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
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GeoJot+ 2018-10-31 09_49_53.JPG
Title: Charles St to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 09_49_53.JPG
Description South side_W Irish Street_Charles St to E Cutler St
Comment
Time Stamp 7:49:53 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
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GeoJot+ 2018-10-31 09_50_10.JPG
Title: Charles St to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 09_50_10.JPG
Description South side_W Irish Street_Charles St to E Cutler St
Comment
Time Stamp 7:50:10 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
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GeoJot+ 2018-10-31 09_50_29.JPG
Title: Charles St to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 09_50_29.JPG
Description South side_W Irish Street_Charles St to E Cutler St
Comment
Time Stamp 7:50:29 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
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GeoJot+ 2018-10-31 09_50_47.JPG
Title: Charles St to E Cutler St
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Attributes
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
File Name GeoJot+ 2018-10-31 09_50_47.JPG
Description South side_W Irish Street_Charles St to E Cutler St
Comment
Time Stamp 7:50:47 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
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GeoJot+ 2018-10-31 09_51_07.JPG
Title: Charles St to E Cutler St



GRN1100 Page 133 of 202 7/19/2019 8:39:59 AM

 

Attributes
File Name GeoJot+ 2018-10-31 09_51_07.JPG
Description South side_W Irish Street_Charles St to E Cutler St
Comment
Time Stamp 7:51:07 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 75,74,20
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GeoJot+ 2018-10-31 09_57_44.JPG
Title: Railroad St to Henry St
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Attributes
File Name GeoJot+ 2018-10-31 09_57_44.JPG
Description North side_W Irish Street_Railroad St to Henry St
Comment
Time Stamp 7:57:44 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 68
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GeoJot+ 2018-10-31 09_58_05.JPG
Title: Railroad St to Henry St
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Attributes
File Name GeoJot+ 2018-10-31 09_58_05.JPG
Description North side_W Irish Street_Railroad St to Henry St
Comment
Time Stamp 7:58:05 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 68
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GeoJot+ 2018-10-31 09_58_33.JPG
Title: Railroad St to Henry St
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Attributes
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 68
File Name GeoJot+ 2018-10-31 09_58_33.JPG
Description North side_W Irish Street_Railroad St to Henry St
Comment
Time Stamp 7:58:33 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
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GeoJot+ 2018-10-31 09_58_49.JPG
Title: Railroad St to Henry St
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Attributes
File Name GeoJot+ 2018-10-31 09_58_49.JPG
Description North side_W Irish Street_Railroad St to Henry St
Comment
Time Stamp 7:58:49 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 68
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GeoJot+ 2018-10-31 09_59_07.JPG
Title: Railroad St to Henry St
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Attributes
File Name GeoJot+ 2018-10-31 09_59_07.JPG
Description North side_W Irish Street_Railroad St to Henry St
Comment
Time Stamp 7:59:07 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 68
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GeoJot+ 2018-10-31 09_59_26.JPG
Title: Railroad St to Henry St



GRN1100 Page 145 of 202 7/19/2019 8:39:59 AM

 

Attributes
File Name GeoJot+ 2018-10-31 09_59_26.JPG
Description North side_W Irish Street_Railroad St to Henry St
Comment
Time Stamp 7:59:26 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 68
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GeoJot+ 2018-10-31 09_59_49.JPG
Title: Railroad St to Henry St
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Attributes
File Name GeoJot+ 2018-10-31 09_59_49.JPG
Description North side_W Irish Street_Railroad St to Henry St
Comment
Time Stamp 7:59:49 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 68
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GeoJot+ 2018-10-31 10_00_02.JPG
Title: Railroad St to Henry St



GRN1100 Page 149 of 202 7/19/2019 8:39:59 AM

 

Attributes
File Name GeoJot+ 2018-10-31 10_00_02.JPG
Description North side_W Irish Street_Railroad St to Henry St
Comment
Time Stamp 8:00:02 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 68
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GeoJot+ 2018-10-31 10_00_16.JPG
Title: Railroad St to Henry St
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Attributes
File Name GeoJot+ 2018-10-31 10_00_16.JPG
Description North side_W Irish Street_Railroad St to Henry St
Comment
Time Stamp 8:00:16 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 68



GRN1100 Page 152 of 202 7/19/2019 8:39:59 AM

GeoJot+ 2018-10-31 10_01_44.JPG
Title: Henry St to Pearl St
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Attributes
File Name GeoJot+ 2018-10-31 10_01_44.JPG
Description North side_W Irish Street_Henry St to Pearl St
Comment
Time Stamp 8:01:44 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 10,62
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GeoJot+ 2018-10-31 10_01_51.JPG
Title: Henry St to Pearl St
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Attributes
File Name GeoJot+ 2018-10-31 10_01_51.JPG
Description North side_W Irish Street_Henry St to Pearl St
Comment
Time Stamp 8:01:51 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 10,62
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GeoJot+ 2018-10-31 10_02_05.JPG
Title: Henry St to Pearl St
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Attributes
Comment
Time Stamp 8:02:05 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 10,62
File Name GeoJot+ 2018-10-31 10_02_05.JPG
Description North side_W Irish Street_Henry St to Pearl St
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GeoJot+ 2018-10-31 10_02_24.JPG
Title: Henry St to Pearl St
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Attributes
File Name GeoJot+ 2018-10-31 10_02_24.JPG
Description North side_W Irish Street_Henry St to Pearl St
Comment
Time Stamp 8:02:24 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 10,62
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GeoJot+ 2018-10-31 10_02_45.JPG
Title: Henry St to Pearl St
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File Name GeoJot+ 2018-10-31 10_02_45.JPG
Description North side_W Irish Street_Henry St to Pearl St
Comment
Time Stamp 8:02:45 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 10,62
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GeoJot+ 2018-10-31 10_03_03.JPG
Title: Henry St to Pearl St
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Attributes
File Name GeoJot+ 2018-10-31 10_03_03.JPG
Description North side_W Irish Street_Henry St to Pearl St
Comment
Time Stamp 8:03:03 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 10,62
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GeoJot+ 2018-10-31 10_03_26.JPG
Title: Henry St to Pearl St



GRN1100 Page 165 of 202 7/19/2019 8:39:59 AM

 

Attributes
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 10,62
File Name GeoJot+ 2018-10-31 10_03_26.JPG
Description North side_W Irish Street_Henry St to Pearl St
Comment
Time Stamp 8:03:26 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
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GeoJot+ 2018-10-31 10_03_45.JPG
Title: Henry St to Pearl St
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Attributes
File Name GeoJot+ 2018-10-31 10_03_45.JPG
Description North side_W Irish Street_Henry St to Pearl St
Comment
Time Stamp 8:03:45 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 10,62
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GeoJot+ 2018-10-31 10_03_54.JPG
Title: Henry St to Pearl St
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Attributes
File Name GeoJot+ 2018-10-31 10_03_54.JPG
Description North side_W Irish Street_Henry St to Pearl St
Comment
Time Stamp 8:03:54 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 10,62
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GeoJot+ 2018-10-31 10_05_31.JPG
Title: 810 W Irsih St Corner
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Attributes
File Name GeoJot+ 2018-10-31 10_05_31.JPG
Description North/West_W Irish Street_810 W Irsih St Corner
Comment
Time Stamp 8:05:31 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 61
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GeoJot+ 2018-10-31 10_05_48.JPG
Title: 810 W Irsih St Corner
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Attributes
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 61
File Name GeoJot+ 2018-10-31 10_05_48.JPG
Description North/West_W Irish Street_810 W Irsih St Corner
Comment
Time Stamp 8:05:48 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
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GeoJot+ 2018-10-31 10_05_56.JPG
Title: 810 W Irsih St Corner
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Attributes
File Name GeoJot+ 2018-10-31 10_05_56.JPG
Description North/West_W Irish Street_810 W Irsih St Corner
Comment
Time Stamp 8:05:56 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 61
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GeoJot+ 2018-10-31 10_06_09.JPG
Title: 810 W Irsih St Corner
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Attributes
File Name GeoJot+ 2018-10-31 10_06_09.JPG
Description North/West_W Irish Street_810 W Irsih St Corner
Comment
Time Stamp 8:06:09 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North/West
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 61
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Title: W Floral St to 312 Floral St
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Attributes
File Name GeoJot+ 2018-10-31 10_15_25.JPG
Description West side_Clem Street_W Floral St to 312 Floral St
Comment
Time Stamp 8:15:25 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 188
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GeoJot+ 2018-10-31 10_15_50.JPG
Title: W Floral St to 312 Floral St
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Attributes
File Name GeoJot+ 2018-10-31 10_15_50.JPG
Description West side_Clem Street_W Floral St to 312 Floral St
Comment
Time Stamp 8:15:50 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 188
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GeoJot+ 2018-10-31 10_16_13.JPG
Title: W Floral St to 312 Floral St



GRN1100 Page 183 of 202 7/19/2019 8:39:59 AM

 

Attributes
File Name GeoJot+ 2018-10-31 10_16_13.JPG
Description West side_Clem Street_W Floral St to 312 Floral St
Comment
Time Stamp 8:16:13 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 188
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Title: W Floral St to 312 Floral St
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Attributes
File Name GeoJot+ 2018-10-31 10_16_34.JPG
Description West side_Clem Street_W Floral St to 312 Floral St
Comment
Time Stamp 8:16:34 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 188
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GeoJot+ 2018-10-31 10_16_46.JPG
Title: W Floral St to 312 Floral St



GRN1100 Page 187 of 202 7/19/2019 8:39:59 AM

 

Attributes
File Name GeoJot+ 2018-10-31 10_16_46.JPG
Description West side_Clem Street_W Floral St to 312 Floral St
Comment
Time Stamp 8:16:46 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 188
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GeoJot+ 2018-10-31 10_18_19.JPG
Title: Clem St to 308 Floral St
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Attributes
File Name GeoJot+ 2018-10-31 10_18_19.JPG
Description West side_Floral Street_Clem St to 308 Floral St
Comment
Time Stamp 8:18:19 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 189
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GeoJot+ 2018-10-31 10_18_36.JPG
Title: Clem St to 308 Floral St
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Attributes
File Name GeoJot+ 2018-10-31 10_18_36.JPG
Description West side_Floral Street_Clem St to 308 Floral St
Comment
Time Stamp 8:18:36 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 189
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GeoJot+ 2018-10-31 10_18_57.JPG
Title: Clem St to 308 Floral St
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Attributes
File Name GeoJot+ 2018-10-31 10_18_57.JPG
Description West side_Floral Street_Clem St to 308 Floral St
Comment
Time Stamp 8:18:57 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 189
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GeoJot+ 2018-10-31 10_19_10.JPG
Title: Clem St to 308 Floral St
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Attributes
File Name GeoJot+ 2018-10-31 10_19_10.JPG
Description West side_Floral Street_Clem St to 308 Floral St
Comment
Time Stamp 8:19:10 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 189
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GeoJot+ 2018-10-31 10_19_29.JPG
Title: Clem St to 308 Floral St
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Attributes
File Name GeoJot+ 2018-10-31 10_19_29.JPG
Description West side_Floral Street_Clem St to 308 Floral St
Comment
Time Stamp 8:19:29 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 189
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GeoJot+ 2018-10-31 10_19_46.JPG
Title: Clem St to 308 Floral St
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Attributes
File Name GeoJot+ 2018-10-31 10_19_46.JPG
Description West side_Floral Street_Clem St to 308 Floral St
Comment
Time Stamp 8:19:46 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 189
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GeoJot+ 2018-10-31 10_20_04.JPG
Title: Clem St to 308 Floral St
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Attributes
File Name GeoJot+ 2018-10-31 10_20_04.JPG
Description West side_Floral Street_Clem St to 308 Floral St
Comment
Time Stamp 8:20:04 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 189
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Title: Clem St to 308 Floral St
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Attributes
File Name GeoJot+ 2018-10-31 10_20_19.JPG
Description West side_Floral Street_Clem St to 308 Floral St
Comment
Time Stamp 8:20:19 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 189
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GeoJot+ 2018-10-31 10_20_35.JPG
Title: Clem St to 308 Floral St
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Attributes
File Name GeoJot+ 2018-10-31 10_20_35.JPG
Description West side_Floral Street_Clem St to 308 Floral St
Comment
Time Stamp 8:20:35 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 189
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GeoJot+ 2018-10-31 10_29_58.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-31 10_29_58.JPG
Description West side_S Cutler Street_W McKee St to W Summer 

St
Comment
Time Stamp 8:29:58 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 94
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GeoJot+ 2018-10-31 10_30_10.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-31 10_30_10.JPG
Description West side_S Cutler Street_W McKee St to W Summer 

St
Comment
Time Stamp 8:30:10 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 94
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GeoJot+ 2018-10-31 10_30_28.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-31 10_30_28.JPG
Description West side_S Cutler Street_W McKee St to W Summer 

St
Comment
Time Stamp 8:30:28 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 94
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GeoJot+ 2018-10-31 10_30_48.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-31 10_30_48.JPG
Description West side_S Cutler Street_W McKee St to W Summer 

St
Comment
Time Stamp 8:30:48 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 94
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GeoJot+ 2018-10-31 10_31_04.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-31 10_31_04.JPG
Description West side_S Cutler Street_W McKee St to W Summer 

St
Comment
Time Stamp 8:31:04 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 94
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GeoJot+ 2018-10-31 10_31_20.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-31 10_31_20.JPG
Description West side_S Cutler Street_W McKee St to W Summer 

St
Comment
Time Stamp 8:31:20 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 94
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GeoJot+ 2018-10-31 10_31_39.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-31 10_31_39.JPG
Description West side_S Cutler Street_W McKee St to W Summer 

St
Comment
Time Stamp 8:31:39 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 94
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GeoJot+ 2018-10-31 10_31_57.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-31 10_31_57.JPG
Description West side_S Cutler Street_W McKee St to W Summer 

St
Comment
Time Stamp 8:31:57 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 94
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GeoJot+ 2018-10-31 10_32_15.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-31 10_32_15.JPG
Description West side_S Cutler Street_W McKee St to W Summer 

St
Comment
Time Stamp 8:32:15 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 94
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GeoJot+ 2018-10-31 10_32_34.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-31 10_32_34.JPG
Description West side_S Cutler Street_W McKee St to W Summer 

St
Comment
Time Stamp 8:32:34 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 94
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GeoJot+ 2018-10-31 10_32_58.JPG
Title: W McKee St to W Summer St
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Attributes
File Name GeoJot+ 2018-10-31 10_32_58.JPG
Description West side_S Cutler Street_W McKee St to W Summer 

St
Comment
Time Stamp 8:32:58 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 94
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GeoJot+ 2018-10-31 13_40_50.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 13_40_50.JPG
Description North side_W Main Street_400 W Main St to Union St
Comment
Time Stamp 11:40:50 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_41_01.JPG
Title: 400 W Main St to Union St



GRN1200 Page 31 of 202 7/19/2019 9:12:35 AM

 

Attributes
File Name GeoJot+ 2018-10-31 13_41_01.JPG
Description North side_W Main Street_400 W Main St to Union St
Comment
Time Stamp 11:41:01 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_41_17.JPG
Title: 400 W Main St to Union St



GRN1200 Page 33 of 202 7/19/2019 9:12:35 AM

 

Attributes
File Name GeoJot+ 2018-10-31 13_41_17.JPG
Description North side_W Main Street_400 W Main St to Union St
Comment
Time Stamp 11:41:17 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_41_29.JPG
Title: 400 W Main St to Union St



GRN1200 Page 35 of 202 7/19/2019 9:12:35 AM

 

Attributes
File Name GeoJot+ 2018-10-31 13_41_29.JPG
Description North side_W Main Street_400 W Main St to Union St
Comment
Time Stamp 11:41:29 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_41_47.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 13_41_47.JPG
Description North side_W Main Street_400 W Main St to Union St
Comment
Time Stamp 11:41:47 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_42_05.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 13_42_05.JPG
Description North side_W Main Street_400 W Main St to Union St
Comment
Time Stamp 11:42:05 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_42_24.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 13_42_24.JPG
Description North side_W Main Street_400 W Main St to Union St
Comment
Time Stamp 11:42:24 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_42_44.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 13_42_44.JPG
Description North side_W Main Street_400 W Main St to Union St
Comment
Time Stamp 11:42:44 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_43_01.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 13_43_01.JPG
Description North side_W Main Street_400 W Main St to Union St
Comment
Time Stamp 11:43:01 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_43_25.JPG
Title: 400 W Main St to Union St
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Attributes
File Name GeoJot+ 2018-10-31 13_43_25.JPG
Description North side_W Main Street_400 W Main St to Union St
Comment
Time Stamp 11:43:25 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_43_39.JPG
Title: Union St to Nanci Ln
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Attributes
File Name GeoJot+ 2018-10-31 13_43_39.JPG
Description North side_W Main Street_Union St to Nanci Ln
Comment
Time Stamp 11:43:39 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_43_57.JPG
Title: Union St to Nanci Ln
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Attributes
File Name GeoJot+ 2018-10-31 13_43_57.JPG
Description North side_W Main Street_Union St to Nanci Ln
Comment
Time Stamp 11:43:57 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_44_17.JPG
Title: Union St to Nanci Ln



GRN1200 Page 53 of 202 7/19/2019 9:12:35 AM

 

Attributes
File Name GeoJot+ 2018-10-31 13_44_17.JPG
Description North side_W Main Street_Union St to Nanci Ln
Comment
Time Stamp 11:44:17 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_44_33.JPG
Title: Union St to Nanci Ln
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Attributes
File Name GeoJot+ 2018-10-31 13_44_33.JPG
Description North side_W Main Street_Union St to Nanci Ln
Comment
Time Stamp 11:44:33 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_44_51.JPG
Title: Nanci Ln to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 13_44_51.JPG
Description North side_W Main Street_Nanci Ln to E Cutler St
Comment
Time Stamp 11:44:51 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_45_09.JPG
Title: Nanci Ln to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 13_45_09.JPG
Description North side_W Main Street_Nanci Ln to E Cutler St
Comment
Time Stamp 11:45:09 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_45_22.JPG
Title: Nanci Ln to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 13_45_22.JPG
Description North side_W Main Street_Nanci Ln to E Cutler St
Comment
Time Stamp 11:45:22 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_45_45.JPG
Title: Nanci Ln to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 13_45_45.JPG
Description North side_W Main Street_Nanci Ln to E Cutler St
Comment
Time Stamp 11:45:45 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_46_06.JPG
Title: Nanci Ln to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 13_46_06.JPG
Description North side_W Main Street_Nanci Ln to E Cutler St
Comment
Time Stamp 11:46:06 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_46_21.JPG
Title: Nanci Ln to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 13_46_21.JPG
Description North side_W Main Street_Nanci Ln to E Cutler St
Comment
Time Stamp 11:46:21 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_46_32.JPG
Title: W Main St to 444 W Main St 
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Attributes
File Name GeoJot+ 2018-10-31 13_46_32.JPG
Description North side_E Cutler St_W Main St to 444 W Main St
Comment
Time Stamp 11:46:32 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_46_48.JPG
Title: W Main St to 444 W Main St 
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Attributes
File Name GeoJot+ 2018-10-31 13_46_48.JPG
Description North side_E Cutler St_W Main St to 444 W Main St
Comment
Time Stamp 11:46:48 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_47_00.JPG
Title: W Main St to 444 W Main St 
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Attributes
File Name GeoJot+ 2018-10-31 13_47_00.JPG
Description North side_E Cutler St_W Main St to 444 W Main St
Comment
Time Stamp 11:47:00 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_47_11.JPG
Title: W Main St to 444 W Main St 
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Attributes
File Name GeoJot+ 2018-10-31 13_47_11.JPG
Description North side_E Cutler St_W Main St to 444 W Main St
Comment
Time Stamp 11:47:11 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 7,82,77,76
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GeoJot+ 2018-10-31 13_50_38.JPG
Title: 507 W Irish St to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 13_50_38.JPG
Description North side_W Irish St_507 W Irish St to E Cutler St
Comment Severely damaged panels on (71)
Time Stamp 11:50:38 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_50_59.JPG
Title: 507 W Irish St to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 13_50_59.JPG
Description North side_W Irish St_507 W Irish St to E Cutler St
Comment Severely damaged panels on (71)
Time Stamp 11:50:59 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_51_17.JPG
Title: 507 W Irish St to E Cutler St
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Attributes
File Name GeoJot+ 2018-10-31 13_51_17.JPG
Description North side_W Irish St_507 W Irish St to E Cutler St
Comment Severely damaged panels on (71)
Time Stamp 11:51:17 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_51_31.JPG
Title: W Irish St to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 13_51_31.JPG
Description North side_E Cutler St_W Irish St to W Main St
Comment Severely damaged panels on (71)
Time Stamp 11:51:31 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_51_49.JPG
Title: W Irish St to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 13_51_49.JPG
Description North side_E Cutler St_W Irish St to W Main St
Comment Severely damaged panels on (71)
Time Stamp 11:51:49 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_52_06.JPG
Title: W Irish St to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 13_52_06.JPG
Description North side_E Cutler St_W Irish St to W Main St
Comment Severely damaged panels on (71)
Time Stamp 11:52:06 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_52_25.JPG
Title: W Irish St to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 13_52_25.JPG
Description North side_E Cutler St_W Irish St to W Main St
Comment Severely damaged panels on (71)
Time Stamp 11:52:25 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_52_42.JPG
Title: W Irish St to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 13_52_42.JPG
Description North side_E Cutler St_W Irish St to W Main St
Comment Severely damaged panels on (71)
Time Stamp 11:52:42 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_52_58.JPG
Title: W Irish St to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 13_52_58.JPG
Description North side_E Cutler St_W Irish St to W Main St
Comment Severely damaged panels on (71)
Time Stamp 11:52:58 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_53_16.JPG
Title: W Irish St to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 13_53_16.JPG
Description North side_E Cutler St_W Irish St to W Main St
Comment Severely damaged panels on (71)
Time Stamp 11:53:16 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_53_38.JPG
Title: W Irish St to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 13_53_38.JPG
Description North side_E Cutler St_W Irish St to W Main St
Comment Severely damaged panels on (71)
Time Stamp 11:53:38 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_54_02.JPG
Title: W Irish St to W Main St



GRN1200 Page 99 of 202 7/19/2019 9:12:35 AM

 

Attributes
File Name GeoJot+ 2018-10-31 13_54_02.JPG
Description North side_E Cutler St_W Irish St to W Main St
Comment Severely damaged panels on (71)
Time Stamp 11:54:02 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_54_22.JPG
Title: W Irish St to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 13_54_22.JPG
Description North side_E Cutler St_W Irish St to W Main St
Comment Severely damaged panels on (71)
Time Stamp 11:54:22 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_54_32.JPG
Title: E Cutler St to Elm St
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Attributes
File Name GeoJot+ 2018-10-31 13_54_32.JPG
Description North side_W Main St_E Cutler St to Elm St
Comment Severely damaged panels on (71)
Time Stamp 11:54:32 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_54_47.JPG
Title: E Cutler St to Elm St
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File Name GeoJot+ 2018-10-31 13_54_47.JPG
Description North side_W Main St_E Cutler St to Elm St
Comment Severely damaged panels on (71)
Time Stamp 11:54:47 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_55_03.JPG
Title: E Cutler St to Elm St
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Attributes
File Name GeoJot+ 2018-10-31 13_55_03.JPG
Description North side_W Main St_E Cutler St to Elm St
Comment Severely damaged panels on (71)
Time Stamp 11:55:03 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_55_30.JPG
Title: E Cutler St to Elm St
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Attributes
File Name GeoJot+ 2018-10-31 13_55_30.JPG
Description North side_W Main St_E Cutler St to Elm St
Comment Severely damaged panels on (71)
Time Stamp 11:55:30 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_55_50.JPG
Title: E Cutler St to Elm St
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Attributes
File Name GeoJot+ 2018-10-31 13_55_50.JPG
Description North side_W Main St_E Cutler St to Elm St
Comment Severely damaged panels on (71)
Time Stamp 11:55:50 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_56_13.JPG
Title: E Cutler St to Elm St
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Attributes
File Name GeoJot+ 2018-10-31 13_56_13.JPG
Description North side_W Main St_E Cutler St to Elm St
Comment Severely damaged panels on (71)
Time Stamp 11:56:13 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_56_18.JPG
Title: W Main St to 104 Elm St
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Attributes
File Name GeoJot+ 2018-10-31 13_56_18.JPG
Description North side_Elm St_W Main St to 104 Elm St
Comment Severely damaged panels on (71)
Time Stamp 11:56:18 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_56_35.JPG
Title: W Main St to 104 Elm St
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Attributes
File Name GeoJot+ 2018-10-31 13_56_35.JPG
Description North side_Elm St_W Main St to 104 Elm St
Comment Severely damaged panels on (71)
Time Stamp 11:56:35 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_56_52.JPG
Title: W Main St to 104 Elm St
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Attributes
File Name GeoJot+ 2018-10-31 13_56_52.JPG
Description North side_Elm St_W Main St to 104 Elm St
Comment Severely damaged panels on (71)
Time Stamp 11:56:52 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71



GRN1200 Page 120 of 202 7/19/2019 9:12:35 AM

GeoJot+ 2018-10-31 13_57_05.JPG
Title: W Main St to 104 Elm St
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Attributes
File Name GeoJot+ 2018-10-31 13_57_05.JPG
Description North side_Elm St_W Main St to 104 Elm St
Comment Severely damaged panels on (71)
Time Stamp 11:57:05 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 13_57_19.JPG
Title: W Main St to 104 Elm St
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Attributes
Description North side_Elm St_W Main St to 104 Elm St
Comment Severely damaged panels on (71)
Time Stamp 11:57:19 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
File Name GeoJot+ 2018-10-31 13_57_19.JPG
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GeoJot+ 2018-10-31 13_57_33.JPG
Title: W Main St to 104 Elm St
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Attributes
File Name GeoJot+ 2018-10-31 13_57_33.JPG
Description North side_Elm St_W Main St to 104 Elm St
Comment Severely damaged panels on (71)
Time Stamp 11:57:33 AM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 72,71
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GeoJot+ 2018-10-31 14_03_23.JPG
Title: Elm St to 614 W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_03_23.JPG
Description North side_W Main Street_Elm St to 614 W Main St
Comment
Time Stamp 12:03:23 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 70
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GeoJot+ 2018-10-31 14_03_37.JPG
Title: Elm St to 614 W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_03_37.JPG
Description North side_W Main Street_Elm St to 614 W Main St
Comment
Time Stamp 12:03:37 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 70
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GeoJot+ 2018-10-31 14_03_55.JPG
Title: Elm St to 614 W Main St
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Attributes
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 70
File Name GeoJot+ 2018-10-31 14_03_55.JPG
Description North side_W Main Street_Elm St to 614 W Main St
Comment
Time Stamp 12:03:55 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
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GeoJot+ 2018-10-31 14_04_15.JPG
Title: Elm St to 614 W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_04_15.JPG
Description North side_W Main Street_Elm St to 614 W Main St
Comment
Time Stamp 12:04:15 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 70



GRN1200 Page 134 of 202 7/19/2019 9:12:35 AM

GeoJot+ 2018-10-31 14_04_33.JPG
Title: Elm St to 614 W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_04_33.JPG
Description North side_W Main Street_Elm St to 614 W Main St
Comment
Time Stamp 12:04:33 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 70
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GeoJot+ 2018-10-31 14_04_55.JPG
Title: Elm St to 614 W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_04_55.JPG
Description North side_W Main Street_Elm St to 614 W Main St
Comment
Time Stamp 12:04:55 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 70
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GeoJot+ 2018-10-31 14_05_07.JPG
Title: Elm St to 614 W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_05_07.JPG
Description North side_W Main Street_Elm St to 614 W Main St
Comment
Time Stamp 12:05:07 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 70
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GeoJot+ 2018-10-31 14_05_17.JPG
Title: Elm St to 614 W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_05_17.JPG
Description North side_W Main Street_Elm St to 614 W Main St
Comment
Time Stamp 12:05:17 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 70
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GeoJot+ 2018-10-31 14_05_25.JPG
Title: Elm St to 614 W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_05_25.JPG
Description North side_W Main Street_Elm St to 614 W Main St
Comment
Time Stamp 12:05:25 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 70
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GeoJot+ 2018-10-31 14_06_53.JPG
Title: 613 W Main St to Aspen St
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Attributes
File Name GeoJot+ 2018-10-31 14_06_53.JPG
Description South side_W Main Street_613 W Main St to Aspen St
Comment
Time Stamp 12:06:53 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 69
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GeoJot+ 2018-10-31 14_07_04.JPG
Title: 613 W Main St to Aspen St
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Attributes
File Name GeoJot+ 2018-10-31 14_07_04.JPG
Description South side_W Main Street_613 W Main St to Aspen St
Comment
Time Stamp 12:07:04 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 69
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GeoJot+ 2018-10-31 14_07_12.JPG
Title: 613 W Main St to Aspen St
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Attributes
File Name GeoJot+ 2018-10-31 14_07_12.JPG
Description South side_W Main Street_613 W Main St to Aspen St
Comment
Time Stamp 12:07:12 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 69
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GeoJot+ 2018-10-31 14_07_22.JPG
Title: 613 W Main St to Aspen St
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Attributes
File Name GeoJot+ 2018-10-31 14_07_22.JPG
Description South side_W Main Street_613 W Main St to Aspen St
Comment
Time Stamp 12:07:22 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 69
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GeoJot+ 2018-10-31 14_07_44.JPG
Title: 613 W Main St to Aspen St
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Attributes
File Name GeoJot+ 2018-10-31 14_07_44.JPG
Description South side_W Main Street_613 W Main St to Aspen St
Comment
Time Stamp 12:07:44 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 69
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GeoJot+ 2018-10-31 14_08_02.JPG
Title: 613 W Main St to Aspen St
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Attributes
File Name GeoJot+ 2018-10-31 14_08_02.JPG
Description South side_W Main Street_613 W Main St to Aspen St
Comment
Time Stamp 12:08:02 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 69
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GeoJot+ 2018-10-31 14_08_37.JPG
Title: 613 W Main St to Aspen St
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Attributes
File Name GeoJot+ 2018-10-31 14_08_37.JPG
Description South side_W Main Street_613 W Main St to Aspen St
Comment
Time Stamp 12:08:37 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 69
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GeoJot+ 2018-10-31 14_09_08.JPG
Title: 613 W Main St to Aspen St
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Attributes
File Name GeoJot+ 2018-10-31 14_09_08.JPG
Description South side_W Main Street_613 W Main St to Aspen St
Comment
Time Stamp 12:09:08 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 69
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GeoJot+ 2018-10-31 14_09_23.JPG
Title: 613 W Main St to Aspen St
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Attributes
File Name GeoJot+ 2018-10-31 14_09_23.JPG
Description South side_W Main Street_613 W Main St to Aspen St
Comment
Time Stamp 12:09:23 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 69
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GeoJot+ 2018-10-31 14_09_40.JPG
Title: 613 W Main St to Aspen St



GRN1200 Page 163 of 202 7/19/2019 9:12:35 AM

 

Attributes
File Name GeoJot+ 2018-10-31 14_09_40.JPG
Description South side_W Main Street_613 W Main St to Aspen St
Comment
Time Stamp 12:09:40 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 69



GRN1200 Page 164 of 202 7/19/2019 9:12:35 AM

GeoJot+ 2018-10-31 14_10_03.JPG
Title: 613 W Main St to Aspen St
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Attributes
File Name GeoJot+ 2018-10-31 14_10_03.JPG
Description South side_W Main Street_613 W Main St to Aspen St
Comment
Time Stamp 12:10:03 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 69
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GeoJot+ 2018-10-31 14_10_21.JPG
Title: 613 W Main St to Aspen St
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Attributes
File Name GeoJot+ 2018-10-31 14_10_21.JPG
Description South side_W Main Street_613 W Main St to Aspen St
Comment
Time Stamp 12:10:21 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 69
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GeoJot+ 2018-10-31 14_11_46.JPG
Title: Aspen St to Monument Ave
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Attributes
File Name GeoJot+ 2018-10-31 14_11_46.JPG
Description South side_W Main Street_Aspen St to Monument 

Ave
Comment
Time Stamp 12:11:46 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 73
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GeoJot+ 2018-10-31 14_12_01.JPG
Title: Aspen St to Monument Ave
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Attributes
File Name GeoJot+ 2018-10-31 14_12_01.JPG
Description South side_W Main Street_Aspen St to Monument 

Ave
Comment
Time Stamp 12:12:01 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 73
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GeoJot+ 2018-10-31 14_12_18.JPG
Title: Aspen St to Monument Ave
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Attributes
File Name GeoJot+ 2018-10-31 14_12_18.JPG
Description South side_W Main Street_Aspen St to Monument 

Ave
Comment
Time Stamp 12:12:18 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 73
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GeoJot+ 2018-10-31 14_12_37.JPG
Title: Aspen St to Monument Ave
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Attributes
File Name GeoJot+ 2018-10-31 14_12_37.JPG
Description South side_W Main Street_Aspen St to Monument 

Ave
Comment
Time Stamp 12:12:37 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 73
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GeoJot+ 2018-10-31 14_13_00.JPG
Title: Aspen St to Monument Ave
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Attributes
File Name GeoJot+ 2018-10-31 14_13_00.JPG
Description South side_W Main Street_Aspen St to Monument 

Ave
Comment
Time Stamp 12:13:00 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 73
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GeoJot+ 2018-10-31 14_16_53.JPG
Title: 118 Monument Ave to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_16_53.JPG
Description East side_Monument Avenue_118 Monument Ave to 

W Main St
Comment
Time Stamp 12:16:53 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 79,78
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GeoJot+ 2018-10-31 14_17_13.JPG
Title: 118 Monument Ave to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_17_13.JPG
Description East side_Monument Avenue_118 Monument Ave to 

W Main St
Comment
Time Stamp 12:17:13 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 79,78
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GeoJot+ 2018-10-31 14_17_34.JPG
Title: 118 Monument Ave to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_17_34.JPG
Description East side_Monument Avenue_118 Monument Ave to 

W Main St
Comment
Time Stamp 12:17:34 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 79,78
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GeoJot+ 2018-10-31 14_17_59.JPG
Title: 118 Monument Ave to W Main St



GRN1200 Page 185 of 202 7/19/2019 9:12:35 AM

 

Attributes
File Name GeoJot+ 2018-10-31 14_17_59.JPG
Description East side_Monument Avenue_118 Monument Ave to 

W Main St
Comment
Time Stamp 12:17:59 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 79,78
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GeoJot+ 2018-10-31 14_18_25.JPG
Title: 118 Monument Ave to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_18_25.JPG
Description East side_Monument Avenue_118 Monument Ave to 

W Main St
Comment
Time Stamp 12:18:25 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 79,78
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GeoJot+ 2018-10-31 14_18_44.JPG
Title: 118 Monument Ave to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_18_44.JPG
Description East side_Monument Avenue_118 Monument Ave to 

W Main St
Comment
Time Stamp 12:18:44 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 79,78
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GeoJot+ 2018-10-31 14_19_08.JPG
Title: 118 Monument Ave to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_19_08.JPG
Description East side_Monument Avenue_118 Monument Ave to 

W Main St
Comment
Time Stamp 12:19:08 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 79,78
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GeoJot+ 2018-10-31 14_19_26.JPG
Title: 118 Monument Ave to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_19_26.JPG
Description East side_Monument Avenue_118 Monument Ave to 

W Main St
Comment
Time Stamp 12:19:26 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 79,78
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GeoJot+ 2018-10-31 14_19_39.JPG
Title: 118 Monument Ave to W Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_19_39.JPG
Description East side_Monument Avenue_118 Monument Ave to 

W Main St
Comment
Time Stamp 12:19:39 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 79,78
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GeoJot+ 2018-10-31 14_19_57.JPG
Title: 118 Monument Ave to W Main St



GRN1200 Page 197 of 202 7/19/2019 9:12:35 AM

 

Attributes
File Name GeoJot+ 2018-10-31 14_19_57.JPG
Description East side_Monument Avenue_118 Monument Ave to 

W Main St
Comment
Time Stamp 12:19:57 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 79,78
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GeoJot+ 2018-10-31 14_20_09.JPG
Title: 118 Monument Ave to W Main St



GRN1200 Page 199 of 202 7/19/2019 9:12:35 AM

 

Attributes
File Name GeoJot+ 2018-10-31 14_20_09.JPG
Description East side_Monument Avenue_118 Monument Ave to 

W Main St
Comment
Time Stamp 12:20:09 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2% max  100%
Passing Space 50% Passing space req'd- not provided 
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority
Segment Number 79,78
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GeoJot+ 2018-10-31 14_23_12.JPG
Title: Monument Ave to S Main St
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Attributes
File Name GeoJot+ 2018-10-31 14_23_12.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:23:12 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_23_27.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:23:27 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_23_46.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_23_46.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:23:46 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_23_57.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_23_57.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:23:57 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_24_16.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_24_16.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:24:16 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_24_28.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_24_28.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:24:28 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_24_41.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_24_41.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:24:41 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_24_53.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_24_53.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:24:53 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_25_13.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_25_13.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:25:13 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_25_27.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_25_27.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:25:27 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_25_43.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_25_43.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:25:43 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_26_03.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_26_03.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:26:03 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_26_27.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_26_27.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:26:27 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_26_55.JPG
Title: 



GRN1301 Page 27 of 202 7/19/2019 10:03:21 AM

 

Attributes
File Name GeoJot+ 2018-10-31 14_26_55.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:26:55 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_27_15.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_27_15.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:27:15 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_27_36.JPG
Title: 
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File Name GeoJot+ 2018-10-31 14_27_36.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:27:36 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_27_57.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_27_57.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:27:57 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_28_16.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-10-31 14_28_16.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:28:16 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_28_29.JPG
Title: 
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File Name GeoJot+ 2018-10-31 14_28_29.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:28:29 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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GeoJot+ 2018-10-31 14_28_40.JPG
Title: 
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File Name GeoJot+ 2018-10-31 14_28_40.JPG
Description South side_W Main Street_Monument Ave to S Main 

St
Comment
Time Stamp 12:28:40 PM
Date Stamp 10/31/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 80,81
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Attributes
File Name GeoJot+ 2018-11-01 09_10_53.JPG
Description West side_S Main Street_401 W Main St to Hilltop Dr
Comment
Time Stamp 7:10:53 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 246
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GeoJot+ 2018-11-01 09_11_05.JPG
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File Name GeoJot+ 2018-11-01 09_11_05.JPG
Description West side_S Main Street_401 W Main St to Hilltop Dr
Comment
Time Stamp 7:11:05 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 246
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GeoJot+ 2018-11-01 09_11_22.JPG
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Attributes
File Name GeoJot+ 2018-11-01 09_11_22.JPG
Description West side_S Main Street_401 W Main St to Hilltop Dr
Comment
Time Stamp 7:11:22 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 246
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GeoJot+ 2018-11-01 09_11_43.JPG
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Attributes
File Name GeoJot+ 2018-11-01 09_11_43.JPG
Description West side_S Main Street_401 W Main St to Hilltop Dr
Comment
Time Stamp 7:11:43 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 246
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File Name GeoJot+ 2018-11-01 09_12_00.JPG
Description West side_S Main Street_401 W Main St to Hilltop Dr
Comment
Time Stamp 7:12:00 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 246
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File Name GeoJot+ 2018-11-01 09_12_16.JPG
Description West side_S Main Street_401 W Main St to Hilltop Dr
Comment
Time Stamp 7:12:16 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 246
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Attributes
File Name GeoJot+ 2018-11-01 09_12_28.JPG
Description West side_S Main Street_401 W Main St to Hilltop Dr
Comment
Time Stamp 7:12:28 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 246
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Attributes
File Name GeoJot+ 2018-11-01 09_12_46.JPG
Description West side_S Main Street_401 W Main St to Hilltop Dr
Comment
Time Stamp 7:12:46 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 246
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Attributes
File Name GeoJot+ 2018-11-01 09_13_04.JPG
Description West side_S Main Street_401 W Main St to Hilltop Dr
Comment
Time Stamp 7:13:04 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 246
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Attributes
File Name GeoJot+ 2018-11-01 09_14_59.JPG
Description West side_S Main Street_410 S Main St to Frances Dr
Comment
Time Stamp 7:14:59 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 247
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File Name GeoJot+ 2018-11-01 09_15_15.JPG
Description West side_S Main Street_410 S Main St to Frances Dr
Comment
Time Stamp 7:15:15 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 247



GRN1301 Page 62 of 202 7/19/2019 10:03:21 AM
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File Name GeoJot+ 2018-11-01 09_15_29.JPG
Description West side_S Main Street_410 S Main St to Frances Dr
Comment
Time Stamp 7:15:29 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 247
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GeoJot+ 2018-11-01 09_15_43.JPG
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File Name GeoJot+ 2018-11-01 09_15_43.JPG
Description West side_S Main Street_410 S Main St to Frances Dr
Comment
Time Stamp 7:15:43 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 247
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File Name GeoJot+ 2018-11-01 09_16_06.JPG
Description West side_S Main Street_410 S Main St to Frances Dr
Comment
Time Stamp 7:16:06 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 247
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File Name GeoJot+ 2018-11-01 09_16_26.JPG
Description West side_S Main Street_410 S Main St to Frances Dr
Comment
Time Stamp 7:16:26 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 247
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File Name GeoJot+ 2018-11-01 09_16_43.JPG
Description West side_S Main Street_410 S Main St to Frances Dr
Comment
Time Stamp 7:16:43 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 247
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GeoJot+ 2018-11-01 09_17_04.JPG
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File Name GeoJot+ 2018-11-01 09_17_04.JPG
Description West side_S Main Street_410 S Main St to Frances Dr
Comment
Time Stamp 7:17:04 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 247
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GeoJot+ 2018-11-01 09_17_25.JPG
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File Name GeoJot+ 2018-11-01 09_17_25.JPG
Description West side_S Main Street_410 S Main St to Frances Dr
Comment
Time Stamp 7:17:25 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 247
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File Name GeoJot+ 2018-11-01 09_18_48.JPG
Description West side_S Main Street_Frances Dr to Frances Dr
Comment
Time Stamp 7:18:48 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 248,249
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GeoJot+ 2018-11-01 09_19_08.JPG
Title: 



GRN1301 Page 79 of 202 7/19/2019 10:03:21 AM

 

Attributes
File Name GeoJot+ 2018-11-01 09_19_08.JPG
Description West side_S Main Street_Frances Dr to Frances Dr
Comment
Time Stamp 7:19:08 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 248,249
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File Name GeoJot+ 2018-11-01 09_19_29.JPG
Description West side_S Main Street_Frances Dr to Frances Dr
Comment
Time Stamp 7:19:29 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 248,249
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File Name GeoJot+ 2018-11-01 09_19_55.JPG
Description West side_S Main Street_Frances Dr to Frances Dr
Comment
Time Stamp 7:19:55 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 248,249
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File Name GeoJot+ 2018-11-01 09_20_18.JPG
Description West side_S Main Street_Frances Dr to Frances Dr
Comment
Time Stamp 7:20:18 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 248,249
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GeoJot+ 2018-11-01 09_20_39.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_20_39.JPG
Description West side_S Main Street_Frances Dr to Frances Dr
Comment
Time Stamp 7:20:39 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 248,249
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GeoJot+ 2018-11-01 09_20_55.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_20_55.JPG
Description West side_S Main Street_Frances Dr to Frances Dr
Comment
Time Stamp 7:20:55 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 248,249
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GeoJot+ 2018-11-01 09_21_15.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_21_15.JPG
Description West side_S Main Street_Frances Dr to Frances Dr
Comment
Time Stamp 7:21:15 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 248,249
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GeoJot+ 2018-11-01 09_21_29.JPG
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Attributes
File Name GeoJot+ 2018-11-01 09_21_29.JPG
Description West side_S Main Street_Frances Dr to Susong Ln
Comment
Time Stamp 7:21:29 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 248,249
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GeoJot+ 2018-11-01 09_21_45.JPG
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File Name GeoJot+ 2018-11-01 09_21_45.JPG
Description West side_S Main Street_Frances Dr to Susong Ln
Comment
Time Stamp 7:21:45 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 248,249
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GeoJot+ 2018-11-01 09_22_01.JPG
Title: 
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File Name GeoJot+ 2018-11-01 09_22_01.JPG
Description West side_S Main Street_Frances Dr to Susong Ln
Comment
Time Stamp 7:22:01 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 248,249
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GeoJot+ 2018-11-01 09_22_15.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_22_15.JPG
Description West side_S Main Street_Frances Dr to Susong Ln
Comment
Time Stamp 7:22:15 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 248,249
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Attributes
File Name GeoJot+ 2018-11-01 09_22_30.JPG
Description West side_S Main Street_Frances Dr to Susong Ln
Comment
Time Stamp 7:22:30 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 248,249
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GeoJot+ 2018-11-01 09_23_50.JPG
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Attributes
File Name GeoJot+ 2018-11-01 09_23_50.JPG
Description West side_S Main Street_Susong Ln to Lynn Ave
Comment
Time Stamp 7:23:50 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 250
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GeoJot+ 2018-11-01 09_24_06.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_24_06.JPG
Description West side_S Main Street_Susong Ln to Lynn Ave
Comment
Time Stamp 7:24:06 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 250
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GeoJot+ 2018-11-01 09_24_22.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_24_22.JPG
Description West side_S Main Street_Susong Ln to Lynn Ave
Comment
Time Stamp 7:24:22 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 250
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GeoJot+ 2018-11-01 09_24_39.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_24_39.JPG
Description West side_S Main Street_Susong Ln to Lynn Ave
Comment
Time Stamp 7:24:39 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 250
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File Name GeoJot+ 2018-11-01 09_24_56.JPG
Description West side_S Main Street_Susong Ln to Lynn Ave
Comment
Time Stamp 7:24:56 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 250
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GeoJot+ 2018-11-01 09_25_16.JPG
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Attributes
File Name GeoJot+ 2018-11-01 09_25_16.JPG
Description West side_S Main Street_Susong Ln to Lynn Ave
Comment
Time Stamp 7:25:16 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 250
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GeoJot+ 2018-11-01 09_25_34.JPG
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Attributes
File Name GeoJot+ 2018-11-01 09_25_34.JPG
Description West side_S Main Street_Susong Ln to Lynn Ave
Comment
Time Stamp 7:25:34 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 250
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GeoJot+ 2018-11-01 09_25_50.JPG
Title: 
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File Name GeoJot+ 2018-11-01 09_25_50.JPG
Description West side_S Main Street_Susong Ln to Lynn Ave
Comment
Time Stamp 7:25:50 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 250
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GeoJot+ 2018-11-01 09_26_04.JPG
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Attributes
File Name GeoJot+ 2018-11-01 09_26_04.JPG
Description West side_S Main Street_Susong Ln to Lynn Ave
Comment
Time Stamp 7:26:04 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 250



GRN1301 Page 120 of 202 7/19/2019 10:03:21 AM

GeoJot+ 2018-11-01 09_28_40.JPG
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Attributes
File Name GeoJot+ 2018-11-01 09_28_40.JPG
Description West side_S Main Street_Lynn Ave to Crescent Dr
Comment
Time Stamp 7:28:40 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 251
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GeoJot+ 2018-11-01 09_29_03.JPG
Title: 
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File Name GeoJot+ 2018-11-01 09_29_03.JPG
Description West side_S Main Street_Lynn Ave to Crescent Dr
Comment
Time Stamp 7:29:03 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 251
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GeoJot+ 2018-11-01 09_29_20.JPG
Title: 
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File Name GeoJot+ 2018-11-01 09_29_20.JPG
Description West side_S Main Street_Lynn Ave to Crescent Dr
Comment
Time Stamp 7:29:20 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 251
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GeoJot+ 2018-11-01 09_29_35.JPG
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Attributes
File Name GeoJot+ 2018-11-01 09_29_35.JPG
Description West side_S Main Street_Lynn Ave to Crescent Dr
Comment
Time Stamp 7:29:35 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 251
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GeoJot+ 2018-11-01 09_29_51.JPG
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Attributes
File Name GeoJot+ 2018-11-01 09_29_51.JPG
Description West side_S Main Street_Lynn Ave to Crescent Dr
Comment
Time Stamp 7:29:51 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 251
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Attributes
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 251
File Name GeoJot+ 2018-11-01 09_30_03.JPG
Description West side_S Main Street_Lynn Ave to Crescent Dr
Comment
Time Stamp 7:30:03 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
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File Name GeoJot+ 2018-11-01 09_33_35.JPG
Description South side_Crescent Drive_S Main St to Skate Park
Comment
Time Stamp 7:33:35 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 34
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File Name GeoJot+ 2018-11-01 09_33_50.JPG
Description South side_Crescent Drive_S Main St to Skate Park
Comment
Time Stamp 7:33:50 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 34
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File Name GeoJot+ 2018-11-01 09_34_19.JPG
Description South side_Crescent Drive_S Main St to Skate Park
Comment
Time Stamp 7:34:19 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 34
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Segment Number 34
File Name GeoJot+ 2018-11-01 09_34_46.JPG
Description South side_Crescent Drive_S Main St to Skate Park
Comment
Time Stamp 7:34:46 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
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File Name GeoJot+ 2018-11-01 09_34_58.JPG
Description South side_Crescent Drive_S Main St to Skate Park
Comment
Time Stamp 7:34:58 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 34
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File Name GeoJot+ 2018-11-01 09_38_44.JPG
Description South side_Crescent Drive_Hardin Park
Comment
Time Stamp 7:38:44 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 33
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File Name GeoJot+ 2018-11-01 09_39_03.JPG
Description South side_Crescent Drive_Hardin Park
Comment
Time Stamp 7:39:03 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 33
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File Name GeoJot+ 2018-11-01 09_39_21.JPG
Description South side_Crescent Drive_Hardin Park
Comment
Time Stamp 7:39:21 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 33
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File Name GeoJot+ 2018-11-01 09_41_52.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:41:52 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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File Name GeoJot+ 2018-11-01 09_42_08.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:42:08 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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File Name GeoJot+ 2018-11-01 09_42_22.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:42:22 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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File Name GeoJot+ 2018-11-01 09_42_34.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:42:34 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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File Name GeoJot+ 2018-11-01 09_42_44.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:42:44 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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File Name GeoJot+ 2018-11-01 09_42_56.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:42:56 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56



GRN1301 Page 160 of 202 7/19/2019 10:03:21 AM

GeoJot+ 2018-11-01 09_43_13.JPG
Title: 



GRN1301 Page 161 of 202 7/19/2019 10:03:21 AM

 

Attributes
File Name GeoJot+ 2018-11-01 09_43_13.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:43:13 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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File Name GeoJot+ 2018-11-01 09_43_29.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:43:29 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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File Name GeoJot+ 2018-11-01 09_43_49.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:43:49 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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File Name GeoJot+ 2018-11-01 09_44_10.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:44:10 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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File Name GeoJot+ 2018-11-01 09_44_29.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:44:29 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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File Name GeoJot+ 2018-11-01 09_44_46.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:44:46 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56



GRN1301 Page 172 of 202 7/19/2019 10:03:21 AM

GeoJot+ 2018-11-01 09_45_05.JPG
Title: 



GRN1301 Page 173 of 202 7/19/2019 10:03:21 AM

 

Attributes
File Name GeoJot+ 2018-11-01 09_45_05.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:45:05 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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File Name GeoJot+ 2018-11-01 09_45_24.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:45:24 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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GeoJot+ 2018-11-01 09_45_42.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_45_42.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:45:42 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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GeoJot+ 2018-11-01 09_46_07.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_46_07.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:46:07 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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GeoJot+ 2018-11-01 09_46_34.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_46_34.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:46:34 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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GeoJot+ 2018-11-01 09_47_01.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_47_01.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:47:01 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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GeoJot+ 2018-11-01 09_47_16.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_47_16.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:47:16 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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GeoJot+ 2018-11-01 09_47_37.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_47_37.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:47:37 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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GeoJot+ 2018-11-01 09_48_00.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_48_00.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:48:00 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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GeoJot+ 2018-11-01 09_48_24.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_48_24.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:48:24 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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GeoJot+ 2018-11-01 09_48_39.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_48_39.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:48:39 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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GeoJot+ 2018-11-01 09_48_53.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_48_53.JPG
Description South side_Crescent Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:48:53 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (25%) 6-7% or exceeds by 1-2%  
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (50%) 42-48"   
Running Slope Exceeding Road Slope- Priority 25%
Cross Slope- Priority 0%
Sidewalk width- Priority 50%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 56
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GeoJot+ 2018-11-01 09_54_22.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_54_22.JPG
Description East side_Linden Ave_Forest St to Carson St
Comment
Time Stamp 7:54:22 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 59
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GeoJot+ 2018-11-01 09_54_49.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_54_49.JPG
Description East side_Linden Ave_Forest St to Carson St
Comment
Time Stamp 7:54:49 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 59
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GeoJot+ 2018-11-01 09_55_08.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-01 09_55_08.JPG
Description East side_Linden Ave_Forest St to Carson St
Comment
Time Stamp 7:55:08 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 59
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GeoJot+ 2018-11-01 09_55_24.JPG
Title: Forest St to Carson St
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Attributes
File Name GeoJot+ 2018-11-01 09_55_24.JPG
Description East side_Linden Ave_Forest St to Carson St
Comment
Time Stamp 7:55:24 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 59
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GeoJot+ 2018-11-01 09_55_38.JPG
Title: Forest St to Carson St
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Attributes
File Name GeoJot+ 2018-11-01 09_55_38.JPG
Description East side_Linden Ave_Forest St to Carson St
Comment
Time Stamp 7:55:38 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 59
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GeoJot+ 2018-11-01 13_20_29.JPG
Title: Home St to END
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Attributes
File Name GeoJot+ 2018-11-01 13_20_29.JPG
Description North side_Young Circle_Home St to END
Comment
Time Stamp 11:20:29 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 64,63



GRN1400 Page 8 of 202 7/19/2019 10:38:41 AM

GeoJot+ 2018-11-01 13_20_44.JPG
Title: Home St to END
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Attributes
File Name GeoJot+ 2018-11-01 13_20_44.JPG
Description North side_Young Circle_Home St to END
Comment
Time Stamp 11:20:44 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 64,63
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GeoJot+ 2018-11-01 13_21_03.JPG
Title: Home St to END
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Attributes
File Name GeoJot+ 2018-11-01 13_21_03.JPG
Description North side_Young Circle_Home St to END
Comment
Time Stamp 11:21:03 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 64,63
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GeoJot+ 2018-11-01 13_21_21.JPG
Title: Home St to END
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Attributes
File Name GeoJot+ 2018-11-01 13_21_21.JPG
Description North side_Young Circle_Home St to END
Comment
Time Stamp 11:21:21 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 64,63
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GeoJot+ 2018-11-01 13_21_38.JPG
Title: Home St to END
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Attributes
File Name GeoJot+ 2018-11-01 13_21_38.JPG
Description North side_Young Circle_Home St to END
Comment
Time Stamp 11:21:38 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 64,63
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GeoJot+ 2018-11-01 13_22_03.JPG
Title: Home St to END
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Attributes
File Name GeoJot+ 2018-11-01 13_22_03.JPG
Description North side_Young Circle_Home St to END
Comment
Time Stamp 11:22:03 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 64,63
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GeoJot+ 2018-11-01 13_22_14.JPG
Title: Home St to END
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File Name GeoJot+ 2018-11-01 13_22_14.JPG
Description North side_Young Circle_Home St to END
Comment
Time Stamp 11:22:14 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 64,63
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GeoJot+ 2018-11-01 13_22_29.JPG
Title: Home St to END
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Attributes
File Name GeoJot+ 2018-11-01 13_22_29.JPG
Description North side_Young Circle_Home St to END
Comment
Time Stamp 11:22:29 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 64,63
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GeoJot+ 2018-11-01 13_22_42.JPG
Title: Home St to END
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Attributes
File Name GeoJot+ 2018-11-01 13_22_42.JPG
Description North side_Young Circle_Home St to END
Comment
Time Stamp 11:22:42 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 64,63
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GeoJot+ 2018-11-01 13_22_51.JPG
Title: Home St to END
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Attributes
File Name GeoJot+ 2018-11-01 13_22_51.JPG
Description North side_Young Circle_Home St to END
Comment
Time Stamp 11:22:51 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 50% Passing space req'd- not provided 
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 25%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 64,63
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GeoJot+ 2018-11-01 13_26_08.JPG
Title: 902 Wesley Ave to 906 Wesley Ave
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Attributes
File Name GeoJot+ 2018-11-01 13_26_08.JPG
Description North side_Wesley Avenue_902 Wesley Ave to 906 

Wesley Ave
Comment
Time Stamp 11:26:08 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 66
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GeoJot+ 2018-11-01 13_26_28.JPG
Title: 902 Wesley Ave to 906 Wesley Ave
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Attributes
File Name GeoJot+ 2018-11-01 13_26_28.JPG
Description North side_Wesley Avenue_902 Wesley Ave to 906 

Wesley Ave
Comment
Time Stamp 11:26:28 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 66
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GeoJot+ 2018-11-01 13_26_44.JPG
Title: 902 Wesley Ave to 906 Wesley Ave
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Attributes
File Name GeoJot+ 2018-11-01 13_26_44.JPG
Description North side_Wesley Avenue_902 Wesley Ave to 906 

Wesley Ave
Comment
Time Stamp 11:26:44 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 66
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GeoJot+ 2018-11-01 13_27_10.JPG
Title: 902 Wesley Ave to 906 Wesley Ave
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Attributes
File Name GeoJot+ 2018-11-01 13_27_10.JPG
Description North side_Wesley Avenue_902 Wesley Ave to 906 

Wesley Ave
Comment
Time Stamp 11:27:10 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 66
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GeoJot+ 2018-11-01 13_27_45.JPG
Title: 902 Wesley Ave to 906 Wesley Ave
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Attributes
File Name GeoJot+ 2018-11-01 13_27_45.JPG
Description North side_Wesley Avenue_902 Wesley Ave to 906 

Wesley Ave
Comment
Time Stamp 11:27:45 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 66
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GeoJot+ 2018-11-01 13_29_27.JPG
Title: Wesley Ave to END
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Attributes
File Name GeoJot+ 2018-11-01 13_29_27.JPG
Description West side_Kirk Drive_Wesley Ave to END
Comment
Time Stamp 11:29:27 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 65,11,12
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GeoJot+ 2018-11-01 13_29_39.JPG
Title: Wesley Ave to END
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Attributes
File Name GeoJot+ 2018-11-01 13_29_39.JPG
Description West side_Kirk Drive_Wesley Ave to END
Comment
Time Stamp 11:29:39 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 65,11,12
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GeoJot+ 2018-11-01 13_29_58.JPG
Title: Wesley Ave to END
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Attributes
File Name GeoJot+ 2018-11-01 13_29_58.JPG
Description West side_Kirk Drive_Wesley Ave to END
Comment
Time Stamp 11:29:58 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 65,11,12
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GeoJot+ 2018-11-01 13_30_10.JPG
Title: Wesley Ave to END
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File Name GeoJot+ 2018-11-01 13_30_10.JPG
Description West side_Kirk Drive_Wesley Ave to END
Comment
Time Stamp 11:30:10 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 65,11,12
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GeoJot+ 2018-11-01 13_30_25.JPG
Title: Wesley Ave to END
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File Name GeoJot+ 2018-11-01 13_30_25.JPG
Description West side_Kirk Drive_Wesley Ave to END
Comment
Time Stamp 11:30:25 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 65,11,12
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GeoJot+ 2018-11-01 13_30_36.JPG
Title: Wesley Ave to END
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File Name GeoJot+ 2018-11-01 13_30_36.JPG
Description West side_Kirk Drive_Wesley Ave to END
Comment
Time Stamp 11:30:36 AM
Date Stamp 11/1/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 65,11,12



GRN1400 Page 48 of 202 7/19/2019 10:38:41 AM

GeoJot+ 2018-11-05 09_09_16.JPG
Title: Coolidge St to Forest St
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File Name GeoJot+ 2018-11-05 09_09_16.JPG
Description West side_Takoma Street_Coolidge St to Forest St
Comment
Time Stamp 7:09:16 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 43
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GeoJot+ 2018-11-05 09_09_31.JPG
Title: Coolidge St to Forest St
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Attributes
File Name GeoJot+ 2018-11-05 09_09_31.JPG
Description West side_Takoma Street_Coolidge St to Forest St
Comment
Time Stamp 7:09:31 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 43
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GeoJot+ 2018-11-05 09_09_49.JPG
Title: Coolidge St to Forest St
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Attributes
Segment Number 43
File Name GeoJot+ 2018-11-05 09_09_49.JPG
Description West side_Takoma Street_Coolidge St to Forest St
Comment
Time Stamp 7:09:49 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
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GeoJot+ 2018-11-05 09_10_07.JPG
Title: Coolidge St to Forest St
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File Name GeoJot+ 2018-11-05 09_10_07.JPG
Description West side_Takoma Street_Coolidge St to Forest St
Comment
Time Stamp 7:10:07 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 43
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GeoJot+ 2018-11-05 09_10_21.JPG
Title: Coolidge St to Forest St
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File Name GeoJot+ 2018-11-05 09_10_21.JPG
Description West side_Takoma Street_Coolidge St to Forest St
Comment
Time Stamp 7:10:21 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 43
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GeoJot+ 2018-11-05 09_10_35.JPG
Title: Coolidge St to Forest St
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File Name GeoJot+ 2018-11-05 09_10_35.JPG
Description West side_Takoma Street_Coolidge St to Forest St
Comment
Time Stamp 7:10:35 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 43
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GeoJot+ 2018-11-05 09_13_58.JPG
Title: Forest St to Carson St
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File Name GeoJot+ 2018-11-05 09_13_58.JPG
Description West side_Takoma Street_Forest St to Carson St
Comment
Time Stamp 7:13:58 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 15
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GeoJot+ 2018-11-05 09_14_13.JPG
Title: Forest St to Carson St
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File Name GeoJot+ 2018-11-05 09_14_13.JPG
Description West side_Takoma Street_Forest St to Carson St
Comment
Time Stamp 7:14:13 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 15
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GeoJot+ 2018-11-05 09_14_28.JPG
Title: Forest St to Carson St
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Attributes
File Name GeoJot+ 2018-11-05 09_14_28.JPG
Description West side_Takoma Street_Forest St to Carson St
Comment
Time Stamp 7:14:28 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 15
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GeoJot+ 2018-11-05 09_14_45.JPG
Title: Forest St to Carson St
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Attributes
File Name GeoJot+ 2018-11-05 09_14_45.JPG
Description West side_Takoma Street_Forest St to Carson St
Comment
Time Stamp 7:14:45 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 15
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GeoJot+ 2018-11-05 09_14_59.JPG
Title: Forest St to Carson St
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Attributes
File Name GeoJot+ 2018-11-05 09_14_59.JPG
Description West side_Takoma Street_Forest St to Carson St
Comment
Time Stamp 7:14:59 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 15
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GeoJot+ 2018-11-05 09_15_12.JPG
Title: Forest St to Carson St
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File Name GeoJot+ 2018-11-05 09_15_12.JPG
Description West side_Takoma Street_Forest St to Carson St
Comment
Time Stamp 7:15:12 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 15
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GeoJot+ 2018-11-05 09_16_28.JPG
Title: Takoma Ave to Monroe St
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Attributes
File Name GeoJot+ 2018-11-05 09_16_28.JPG
Description North side_Carson Street_Takoma Ave to Monroe St
Comment
Time Stamp 7:16:28 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 44
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GeoJot+ 2018-11-05 09_16_39.JPG
Title: Takoma Ave to Monroe St
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Attributes
File Name GeoJot+ 2018-11-05 09_16_39.JPG
Description North side_Carson Street_Takoma Ave to Monroe St
Comment
Time Stamp 7:16:39 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 44
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GeoJot+ 2018-11-05 09_16_51.JPG
Title: Takoma Ave to Monroe St
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Attributes
File Name GeoJot+ 2018-11-05 09_16_51.JPG
Description North side_Carson Street_Takoma Ave to Monroe St
Comment
Time Stamp 7:16:51 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 44
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GeoJot+ 2018-11-05 09_17_06.JPG
Title: Takoma Ave to Monroe St
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File Name GeoJot+ 2018-11-05 09_17_06.JPG
Description North side_Carson Street_Takoma Ave to Monroe St
Comment
Time Stamp 7:17:06 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 44
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GeoJot+ 2018-11-05 09_17_24.JPG
Title: Takoma Ave to Monroe St
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Attributes
File Name GeoJot+ 2018-11-05 09_17_24.JPG
Description North side_Carson Street_Takoma Ave to Monroe St
Comment
Time Stamp 7:17:24 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 44
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GeoJot+ 2018-11-05 09_17_43.JPG
Title: Takoma Ave to Monroe St
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Attributes
File Name GeoJot+ 2018-11-05 09_17_43.JPG
Description North side_Carson Street_Takoma Ave to Monroe St
Comment
Time Stamp 7:17:43 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 44
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GeoJot+ 2018-11-05 09_18_50.JPG
Title: Monroe St to Laurel St
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File Name GeoJot+ 2018-11-05 09_18_50.JPG
Description North side_Carson Street_Monroe St to Laurel St
Comment
Time Stamp 7:18:50 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 49,50,51
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GeoJot+ 2018-11-05 09_19_07.JPG
Title: Monroe St to Laurel St
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File Name GeoJot+ 2018-11-05 09_19_07.JPG
Description North side_Carson Street_Monroe St to Laurel St
Comment
Time Stamp 7:19:07 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 49,50,51
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GeoJot+ 2018-11-05 09_19_23.JPG
Title: Monroe St to Laurel St
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File Name GeoJot+ 2018-11-05 09_19_23.JPG
Description North side_Carson Street_Monroe St to Laurel St
Comment
Time Stamp 7:19:23 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 49,50,51
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GeoJot+ 2018-11-05 09_19_41.JPG
Title: Monroe St to Laurel St
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File Name GeoJot+ 2018-11-05 09_19_41.JPG
Description North side_Carson Street_Monroe St to Laurel St
Comment
Time Stamp 7:19:41 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 49,50,51
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GeoJot+ 2018-11-05 09_19_53.JPG
Title: Monroe St to Laurel St
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File Name GeoJot+ 2018-11-05 09_19_53.JPG
Description North side_Carson Street_Monroe St to Laurel St
Comment
Time Stamp 7:19:53 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 49,50,51
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GeoJot+ 2018-11-05 09_20_12.JPG
Title: Monroe St to Laurel St
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File Name GeoJot+ 2018-11-05 09_20_12.JPG
Description North side_Carson Street_Monroe St to Laurel St
Comment
Time Stamp 7:20:12 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 49,50,51
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GeoJot+ 2018-11-05 09_20_35.JPG
Title: Monroe St to Laurel St
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File Name GeoJot+ 2018-11-05 09_20_35.JPG
Description North side_Carson Street_Monroe St to Laurel St
Comment
Time Stamp 7:20:35 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 49,50,51



GRN1400 Page 98 of 202 7/19/2019 10:38:41 AM

GeoJot+ 2018-11-05 09_21_01.JPG
Title: Monroe St to Laurel St
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File Name GeoJot+ 2018-11-05 09_21_01.JPG
Description North side_Carson Street_Monroe St to Laurel St
Comment
Time Stamp 7:21:01 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 49,50,51
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GeoJot+ 2018-11-05 09_23_20.JPG
Title: Laurel St to Myrtle St
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Attributes
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 55
File Name GeoJot+ 2018-11-05 09_23_20.JPG
Description South side_W Main Street_Laurel St to Myrtle St
Comment
Time Stamp 7:23:20 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
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GeoJot+ 2018-11-05 09_23_39.JPG
Title: Laurel St to Myrtle St
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File Name GeoJot+ 2018-11-05 09_23_39.JPG
Description South side_W Main Street_Laurel St to Myrtle St
Comment
Time Stamp 7:23:39 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 55
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GeoJot+ 2018-11-05 09_23_57.JPG
Title: Laurel St to Myrtle St
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File Name GeoJot+ 2018-11-05 09_23_57.JPG
Description South side_W Main Street_Laurel St to Myrtle St
Comment
Time Stamp 7:23:57 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 55
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GeoJot+ 2018-11-05 09_24_11.JPG
Title: Laurel St to Myrtle St
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File Name GeoJot+ 2018-11-05 09_24_11.JPG
Description South side_W Main Street_Laurel St to Myrtle St
Comment
Time Stamp 7:24:11 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 55
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GeoJot+ 2018-11-05 09_24_29.JPG
Title: Laurel St to Myrtle St
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Attributes
File Name GeoJot+ 2018-11-05 09_24_29.JPG
Description South side_W Main Street_Laurel St to Myrtle St
Comment
Time Stamp 7:24:29 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 55
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GeoJot+ 2018-11-05 09_24_53.JPG
Title: Laurel St to Myrtle St
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Attributes
File Name GeoJot+ 2018-11-05 09_24_53.JPG
Description South side_W Main Street_Laurel St to Myrtle St
Comment
Time Stamp 7:24:53 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 55
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GeoJot+ 2018-11-05 09_25_08.JPG
Title: Laurel St to Myrtle St



GRN1400 Page 113 of 202 7/19/2019 10:38:41 AM

 

Attributes
File Name GeoJot+ 2018-11-05 09_25_08.JPG
Description South side_W Main Street_Laurel St to Myrtle St
Comment
Time Stamp 7:25:08 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 55
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GeoJot+ 2018-11-05 09_26_49.JPG
Title: Myrtle St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 09_26_49.JPG
Description South side_W Main Street_Myrtle St to 615 W Main St
Comment
Time Stamp 7:26:49 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 57
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GeoJot+ 2018-11-05 09_27_08.JPG
Title: Myrtle St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 09_27_08.JPG
Description South side_W Main Street_Myrtle St to 615 W Main St
Comment
Time Stamp 7:27:08 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 57
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GeoJot+ 2018-11-05 09_27_21.JPG
Title: Myrtle St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 09_27_21.JPG
Description South side_W Main Street_Myrtle St to 615 W Main St
Comment
Time Stamp 7:27:21 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 57
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GeoJot+ 2018-11-05 09_27_38.JPG
Title: Myrtle St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 09_27_38.JPG
Description South side_W Main Street_Myrtle St to 615 W Main St
Comment
Time Stamp 7:27:38 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 57
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GeoJot+ 2018-11-05 09_27_57.JPG
Title: Myrtle St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 09_27_57.JPG
Description South side_W Main Street_Myrtle St to 615 W Main St
Comment
Time Stamp 7:27:57 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 57
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GeoJot+ 2018-11-05 09_28_21.JPG
Title: Myrtle St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 09_28_21.JPG
Description South side_W Main Street_Myrtle St to 615 W Main St
Comment
Time Stamp 7:28:21 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 57
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GeoJot+ 2018-11-05 09_28_44.JPG
Title: Myrtle St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 09_28_44.JPG
Description South side_W Main Street_Myrtle St to 615 W Main St
Comment
Time Stamp 7:28:44 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 57
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GeoJot+ 2018-11-05 09_29_05.JPG
Title: Myrtle St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 09_29_05.JPG
Description South side_W Main Street_Myrtle St to 615 W Main St
Comment
Time Stamp 7:29:05 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 57
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GeoJot+ 2018-11-05 09_29_31.JPG
Title: Myrtle St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 09_29_31.JPG
Description South side_W Main Street_Myrtle St to 615 W Main St
Comment
Time Stamp 7:29:31 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 57
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GeoJot+ 2018-11-05 09_36_40.JPG
Title: 820 W Irish St to 810 W Irish St
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Attributes
File Name GeoJot+ 2018-11-05 09_36_40.JPG
Description North side_W Irish Street_820 W Irish St to 810 W 

Irish St
Comment
Time Stamp 7:36:40 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 60
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GeoJot+ 2018-11-05 09_37_01.JPG
Title: 820 W Irish St to 810 W Irish St
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Attributes
File Name GeoJot+ 2018-11-05 09_37_01.JPG
Description North side_W Irish Street_820 W Irish St to 810 W 

Irish St
Comment
Time Stamp 7:37:01 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 60
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GeoJot+ 2018-11-05 09_37_32.JPG
Title: 820 W Irish St to 810 W Irish St
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Attributes
File Name GeoJot+ 2018-11-05 09_37_32.JPG
Description North side_W Irish Street_820 W Irish St to 810 W 

Irish St
Comment
Time Stamp 7:37:32 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 60
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GeoJot+ 2018-11-05 09_37_55.JPG
Title: 820 W Irish St to 810 W Irish St
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Attributes
File Name GeoJot+ 2018-11-05 09_37_55.JPG
Description North side_W Irish Street_820 W Irish St to 810 W 

Irish St
Comment
Time Stamp 7:37:55 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 60
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GeoJot+ 2018-11-05 09_38_17.JPG
Title: 820 W Irish St to 810 W Irish St
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Attributes
File Name GeoJot+ 2018-11-05 09_38_17.JPG
Description North side_W Irish Street_820 W Irish St to 810 W 

Irish St
Comment
Time Stamp 7:38:17 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 60
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GeoJot+ 2018-11-05 09_38_41.JPG
Title: 820 W Irish St to 810 W Irish St
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Attributes
File Name GeoJot+ 2018-11-05 09_38_41.JPG
Description North side_W Irish Street_820 W Irish St to 810 W 

Irish St
Comment
Time Stamp 7:38:41 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 60
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GeoJot+ 2018-11-05 09_39_13.JPG
Title: 820 W Irish St to 810 W Irish St
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Attributes
File Name GeoJot+ 2018-11-05 09_39_13.JPG
Description North side_W Irish Street_820 W Irish St to 810 W 

Irish St
Comment
Time Stamp 7:39:13 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 60
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GeoJot+ 2018-11-05 09_39_34.JPG
Title: 820 W Irish St to 810 W Irish St
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Attributes
File Name GeoJot+ 2018-11-05 09_39_34.JPG
Description North side_W Irish Street_820 W Irish St to 810 W 

Irish St
Comment
Time Stamp 7:39:34 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 60
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GeoJot+ 2018-11-05 09_39_55.JPG
Title: 820 W Irish St to 810 W Irish St
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Attributes
File Name GeoJot+ 2018-11-05 09_39_55.JPG
Description North side_W Irish Street_820 W Irish St to 810 W 

Irish St
Comment
Time Stamp 7:39:55 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 60
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GeoJot+ 2018-11-05 09_40_10.JPG
Title: 820 W Irish St to 810 W Irish St
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Attributes
File Name GeoJot+ 2018-11-05 09_40_10.JPG
Description North side_W Irish Street_820 W Irish St to 810 W 

Irish St
Comment
Time Stamp 7:40:10 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 60
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GeoJot+ 2018-11-05 09_40_36.JPG
Title: 820 W Irish St to 810 W Irish St
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Attributes
File Name GeoJot+ 2018-11-05 09_40_36.JPG
Description North side_W Irish Street_820 W Irish St to 810 W 

Irish St
Comment
Time Stamp 7:40:36 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 60
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GeoJot+ 2018-11-05 09_46_17.JPG
Title: Westown Florist
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Attributes
File Name GeoJot+ 2018-11-05 09_46_17.JPG
Description South side_W Main Street_Westown Florist
Comment
Time Stamp 7:46:17 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 17,58,47,46,45,18
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GeoJot+ 2018-11-05 09_47_59.JPG
Title: Monroe St to 105 Asheville Hwy
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Attributes
File Name GeoJot+ 2018-11-05 09_47_59.JPG
Description South side_W Main Street_Monroe St to 105 Asheville 

Hwy
Comment
Time Stamp 7:47:59 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 17,58,47,46,45,18
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GeoJot+ 2018-11-05 09_48_15.JPG
Title: Monroe St to 105 Asheville Hwy
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Attributes
File Name GeoJot+ 2018-11-05 09_48_15.JPG
Description South side_W Main Street_Monroe St to 105 Asheville 

Hwy
Comment
Time Stamp 7:48:15 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 17,58,47,46,45,18
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GeoJot+ 2018-11-05 09_48_33.JPG
Title: Monroe St to 105 Asheville Hwy
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Attributes
File Name GeoJot+ 2018-11-05 09_48_33.JPG
Description South side_W Main Street_Monroe St to 105 Asheville 

Hwy
Comment
Time Stamp 7:48:33 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 17,58,47,46,45,18
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GeoJot+ 2018-11-05 09_48_50.JPG
Title: Monroe St to 105 Asheville Hwy
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Attributes
File Name GeoJot+ 2018-11-05 09_48_50.JPG
Description South side_W Main Street_Monroe St to 105 Asheville 

Hwy
Comment
Time Stamp 7:48:50 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 17,58,47,46,45,18
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GeoJot+ 2018-11-05 09_49_07.JPG
Title: Monroe St to 105 Asheville Hwy
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Attributes
File Name GeoJot+ 2018-11-05 09_49_07.JPG
Description South side_W Main Street_Monroe St to 105 Asheville 

Hwy
Comment
Time Stamp 7:49:07 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 17,58,47,46,45,18
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GeoJot+ 2018-11-05 09_49_20.JPG
Title: Monroe St to 105 Asheville Hwy
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Attributes
File Name GeoJot+ 2018-11-05 09_49_20.JPG
Description South side_W Main Street_Monroe St to 105 Asheville 

Hwy
Comment
Time Stamp 7:49:20 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 17,58,47,46,45,18
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GeoJot+ 2018-11-05 09_49_37.JPG
Title: Monroe St to 105 Asheville Hwy
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Attributes
File Name GeoJot+ 2018-11-05 09_49_37.JPG
Description South side_W Main Street_Monroe St to 105 Asheville 

Hwy
Comment
Time Stamp 7:49:37 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 17,58,47,46,45,18
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GeoJot+ 2018-11-05 09_49_52.JPG
Title: Monroe St to 105 Asheville Hwy
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Attributes
File Name GeoJot+ 2018-11-05 09_49_52.JPG
Description South side_W Main Street_Monroe St to 105 Asheville 

Hwy
Comment
Time Stamp 7:49:52 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 17,58,47,46,45,18
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GeoJot+ 2018-11-05 09_50_06.JPG
Title: Monroe St to 105 Asheville Hwy
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Attributes
File Name GeoJot+ 2018-11-05 09_50_06.JPG
Description South side_W Main Street_Monroe St to 105 Asheville 

Hwy
Comment
Time Stamp 7:50:06 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 17,58,47,46,45,18
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GeoJot+ 2018-11-05 09_50_29.JPG
Title: Monroe St to 105 Asheville Hwy
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Attributes
File Name GeoJot+ 2018-11-05 09_50_29.JPG
Description South side_W Main Street_Monroe St to 105 Asheville 

Hwy
Comment
Time Stamp 7:50:29 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 17,58,47,46,45,18



GRN1400 Page 176 of 202 7/19/2019 10:38:41 AM

GeoJot+ 2018-11-05 09_50_45.JPG
Title: Monroe St to 105 Asheville Hwy
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Attributes
File Name GeoJot+ 2018-11-05 09_50_45.JPG
Description South side_W Main Street_Monroe St to 105 Asheville 

Hwy
Comment
Time Stamp 7:50:45 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels 10 to 50%   25%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions Restricts PAR to 36-42"   25%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 25%
Protrusions-  Priority 100%
Obstructions- Priority 25%
Seperations/Openings- Priority 0%
Segment Number 17,58,47,46,45,18
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GeoJot+ 2018-11-05 13_36_39.JPG
Title: Laurel St to Myrtle St
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Attributes
File Name GeoJot+ 2018-11-05 13_36_39.JPG
Description North side_Carson Street_Laurel St to Myrtle St
Comment Sidewalk currently being upgraded to meet standards
Time Stamp 11:36:39 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 53,54
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GeoJot+ 2018-11-05 13_39_56.JPG
Title: 805 Carson St to Myrtle St
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Attributes
File Name GeoJot+ 2018-11-05 13_39_56.JPG
Description South side_Carson Street_805 Carson St to Myrtle St
Comment
Time Stamp 11:39:56 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 5,19
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GeoJot+ 2018-11-05 13_40_12.JPG
Title: 805 Carson St to Myrtle St
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Attributes
File Name GeoJot+ 2018-11-05 13_40_12.JPG
Description South side_Carson Street_805 Carson St to Myrtle St
Comment
Time Stamp 11:40:12 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 5,19
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GeoJot+ 2018-11-05 13_40_33.JPG
Title: Myrtle St to 723 Carson St
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Attributes
File Name GeoJot+ 2018-11-05 13_40_33.JPG
Description South side_Carson Street_Myrtle St to 723 Carson St
Comment
Time Stamp 11:40:33 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 5,19
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GeoJot+ 2018-11-05 13_40_49.JPG
Title: Myrtle St to 723 Carson St
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Attributes
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 5,19
File Name GeoJot+ 2018-11-05 13_40_49.JPG
Description South side_Carson Street_Myrtle St to 723 Carson St
Comment
Time Stamp 11:40:49 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
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GeoJot+ 2018-11-05 13_41_07.JPG
Title: Myrtle St to 723 Carson St
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Attributes
File Name GeoJot+ 2018-11-05 13_41_07.JPG
Description South side_Carson Street_Myrtle St to 723 Carson St
Comment
Time Stamp 11:41:07 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 5,19
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GeoJot+ 2018-11-05 13_43_28.JPG
Title: Myrtle St to Linden Ave
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Attributes
File Name GeoJot+ 2018-11-05 13_43_28.JPG
Description North side_Carson Street_Myrtle St to Linden Ave
Comment
Time Stamp 11:43:28 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_43_47.JPG
Title: Myrtle St to Linden Ave
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Attributes
File Name GeoJot+ 2018-11-05 13_43_47.JPG
Description North side_Carson Street_Myrtle St to Linden Ave
Comment
Time Stamp 11:43:47 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_44_12.JPG
Title: Myrtle St to Linden Ave
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Attributes
File Name GeoJot+ 2018-11-05 13_44_12.JPG
Description North side_Carson Street_Myrtle St to Linden Ave
Comment
Time Stamp 11:44:12 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_44_31.JPG
Title: Myrtle St to Linden Ave
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Attributes
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
File Name GeoJot+ 2018-11-05 13_44_31.JPG
Description North side_Carson Street_Myrtle St to Linden Ave
Comment
Time Stamp 11:44:31 AM
Date Stamp 11/5/2018
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GeoJot+ 2018-11-05 13_44_49.JPG
Title: Myrtle St to Linden Ave
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Attributes
File Name GeoJot+ 2018-11-05 13_44_49.JPG
Description North side_Carson Street_Myrtle St to Linden Ave
Comment
Time Stamp 11:44:49 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_45_10.JPG
Title: Myrtle St to Linden Ave
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Attributes
File Name GeoJot+ 2018-11-05 13_45_10.JPG
Description North side_Carson Street_Myrtle St to Linden Ave
Comment
Time Stamp 11:45:10 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_45_41.JPG
Title: Myrtle St to Linden Ave
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Attributes
File Name GeoJot+ 2018-11-05 13_45_41.JPG
Description North side_Carson Street_Myrtle St to Linden Ave
Comment
Time Stamp 11:45:41 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_46_01.JPG
Title: Myrtle St to Linden Ave
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Attributes
File Name GeoJot+ 2018-11-05 13_46_01.JPG
Description North side_Carson Street_Myrtle St to Linden Ave
Comment
Time Stamp 11:46:01 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_46_18.JPG
Title: Myrtle St to Linden Ave
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Attributes
File Name GeoJot+ 2018-11-05 13_46_18.JPG
Description North side_Carson Street_Myrtle St to Linden Ave
Comment
Time Stamp 11:46:18 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_46_28.JPG
Title: Myrtle St to Linden Ave
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Attributes
File Name GeoJot+ 2018-11-05 13_46_28.JPG
Description North side_Carson Street_Myrtle St to Linden Ave
Comment
Time Stamp 11:46:28 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_46_43.JPG
Title: Carson St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 13_46_43.JPG
Description North side_Linden Ave_Carson St to 615 W Main St
Comment
Time Stamp 11:46:43 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_46_57.JPG
Title: Carson St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 13_46_57.JPG
Description North side_Linden Ave_Carson St to 615 W Main St
Comment
Time Stamp 11:46:57 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_47_16.JPG
Title: Carson St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 13_47_16.JPG
Description North side_Linden Ave_Carson St to 615 W Main St
Comment
Time Stamp 11:47:16 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_47_29.JPG
Title: Carson St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 13_47_29.JPG
Description North side_Linden Ave_Carson St to 615 W Main St
Comment
Time Stamp 11:47:29 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_47_46.JPG
Title: Carson St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 13_47_46.JPG
Description North side_Linden Ave_Carson St to 615 W Main St
Comment
Time Stamp 11:47:46 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_48_02.JPG
Title: Carson St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 13_48_02.JPG
Description North side_Linden Ave_Carson St to 615 W Main St
Comment
Time Stamp 11:48:02 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_48_19.JPG
Title: Carson St to 615 W Main St
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Attributes
File Name GeoJot+ 2018-11-05 13_48_19.JPG
Description North side_Linden Ave_Carson St to 615 W Main St
Comment
Time Stamp 11:48:19 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (25%) Protrusions above 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 25%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 58
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GeoJot+ 2018-11-05 13_55_48.JPG
Title: Veterans Memorial Park
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Attributes
File Name GeoJot+ 2018-11-05 13_55_48.JPG
Description South side_Forest Street_Veterans Memorial Park
Comment
Time Stamp 11:55:48 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 52
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GeoJot+ 2018-11-05 13_56_14.JPG
Title: Veterans Memorial Park
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Attributes
File Name GeoJot+ 2018-11-05 13_56_14.JPG
Description South side_Forest Street_Veterans Memorial Park
Comment
Time Stamp 11:56:14 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 52



GRN1500 Page 28 of 202 7/19/2019 11:27:20 AM

GeoJot+ 2018-11-05 13_56_43.JPG
Title: Veterans Memorial Park
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Attributes
File Name GeoJot+ 2018-11-05 13_56_43.JPG
Description South side_Forest Street_Veterans Memorial Park
Comment
Time Stamp 11:56:43 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 52
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GeoJot+ 2018-11-05 13_57_09.JPG
Title: Veterans Memorial Park
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Attributes
File Name GeoJot+ 2018-11-05 13_57_09.JPG
Description South side_Forest Street_Veterans Memorial Park
Comment
Time Stamp 11:57:09 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 52
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GeoJot+ 2018-11-05 13_57_38.JPG
Title: Veterans Memorial Park
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Attributes
File Name GeoJot+ 2018-11-05 13_57_38.JPG
Description South side_Forest Street_Veterans Memorial Park
Comment
Time Stamp 11:57:38 AM
Date Stamp 11/5/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 52
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GeoJot+ 2018-11-06 09_45_54.JPG
Title: Snapps Ferry Rd to Tusculum View Ext
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Attributes
File Name GeoJot+ 2018-11-06 09_45_54.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:45:54 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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GeoJot+ 2018-11-06 09_46_03.JPG
Title: Snapps Ferry Rd to Tusculum View Ext
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Attributes
File Name GeoJot+ 2018-11-06 09_46_03.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:46:03 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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GeoJot+ 2018-11-06 09_46_13.JPG
Title: Snapps Ferry Rd to Tusculum View Ext
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Attributes
File Name GeoJot+ 2018-11-06 09_46_13.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:46:13 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_46_35.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:46:35 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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Attributes
File Name GeoJot+ 2018-11-06 09_47_01.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:47:01 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_47_23.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:47:23 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_47_46.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:47:46 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_48_06.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:48:06 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_48_31.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:48:31 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158



GRN1500 Page 52 of 202 7/19/2019 11:27:20 AM

GeoJot+ 2018-11-06 09_48_56.JPG
Title: Snapps Ferry Rd to Tusculum View Ext



GRN1500 Page 53 of 202 7/19/2019 11:27:20 AM

 

Attributes
File Name GeoJot+ 2018-11-06 09_48_56.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:48:56 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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Attributes
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
File Name GeoJot+ 2018-11-06 09_49_25.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:49:25 AM
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File Name GeoJot+ 2018-11-06 09_49_50.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:49:50 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_50_17.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:50:17 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_50_40.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:50:40 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_51_03.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:51:03 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_51_30.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:51:30 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158



GRN1500 Page 66 of 202 7/19/2019 11:27:20 AM

GeoJot+ 2018-11-06 09_51_54.JPG
Title: Snapps Ferry Rd to Tusculum View Ext



GRN1500 Page 67 of 202 7/19/2019 11:27:20 AM

 

Attributes
File Name GeoJot+ 2018-11-06 09_51_54.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:51:54 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_52_26.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:52:26 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_52_42.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:52:42 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_53_03.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:53:03 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_53_13.JPG
Description West side_Gass Drive_Snapps Ferry Rd to Tusculum 

View Ext
Comment
Time Stamp 7:53:13 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 158
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File Name GeoJot+ 2018-11-06 09_59_02.JPG
Description West side_Luther Street_Elk St to 1725 Lafayette St
Comment
Time Stamp 7:59:02 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 265
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File Name GeoJot+ 2018-11-06 09_59_25.JPG
Description West side_Luther Street_Elk St to 1725 Lafayette St
Comment
Time Stamp 7:59:25 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 265
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Title: Elk St to 1725 Lafayette St



GRN1500 Page 81 of 202 7/19/2019 11:27:20 AM

 

Attributes
File Name GeoJot+ 2018-11-06 09_59_46.JPG
Description West side_Luther Street_Elk St to 1725 Lafayette St
Comment
Time Stamp 7:59:46 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 265
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File Name GeoJot+ 2018-11-06 10_00_07.JPG
Description West side_Luther Street_Elk St to 1725 Lafayette St
Comment
Time Stamp 8:00:07 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 265
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GeoJot+ 2018-11-06 10_05_51.JPG
Title: Tusculum View Ext to Emory Rd
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Attributes
File Name GeoJot+ 2018-11-06 10_05_51.JPG
Description South side_Gass Drive_Tusculum View Ext to Emory 

Rd
Comment
Time Stamp 8:05:51 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 160
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GeoJot+ 2018-11-06 10_06_15.JPG
Title: Tusculum View Ext to Emory Rd
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Attributes
File Name GeoJot+ 2018-11-06 10_06_15.JPG
Description South side_Gass Drive_Tusculum View Ext to Emory 

Rd
Comment
Time Stamp 8:06:15 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 160
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GeoJot+ 2018-11-06 10_06_35.JPG
Title: Tusculum View Ext to Emory Rd
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Attributes
File Name GeoJot+ 2018-11-06 10_06_35.JPG
Description South side_Gass Drive_Tusculum View Ext to Emory 

Rd
Comment
Time Stamp 8:06:35 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 160
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GeoJot+ 2018-11-06 10_06_59.JPG
Title: Tusculum View Ext to Emory Rd
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Attributes
File Name GeoJot+ 2018-11-06 10_06_59.JPG
Description South side_Gass Drive_Tusculum View Ext to Emory 

Rd
Comment
Time Stamp 8:06:59 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 160
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GeoJot+ 2018-11-06 10_07_24.JPG
Title: Tusculum View Ext to Emory Rd
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Attributes
File Name GeoJot+ 2018-11-06 10_07_24.JPG
Description South side_Gass Drive_Tusculum View Ext to Emory 

Rd
Comment
Time Stamp 8:07:24 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 160
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GeoJot+ 2018-11-06 10_09_51.JPG
Title: Emory Rd to Fairgrounds Rd
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Attributes
File Name GeoJot+ 2018-11-06 10_09_51.JPG
Description South side_Tusculum View Exit_Emory Rd to 

Fairgrounds Rd
Comment
Time Stamp 8:09:51 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 161
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GeoJot+ 2018-11-06 10_10_19.JPG
Title: Emory Rd to Fairgrounds Rd
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Attributes
File Name GeoJot+ 2018-11-06 10_10_19.JPG
Description South side_Tusculum View Exit_Emory Rd to 

Fairgrounds Rd
Comment
Time Stamp 8:10:19 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 161
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GeoJot+ 2018-11-06 10_10_41.JPG
Title: Emory Rd to Fairgrounds Rd
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Attributes
File Name GeoJot+ 2018-11-06 10_10_41.JPG
Description South side_Tusculum View Exit_Emory Rd to 

Fairgrounds Rd
Comment
Time Stamp 8:10:41 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 161
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GeoJot+ 2018-11-06 10_11_01.JPG
Title: Emory Rd to Fairgrounds Rd
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Attributes
Segment Number 161
File Name GeoJot+ 2018-11-06 10_11_01.JPG
Description South side_Tusculum View Exit_Emory Rd to 

Fairgrounds Rd
Comment
Time Stamp 8:11:01 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
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GeoJot+ 2018-11-06 10_11_17.JPG
Title: Emory Rd to Fairgrounds Rd
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File Name GeoJot+ 2018-11-06 10_11_17.JPG
Description South side_Tusculum View Exit_Emory Rd to 

Fairgrounds Rd
Comment
Time Stamp 8:11:17 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 161
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GeoJot+ 2018-11-06 10_11_34.JPG
Title: Emory Rd to Fairgrounds Rd
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File Name GeoJot+ 2018-11-06 10_11_34.JPG
Description South side_Tusculum View Exit_Emory Rd to 

Fairgrounds Rd
Comment
Time Stamp 8:11:34 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 161
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GeoJot+ 2018-11-06 10_16_11.JPG
Title: Fairgrounds Rd to 1000 Monarch Pointe
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File Name GeoJot+ 2018-11-06 10_16_11.JPG
Description North side_Tusculum View Ext_Fairgrounds Rd to 

1000 Monarch Pointe
Comment
Time Stamp 8:16:11 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 159
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GeoJot+ 2018-11-06 10_16_28.JPG
Title: Fairgrounds Rd to 1000 Monarch Pointe
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File Name GeoJot+ 2018-11-06 10_16_28.JPG
Description North side_Tusculum View Ext_Fairgrounds Rd to 

1000 Monarch Pointe
Comment
Time Stamp 8:16:28 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 159
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GeoJot+ 2018-11-06 10_16_49.JPG
Title: Fairgrounds Rd to 1000 Monarch Pointe
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File Name GeoJot+ 2018-11-06 10_16_49.JPG
Description North side_Tusculum View Ext_Fairgrounds Rd to 

1000 Monarch Pointe
Comment
Time Stamp 8:16:49 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 159
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GeoJot+ 2018-11-06 10_17_08.JPG
Title: Fairgrounds Rd to 1000 Monarch Pointe
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Attributes
File Name GeoJot+ 2018-11-06 10_17_08.JPG
Description North side_Tusculum View Ext_Fairgrounds Rd to 

1000 Monarch Pointe
Comment
Time Stamp 8:17:08 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 159



GRN1500 Page 114 of 202 7/19/2019 11:27:20 AM

GeoJot+ 2018-11-06 10_17_26.JPG
Title: Fairgrounds Rd to 1000 Monarch Pointe
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File Name GeoJot+ 2018-11-06 10_17_26.JPG
Description North side_Tusculum View Ext_Fairgrounds Rd to 

1000 Monarch Pointe
Comment
Time Stamp 8:17:26 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 159
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GeoJot+ 2018-11-06 10_17_45.JPG
Title: Fairgrounds Rd to 1000 Monarch Pointe
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File Name GeoJot+ 2018-11-06 10_17_45.JPG
Description North side_Tusculum View Ext_Fairgrounds Rd to 

1000 Monarch Pointe
Comment
Time Stamp 8:17:45 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 159
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GeoJot+ 2018-11-06 10_18_04.JPG
Title: Fairgrounds Rd to 1000 Monarch Pointe
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Attributes
File Name GeoJot+ 2018-11-06 10_18_04.JPG
Description North side_Tusculum View Ext_Fairgrounds Rd to 

1000 Monarch Pointe
Comment
Time Stamp 8:18:04 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 159
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GeoJot+ 2018-11-06 10_18_27.JPG
Title: 1000 Monarch Pointe to Snapps Ferry Rd
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Attributes
File Name GeoJot+ 2018-11-06 10_18_27.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:18:27 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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GeoJot+ 2018-11-06 10_18_47.JPG
Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_18_47.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:18:47 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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GeoJot+ 2018-11-06 10_19_08.JPG
Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_19_08.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:19:08 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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GeoJot+ 2018-11-06 10_19_33.JPG
Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_19_33.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:19:33 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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Attributes
File Name GeoJot+ 2018-11-06 10_19_55.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:19:55 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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GeoJot+ 2018-11-06 10_20_23.JPG
Title: 1000 Monarch Pointe to Snapps Ferry Rd
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Attributes
File Name GeoJot+ 2018-11-06 10_20_23.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:20:23 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2



GRN1500 Page 132 of 202 7/19/2019 11:27:20 AM

GeoJot+ 2018-11-06 10_20_44.JPG
Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_20_44.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:20:44 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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Title: 1000 Monarch Pointe to Snapps Ferry Rd
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Attributes
File Name GeoJot+ 2018-11-06 10_21_07.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:21:07 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_21_35.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:21:35 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_22_02.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:22:02 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_22_29.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:22:29 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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GeoJot+ 2018-11-06 10_22_55.JPG
Title: 1000 Monarch Pointe to Snapps Ferry Rd
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Attributes
File Name GeoJot+ 2018-11-06 10_22_55.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:22:55 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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GeoJot+ 2018-11-06 10_23_15.JPG
Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_23_15.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:23:15 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_23_33.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:23:33 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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Title: 1000 Monarch Pointe to Snapps Ferry Rd
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Attributes
Seperations/Openings- Priority
Segment Number 2
File Name GeoJot+ 2018-11-06 10_24_02.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:24:02 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
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GeoJot+ 2018-11-06 10_24_29.JPG
Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_24_29.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:24:29 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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Title: 1000 Monarch Pointe to Snapps Ferry Rd
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Attributes
File Name GeoJot+ 2018-11-06 10_24_59.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:24:59 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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GeoJot+ 2018-11-06 10_25_12.JPG
Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_25_12.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:25:12 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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GeoJot+ 2018-11-06 10_25_28.JPG
Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_25_28.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:25:28 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_25_54.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:25:54 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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GeoJot+ 2018-11-06 10_26_24.JPG
Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_26_24.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:26:24 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2
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GeoJot+ 2018-11-06 10_26_41.JPG
Title: 1000 Monarch Pointe to Snapps Ferry Rd
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File Name GeoJot+ 2018-11-06 10_26_41.JPG
Description North side_Gass Drive_1000 Monarch Pointe to 

Snapps Ferry Rd
Comment
Time Stamp 8:26:41 AM
Date Stamp 11/6/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 2



GRN1500 Page 164 of 202 7/19/2019 11:27:20 AM
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Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_17_18.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:17:18 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_17_36.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:17:36 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_17_59.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:17:59 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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Title: Fairgrounds Rd to N Rufe Taylor Rd



GRN1500 Page 171 of 202 7/19/2019 11:27:20 AM

 

Attributes
File Name GeoJot+ 2018-11-07 10_18_23.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:18:23 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_18_47.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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Attributes
File Name GeoJot+ 2018-11-07 10_18_47.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:18:47 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_19_07.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_19_07.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:19:07 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_19_29.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_19_29.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:19:29 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_19_54.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_19_54.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:19:54 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_20_17.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_20_17.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:20:17 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_20_39.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_20_39.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:20:39 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_21_07.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_21_07.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:21:07 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_21_20.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_21_20.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:21:20 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_21_50.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd



GRN1500 Page 189 of 202 7/19/2019 11:27:20 AM

 

Attributes
File Name GeoJot+ 2018-11-07 10_21_50.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:21:50 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_22_10.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_22_10.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:22:10 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_22_28.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_22_28.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:22:28 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_22_56.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_22_56.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:22:56 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_23_22.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_23_22.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:23:22 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_23_51.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_23_51.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:23:51 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_24_28.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_24_28.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:24:28 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_24_50.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_24_50.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:24:50 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_25_08.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd



GRN1600 Page 5 of 202 7/19/2019 12:29:14 PM

 

Attributes
File Name GeoJot+ 2018-11-07 10_25_08.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:25:08 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_25_43.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:25:43 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_25_55.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:25:55 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_26_19.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_26_19.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:26:19 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_26_49.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_26_49.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:26:49 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_27_22.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_27_22.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:27:22 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_27_52.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd



GRN1600 Page 17 of 202 7/19/2019 12:29:14 PM

 

Attributes
File Name GeoJot+ 2018-11-07 10_27_52.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:27:52 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_28_17.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_28_17.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:28:17 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_28_40.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_28_40.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:28:40 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_29_07.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_29_07.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:29:07 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_29_32.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:29:32 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_29_55.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:29:55 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_30_23.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:30:23 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_30_46.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:30:46 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_31_09.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:31:09 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-07 10_31_33.JPG
Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_31_33.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:31:33 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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Title: Fairgrounds Rd to N Rufe Taylor Rd
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File Name GeoJot+ 2018-11-07 10_31_44.JPG
Description North side_Jeff Woods Memorial Drive_Fairgrounds 

Rd to N Rufe Taylor Rd
Comment
Time Stamp 8:31:44 AM
Date Stamp 11/7/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 163
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GeoJot+ 2018-11-08 09_20_37.JPG
Title: END to Watercress Dr
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File Name GeoJot+ 2018-11-08 09_20_37.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:20:37 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268
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GeoJot+ 2018-11-08 09_20_56.JPG
Title: END to Watercress Dr
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File Name GeoJot+ 2018-11-08 09_20_56.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:20:56 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268
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Title: END to Watercress Dr
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File Name GeoJot+ 2018-11-08 09_21_12.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:21:12 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268
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Title: END to Watercress Dr
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File Name GeoJot+ 2018-11-08 09_21_24.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:21:24 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268
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GeoJot+ 2018-11-08 09_21_44.JPG
Title: END to Watercress Dr
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File Name GeoJot+ 2018-11-08 09_21_44.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:21:44 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268



GRN1600 Page 48 of 202 7/19/2019 12:29:14 PM
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Title: END to Watercress Dr
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File Name GeoJot+ 2018-11-08 09_22_04.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:22:04 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268



GRN1600 Page 50 of 202 7/19/2019 12:29:14 PM

GeoJot+ 2018-11-08 09_22_23.JPG
Title: END to Watercress Dr
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File Name GeoJot+ 2018-11-08 09_22_23.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:22:23 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268
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Title: END to Watercress Dr
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File Name GeoJot+ 2018-11-08 09_22_43.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:22:43 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268
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GeoJot+ 2018-11-08 09_23_01.JPG
Title: END to Watercress Dr
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Attributes
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268
File Name GeoJot+ 2018-11-08 09_23_01.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:23:01 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
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File Name GeoJot+ 2018-11-08 09_23_22.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:23:22 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268
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GeoJot+ 2018-11-08 09_23_43.JPG
Title: END to Watercress Dr
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File Name GeoJot+ 2018-11-08 09_23_43.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:23:43 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268
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GeoJot+ 2018-11-08 09_24_01.JPG
Title: END to Watercress Dr



GRN1600 Page 61 of 202 7/19/2019 12:29:14 PM

 

Attributes
File Name GeoJot+ 2018-11-08 09_24_01.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:24:01 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268



GRN1600 Page 62 of 202 7/19/2019 12:29:14 PM

GeoJot+ 2018-11-08 09_24_17.JPG
Title: END to Watercress Dr
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Attributes
File Name GeoJot+ 2018-11-08 09_24_17.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:24:17 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268
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GeoJot+ 2018-11-08 09_24_40.JPG
Title: END to Watercress Dr
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Attributes
File Name GeoJot+ 2018-11-08 09_24_40.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:24:40 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268
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GeoJot+ 2018-11-08 09_24_55.JPG
Title: END to Watercress Dr
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Attributes
File Name GeoJot+ 2018-11-08 09_24_55.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:24:55 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268
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GeoJot+ 2018-11-08 09_25_09.JPG
Title: END to Watercress Dr
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Attributes
File Name GeoJot+ 2018-11-08 09_25_09.JPG
Description North side_Bonita Way_END to Watercress Dr
Comment
Time Stamp 7:25:09 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 268
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GeoJot+ 2018-11-08 09_27_12.JPG
Title: Bonita Way to END
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Attributes
File Name GeoJot+ 2018-11-08 09_27_12.JPG
Description South side_Watercress Drive_Bonita Way to END
Comment
Time Stamp 7:27:12 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 340
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GeoJot+ 2018-11-08 09_27_35.JPG
Title: Bonita Way to END
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File Name GeoJot+ 2018-11-08 09_27_35.JPG
Description South side_Watercress Drive_Bonita Way to END
Comment
Time Stamp 7:27:35 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 340
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GeoJot+ 2018-11-08 09_27_49.JPG
Title: Bonita Way to END
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File Name GeoJot+ 2018-11-08 09_27_49.JPG
Description South side_Watercress Drive_Bonita Way to END
Comment
Time Stamp 7:27:49 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 340
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GeoJot+ 2018-11-08 09_28_00.JPG
Title: Bonita Way to END
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File Name GeoJot+ 2018-11-08 09_28_00.JPG
Description South side_Watercress Drive_Bonita Way to END
Comment
Time Stamp 7:28:00 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 340
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GeoJot+ 2018-11-08 09_28_14.JPG
Title: Bonita Way to END
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File Name GeoJot+ 2018-11-08 09_28_14.JPG
Description South side_Watercress Drive_Bonita Way to END
Comment
Time Stamp 7:28:14 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 340
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GeoJot+ 2018-11-08 09_28_34.JPG
Title: Bonita Way to END
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Attributes
File Name GeoJot+ 2018-11-08 09_28_34.JPG
Description South side_Watercress Drive_Bonita Way to END
Comment
Time Stamp 7:28:34 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 340
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GeoJot+ 2018-11-08 09_28_44.JPG
Title: Bonita Way to END
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File Name GeoJot+ 2018-11-08 09_28_44.JPG
Description South side_Watercress Drive_Bonita Way to END
Comment
Time Stamp 7:28:44 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 340
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GeoJot+ 2018-11-08 09_28_55.JPG
Title: Bonita Way to END
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File Name GeoJot+ 2018-11-08 09_28_55.JPG
Description South side_Watercress Drive_Bonita Way to END
Comment
Time Stamp 7:28:55 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 340
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GeoJot+ 2018-11-08 09_31_57.JPG
Title: Watercress Dr to END
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File Name GeoJot+ 2018-11-08 09_31_57.JPG
Description West side_Goldenrod Lane_Watercress Dr to END
Comment
Time Stamp 7:31:57 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 267
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GeoJot+ 2018-11-08 09_32_17.JPG
Title: Watercress Dr to END
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File Name GeoJot+ 2018-11-08 09_32_17.JPG
Description West side_Goldenrod Lane_Watercress Dr to END
Comment
Time Stamp 7:32:17 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 267
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GeoJot+ 2018-11-08 09_32_31.JPG
Title: Watercress Dr to END
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File Name GeoJot+ 2018-11-08 09_32_31.JPG
Description West side_Goldenrod Lane_Watercress Dr to END
Comment
Time Stamp 7:32:31 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 267
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GeoJot+ 2018-11-08 09_32_45.JPG
Title: Watercress Dr to END
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File Name GeoJot+ 2018-11-08 09_32_45.JPG
Description West side_Goldenrod Lane_Watercress Dr to END
Comment
Time Stamp 7:32:45 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 267
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GeoJot+ 2018-11-08 09_32_59.JPG
Title: Watercress Dr to END
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File Name GeoJot+ 2018-11-08 09_32_59.JPG
Description West side_Goldenrod Lane_Watercress Dr to END
Comment
Time Stamp 7:32:59 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 267
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GeoJot+ 2018-11-08 09_40_09.JPG
Title: Bonita Way to Easy St
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Attributes
File Name GeoJot+ 2018-11-08 09_40_09.JPG
Description South side_Watercress Drive_Bonita Way to Easy St
Comment
Time Stamp 7:40:09 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 266
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GeoJot+ 2018-11-08 09_40_33.JPG
Title: Bonita Way to Easy St
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File Name GeoJot+ 2018-11-08 09_40_33.JPG
Description South side_Watercress Drive_Bonita Way to Easy St
Comment
Time Stamp 7:40:33 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 266
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GeoJot+ 2018-11-08 09_40_47.JPG
Title: Bonita Way to Easy St
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File Name GeoJot+ 2018-11-08 09_40_47.JPG
Description South side_Watercress Drive_Bonita Way to Easy St
Comment
Time Stamp 7:40:47 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 266
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GeoJot+ 2018-11-08 09_41_04.JPG
Title: Bonita Way to Easy St
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Attributes
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 266
File Name GeoJot+ 2018-11-08 09_41_04.JPG
Description South side_Watercress Drive_Bonita Way to Easy St
Comment
Time Stamp 7:41:04 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
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GeoJot+ 2018-11-08 09_44_10.JPG
Title: END to Watercress Dr
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Attributes
File Name GeoJot+ 2018-11-08 09_44_10.JPG
Description East side_Easy St_END to Watercress Dr
Comment
Time Stamp 7:44:10 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 157
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GeoJot+ 2018-11-08 09_44_27.JPG
Title: END to Watercress Dr
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File Name GeoJot+ 2018-11-08 09_44_27.JPG
Description East side_Easy St_END to Watercress Dr
Comment
Time Stamp 7:44:27 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 157
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GeoJot+ 2018-11-08 09_44_44.JPG
Title: END to Watercress Dr
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File Name GeoJot+ 2018-11-08 09_44_44.JPG
Description East side_Easy St_END to Watercress Dr
Comment
Time Stamp 7:44:44 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 157
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GeoJot+ 2018-11-08 09_44_55.JPG
Title: END to Watercress Dr
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File Name GeoJot+ 2018-11-08 09_44_55.JPG
Description East side_Easy St_END to Watercress Dr
Comment
Time Stamp 7:44:55 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 157
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GeoJot+ 2018-11-08 09_45_13.JPG
Title: Easy St to Old Tusculum Rd
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File Name GeoJot+ 2018-11-08 09_45_13.JPG
Description East side_Watercress Dr_Easy St to Old Tusculum Rd
Comment
Time Stamp 7:45:13 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 157
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GeoJot+ 2018-11-08 09_45_27.JPG
Title: Easy St to Old Tusculum Rd
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File Name GeoJot+ 2018-11-08 09_45_27.JPG
Description East side_Watercress Dr_Easy St to Old Tusculum Rd
Comment
Time Stamp 7:45:27 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 157



GRN1600 Page 116 of 202 7/19/2019 12:29:14 PM

GeoJot+ 2018-11-08 09_45_41.JPG
Title: Easy St to Old Tusculum Rd
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File Name GeoJot+ 2018-11-08 09_45_41.JPG
Description East side_Watercress Dr_Easy St to Old Tusculum Rd
Comment
Time Stamp 7:45:41 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 157
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GeoJot+ 2018-11-08 09_45_57.JPG
Title: Easy St to Old Tusculum Rd
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File Name GeoJot+ 2018-11-08 09_45_57.JPG
Description East side_Watercress Dr_Easy St to Old Tusculum Rd
Comment
Time Stamp 7:45:57 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 157
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GeoJot+ 2018-11-08 09_46_13.JPG
Title: Easy St to Old Tusculum Rd
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File Name GeoJot+ 2018-11-08 09_46_13.JPG
Description East side_Watercress Dr_Easy St to Old Tusculum Rd
Comment
Time Stamp 7:46:13 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 157
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GeoJot+ 2018-11-08 09_46_25.JPG
Title: Easy St to Old Tusculum Rd
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File Name GeoJot+ 2018-11-08 09_46_25.JPG
Description East side_Watercress Dr_Easy St to Old Tusculum Rd
Comment
Time Stamp 7:46:25 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 157
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GeoJot+ 2018-11-08 09_47_47.JPG
Title: Watercress Dr to 2350 Old Tusculum Rd
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File Name GeoJot+ 2018-11-08 09_47_47.JPG
Description South side_Old Tusculum Road_Watercress Dr to 2350 

Old Tusculum Rd
Comment
Time Stamp 7:47:47 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 156
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GeoJot+ 2018-11-08 09_48_00.JPG
Title: Watercress Dr to 2350 Old Tusculum Rd
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File Name GeoJot+ 2018-11-08 09_48_00.JPG
Description South side_Old Tusculum Road_Watercress Dr to 2350 

Old Tusculum Rd
Comment
Time Stamp 7:48:00 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 156
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GeoJot+ 2018-11-08 09_48_11.JPG
Title: Watercress Dr to 2350 Old Tusculum Rd
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File Name GeoJot+ 2018-11-08 09_48_11.JPG
Description South side_Old Tusculum Road_Watercress Dr to 2350 

Old Tusculum Rd
Comment
Time Stamp 7:48:11 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 156
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GeoJot+ 2018-11-08 09_48_25.JPG
Title: Watercress Dr to 2350 Old Tusculum Rd
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File Name GeoJot+ 2018-11-08 09_48_25.JPG
Description South side_Old Tusculum Road_Watercress Dr to 2350 

Old Tusculum Rd
Comment
Time Stamp 7:48:25 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 156
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GeoJot+ 2018-11-08 09_48_37.JPG
Title: Watercress Dr to 2350 Old Tusculum Rd
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File Name GeoJot+ 2018-11-08 09_48_37.JPG
Description South side_Old Tusculum Road_Watercress Dr to 2350 

Old Tusculum Rd
Comment
Time Stamp 7:48:37 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 156
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GeoJot+ 2018-11-08 09_48_57.JPG
Title: Watercress Dr to 2350 Old Tusculum Rd
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File Name GeoJot+ 2018-11-08 09_48_57.JPG
Description South side_Old Tusculum Road_Watercress Dr to 2350 

Old Tusculum Rd
Comment
Time Stamp 7:48:57 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 156
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GeoJot+ 2018-11-08 09_49_07.JPG
Title: Watercress Dr to 2350 Old Tusculum Rd
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File Name GeoJot+ 2018-11-08 09_49_07.JPG
Description South side_Old Tusculum Road_Watercress Dr to 2350 

Old Tusculum Rd
Comment
Time Stamp 7:49:07 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 156
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GeoJot+ 2018-11-08 10_07_56.JPG
Title: 131 Colricia Dr to END
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File Name GeoJot+ 2018-11-08 10_07_56.JPG
Description South side_Colricia Dr_131 Colricia Dr to END
Comment
Time Stamp 8:07:56 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 131
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GeoJot+ 2018-11-08 10_08_15.JPG
Title: 131 Colricia Dr to END
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File Name GeoJot+ 2018-11-08 10_08_15.JPG
Description South side_Colricia Dr_131 Colricia Dr to END
Comment
Time Stamp 8:08:15 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 131
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GeoJot+ 2018-11-08 10_08_36.JPG
Title: 131 Colricia Dr to END
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File Name GeoJot+ 2018-11-08 10_08_36.JPG
Description South side_Colricia Dr_131 Colricia Dr to END
Comment
Time Stamp 8:08:36 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 131
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GeoJot+ 2018-11-08 10_08_56.JPG
Title: 131 Colricia Dr to END
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File Name GeoJot+ 2018-11-08 10_08_56.JPG
Description South side_Colricia Dr_131 Colricia Dr to END
Comment
Time Stamp 8:08:56 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 131
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GeoJot+ 2018-11-08 10_09_14.JPG
Title: 131 Colricia Dr to END
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File Name GeoJot+ 2018-11-08 10_09_14.JPG
Description South side_Colricia Dr_131 Colricia Dr to END
Comment
Time Stamp 8:09:14 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 131
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GeoJot+ 2018-11-08 10_10_29.JPG
Title: END to Old Shiloh Rd
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File Name GeoJot+ 2018-11-08 10_10_29.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:10:29 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_10_39.JPG
Title: END to Old Shiloh Rd
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Attributes
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
File Name GeoJot+ 2018-11-08 10_10_39.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:10:39 AM
Date Stamp 11/8/2018
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GeoJot+ 2018-11-08 10_10_52.JPG
Title: END to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_10_52.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:10:52 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_11_03.JPG
Title: END to Old Shiloh Rd



GRN1600 Page 155 of 202 7/19/2019 12:29:14 PM

 

Attributes
File Name GeoJot+ 2018-11-08 10_11_03.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:11:03 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_11_16.JPG
Title: END to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_11_16.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:11:16 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_11_34.JPG
Title: END to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_11_34.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:11:34 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_11_56.JPG
Title: END to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_11_56.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:11:56 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132



GRN1600 Page 162 of 202 7/19/2019 12:29:14 PM

GeoJot+ 2018-11-08 10_12_11.JPG
Title: END to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_12_11.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:12:11 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_12_24.JPG
Title: END to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_12_24.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:12:24 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_12_38.JPG
Title: END to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_12_38.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:12:38 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_12_51.JPG
Title: END to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_12_51.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:12:51 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_13_11.JPG
Title: END to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_13_11.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:13:11 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_13_23.JPG
Title: END to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_13_23.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:13:23 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_13_44.JPG
Title: END to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_13_44.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:13:44 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_14_02.JPG
Title: END to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_14_02.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:14:02 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_14_23.JPG
Title: END to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_14_23.JPG
Description North side_Colricia Dr_END to Old Shiloh Rd
Comment
Time Stamp 8:14:23 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions Resticts PAR to 36" or less   0%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 0%
Seperations/Openings- Priority 0%
Segment Number 132
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GeoJot+ 2018-11-08 10_16_35.JPG
Title: 91 Colricia Dr to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_16_35.JPG
Description South side_Colricia Dr_91 Colricia Dr to Old Shiloh Rd
Comment
Time Stamp 8:16:35 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 130
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GeoJot+ 2018-11-08 10_16_54.JPG
Title: 91 Colricia Dr to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_16_54.JPG
Description South side_Colricia Dr_91 Colricia Dr to Old Shiloh Rd
Comment
Time Stamp 8:16:54 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 130
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GeoJot+ 2018-11-08 10_17_18.JPG
Title: 91 Colricia Dr to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_17_18.JPG
Description South side_Colricia Dr_91 Colricia Dr to Old Shiloh Rd
Comment
Time Stamp 8:17:18 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 130
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GeoJot+ 2018-11-08 10_17_27.JPG
Title: 91 Colricia Dr to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_17_27.JPG
Description South side_Colricia Dr_91 Colricia Dr to Old Shiloh Rd
Comment
Time Stamp 8:17:27 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 130



GRN1600 Page 188 of 202 7/19/2019 12:29:14 PM

GeoJot+ 2018-11-08 10_17_40.JPG
Title: 91 Colricia Dr to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_17_40.JPG
Description South side_Colricia Dr_91 Colricia Dr to Old Shiloh Rd
Comment
Time Stamp 8:17:40 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 130
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GeoJot+ 2018-11-08 10_17_53.JPG
Title: 91 Colricia Dr to Old Shiloh Rd
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File Name GeoJot+ 2018-11-08 10_17_53.JPG
Description South side_Colricia Dr_91 Colricia Dr to Old Shiloh Rd
Comment
Time Stamp 8:17:53 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 130
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GeoJot+ 2018-11-08 10_18_04.JPG
Title: 91 Colricia Dr to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_18_04.JPG
Description South side_Colricia Dr_91 Colricia Dr to Old Shiloh Rd
Comment
Time Stamp 8:18:04 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 130
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GeoJot+ 2018-11-08 10_18_17.JPG
Title: 91 Colricia Dr to Old Shiloh Rd



GRN1600 Page 195 of 202 7/19/2019 12:29:14 PM

 

Attributes
File Name GeoJot+ 2018-11-08 10_18_17.JPG
Description South side_Colricia Dr_91 Colricia Dr to Old Shiloh Rd
Comment
Time Stamp 8:18:17 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 130
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GeoJot+ 2018-11-08 10_18_26.JPG
Title: 91 Colricia Dr to Old Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_18_26.JPG
Description South side_Colricia Dr_91 Colricia Dr to Old Shiloh Rd
Comment
Time Stamp 8:18:26 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 130
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GeoJot+ 2018-11-08 10_18_34.JPG
Title: Colricia Dr to Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_18_34.JPG
Description South side_Old Shiloh Rd_Colricia Dr to Shiloh Rd
Comment
Time Stamp 8:18:34 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 130
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GeoJot+ 2018-11-08 10_18_47.JPG
Title: Colricia Dr to Shiloh Rd
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Attributes
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 130
File Name GeoJot+ 2018-11-08 10_18_47.JPG
Description South side_Old Shiloh Rd_Colricia Dr to Shiloh Rd
Comment
Time Stamp 8:18:47 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%



GRN1700 Page 2 of 202 7/19/2019 1:22:20 PM

GeoJot+ 2018-11-08 10_19_01.JPG
Title: Colricia Dr to Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_19_01.JPG
Description South side_Old Shiloh Rd_Colricia Dr to Shiloh Rd
Comment
Time Stamp 8:19:01 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions Restricts PAR to 42-48"   50%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 50%
Obstructions- Priority 50%
Seperations/Openings- Priority
Segment Number 130
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GeoJot+ 2018-11-08 10_20_08.JPG
Title: Colricia Dr to Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_20_08.JPG
Description West side_Old Shiloh Rd_Colricia Dr to Shiloh Rd
Comment
Time Stamp 8:20:08 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_20_26.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd



GRN1700 Page 7 of 202 7/19/2019 1:22:20 PM

 

Attributes
File Name GeoJot+ 2018-11-08 10_20_26.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:20:26 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_20_33.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_20_33.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:20:33 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_20_43.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_20_43.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:20:43 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_21_00.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_21_00.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:21:00 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_21_15.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd
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File Name GeoJot+ 2018-11-08 10_21_15.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:21:15 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_21_34.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd
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File Name GeoJot+ 2018-11-08 10_21_34.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:21:34 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_21_45.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd
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File Name GeoJot+ 2018-11-08 10_21_45.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:21:45 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_21_57.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_21_57.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:21:57 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_22_19.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_22_19.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:22:19 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_22_33.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_22_33.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:22:33 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_22_53.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_22_53.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:22:53 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_23_08.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd
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File Name GeoJot+ 2018-11-08 10_23_08.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:23:08 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_23_31.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd
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Attributes
File Name GeoJot+ 2018-11-08 10_23_31.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:23:31 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-08 10_23_48.JPG
Title: Old Shiloh Rd to 1386 Shiloh Rd
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File Name GeoJot+ 2018-11-08 10_23_48.JPG
Description West side_Shiloh Road_Old Shiloh Rd to 1386 Shiloh 

Rd
Comment
Time Stamp 8:23:48 AM
Date Stamp 11/8/2018
Running Slope Exceeding Road Slope (0%) >7% or exceeds by >2%  
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >2" (Safety Hazard)  
Protrusions (0%) Protrusions above 36" high and 6" or more   
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings >1"  0%
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 0%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 0%
Obstructions- Priority 100%
Seperations/Openings- Priority 0%
Segment Number 129
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GeoJot+ 2018-11-12 09_26_14.JPG
Title: Hal Henard Elementary School
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File Name GeoJot+ 2018-11-12 09_26_14.JPG
Description South side_E Vann Road_Hal Henard Elementary 

School
Comment
Time Stamp 7:26:14 AM
Date Stamp 11/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 32
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GeoJot+ 2018-11-12 09_26_30.JPG
Title: Hal Henard Elementary School
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Attributes
File Name GeoJot+ 2018-11-12 09_26_30.JPG
Description South side_E Vann Road_Hal Henard Elementary 

School
Comment
Time Stamp 7:26:30 AM
Date Stamp 11/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 32
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GeoJot+ 2018-11-12 09_26_43.JPG
Title: Hal Henard Elementary School
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Attributes
File Name GeoJot+ 2018-11-12 09_26_43.JPG
Description South side_E Vann Road_Hal Henard Elementary 

School
Comment
Time Stamp 7:26:43 AM
Date Stamp 11/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 32



GRN1700 Page 40 of 202 7/19/2019 1:22:20 PM

GeoJot+ 2018-11-12 09_26_56.JPG
Title: Hal Henard Elementary School
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Attributes
File Name GeoJot+ 2018-11-12 09_26_56.JPG
Description South side_E Vann Road_Hal Henard Elementary 

School
Comment
Time Stamp 7:26:56 AM
Date Stamp 11/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 32
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GeoJot+ 2018-11-12 09_27_10.JPG
Title: Hal Henard Elementary School



GRN1700 Page 43 of 202 7/19/2019 1:22:20 PM

 

Attributes
File Name GeoJot+ 2018-11-12 09_27_10.JPG
Description South side_E Vann Road_Hal Henard Elementary 

School
Comment
Time Stamp 7:27:10 AM
Date Stamp 11/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 32
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GeoJot+ 2018-11-12 09_31_29.JPG
Title: Hal Henard Elementary School
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Attributes
File Name GeoJot+ 2018-11-12 09_31_29.JPG
Description South side_E Vann Road_Hal Henard Elementary 

School
Comment
Time Stamp 7:31:29 AM
Date Stamp 11/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 31



GRN1700 Page 46 of 202 7/19/2019 1:22:20 PM
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Title: Hal Henard Elementary School
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Attributes
File Name GeoJot+ 2018-11-12 09_31_51.JPG
Description South side_E Vann Road_Hal Henard Elementary 

School
Comment
Time Stamp 7:31:51 AM
Date Stamp 11/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 31
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GeoJot+ 2018-11-12 09_32_01.JPG
Title: Hal Henard Elementary School
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Attributes
File Name GeoJot+ 2018-11-12 09_32_01.JPG
Description South side_E Vann Road_Hal Henard Elementary 

School
Comment
Time Stamp 7:32:01 AM
Date Stamp 11/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 31
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GeoJot+ 2018-11-12 09_32_11.JPG
Title: Hal Henard Elementary School
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Attributes
File Name GeoJot+ 2018-11-12 09_32_11.JPG
Description South side_E Vann Road_Hal Henard Elementary 

School
Comment
Time Stamp 7:32:11 AM
Date Stamp 11/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 31
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GeoJot+ 2018-11-12 09_32_24.JPG
Title: Hal Henard Elementary School
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File Name GeoJot+ 2018-11-12 09_32_24.JPG
Description South side_E Vann Road_Hal Henard Elementary 

School
Comment
Time Stamp 7:32:24 AM
Date Stamp 11/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 31
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GeoJot+ 2018-11-12 09_32_37.JPG
Title: Hal Henard Elementary School
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Attributes
Date Stamp 11/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 31
File Name GeoJot+ 2018-11-12 09_32_37.JPG
Description South side_E Vann Road_Hal Henard Elementary 

School
Comment
Time Stamp 7:32:37 AM
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GeoJot+ 2018-11-12 09_32_57.JPG
Title: Hal Henard Elementary School
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Attributes
File Name GeoJot+ 2018-11-12 09_32_57.JPG
Description South side_E Vann Road_Hal Henard Elementary 

School
Comment
Time Stamp 7:32:57 AM
Date Stamp 11/12/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 31
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GeoJot+ 2018-11-13 09_36_18.JPG
Title: 425 E Vann Rd to Magnolia Dr
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Attributes
File Name GeoJot+ 2018-11-13 09_36_18.JPG
Description South side_E Vann Road_425 E Vann Rd to Magnolia 

Dr
Comment
Time Stamp 7:36:18 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 30
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GeoJot+ 2018-11-13 09_36_42.JPG
Title: 425 E Vann Rd to Magnolia Dr



GRN1700 Page 61 of 202 7/19/2019 1:22:20 PM

 

Attributes
File Name GeoJot+ 2018-11-13 09_36_42.JPG
Description South side_E Vann Road_425 E Vann Rd to Magnolia 

Dr
Comment
Time Stamp 7:36:42 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 30
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GeoJot+ 2018-11-13 09_37_11.JPG
Title: 425 E Vann Rd to Magnolia Dr
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Attributes
File Name GeoJot+ 2018-11-13 09_37_11.JPG
Description South side_E Vann Road_425 E Vann Rd to Magnolia 

Dr
Comment
Time Stamp 7:37:11 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 30
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GeoJot+ 2018-11-13 09_37_31.JPG
Title: 425 E Vann Rd to Magnolia Dr
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File Name GeoJot+ 2018-11-13 09_37_31.JPG
Description South side_E Vann Road_425 E Vann Rd to Magnolia 

Dr
Comment
Time Stamp 7:37:31 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 30
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GeoJot+ 2018-11-13 09_37_53.JPG
Title: 425 E Vann Rd to Magnolia Dr
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Attributes
File Name GeoJot+ 2018-11-13 09_37_53.JPG
Description South side_E Vann Road_425 E Vann Rd to Magnolia 

Dr
Comment
Time Stamp 7:37:53 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 30
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GeoJot+ 2018-11-13 09_38_26.JPG
Title: 425 E Vann Rd to Magnolia Dr
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Attributes
File Name GeoJot+ 2018-11-13 09_38_26.JPG
Description South side_E Vann Road_425 E Vann Rd to Magnolia 

Dr
Comment
Time Stamp 7:38:26 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 30
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GeoJot+ 2018-11-13 09_43_08.JPG
Title: Hardin Park to E Vann Rd
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Attributes
File Name GeoJot+ 2018-11-13 09_43_08.JPG
Description West side_Magnolia Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:43:08 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 29
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GeoJot+ 2018-11-13 09_43_42.JPG
Title: Hardin Park to E Vann Rd
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File Name GeoJot+ 2018-11-13 09_43_42.JPG
Description West side_Magnolia Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:43:42 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 29
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Title: Hardin Park to E Vann Rd
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File Name GeoJot+ 2018-11-13 09_44_04.JPG
Description West side_Magnolia Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:44:04 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 29
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GeoJot+ 2018-11-13 09_44_22.JPG
Title: Hardin Park to E Vann Rd
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File Name GeoJot+ 2018-11-13 09_44_22.JPG
Description West side_Magnolia Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:44:22 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 29
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Title: Hardin Park to E Vann Rd
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File Name GeoJot+ 2018-11-13 09_44_46.JPG
Description West side_Magnolia Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:44:46 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 29
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Title: Hardin Park to E Vann Rd
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Attributes
File Name GeoJot+ 2018-11-13 09_45_10.JPG
Description West side_Magnolia Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:45:10 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 29
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GeoJot+ 2018-11-13 09_45_38.JPG
Title: Hardin Park to E Vann Rd
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Attributes
File Name GeoJot+ 2018-11-13 09_45_38.JPG
Description West side_Magnolia Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:45:38 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 29



GRN1700 Page 84 of 202 7/19/2019 1:22:20 PM

GeoJot+ 2018-11-13 09_46_08.JPG
Title: Hardin Park to E Vann Rd
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Attributes
File Name GeoJot+ 2018-11-13 09_46_08.JPG
Description West side_Magnolia Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:46:08 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 29
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GeoJot+ 2018-11-13 09_46_31.JPG
Title: Hardin Park to E Vann Rd
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Attributes
File Name GeoJot+ 2018-11-13 09_46_31.JPG
Description West side_Magnolia Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:46:31 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 29
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GeoJot+ 2018-11-13 09_46_53.JPG
Title: Hardin Park to E Vann Rd
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Attributes
File Name GeoJot+ 2018-11-13 09_46_53.JPG
Description West side_Magnolia Drive_Hardin Park to E Vann Rd
Comment
Time Stamp 7:46:53 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 50% Passing space req'd- not provided 
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 50%
Displacement- Priority 100%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 29
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GeoJot+ 2018-11-13 09_49_08.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
File Name GeoJot+ 2018-11-13 09_49_08.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:49:08 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 28,27,25
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GeoJot+ 2018-11-13 09_49_26.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
File Name GeoJot+ 2018-11-13 09_49_26.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:49:26 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 28,27,25
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GeoJot+ 2018-11-13 09_49_51.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
File Name GeoJot+ 2018-11-13 09_49_51.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:49:51 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 28,27,25



GRN1700 Page 96 of 202 7/19/2019 1:22:20 PM

GeoJot+ 2018-11-13 09_50_07.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
File Name GeoJot+ 2018-11-13 09_50_07.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:50:07 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 28,27,25



GRN1700 Page 98 of 202 7/19/2019 1:22:20 PM

GeoJot+ 2018-11-13 09_50_20.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
File Name GeoJot+ 2018-11-13 09_50_20.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:50:20 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 28,27,25



GRN1700 Page 100 of 202 7/19/2019 1:22:20 PM

GeoJot+ 2018-11-13 09_50_44.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
File Name GeoJot+ 2018-11-13 09_50_44.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:50:44 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (25%) Exceeds 1/2" to 1" with or without bevel  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 25%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 28,27,25
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GeoJot+ 2018-11-13 09_53_03.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 4,24
File Name GeoJot+ 2018-11-13 09_53_03.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:53:03 AM
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GeoJot+ 2018-11-13 09_53_11.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
File Name GeoJot+ 2018-11-13 09_53_11.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:53:11 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 4,24
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GeoJot+ 2018-11-13 09_53_53.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
File Name GeoJot+ 2018-11-13 09_53_53.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:53:53 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 4,24
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GeoJot+ 2018-11-13 09_54_16.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
File Name GeoJot+ 2018-11-13 09_54_16.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:54:16 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 4,24
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GeoJot+ 2018-11-13 09_54_29.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
File Name GeoJot+ 2018-11-13 09_54_29.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:54:29 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 4,24
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GeoJot+ 2018-11-13 09_54_43.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
File Name GeoJot+ 2018-11-13 09_54_43.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:54:43 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 4,24
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GeoJot+ 2018-11-13 09_55_02.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
File Name GeoJot+ 2018-11-13 09_55_02.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:55:02 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 4,24
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GeoJot+ 2018-11-13 09_55_25.JPG
Title: Magnolia Dr to Greeneville Fire Department
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Attributes
File Name GeoJot+ 2018-11-13 09_55_25.JPG
Description South side_E Vann Road_Magnolia Dr to Greeneville 

Fire Department
Comment
Time Stamp 7:55:25 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 4,24
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GeoJot+ 2018-11-13 09_57_19.JPG
Title: 438 E Vann Rd to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 09_57_19.JPG
Description North side_E Vann Road_438 E Vann Rd to Takoma 

Ave
Comment
Time Stamp 7:57:19 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 26
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GeoJot+ 2018-11-13 09_57_32.JPG
Title: 438 E Vann Rd to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 09_57_32.JPG
Description North side_E Vann Road_438 E Vann Rd to Takoma 

Ave
Comment
Time Stamp 7:57:32 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 26
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GeoJot+ 2018-11-13 09_57_52.JPG
Title: 438 E Vann Rd to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 09_57_52.JPG
Description North side_E Vann Road_438 E Vann Rd to Takoma 

Ave
Comment
Time Stamp 7:57:52 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 26
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GeoJot+ 2018-11-13 10_00_34.JPG
Title: 438 E Vann Rd to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_00_34.JPG
Description North side_E Vann Road_438 E Vann Rd to Takoma 

Ave
Comment
Time Stamp 8:00:34 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 35
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GeoJot+ 2018-11-13 10_00_58.JPG
Title: 438 E Vann Rd to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_00_58.JPG
Description North side_E Vann Road_438 E Vann Rd to Takoma 

Ave
Comment
Time Stamp 8:00:58 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 35
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GeoJot+ 2018-11-13 10_01_20.JPG
Title: 438 E Vann Rd to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_01_20.JPG
Description North side_E Vann Road_438 E Vann Rd to Takoma 

Ave
Comment
Time Stamp 8:01:20 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 35
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GeoJot+ 2018-11-13 10_01_48.JPG
Title: 438 E Vann Rd to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_01_48.JPG
Description North side_E Vann Road_438 E Vann Rd to Takoma 

Ave
Comment
Time Stamp 8:01:48 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 35
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GeoJot+ 2018-11-13 10_02_00.JPG
Title: E Vann Rd to Greeneville Doctors
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Attributes
File Name GeoJot+ 2018-11-13 10_02_00.JPG
Description North side_Takoma Ave_E Vann Rd to Greeneville 

Doctors
Comment
Time Stamp 8:02:00 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 35
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GeoJot+ 2018-11-13 10_02_25.JPG
Title: E Vann Rd to Greeneville Doctors
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Attributes
File Name GeoJot+ 2018-11-13 10_02_25.JPG
Description North side_Takoma Ave_E Vann Rd to Greeneville 

Doctors
Comment
Time Stamp 8:02:25 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 35
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GeoJot+ 2018-11-13 10_19_42.JPG
Title: 1021 Coolidge St to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_19_42.JPG
Description South side_Coolidge Street_1021 Coolidge St to 

Takoma Ave
Comment
Time Stamp 8:19:42 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 38
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GeoJot+ 2018-11-13 10_20_02.JPG
Title: 1021 Coolidge St to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_20_02.JPG
Description South side_Coolidge Street_1021 Coolidge St to 

Takoma Ave
Comment
Time Stamp 8:20:02 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 38
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GeoJot+ 2018-11-13 10_20_22.JPG
Title: 1021 Coolidge St to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_20_22.JPG
Description South side_Coolidge Street_1021 Coolidge St to 

Takoma Ave
Comment
Time Stamp 8:20:22 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 38
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GeoJot+ 2018-11-13 10_20_38.JPG
Title: 1021 Coolidge St to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_20_38.JPG
Description South side_Coolidge Street_1021 Coolidge St to 

Takoma Ave
Comment
Time Stamp 8:20:38 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 38
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GeoJot+ 2018-11-13 10_21_01.JPG
Title: 1021 Coolidge St to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_21_01.JPG
Description South side_Coolidge Street_1021 Coolidge St to 

Takoma Ave
Comment
Time Stamp 8:21:01 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 38
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GeoJot+ 2018-11-13 10_21_20.JPG
Title: 1021 Coolidge St to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_21_20.JPG
Description South side_Coolidge Street_1021 Coolidge St to 

Takoma Ave
Comment
Time Stamp 8:21:20 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 38
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GeoJot+ 2018-11-13 10_21_33.JPG
Title: 1021 Coolidge St to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_21_33.JPG
Description South side_Coolidge Street_1021 Coolidge St to 

Takoma Ave
Comment
Time Stamp 8:21:33 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 38
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GeoJot+ 2018-11-13 10_21_43.JPG
Title: 1021 Coolidge St to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_21_43.JPG
Description South side_Coolidge Street_1021 Coolidge St to 

Takoma Ave
Comment
Time Stamp 8:21:43 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 38
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GeoJot+ 2018-11-13 10_21_51.JPG
Title: 1021 Coolidge St to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_21_51.JPG
Description South side_Coolidge Street_1021 Coolidge St to 

Takoma Ave
Comment
Time Stamp 8:21:51 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 38
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GeoJot+ 2018-11-13 10_22_04.JPG
Title: 1021 Coolidge St to Takoma Ave
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Attributes
File Name GeoJot+ 2018-11-13 10_22_04.JPG
Description South side_Coolidge Street_1021 Coolidge St to 

Takoma Ave
Comment
Time Stamp 8:22:04 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 38
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GeoJot+ 2018-11-13 10_28_21.JPG
Title: Woodridge Cir to Greeneville Doctors
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Attributes
File Name GeoJot+ 2018-11-13 10_28_21.JPG
Description West side_Takoma Avenue_Woodridge Cir to 

Greeneville Doctors
Comment
Time Stamp 8:28:21 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 36
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GeoJot+ 2018-11-13 10_28_37.JPG
Title: Woodridge Cir to Greeneville Doctors
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File Name GeoJot+ 2018-11-13 10_28_37.JPG
Description West side_Takoma Avenue_Woodridge Cir to 

Greeneville Doctors
Comment
Time Stamp 8:28:37 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 36
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GeoJot+ 2018-11-13 10_28_52.JPG
Title: Woodridge Cir to Greeneville Doctors
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File Name GeoJot+ 2018-11-13 10_28_52.JPG
Description West side_Takoma Avenue_Woodridge Cir to 

Greeneville Doctors
Comment
Time Stamp 8:28:52 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 36
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GeoJot+ 2018-11-13 10_29_19.JPG
Title: Woodridge Cir to Greeneville Doctors
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File Name GeoJot+ 2018-11-13 10_29_19.JPG
Description West side_Takoma Avenue_Woodridge Cir to 

Greeneville Doctors
Comment
Time Stamp 8:29:19 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 36
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GeoJot+ 2018-11-13 10_29_39.JPG
Title: Woodridge Cir to Greeneville Doctors
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File Name GeoJot+ 2018-11-13 10_29_39.JPG
Description West side_Takoma Avenue_Woodridge Cir to 

Greeneville Doctors
Comment
Time Stamp 8:29:39 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 36
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GeoJot+ 2018-11-13 10_30_07.JPG
Title: Woodridge Cir to Greeneville Doctors
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File Name GeoJot+ 2018-11-13 10_30_07.JPG
Description West side_Takoma Avenue_Woodridge Cir to 

Greeneville Doctors
Comment
Time Stamp 8:30:07 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 36
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GeoJot+ 2018-11-13 10_30_25.JPG
Title: Woodridge Cir to Greeneville Doctors
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Attributes
File Name GeoJot+ 2018-11-13 10_30_25.JPG
Description West side_Takoma Avenue_Woodridge Cir to 

Greeneville Doctors
Comment
Time Stamp 8:30:25 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 36
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GeoJot+ 2018-11-13 10_35_22.JPG
Title: Woodridge Cir to Woodridge Cir
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Attributes
File Name GeoJot+ 2018-11-13 10_35_22.JPG
Description East side_Takoma Avenue_Woodridge Cir to 

Woodridge Cir
Comment
Time Stamp 8:35:22 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 37
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GeoJot+ 2018-11-13 10_35_38.JPG
Title: Woodridge Cir to Woodridge Cir
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Attributes
File Name GeoJot+ 2018-11-13 10_35_38.JPG
Description East side_Takoma Avenue_Woodridge Cir to 

Woodridge Cir
Comment
Time Stamp 8:35:38 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 37
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GeoJot+ 2018-11-13 10_35_53.JPG
Title: Woodridge Cir to Woodridge Cir
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Attributes
File Name GeoJot+ 2018-11-13 10_35_53.JPG
Description East side_Takoma Avenue_Woodridge Cir to 

Woodridge Cir
Comment
Time Stamp 8:35:53 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 37
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GeoJot+ 2018-11-13 10_37_36.JPG
Title: Woodridge Cir to Forest St
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Attributes
File Name GeoJot+ 2018-11-13 10_37_36.JPG
Description East side_Takoma Avenue_Woodridge Cir to Forest St
Comment
Time Stamp 8:37:36 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 16
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GeoJot+ 2018-11-13 10_37_58.JPG
Title: Woodridge Cir to Forest St
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Attributes
File Name GeoJot+ 2018-11-13 10_37_58.JPG
Description East side_Takoma Avenue_Woodridge Cir to Forest St
Comment
Time Stamp 8:37:58 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 16
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GeoJot+ 2018-11-13 10_38_21.JPG
Title: Woodridge Cir to Forest St
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Attributes
File Name GeoJot+ 2018-11-13 10_38_21.JPG
Description East side_Takoma Avenue_Woodridge Cir to Forest St
Comment
Time Stamp 8:38:21 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 16
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GeoJot+ 2018-11-13 10_38_51.JPG
Title: Woodridge Cir to Forest St
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Attributes
File Name GeoJot+ 2018-11-13 10_38_51.JPG
Description East side_Takoma Avenue_Woodridge Cir to Forest St
Comment
Time Stamp 8:38:51 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (0%) Any displacement >1"-2"   
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street East side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 0%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 16
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GeoJot+ 2018-11-13 10_42_02.JPG
Title: Forest St to Coolidge St
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Attributes
File Name GeoJot+ 2018-11-13 10_42_02.JPG
Description West side_Takoma Avenue_Forest St to Coolidge St
Comment
Time Stamp 8:42:02 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 42
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GeoJot+ 2018-11-13 10_42_19.JPG
Title: Forest St to Coolidge St
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Attributes
File Name GeoJot+ 2018-11-13 10_42_19.JPG
Description West side_Takoma Avenue_Forest St to Coolidge St
Comment
Time Stamp 8:42:19 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 42
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GeoJot+ 2018-11-13 10_42_49.JPG
Title: Forest St to Coolidge St
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Attributes
File Name GeoJot+ 2018-11-13 10_42_49.JPG
Description West side_Takoma Avenue_Forest St to Coolidge St
Comment
Time Stamp 8:42:49 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 42
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GeoJot+ 2018-11-13 10_43_13.JPG
Title: Forest St to Coolidge St
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Attributes
File Name GeoJot+ 2018-11-13 10_43_13.JPG
Description West side_Takoma Avenue_Forest St to Coolidge St
Comment
Time Stamp 8:43:13 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 42
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GeoJot+ 2018-11-13 10_43_29.JPG
Title: Takoma Ave to 1024 Coolidge St
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Attributes
File Name GeoJot+ 2018-11-13 10_43_29.JPG
Description West side_Coolidge Street_Takoma Ave to 1024 

Coolidge St
Comment
Time Stamp 8:43:29 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 42
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GeoJot+ 2018-11-13 10_43_51.JPG
Title: Takoma Ave to 1024 Coolidge St
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Attributes
File Name GeoJot+ 2018-11-13 10_43_51.JPG
Description West side_Coolidge Street_Takoma Ave to 1024 

Coolidge St
Comment
Time Stamp 8:43:51 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 42
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GeoJot+ 2018-11-13 10_46_29.JPG
Title: Takoma Ave to 1024 Coolidge St
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Attributes
File Name GeoJot+ 2018-11-13 10_46_29.JPG
Description North side_Coolidge Street_Takoma Ave to 1024 

Coolidge St
Comment
Time Stamp 8:46:29 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 41,40,39
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GeoJot+ 2018-11-13 10_46_45.JPG
Title: Takoma Ave to 1024 Coolidge St
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Attributes
File Name GeoJot+ 2018-11-13 10_46_45.JPG
Description North side_Coolidge Street_Takoma Ave to 1024 

Coolidge St
Comment
Time Stamp 8:46:45 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 41,40,39
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GeoJot+ 2018-11-13 10_47_00.JPG
Title: Takoma Ave to 1024 Coolidge St
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Attributes
Segment Number 41,40,39
File Name GeoJot+ 2018-11-13 10_47_00.JPG
Description North side_Coolidge Street_Takoma Ave to 1024 

Coolidge St
Comment
Time Stamp 8:47:00 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
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GeoJot+ 2018-11-13 10_47_16.JPG
Title: 
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File Name GeoJot+ 2018-11-13 10_47_16.JPG
Description North side_Coolidge Street_Takoma Ave to 1024 

Coolidge St Parking Lot
Comment
Time Stamp 8:47:16 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 41,40,39
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GeoJot+ 2018-11-13 10_47_31.JPG
Title: 
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File Name GeoJot+ 2018-11-13 10_47_31.JPG
Description North side_Coolidge Street_1024 Coolidge St Parking 

Lot
Comment
Time Stamp 8:47:31 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 41,40,39
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GeoJot+ 2018-11-13 10_47_39.JPG
Title: 
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File Name GeoJot+ 2018-11-13 10_47_39.JPG
Description North side_Coolidge Street_1024 Coolidge St Parking 

Lot
Comment
Time Stamp 8:47:39 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (50%) Protrusions at or below 36" high and 6" or less  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 50%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 41,40,39
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GeoJot+ 2018-11-13 13_45_30.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-13 13_45_30.JPG
Description West side_N Main Street_701 N Main St to McCall Ave
Comment
Time Stamp 11:45:30 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 153
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GeoJot+ 2018-11-13 13_45_49.JPG
Title: 
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File Name GeoJot+ 2018-11-13 13_45_49.JPG
Description West side_N Main Street_701 N Main St to McCall Ave
Comment
Time Stamp 11:45:49 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 153
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GeoJot+ 2018-11-13 13_46_04.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-13 13_46_04.JPG
Description West side_N Main Street_701 N Main St to McCall Ave
Comment
Time Stamp 11:46:04 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 153
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Attributes
File Name GeoJot+ 2018-11-13 13_48_18.JPG
Description West side_N Main Street_McCall Ave to E Broyles St
Comment
Time Stamp 11:48:18 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 154
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Attributes
File Name GeoJot+ 2018-11-13 13_48_27.JPG
Description West side_N Main Street_McCall Ave to E Broyles St
Comment
Time Stamp 11:48:27 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 154
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Attributes
File Name GeoJot+ 2018-11-13 13_48_44.JPG
Description West side_N Main Street_McCall Ave to E Broyles St
Comment
Time Stamp 11:48:44 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 154
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Attributes
File Name GeoJot+ 2018-11-13 13_48_58.JPG
Description West side_N Main Street_McCall Ave to E Broyles St
Comment
Time Stamp 11:48:58 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 154
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Attributes
File Name GeoJot+ 2018-11-13 13_49_10.JPG
Description West side_N Main Street_McCall Ave to E Broyles St
Comment
Time Stamp 11:49:10 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 154
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Attributes
File Name GeoJot+ 2018-11-13 13_49_21.JPG
Description West side_N Main Street_McCall Ave to E Broyles St
Comment
Time Stamp 11:49:21 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 154
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File Name GeoJot+ 2018-11-13 13_49_35.JPG
Description West side_N Main Street_McCall Ave to E Broyles St
Comment
Time Stamp 11:49:35 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 154
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Attributes
File Name GeoJot+ 2018-11-13 13_49_55.JPG
Description West side_N Main Street_McCall Ave to E Broyles St
Comment
Time Stamp 11:49:55 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope >3.5%   0%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 0%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 154
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File Name GeoJot+ 2018-11-13 13_51_05.JPG
Description West side_N Main Street_E Broyles St to 811 N Main 

St
Comment
Time Stamp 11:51:05 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 155
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File Name GeoJot+ 2018-11-13 13_51_17.JPG
Description West side_N Main Street_E Broyles St to 811 N Main 

St
Comment
Time Stamp 11:51:17 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 155
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Attributes
File Name GeoJot+ 2018-11-13 13_51_34.JPG
Description West side_N Main Street_E Broyles St to 811 N Main 

St
Comment
Time Stamp 11:51:34 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 155
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File Name GeoJot+ 2018-11-13 13_51_54.JPG
Description West side_N Main Street_E Broyles St to 811 N Main 

St
Comment
Time Stamp 11:51:54 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 155



GRN1759 Page 38 of 120 7/19/2019 2:28:42 PM
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Attributes
File Name GeoJot+ 2018-11-13 13_52_12.JPG
Description West side_N Main Street_E Broyles St to 811 N Main 

St
Comment
Time Stamp 11:52:12 AM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.5-3.5%   25%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 25%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 155
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Attributes
File Name GeoJot+ 2018-11-13 14_09_51.JPG
Description West side_Asheville Highway_104 Asheville Hwy 

Corner
Comment
Time Stamp 12:09:51 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 187
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Attributes
File Name GeoJot+ 2018-11-13 14_10_07.JPG
Description West side_Asheville Highway_104 Asheville Hwy 

Corner
Comment
Time Stamp 12:10:07 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 187
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File Name GeoJot+ 2018-11-13 14_10_22.JPG
Description West side_Asheville Highway_104 Asheville Hwy 

Corner
Comment
Time Stamp 12:10:22 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 187
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Attributes
File Name GeoJot+ 2018-11-13 14_10_32.JPG
Description West side_Asheville Highway_104 Asheville Hwy 

Corner
Comment
Time Stamp 12:10:32 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 187
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File Name GeoJot+ 2018-11-13 14_10_52.JPG
Description West side_Asheville Highway_104 Asheville Hwy 

Corner
Comment
Time Stamp 12:10:52 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 187
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File Name GeoJot+ 2018-11-13 14_11_05.JPG
Description West side_Asheville Highway_104 Asheville Hwy 

Corner
Comment
Time Stamp 12:11:05 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 187
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File Name GeoJot+ 2018-11-13 14_11_23.JPG
Description West side_Asheville Highway_104 Asheville Hwy 

Corner
Comment
Time Stamp 12:11:23 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 187
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File Name GeoJot+ 2018-11-13 14_11_40.JPG
Description West side_Asheville Highway_104 Asheville Hwy 

Corner
Comment
Time Stamp 12:11:40 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street West side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 187
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File Name GeoJot+ 2018-11-13 14_23_20.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:23:20 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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GeoJot+ 2018-11-13 14_23_49.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-13 14_23_49.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:23:49 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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GeoJot+ 2018-11-13 14_24_17.JPG
Title: 
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Attributes
File Name GeoJot+ 2018-11-13 14_24_17.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:24:17 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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Attributes
File Name GeoJot+ 2018-11-13 14_24_30.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:24:30 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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GeoJot+ 2018-11-13 14_24_39.JPG
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Attributes
File Name GeoJot+ 2018-11-13 14_24_39.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:24:39 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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Attributes
File Name GeoJot+ 2018-11-13 14_24_54.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:24:54 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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Attributes
File Name GeoJot+ 2018-11-13 14_25_05.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:25:05 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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GeoJot+ 2018-11-13 14_25_18.JPG
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Attributes
File Name GeoJot+ 2018-11-13 14_25_18.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:25:18 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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Attributes
File Name GeoJot+ 2018-11-13 14_25_29.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:25:29 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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GeoJot+ 2018-11-13 14_25_48.JPG
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Attributes
File Name GeoJot+ 2018-11-13 14_25_48.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:25:48 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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Attributes
File Name GeoJot+ 2018-11-13 14_26_06.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:26:06 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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GeoJot+ 2018-11-13 14_26_29.JPG
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Attributes
File Name GeoJot+ 2018-11-13 14_26_29.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:26:29 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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GeoJot+ 2018-11-13 14_26_56.JPG
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Attributes
File Name GeoJot+ 2018-11-13 14_26_56.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:26:56 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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GeoJot+ 2018-11-13 14_27_16.JPG
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File Name GeoJot+ 2018-11-13 14_27_16.JPG
Description North side_Price Ln_END to Honeycutt Dr
Comment
Time Stamp 12:27:16 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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GeoJot+ 2018-11-13 14_27_25.JPG
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Attributes
File Name GeoJot+ 2018-11-13 14_27_25.JPG
Description North side_Honeycutt Dr_Price Ln to Forest St
Comment
Time Stamp 12:27:25 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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File Name GeoJot+ 2018-11-13 14_27_39.JPG
Description North side_Honeycutt Dr_Price Ln to Forest St
Comment
Time Stamp 12:27:39 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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GeoJot+ 2018-11-13 14_27_57.JPG
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Attributes
File Name GeoJot+ 2018-11-13 14_27_57.JPG
Description North side_Honeycutt Dr_Price Ln to Forest St
Comment
Time Stamp 12:27:57 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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GeoJot+ 2018-11-13 14_28_20.JPG
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File Name GeoJot+ 2018-11-13 14_28_20.JPG
Description North side_Honeycutt Dr_Price Ln to Forest St
Comment
Time Stamp 12:28:20 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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GeoJot+ 2018-11-13 14_28_42.JPG
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File Name GeoJot+ 2018-11-13 14_28_42.JPG
Description North side_Honeycutt Dr_Price Ln to Forest St
Comment
Time Stamp 12:28:42 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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GeoJot+ 2018-11-13 14_29_04.JPG
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File Name GeoJot+ 2018-11-13 14_29_04.JPG
Description North side_Honeycutt Dr_Price Ln to Forest St
Comment
Time Stamp 12:29:04 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street North side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 321,323,320,324
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Attributes
File Name GeoJot+ 2018-11-13 14_31_46.JPG
Description South side_Price Ln_1201 Price Ln to END
Comment
Time Stamp 12:31:46 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 318,322,319
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File Name GeoJot+ 2018-11-13 14_31_58.JPG
Description South side_Price Ln_1201 Price Ln to END
Comment
Time Stamp 12:31:58 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 318,322,319
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GeoJot+ 2018-11-13 14_32_48.JPG
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File Name GeoJot+ 2018-11-13 14_32_48.JPG
Description South side_Price Ln_1201 Price Ln to END
Comment
Time Stamp 12:32:48 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 318,322,319
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GeoJot+ 2018-11-13 14_32_59.JPG
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File Name GeoJot+ 2018-11-13 14_32_59.JPG
Description South side_Price Ln_1201 Price Ln to END
Comment
Time Stamp 12:32:59 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 318,322,319
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Attributes
File Name GeoJot+ 2018-11-13 14_33_11.JPG
Description South side_Price Ln_1201 Price Ln to END
Comment
Time Stamp 12:33:11 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 318,322,319
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Attributes
File Name GeoJot+ 2018-11-13 14_33_43.JPG
Description South side_Price Ln_1201 Price Ln to END
Comment
Time Stamp 12:33:43 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 318,322,319
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Attributes
File Name GeoJot+ 2018-11-13 14_34_03.JPG
Description South side_Price Ln_1201 Price Ln to END
Comment
Time Stamp 12:34:03 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels No cracks observed  100%
Displacement (100%) None or less than 1/4", 1/2" if beveled 
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2% max  100%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 100%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 100%
Cracked Panels- Priority 100%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 318,322,319
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Attributes
File Name GeoJot+ 2018-11-13 14_45_56.JPG
Description South side_W Main Street_104 Asheville Hwy Corner 

to 1119 W Main St
Comment
Time Stamp 12:45:56 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 179,178
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Attributes
File Name GeoJot+ 2018-11-13 14_46_13.JPG
Description South side_W Main Street_104 Asheville Hwy Corner 

to 1119 W Main St
Comment
Time Stamp 12:46:13 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 179,178
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File Name GeoJot+ 2018-11-13 14_46_30.JPG
Description South side_W Main Street_104 Asheville Hwy Corner 

to 1119 W Main St
Comment
Time Stamp 12:46:30 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 179,178
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File Name GeoJot+ 2018-11-13 14_46_42.JPG
Description South side_W Main Street_104 Asheville Hwy Corner 

to 1119 W Main St
Comment
Time Stamp 12:46:42 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 179,178
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File Name GeoJot+ 2018-11-13 14_46_54.JPG
Description South side_W Main Street_104 Asheville Hwy Corner 

to 1119 W Main St
Comment
Time Stamp 12:46:54 PM
Date Stamp 11/13/2018
Running Slope Exceeding Road Slope (100%) 5% max or meets road grade 
Cracked Panels Cracked panels <10%   50%
Displacement (50%) Non-beleved up to 1/2"  
Protrusions (100%) No protrusions observed  
Obstructions None or does not limit width to <48"   100%
Cross Slope 2.0-2.5%   50%
Passing Space 100% N/A - width 5'+   
Side Of Street South side
Seperations/Openings
Sidewalk width (100%) Greater than or = to 48" wide 
Running Slope Exceeding Road Slope- Priority 100%
Cross Slope- Priority 50%
Sidewalk width- Priority 100%
Passing Space- Priority 100%
Displacement- Priority 50%
Cracked Panels- Priority 50%
Protrusions-  Priority 100%
Obstructions- Priority 100%
Seperations/Openings- Priority
Segment Number 179,178
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Attributes
File Name GeoJot+ 2018-10-04 15_31_47.JPG
Description / Street and Street E Bernard Ave/Professional Plaza Dr
Quadrant SE CORNER
Comment
Time Stamp 1:31:47 PM
Date Stamp 10/4/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope 2% max 100%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 100%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-10-05 10_22_12.JPG
Description / Street and Street Mt Bethel Rd/Kenney St
Quadrant SE CORNER
Comment
Time Stamp 8:22:12 AM
Date Stamp 10/5/2018
Curb ramp width 36-42”  25%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 25%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-10-05 10_24_42.JPG
Description / Street and Street Mt Bethel Rd/Kenney St
Quadrant NW CORNER
Comment
Time Stamp 8:24:42 AM
Date Stamp 10/5/2018
Curb ramp width 36-42”  25%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 25%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 10_24_51.JPG
Description / Street and Street
Quadrant NW CORNER
Comment
Time Stamp 8:24:51 AM
Date Stamp 10/5/2018
Curb ramp width 36-42”  25%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 25%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 10_51_03.JPG
Description / Street and Street E Barton Ridge Rd/Boone Dr
Quadrant NW CORNER
Comment
Time Stamp 8:51:03 AM
Date Stamp 10/5/2018
Curb ramp width 36” or less   0%
Ramp running slope (50%) 8.33% to 9.5%  
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 0%
Ramp running slope- Priority 50%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 11_00_10.JPG
Description / Street and Street East Barton Ridge Rd/US Army Reserve
Quadrant NW CORNER
Comment
Time Stamp 9:00:10 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope 2.5-3.5%  25%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 25%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 11_49_35.JPG
Description / Street and Street Tusculum Blvd/Moser St
Quadrant SE CORNER
Comment
Time Stamp 9:49:35 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 12_01_16.JPG
Description / Street and Street Snapps Ferry Rd/904 Snapps Ferry Rd
Quadrant SE CORNER
Comment
Time Stamp 10:01:16 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (0%) >25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 0%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 12_03_28.JPG
Description / Street and Street Snapps Ferry Rd/801 Tusculum Blvd
Quadrant SW CORNER
Comment
Time Stamp 10:03:28 AM
Date Stamp 10/5/2018
Curb ramp width 36-42”  25%
Ramp running slope (50%) 8.33% to 9.5%  
Ramp cross slope 2% max 100%
Side flare slope (0%) >25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (0%) Any displacement >1”. Any >2” is a safety hazard. 
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 25%
Ramp running slope- Priority 50%
Ramp cross slope- Priority 100%
Side flare slope- Priority 0%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 0%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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GeoJot+ 2018-10-05 12_09_17.JPG
Title: 



GRN801_Ramps Page 21 of 370 7/23/2019 10:20:12 AM

 

Attributes
File Name GeoJot+ 2018-10-05 12_09_17.JPG
Description / Street and Street Tusculum Blvd/Snapps Ferry Rd
Quadrant NE CORNER
Comment
Time Stamp 10:09:17 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 12_10_59.JPG
Description / Street and Street Tusculum Blvd/Snapps Ferry Rd
Quadrant NE CORNER
Comment
Time Stamp 10:10:59 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 12_14_55.JPG
Description / Street and Street Tusculum Blvd/Snapps Ferry Rd
Quadrant NE CORNER
Comment
Time Stamp 10:14:55 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority



GRN801_Ramps Page 26 of 370 7/23/2019 10:20:12 AM

GeoJot+ 2018-10-05 12_16_51.JPG
Title: 



GRN801_Ramps Page 27 of 370 7/23/2019 10:20:12 AM

 

Attributes
File Name GeoJot+ 2018-10-05 12_16_51.JPG
Description / Street and Street Tusculum Blvd/Snapps Ferry Rd
Quadrant NE CORNER
Comment
Time Stamp 10:16:51 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 12_19_23.JPG
Description / Street and Street Tusculum Blvd/Snapps Ferry Rd
Quadrant NE CORNER
Comment
Time Stamp 10:19:23 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 12_25_39.JPG
Description / Street and Street Tusculum Blvd/601 Tusculum Blvd
Quadrant NW CORNER
Comment
Time Stamp 10:25:39 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 12_27_23.JPG
Description / Street and Street Tusculum Blvd/535 Tusculum Blvd
Quadrant NE CORNER
Comment
Time Stamp 10:27:23 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (50%) 8.33% to 9.5%  
Ramp cross slope >3.5%  0%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 50%
Ramp cross slope- Priority 0%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 12_32_23.JPG
Description / Street and Street Tusculum Blvd/535 Tusculum Blvd
Quadrant NE CORNER
Comment
Time Stamp 10:32:23 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2% max 100%
Side flare slope (0%) >25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 100%
Side flare slope- Priority 0%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 12_34_23.JPG
Description / Street and Street Tusculum Blvd/535 Tusculum Blvd
Quadrant NE CORNER
Comment
Time Stamp 10:34:23 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 12_34_37.JPG
Description / Street and Street Tusculum Blvd/535 Tusculum Blvd
Quadrant NE CORNER
Comment
Time Stamp 10:34:37 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 13_29_22.JPG
Description / Street and Street Tusculum Blvd/524 Tusculum Blvd
Quadrant SW CORNER
Comment
Time Stamp 11:29:22 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 13_37_41.JPG
Description / Street and Street Tusculum Blvd/Sevier Ave
Quadrant SE CORNER
Comment
Time Stamp 11:37:41 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings >1”   0%
Bottom Landing Location
Curb ramp width- Priority 0%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority 0%
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority



GRN801_Ramps Page 44 of 370 7/23/2019 10:20:12 AM

GeoJot+ 2018-10-05 13_40_02.JPG
Title: 



GRN801_Ramps Page 45 of 370 7/23/2019 10:20:12 AM

 

Attributes
File Name GeoJot+ 2018-10-05 13_40_02.JPG
Description / Street and Street Tusculum Blvd/Sevier Ave
Quadrant SW CORNER
Comment
Time Stamp 11:40:02 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 13_49_43.JPG
Description / Street and Street Tusculum Blvd/W Grove St
Quadrant SE CORNER
Comment
Time Stamp 11:49:43 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (50%) 8.33% to 9.5%  
Ramp cross slope 2.0-2.5%  50%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 50%
Ramp cross slope- Priority 50%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 13_51_13.JPG
Description / Street and Street Tusculum Blvd/E Grove St
Quadrant SW CORNER
Comment
Time Stamp 11:51:13 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope >3.5%  0%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 0%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 13_59_47.JPG
Description / Street and Street Tusculum Blvd/314 Tusculum Blvd
Quadrant SE CORNER
Comment
Time Stamp 11:59:47 AM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-05 14_02_34.JPG
Description / Street and Street Tusculum Blvd/314 Tusculum Blvd
Quadrant NE CORNER
Comment
Time Stamp 12:02:34 PM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-05 14_06_28.JPG
Description / Street and Street Tusculum Blvd/W Grove St
Quadrant NE CORNER
Comment
Time Stamp 12:06:28 PM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (100%) ¼” max, ½” if beveled  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 14_13_55.JPG
Description / Street and Street Tusculum Blvd/Spruce St
Quadrant NE CORNER
Comment
Time Stamp 12:13:55 PM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing 36” or less  0%
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (0%) Any displacement >1”. Any >2” is a safety hazard. 
Protrusions
Obstructions Restricts ramp to 36” or less  0%
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority 0%
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 0%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority 0%
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 14_16_23.JPG
Description / Street and Street Tusculum Blvd/Spruce St
Quadrant NE CORNER
Comment
Time Stamp 12:16:23 PM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 14_26_31.JPG
Description / Street and Street Austin St / Tusculum 
Quadrant NW CORNER
Comment
Time Stamp 12:26:31 PM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-10-05 14_29_06.JPG
Description / Street and Street Tusculum / Austin
Quadrant SW CORNER
Comment
Time Stamp 12:29:06 PM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 15_03_50.JPG
Description / Street and Street Tusculum Blvd/W Grove St
Quadrant NW CORNER
Comment
Time Stamp 1:03:50 PM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-10-05 15_20_26.JPG
Description / Street and Street Oak grove Ave / tusculum blvd 
Quadrant NE CORNER
Comment
Time Stamp 1:20:26 PM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast
Displacement (25%) Exceeds ½” to 1” with or without bevel  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 25%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 15_23_07.JPG
Description / Street and Street Tusculum Blvd (just east of oak grove)
Quadrant NE CORNER
Comment
Time Stamp 1:23:07 PM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-05 15_27_52.JPG
Description / Street and Street Tusculum Blvd/212 Tusculum Blvd
Quadrant NE CORNER
Comment
Time Stamp 1:27:52 PM
Date Stamp 10/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-08 11_45_06.JPG
Description / Street and Street
Quadrant NW CORNER
Comment
Time Stamp 9:45:06 AM
Date Stamp 10/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2.5-3.5%  25%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement (25%) Exceeds ½” to 1” with or without bevel  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 25%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority 25%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-08 12_00_48.JPG
Description / Street and Street Tusculum / N Main St
Quadrant NE CORNER
Comment
Time Stamp 10:00:48 AM
Date Stamp 10/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-08 12_00_51.JPG
Description / Street and Street N Main St/Tusculum Blvd
Quadrant NE CORNER
Comment
Time Stamp 10:00:51 AM
Date Stamp 10/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-08 12_18_41.JPG
Description / Street and Street N Main St/Cemetery
Quadrant SE CORNER
Comment
Time Stamp 10:18:41 AM
Date Stamp 10/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-08 12_28_22.JPG
Description / Street and Street N Main St/Cemetery
Quadrant SE CORNER
Comment
Time Stamp 10:28:22 AM
Date Stamp 10/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-08 12_31_29.JPG
Description / Street and Street N Main St/Montford Ave
Quadrant SE CORNER
Comment
Time Stamp 10:31:29 AM
Date Stamp 10/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-08 12_54_57.JPG
Description / Street and Street N Main St/Spencer St
Quadrant NE CORNER
Comment
Time Stamp 10:54:57 AM
Date Stamp 10/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2.5-3.5%  25%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 25%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-08 12_55_12.JPG
Description / Street and Street N Main St/Spencer St
Quadrant NE CORNER
Comment
Time Stamp 10:55:12 AM
Date Stamp 10/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2.5-3.5%  25%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 25%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-08 14_20_54.JPG
Description / Street and Street N Irish St/E Nelson St
Quadrant SE CORNER
Comment
Time Stamp 12:20:54 PM
Date Stamp 10/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-08 15_17_05.JPG
Description / Street and Street E Church St/N College St
Quadrant NE CORNER
Comment
Time Stamp 1:17:05 PM
Date Stamp 10/8/2018
Curb ramp width 42-48”   50%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2.5-3.5%  25%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 50%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 25%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%



GRN801_Ramps Page 92 of 370 7/23/2019 10:20:12 AM

GeoJot+ 2018-10-08 15_19_41.JPG
Title: 



GRN801_Ramps Page 93 of 370 7/23/2019 10:20:12 AM

 

Attributes
File Name GeoJot+ 2018-10-08 15_19_41.JPG
Description / Street and Street E Church St/N College St
Quadrant NW CORNER
Comment
Time Stamp 1:19:41 PM
Date Stamp 10/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope >3.5%  0%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 0%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-09 10_01_11.JPG
Description / Street and Street N Main St/E Church St
Quadrant SE CORNER
Comment
Time Stamp 8:01:11 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2% max 100%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 100%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 10_04_59.JPG
Description / Street and Street N Main St/W Church St
Quadrant NE CORNER
Comment
Time Stamp 8:04:59 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (25%) Exceeds ½” to 1” with or without bevel  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 25%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 10_07_54.JPG
Description / Street and Street N Main St/W Church St
Quadrant NW CORNER
Comment
Time Stamp 8:07:54 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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Attributes
File Name GeoJot+ 2018-10-09 10_15_34.JPG
Description / Street and Street N Main St/E Church St
Quadrant SW CORNER
Comment
Time Stamp 8:15:34 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement (25%) Exceeds ½” to 1” with or without bevel  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority 25%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-09 10_26_47.JPG
Description / Street and Street N Irish St/W Church St
Quadrant SW CORNER
Comment
Time Stamp 8:26:47 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 10_29_16.JPG
Description / Street and Street N Irish St/W Church St
Quadrant NW CORNER
Comment
Time Stamp 8:29:16 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2% max 100%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 100%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 10_31_04.JPG
Description / Street and Street N Irish St/W Church St
Quadrant NE CORNER
Comment
Time Stamp 8:31:04 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 10_42_33.JPG
Description / Street and Street N Irish St/Hall St
Quadrant SW CORNER
Comment
Time Stamp 8:42:33 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 10_44_59.JPG
Description / Street and Street N Irish St/Hall St
Quadrant NW CORNER
Comment
Time Stamp 8:44:59 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 10_46_30.JPG
Description / Street and Street N Irish St/Hall St
Quadrant SE CORNER
Comment
Time Stamp 8:46:30 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 10_55_37.JPG
Description / Street and Street N Cutler St/Hall St
Quadrant NE CORNER
Comment
Time Stamp 8:55:37 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 11_10_25.JPG
Description / Street and Street Hall St/Greene County Clerk
Quadrant SW CORNER
Comment
Time Stamp 9:10:25 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 25%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 11_25_21.JPG
Description / Street and Street N Cutler St/W Church St
Quadrant NE CORNER
Comment
Time Stamp 9:25:21 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (50%) 8.33% to 9.5%  
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 50%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 11_27_03.JPG
Description / Street and Street N Cutler St/W Church St
Quadrant SE CORNER
Comment
Time Stamp 9:27:03 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 11_55_48.JPG
Description / Street and Street N Main St/223 N Main St
Quadrant NW CORNER
Comment
Time Stamp 9:55:48 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-09 13_29_24.JPG
Description / Street and Street N Irish St/ Willis St
Quadrant NE CORNER
Comment
Time Stamp 11:29:24 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (25%) Exceeds ½” to 1” with or without bevel  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 25%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 13_31_21.JPG
Description / Street and Street N Irish St/ Willis St
Quadrant SW CORNER
Comment
Time Stamp 11:31:21 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (50%) 8.33% to 9.5%  
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 50%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 13_43_42.JPG
Description / Street and Street N Irish St/Britton St
Quadrant NE CORNER
Comment
Time Stamp 11:43:42 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 13_45_28.JPG
Description / Street and Street N Irish St/Britton St
Quadrant SW CORNER
Comment
Time Stamp 11:45:28 AM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings ¾” – 1”   25%
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority 25%
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 14_33_59.JPG
Description / Street and Street Courthouse Alley/Greene County Detention Center
Quadrant NW CORNER
Comment
Time Stamp 12:33:59 PM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-09 14_41_58.JPG
Description / Street and Street N College St/103 N College St
Quadrant NW CORNER
Comment
Time Stamp 12:41:58 PM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
File Name GeoJot+ 2018-10-09 14_43_48.JPG
Description / Street and Street N College St/103 N College St
Quadrant SE CORNER
Comment Pedestrian cross walk
Time Stamp 12:43:48 PM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope >3.5%  0%
Side flare slope (50%) 10-15%  
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 0%
Side flare slope- Priority 50%
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File Name GeoJot+ 2018-10-09 14_51_41.JPG
Description / Street and Street E Church St/N College St
Quadrant NW CORNER
Comment
Time Stamp 12:51:41 PM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-09 14_54_12.JPG
Description / Street and Street E Church St/N College St
Quadrant SW CORNER
Comment
Time Stamp 12:54:12 PM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope >3.5%  0%
Side flare slope (50%) 10-15%  
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 0%
Side flare slope- Priority 50%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope >3.5%  0%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 0%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
File Name GeoJot+ 2018-10-09 14_56_36.JPG
Description / Street and Street E Church St/N College St
Quadrant SE CORNER
Comment
Time Stamp 12:56:36 PM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
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File Name GeoJot+ 2018-10-09 14_59_03.JPG
Description / Street and Street E Church St/N College St
Quadrant SW CORNER
Comment
Time Stamp 12:59:03 PM
Date Stamp 10/9/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority



GRN801_Ramps Page 146 of 370 7/23/2019 10:20:12 AM

GeoJot+ 2018-10-10 10_15_45.JPG
Title: 



GRN801_Ramps Page 147 of 370 7/23/2019 10:20:12 AM

 

Attributes
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
File Name GeoJot+ 2018-10-10 10_15_45.JPG
Description / Street and Street W Church St/Holt Ct
Quadrant SE CORNER
Comment
Time Stamp 8:15:45 AM
Date Stamp 10/10/2018
Curb ramp width 36-42”  25%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 25%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
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File Name GeoJot+ 2018-10-10 10_38_16.JPG
Description / Street and Street Cox Cir/100 Cox Cir
Quadrant NW CORNER
Comment Within parking lot of housing authority
Time Stamp 8:38:16 AM
Date Stamp 10/10/2018
Curb ramp width 36-42”  25%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 25%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-10 10_40_48.JPG
Description / Street and Street Cox Cir/100 Cox Cir
Quadrant NE CORNER
Comment
Time Stamp 8:40:48 AM
Date Stamp 10/10/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
File Name GeoJot+ 2018-10-10 10_52_52.JPG
Description / Street and Street Cox Cir/100 Cox Cir
Quadrant NW CORNER
Comment
Time Stamp 8:52:52 AM
Date Stamp 10/10/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope >3.5%  0%
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File Name GeoJot+ 2018-10-10 11_47_04.JPG
Description / Street and Street W Church St/Locust St
Quadrant NW CORNER
Comment
Time Stamp 9:47:04 AM
Date Stamp 10/10/2018
Curb ramp width 48” or greater 100%
Ramp running slope (50%) 8.33% to 9.5%  
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 50%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
File Name GeoJot+ 2018-10-10 11_48_45.JPG
Description / Street and Street W Church St/Locust St
Quadrant NE CORNER
Comment
Time Stamp 9:48:45 AM
Date Stamp 10/10/2018
Curb ramp width 48” or greater 100%
Ramp running slope (50%) 8.33% to 9.5%  
Ramp cross slope >3.5%  0%
Side flare slope (50%) 10-15%  
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 50%
Ramp cross slope- Priority 0%
Side flare slope- Priority 50%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
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File Name GeoJot+ 2018-10-10 11_53_55.JPG
Description / Street and Street W Church St/Baxter St
Quadrant NE CORNER
Comment
Time Stamp 9:53:55 AM
Date Stamp 10/10/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope 2.5-3.5%  25%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 25%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-10 11_55_11.JPG
Description / Street and Street W Church St/Baxter St
Quadrant NW CORNER
Comment
Time Stamp 9:55:11 AM
Date Stamp 10/10/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
File Name GeoJot+ 2018-10-10 13_59_38.JPG
Description / Street and Street W Church St/N Highland Ave
Quadrant NE CORNER
Comment
Time Stamp 11:59:38 AM
Date Stamp 10/10/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
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File Name GeoJot+ 2018-10-10 14_39_49.JPG
Description / Street and Street W Summer St/S Cutler St
Quadrant SW CORNER
Comment
Time Stamp 12:39:49 PM
Date Stamp 10/10/2018
Curb ramp width 48” or greater 100%
Ramp running slope (50%) 8.33% to 9.5%  
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 50%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-10 14_42_57.JPG
Description / Street and Street W Summer St/S Cutler St
Quadrant SE CORNER
Comment
Time Stamp 12:42:57 PM
Date Stamp 10/10/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2% max 100%
Side flare slope (50%) 10-15%  
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 100%
Side flare slope- Priority 50%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-10 14_49_44.JPG
Description / Street and Street W Summer St/S Cutler St
Quadrant NE CORNER
Comment
Time Stamp 12:49:44 PM
Date Stamp 10/10/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2% max 100%
Side flare slope (50%) 10-15%  
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 100%
Side flare slope- Priority 50%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-10 15_14_38.JPG
Description / Street and Street Loretta St/W Depot St
Quadrant NE CORNER
Comment
Time Stamp 1:14:38 PM
Date Stamp 10/10/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2% max 100%
Side flare slope (50%) 10-15%  
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 100%
Side flare slope- Priority 50%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-12 10_02_19.JPG
Description / Street and Street W Summer St/S Irish St
Quadrant SE CORNER
Comment
Time Stamp 8:02:19 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2.0-2.5%  50%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 25%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-10-12 10_04_19.JPG
Description / Street and Street W Summer St/S Irish St
Quadrant NE CORNER
Comment
Time Stamp 8:04:19 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2.5-3.5%  25%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 25%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-10-12 10_04_22.JPG
Description / Street and Street W Summer St/S Irish St
Quadrant NE CORNER
Comment
Time Stamp 8:04:22 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2.5-3.5%  25%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 25%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-10-12 10_06_34.JPG
Description / Street and Street W Summer St/S Irish St
Quadrant NW CORNER
Comment
Time Stamp 8:06:34 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (50%) 10-15%  
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 50%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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Attributes
File Name GeoJot+ 2018-10-12 10_08_41.JPG
Description / Street and Street W Summer St/S Irish St
Quadrant SW CORNER
Comment
Time Stamp 8:08:41 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2.5-3.5%  25%
Side flare slope (50%) 10-15%  
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 25%
Side flare slope- Priority 50%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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Attributes
File Name GeoJot+ 2018-10-12 10_25_53.JPG
Description / Street and Street S Irish St/W Depot St
Quadrant SE CORNER
Comment
Time Stamp 8:25:53 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope >3.5%  0%
Side flare slope (0%) >25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 0%
Side flare slope- Priority 0%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-10-12 10_27_44.JPG
Description / Street and Street S Irish St/W Depot St
Quadrant NE CORNER
Comment Ramp located on n Irish
Time Stamp 8:27:44 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (50%) 8.33% to 9.5%  
Ramp cross slope 2% max 100%
Side flare slope (0%) >25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 50%
Ramp cross slope- Priority 100%
Side flare slope- Priority 0%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority



GRN801_Ramps Page 186 of 370 7/23/2019 10:20:12 AM

GeoJot+ 2018-10-12 10_29_47.JPG
Title: 



GRN801_Ramps Page 187 of 370 7/23/2019 10:20:12 AM

 

Attributes
File Name GeoJot+ 2018-10-12 10_29_47.JPG
Description / Street and Street S Irish St/W Depot St
Quadrant SE CORNER
Comment Facing south
Time Stamp 8:29:47 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-10-12 10_32_01.JPG
Description / Street and Street W Depot St/N Irish St
Quadrant NE CORNER
Comment
Time Stamp 8:32:01 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (50%) 10-15%  
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 50%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-12 10_33_29.JPG
Description / Street and Street W Depot St/N Irish St
Quadrant NE CORNER
Comment
Time Stamp 8:33:29 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-12 10_34_23.JPG
Description / Street and Street W Depot St/N Irish St
Quadrant NW CORNER
Comment
Time Stamp 8:34:23 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-12 10_56_11.JPG
Description / Street and Street S Cutler St/W Depot St
Quadrant SE CORNER
Comment
Time Stamp 8:56:11 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-12 11_14_10.JPG
Description / Street and Street Loretta St/Sampson St
Quadrant SE CORNER
Comment
Time Stamp 9:14:10 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-12 11_54_37.JPG
Description / Street and Street Railroad St/Wesley Ave
Quadrant NW CORNER
Comment
Time Stamp 9:54:37 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-12 13_33_00.JPG
Description / Street and Street W Summer St/S Main St
Quadrant NW CORNER
Comment
Time Stamp 11:33:00 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2.0-2.5%  50%
Side flare slope (50%) 10-15%  
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 50%
Side flare slope- Priority 50%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-12 13_35_01.JPG
Description / Street and Street W Summer St/S Main St
Quadrant SW CORNER
Comment
Time Stamp 11:35:01 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2.0-2.5%  50%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 50%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-12 13_37_44.JPG
Description / Street and Street E Summer St/S Main St
Quadrant SE CORNER
Comment
Time Stamp 11:37:44 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (50%) 10-15%  
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 50%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-12 13_39_58.JPG
Description / Street and Street E Summer St/S Main St
Quadrant NE CORNER
Comment
Time Stamp 11:39:58 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-12 13_48_36.JPG
Description / Street and Street S Main St/W Depot St
Quadrant SE CORNER
Comment
Time Stamp 11:48:36 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope >3.5%  0%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 25%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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Attributes
Quadrant NE CORNER
Comment
Time Stamp 11:50:06 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope >3.5%  0%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 0%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
File Name GeoJot+ 2018-10-12 13_50_06.JPG
Description / Street and Street N Main St/E Depot St
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File Name GeoJot+ 2018-10-12 13_52_17.JPG
Description / Street and Street N Main St/W Depot St
Quadrant NW CORNER
Comment
Time Stamp 11:52:17 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-12 13_55_44.JPG
Description / Street and Street S Main St/W Depot St
Quadrant SW CORNER
Comment
Time Stamp 11:55:44 AM
Date Stamp 10/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority 50%
Crosswalk Marking Width- Priority 100%
File Name GeoJot+ 2018-10-29 08_39_30.JPG
Description / Street and Street E Summer St/S College St
Quadrant SE CORNER
Comment Crosswalk on 111
Time Stamp 6:39:30 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage Evidence of minor water ponding  50%
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
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File Name GeoJot+ 2018-10-29 08_41_42.JPG
Description / Street and Street E Summer St/S College St
Quadrant NE CORNER
Comment Crosswalk on 113
Time Stamp 6:41:42 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage Evidence of minor water ponding  50%
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings ½” – ¾”   50%
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority 50%
Protrusions- Priority
Obstructions- Priority
Drainage- Priority 50%
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-29 09_47_14.JPG
Description / Street and Street Academy St/115 Academy St
Quadrant SE CORNER
Comment
Time Stamp 7:47:14 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (25%) 15-25%   
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 25%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
File Name GeoJot+ 2018-10-29 09_48_39.JPG
Description / Street and Street Academy St/115 Academy St
Quadrant SE CORNER
Comment
Time Stamp 7:48:39 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
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File Name GeoJot+ 2018-10-29 09_50_06.JPG
Description / Street and Street S College St/E Depot St
Quadrant SE CORNER
Comment
Time Stamp 7:50:06 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (50%) 8.33% to 9.5%  
Ramp cross slope 2% max 100%
Side flare slope (50%) 10-15%  
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (25%) Exceeds ½” to 1” with or without bevel  
Protrusions
Obstructions
Drainage Evidence of minor water ponding  50%
Crosswalk Marking Width Entire ramp not within markings by <6" 50%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 50%
Ramp cross slope- Priority 100%
Side flare slope- Priority 50%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 25%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority 50%
Crosswalk Marking Width- Priority 50%
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Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 25%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority 50%
Crosswalk Marking Width- Priority 50%
File Name GeoJot+ 2018-10-29 09_52_38.JPG
Description / Street and Street S College St/E Depot St
Quadrant SW CORNER
Comment
Time Stamp 7:52:38 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (50%) 8.33% to 9.5%  
Ramp cross slope 2% max 100%
Side flare slope (50%) 10-15%  
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (25%) Exceeds ½” to 1” with or without bevel  
Protrusions
Obstructions
Drainage Evidence of minor water ponding  50%
Crosswalk Marking Width Entire ramp not within markings by <6" 50%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 50%
Ramp cross slope- Priority 100%
Side flare slope- Priority 50%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
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File Name GeoJot+ 2018-10-29 09_55_29.JPG
Description / Street and Street S College St/120 E Depot St
Quadrant SW CORNER
Comment
Time Stamp 7:55:29 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope 2.5-3.5%  25%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage Evidence of minor water ponding  50%
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 25%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority 50%
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-29 09_56_58.JPG
Description / Street and Street S College St/120 E Depot St
Quadrant NW CORNER
Comment
Time Stamp 7:56:58 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope 2.0-2.5%  50%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage Evidence of minor water ponding  50%
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings ½” – ¾”   50%
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 50%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority 50%
Protrusions- Priority
Obstructions- Priority
Drainage- Priority 50%
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-29 09_58_11.JPG
Description / Street and Street S College St/120 E Depot St
Quadrant SW CORNER
Comment
Time Stamp 7:58:11 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2.0-2.5%  50%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage Evidence of minor water ponding  50%
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 50%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority 50%
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-29 09_59_09.JPG
Description / Street and Street S College St/120 E Depot St
Quadrant NW CORNER
Comment
Time Stamp 7:59:09 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage Evidence of minor water ponding  50%
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority 50%
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-29 10_00_37.JPG
Description / Street and Street S College St/E Depot St
Quadrant SW CORNER
Comment Crosswalk on 113
Time Stamp 8:00:37 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-29 10_03_25.JPG
Description / Street and Street S Main St/E Depot St
Quadrant SE CORNER
Comment
Time Stamp 8:03:25 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2.0-2.5%  50%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 50%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-29 10_05_49.JPG
Description / Street and Street E Summer St/S Main St
Quadrant SW CORNER
Comment
Time Stamp 8:05:49 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-29 13_35_42.JPG
Description / Street and Street E Church Street/W Sevier Heights
Quadrant SE CORNER
Comment
Time Stamp 11:35:42 AM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-10-29 14_21_35.JPG
Description / Street and Street Unaka St/Park St
Quadrant NW CORNER
Comment
Time Stamp 12:21:35 PM
Date Stamp 10/29/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage Evidence of minor water ponding  50%
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority 50%
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-30 09_50_49.JPG
Description / Street and Street S Main St/E McKee St
Quadrant NE CORNER
Comment Crosswalk markings are very faded
Time Stamp 7:50:49 AM
Date Stamp 10/30/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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Attributes
File Name GeoJot+ 2018-10-30 09_57_59.JPG
Description / Street and Street E Summer St/S Main St
Quadrant SW CORNER
Comment
Time Stamp 7:57:59 AM
Date Stamp 10/30/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2.0-2.5%  50%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 50%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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Attributes
File Name GeoJot+ 2018-10-30 13_46_21.JPG
Description / Street and Street Unaka St/Park St
Quadrant NE CORNER
Comment
Time Stamp 11:46:21 AM
Date Stamp 10/30/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (25%) Exceeds ½” to 1” with or without bevel  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 25%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-30 13_50_50.JPG
Description / Street and Street Lake St/Park St
Quadrant NW CORNER
Comment
Time Stamp 11:50:50 AM
Date Stamp 10/30/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-30 13_51_52.JPG
Description / Street and Street Lake St/Park St
Quadrant NE CORNER
Comment
Time Stamp 11:51:52 AM
Date Stamp 10/30/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-30 13_56_11.JPG
Description / Street and Street W Bernard Ave/Park St
Quadrant NW CORNER
Comment
Time Stamp 11:56:11 AM
Date Stamp 10/30/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
Drainage- Priority
Crosswalk Marking Width- Priority
File Name GeoJot+ 2018-10-31 09_52_45.JPG
Description / Street and Street W Irish St/E Cutler St
Quadrant SE CORNER
Comment
Time Stamp 7:52:45 AM
Date Stamp 10/31/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
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File Name GeoJot+ 2018-10-31 10_14_13.JPG
Description / Street and Street Clem St/W Floral St
Quadrant NW CORNER
Comment
Time Stamp 8:14:13 AM
Date Stamp 10/31/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-31 10_34_13.JPG
Description / Street and Street W Summer St/S Cutler St
Quadrant SW CORNER
Comment
Time Stamp 8:34:13 AM
Date Stamp 10/31/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-31 14_00_52.JPG
Description / Street and Street W Main St/E Cutler St
Quadrant NW CORNER
Comment
Time Stamp 12:00:52 PM
Date Stamp 10/31/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-10-31 14_21_44.JPG
Description / Street and Street W Main St/Monument Ave
Quadrant SE CORNER
Comment
Time Stamp 12:21:44 PM
Date Stamp 10/31/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-01 09_27_20.JPG
Description / Street and Street S Main St/Lynn Ave
Quadrant SW CORNER
Comment
Time Stamp 7:27:20 AM
Date Stamp 11/1/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2.0-2.5%  50%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage Evidence of minor water ponding  50%
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 50%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority 50%
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-01 09_31_18.JPG
Description / Street and Street S Main St/Crescent Dr
Quadrant NW CORNER
Comment
Time Stamp 7:31:18 AM
Date Stamp 11/1/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-01 09_32_30.JPG
Description / Street and Street S Main St/Crescent Dr
Quadrant SW CORNER
Comment
Time Stamp 7:32:30 AM
Date Stamp 11/1/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-01 09_36_02.JPG
Description / Street and Street Crescent Dr/617 Crescent Dr
Quadrant SE CORNER
Comment
Time Stamp 7:36:02 AM
Date Stamp 11/1/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-01 09_37_06.JPG
Description / Street and Street Crescent Dr/617 Crescent Dr
Quadrant SW CORNER
Comment
Time Stamp 7:37:06 AM
Date Stamp 11/1/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-01 09_40_22.JPG
Description / Street and Street Crescent Drive/Crescent Dr
Quadrant SW CORNER
Comment
Time Stamp 7:40:22 AM
Date Stamp 11/1/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-05 09_07_30.JPG
Description / Street and Street Takoma Ave/Coolidge St
Quadrant NW CORNER
Comment
Time Stamp 7:07:30 AM
Date Stamp 11/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings >1”   0%
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority 0%
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-11-05 09_11_46.JPG
Description / Street and Street Forest St/Takoma Ave
Quadrant SW CORNER
Comment
Time Stamp 7:11:46 AM
Date Stamp 11/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (0%) Ramp required - none provided or exceeds 11% 

slope 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (0%) Any displacement >1”. Any >2” is a safety hazard. 
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings >1”   0%
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 0%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 0%
Seperations/openings- Priority 0%
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority



GRN801_Ramps Page 284 of 370 7/23/2019 10:20:12 AM

GeoJot+ 2018-11-05 09_13_04.JPG
Title: 



GRN801_Ramps Page 285 of 370 7/23/2019 10:20:12 AM

 

Attributes
File Name GeoJot+ 2018-11-05 09_13_04.JPG
Description / Street and Street Forest St/Takoma Ave
Quadrant NW CORNER
Comment
Time Stamp 7:13:04 AM
Date Stamp 11/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2.0-2.5%  50%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage Evidence of minor water ponding  50%
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 50%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority 50%
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-05 13_42_28.JPG
Description / Street and Street Carson St/Myrtle St
Quadrant NE CORNER
Comment
Time Stamp 11:42:28 AM
Date Stamp 11/5/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority



GRN801_Ramps Page 288 of 370 7/23/2019 10:20:12 AM

GeoJot+ 2018-11-06 09_44_09.JPG
Title: 



GRN801_Ramps Page 289 of 370 7/23/2019 10:20:12 AM

 

Attributes
File Name GeoJot+ 2018-11-06 09_44_09.JPG
Description / Street and Street Snapps Ferry Rd/Gass Dr
Quadrant SW CORNER
Comment
Time Stamp 7:44:09 AM
Date Stamp 11/6/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope 2% max all directions 100%
Dims- Top landing 48”x48” minimum 100%
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority 100%
Dims-Bottom landing- Priority
Top Landing Slope- Priority 100%
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-06 09_54_27.JPG
Description / Street and Street Gass Dr/Tusculum View Ext
Quadrant NW CORNER
Comment
Time Stamp 7:54:27 AM
Date Stamp 11/6/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope 2% max all directions 100%
Dims- Top landing 48”x48” minimum 100%
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority 100%
Dims-Bottom landing- Priority
Top Landing Slope- Priority 100%
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-06 09_58_12.JPG
Description / Street and Street Luther St/Elk St
Quadrant SW CORNER
Comment
Time Stamp 7:58:12 AM
Date Stamp 11/6/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2.0-2.5%  50%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 50%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority



GRN801_Ramps Page 294 of 370 7/23/2019 10:20:12 AM

GeoJot+ 2018-11-06 10_01_10.JPG
Title: 



GRN801_Ramps Page 295 of 370 7/23/2019 10:20:12 AM

 

Attributes
File Name GeoJot+ 2018-11-06 10_01_10.JPG
Description / Street and Street Luther St/Tusculum View Elementary School
Quadrant SW CORNER
Comment
Time Stamp 8:01:10 AM
Date Stamp 11/6/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-11-06 10_04_41.JPG
Description / Street and Street Gass Drive/ Tusculum View Exit
Quadrant SW CORNER
Comment
Time Stamp 8:04:41 AM
Date Stamp 11/6/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-06 10_08_41.JPG
Description / Street and Street Tusculum View Ext/Emory Rd
Quadrant SE CORNER
Comment
Time Stamp 8:08:41 AM
Date Stamp 11/6/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings >1”   0%
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority 0%
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-06 10_12_36.JPG
Description / Street and Street Tusculum View Exit/Fairgrounds Road
Quadrant SW CORNER
Comment
Time Stamp 8:12:36 AM
Date Stamp 11/6/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-06 10_13_46.JPG
Description / Street and Street Jeff Woods Memorial Dr/Fairgrounds Rd
Quadrant SE CORNER
Comment
Time Stamp 8:13:46 AM
Date Stamp 11/6/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings ½” – ¾”   50%
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority 50%
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-06 10_15_12.JPG
Description / Street and Street Tusculum View Exit/Fairgrounds Road
Quadrant NW CORNER
Comment
Time Stamp 8:15:12 AM
Date Stamp 11/6/2018
Curb ramp width 48” or greater 100%
Ramp running slope (25%) 9.5% to 11%   
Ramp cross slope 2.5-3.5%  25%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage Evidence of minor water ponding  50%
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 25%
Ramp cross slope- Priority 25%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority 50%
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-06 10_28_04.JPG
Description / Street and Street Snapps Ferry Rd/Gass Dr
Quadrant SE CORNER
Comment
Time Stamp 8:28:04 AM
Date Stamp 11/6/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope 2% max all directions 100%
Dims- Top landing 48”x48” minimum 100%
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority 100%
Dims-Bottom landing- Priority
Top Landing Slope- Priority 100%
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-07 10_16_18.JPG
Description / Street and Street Jeff Woods Memorial Dr/Fairgrounds Rd
Quadrant NE CORNER
Comment
Time Stamp 8:16:18 AM
Date Stamp 11/7/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-07 10_33_10.JPG
Description / Street and Street N Rufe Taylor Rd/Jeff Woods Memorial Dr
Quadrant NW CORNER
Comment
Time Stamp 8:33:10 AM
Date Stamp 11/7/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage Evidence of minor water ponding  50%
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority 50%
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-08 09_26_14.JPG
Description / Street and Street Watercress Dr/Bonita Way
Quadrant SW CORNER
Comment
Time Stamp 7:26:14 AM
Date Stamp 11/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-08 09_31_06.JPG
Description / Street and Street Watercress Dr/Goldenrod Ln
Quadrant NW CORNER
Comment
Time Stamp 7:31:06 AM
Date Stamp 11/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings ½” – ¾”   50%
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority 50%
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-08 09_36_49.JPG
Description / Street and Street Goldenrod Lane END
Quadrant NW CORNER
Comment
Time Stamp 7:36:49 AM
Date Stamp 11/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings ½” – ¾”   50%
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority 50%
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-08 09_38_51.JPG
Description / Street and Street Watercress Dr/Bonita Way
Quadrant SE CORNER
Comment
Time Stamp 7:38:51 AM
Date Stamp 11/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-11-08 09_42_04.JPG
Description / Street and Street Watercress Dr/Easy St
Quadrant SW CORNER
Comment
Time Stamp 7:42:04 AM
Date Stamp 11/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
Description / Street and Street Watercress Dr/Easy St
Quadrant SE CORNER
Comment
Time Stamp 7:42:44 AM
Date Stamp 11/8/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
File Name GeoJot+ 2018-11-08 09_42_44.JPG
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Attributes
File Name GeoJot+ 2018-11-12 09_24_18.JPG
Description / Street and Street Hal Henard Elementary School
Quadrant SE CORNER
Comment
Time Stamp 7:24:18 AM
Date Stamp 11/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
File Name GeoJot+ 2018-11-12 09_28_50.JPG
Description / Street and Street Hal Henard Elementary School
Quadrant SW CORNER
Comment
Time Stamp 7:28:50 AM
Date Stamp 11/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
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Attributes
File Name GeoJot+ 2018-11-12 09_29_39.JPG
Description / Street and Street Hal Henard Elementary School
Quadrant SE CORNER
Comment
Time Stamp 7:29:39 AM
Date Stamp 11/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-11-12 09_34_03.JPG
Description / Street and Street Hal Henard Elementary School
Quadrant SW CORNER
Comment
Time Stamp 7:34:03 AM
Date Stamp 11/12/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-13 09_35_32.JPG
Description / Street and Street Hal Henard Elementary School
Quadrant SW CORNER
Comment
Time Stamp 7:35:32 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement (50%) Non-beveled to ½”  
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority 50%
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
File Name GeoJot+ 2018-11-13 09_39_23.JPG
Description / Street and Street E Vann Rd/Magnolia Dr
Quadrant SE CORNER
Comment
Time Stamp 7:39:23 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
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Attributes
File Name GeoJot+ 2018-11-13 09_48_01.JPG
Description / Street and Street E Vann Rd/Magnolia Dr
Quadrant SW CORNER
Comment
Time Stamp 7:48:01 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
File Name GeoJot+ 2018-11-13 09_52_23.JPG
Description / Street and Street Greeneville Middle School 
Quadrant SW CORNER
Comment
Time Stamp 7:52:23 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
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Attributes
File Name GeoJot+ 2018-11-13 09_59_06.JPG
Description / Street and Street Greeneville Middle School 
Quadrant NW CORNER
Comment
Time Stamp 7:59:06 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-11-13 09_59_49.JPG
Description / Street and Street Greeneville Middle School 
Quadrant NE CORNER
Comment
Time Stamp 7:59:49 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-13 10_03_31.JPG
Description / Street and Street Takoma Ave/402 E Vann Rd
Quadrant SW CORNER
Comment
Time Stamp 8:03:31 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-13 10_05_24.JPG
Description / Street and Street E Vann Rd/Takoma Ave
Quadrant NW CORNER
Comment
Time Stamp 8:05:24 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-13 10_18_38.JPG
Description / Street and Street Coolidge St/1021 Coolidge St
Quadrant SE CORNER
Comment
Time Stamp 8:18:38 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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Attributes
File Name GeoJot+ 2018-11-13 10_23_13.JPG
Description / Street and Street Takoma Ave/Woodridge Cir
Quadrant NW CORNER
Comment
Time Stamp 8:23:13 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-11-13 10_26_24.JPG
Description / Street and Street Takoma Ave/Coolidge St
Quadrant SW CORNER
Comment
Time Stamp 8:26:24 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width None provided (not req'd) or full width of ramp 100%
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority 100%
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File Name GeoJot+ 2018-11-13 10_27_42.JPG
Description / Street and Street Takoma Ave/Woodridge Cir
Quadrant SW CORNER
Comment
Time Stamp 8:27:42 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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File Name GeoJot+ 2018-11-13 10_31_45.JPG
Description / Street and Street Takoma Ave/402 E Vann Rd
Quadrant NW CORNER
Comment
Time Stamp 8:31:45 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority



GRN801_Ramps Page 358 of 370 7/23/2019 10:20:12 AM
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Attributes
File Name GeoJot+ 2018-11-13 10_34_42.JPG
Description / Street and Street Takoma Ave/Woodridge Cir
Quadrant NE CORNER
Comment
Time Stamp 8:34:42 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-11-13 10_36_50.JPG
Description / Street and Street Takoma Ave/Woodridge Cir
Quadrant SE CORNER
Comment
Time Stamp 8:36:50 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-11-13 10_39_56.JPG
Description / Street and Street Forest St/Takoma Ave
Quadrant SE CORNER
Comment
Time Stamp 8:39:56 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-11-13 10_41_12.JPG
Description / Street and Street Forest St/Takoma Ave
Quadrant SW CORNER
Comment Destroyed 
Time Stamp 8:41:12 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope >3.5%  0%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 0%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority
Detectable warning length- Priority
Detectable warning color contrast- Priority
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
File Name GeoJot+ 2018-11-13 10_45_02.JPG
Description / Street and Street Takoma Ave/Coolidge St
Quadrant NW CORNER
Comment Destroyed 
Time Stamp 8:45:02 AM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width
Detectable warning length
Detectable warning color contrast
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined Yes
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Attributes
File Name GeoJot+ 2018-11-13 14_08_52.JPG
Description / Street and Street Asheville Hwy/Carson St
Quadrant NW CORNER
Comment
Time Stamp 12:08:52 PM
Date Stamp 11/13/2018
Curb ramp width 48” or greater 100%
Ramp running slope (100%) Less than 8.33% 
Ramp cross slope 2% max 100%
Side flare slope (100%) 10% max, non-required grass adjacent 
Top Landing Slope
Dims- Top landing
Detectable warning width (100%) Full width of ramp, 4' min 
Detectable warning length (100%) 24" min  
Detectable warning color contrast Clearly contrasting with walk  100%
Displacement
Protrusions
Obstructions
Drainage
Crosswalk Marking Width
Bottom Landing Slope
Combined No
Dims-Bottom landing
Refuge Island Width
Seperations/openings
Bottom Landing Location
Curb ramp width- Priority 100%
Ramp running slope- Priority 100%
Ramp cross slope- Priority 100%
Side flare slope- Priority 100%
Dims- Top landing- Priority
Dims-Bottom landing- Priority
Top Landing Slope- Priority
Bottom Landing Slope- Priority
Bottom Landing Location- Priority
Detectable warning width- Priority 100%
Detectable warning length- Priority 100%
Detectable warning color contrast- Priority 100%
Refuge Island Width- Priority
Displacement- Priority
Seperations/openings- Priority
Protrusions- Priority
Obstructions- Priority
Drainage- Priority
Crosswalk Marking Width- Priority
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Attributes
File Name GeoJot+ 2018-11-27 10_57_12.JPG
Location SE QUAD OF S Main St/ East Summer Street
Comments No Buttons
Time Stamp 8:57:12 AM
Date Stamp 11/27/2018
Direction Served N/S
Located on Accessible Route Yes
Clear Space at buttons 30" x 48" or greater  100%
Distance From Curb 1.5' to 6' or up to 10" with constraint 100%
Distance From Sidewalk or Crosswalk 0' to 5' 100%
Distance Between Buttons less than 6' separation 0%
Push button Signage (0%) None present 
Operating Force > 12 lbs.  0%
Tactile Arrow (0%) No tactile arrow  
Locator Tone No pushbutton locator tone or cannot be heard  0%
Vibrotactile Pushbutton *No vibration  0%
Audible Walk Indication Audible, but wrong kind  0%
Speech Message (0%) Required, none provided (less than 10' 

separation) 
Pilot Light Illuminates until walk, no wait message 25%
Clear Space Slope at Buttons Less than 2% slope all directions 100%
Pushbutton Size 1-1/2" diameter or less  0%
Push Button Height lower than 36" and/or higher than 54"  0%
Clear Space at buttons -  Priority 100%
Clear Space Slope at Buttons-  Priority 100%
Distance From Curb-  Priority 100%
Push button Signage-  Priority 0%
Distance From Sidewalk or Crosswalk-  Priority 100%
Distance Between Buttons-  Priority 0%
Operating Force- Priority 0%
Tactile Arrow-  Priority 0%
Locator Tone- Priority 0%
Vibrotactile Pushbutton-  Priority 0%
Audible Walk Indication- Priority 0%
Speech Message-  Priority 0%
Pushbutton Size- Priority 0%
Push Button Height-  Priority 0%
Pilot Light-  Priority 25%
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Attributes
File Name GeoJot+ 2018-11-27 10_59_17.JPG
Location NE QUAD OF S Main St/ East Summer Street
Comments
Time Stamp 8:59:17 AM
Date Stamp 11/27/2018
Direction Served Both, single button
Located on Accessible Route Yes
Clear Space at buttons 30" x 48" or greater  100%
Distance From Curb 1.5' to 6' or up to 10" with constraint 100%
Distance From Sidewalk or Crosswalk 0' to 5' 100%
Distance Between Buttons 10' minimum separation 100%
Push button Signage (0%) None present 
Operating Force <5lbs 100%
Tactile Arrow (0%) No tactile arrow  
Locator Tone No pushbutton locator tone or cannot be heard  0%
Vibrotactile Pushbutton *No vibration  0%
Audible Walk Indication Audible, but wrong kind  0%
Speech Message (0%) Required, none provided (less than 10' 

separation) 
Pilot Light Illuminates until walk, no wait message 25%
Clear Space Slope at Buttons Less than 2% slope all directions 100%
Pushbutton Size 1-1/2" diameter or less  0%
Push Button Height 42" preferred, 48" max.  100%
Clear Space at buttons -  Priority 100%
Clear Space Slope at Buttons-  Priority 100%
Distance From Curb-  Priority 100%
Push button Signage-  Priority 0%
Distance From Sidewalk or Crosswalk-  Priority 100%
Distance Between Buttons-  Priority 100%
Operating Force- Priority 100%
Tactile Arrow-  Priority 0%
Locator Tone- Priority 0%
Vibrotactile Pushbutton-  Priority 0%
Audible Walk Indication- Priority 0%
Speech Message-  Priority 0%
Pushbutton Size- Priority 0%
Push Button Height-  Priority 100%
Pilot Light-  Priority 25%
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Attributes
File Name GeoJot+ 2018-11-27 11_01_57.JPG
Location NW QUAD OF S Main St/ W Summer St
Comments
Time Stamp 9:01:57 AM
Date Stamp 11/27/2018
Direction Served Both, single button
Located on Accessible Route Yes
Clear Space at buttons 30" x 48" or greater  100%
Distance From Curb 1.5' to 6' or up to 10" with constraint 100%
Distance From Sidewalk or Crosswalk 0' to 5' 100%
Distance Between Buttons 10' minimum separation 100%
Push button Signage (0%) None present 
Operating Force <5lbs 100%
Tactile Arrow (0%) No tactile arrow  
Locator Tone No pushbutton locator tone or cannot be heard  0%
Vibrotactile Pushbutton *No vibration  0%
Audible Walk Indication Audible, but wrong kind  0%
Speech Message (0%) Required, none provided (less than 10' 

separation) 
Pilot Light Illuminates until walk, no wait message 25%
Clear Space Slope at Buttons Less than 2% slope all directions 100%
Pushbutton Size 1-1/2" diameter or less  0%
Push Button Height 42" preferred, 48" max.  100%
Clear Space at buttons -  Priority 100%
Clear Space Slope at Buttons-  Priority 100%
Distance From Curb-  Priority 100%
Push button Signage-  Priority 0%
Distance From Sidewalk or Crosswalk-  Priority 100%
Distance Between Buttons-  Priority 100%
Operating Force- Priority 100%
Tactile Arrow-  Priority 0%
Locator Tone- Priority 0%
Vibrotactile Pushbutton-  Priority 0%
Audible Walk Indication- Priority 0%
Speech Message-  Priority 0%
Pushbutton Size- Priority 0%
Push Button Height-  Priority 100%
Pilot Light-  Priority 25%
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Attributes
File Name GeoJot+ 2018-11-27 11_04_34.JPG
Location SW QUAD OF S Main Street/ W Depot Street
Comments No buttons
Time Stamp 9:04:34 AM
Date Stamp 11/27/2018
Direction Served Both, single button
Located on Accessible Route Yes
Clear Space at buttons 30" x 48" or greater  100%
Distance From Curb 1.5' to 6' or up to 10" with constraint 100%
Distance From Sidewalk or Crosswalk 0' to 5' 100%
Distance Between Buttons less than 6' separation 0%
Push button Signage (0%) None present 
Operating Force > 12 lbs.  0%
Tactile Arrow (0%) No tactile arrow  
Locator Tone No pushbutton locator tone or cannot be heard  0%
Vibrotactile Pushbutton *No vibration  0%
Audible Walk Indication Audible, but wrong kind  0%
Speech Message (0%) Required, none provided (less than 10' 

separation) 
Pilot Light Illuminates until walk, no wait message 25%
Clear Space Slope at Buttons Less than 2% slope all directions 100%
Pushbutton Size 1-1/2" diameter or less  0%
Push Button Height lower than 36" and/or higher than 54"  0%
Clear Space at buttons -  Priority 100%
Clear Space Slope at Buttons-  Priority 100%
Distance From Curb-  Priority 100%
Push button Signage-  Priority 0%
Distance From Sidewalk or Crosswalk-  Priority 100%
Distance Between Buttons-  Priority 0%
Operating Force- Priority 0%
Tactile Arrow-  Priority 0%
Locator Tone- Priority 0%
Vibrotactile Pushbutton-  Priority 0%
Audible Walk Indication- Priority 0%
Speech Message-  Priority 0%
Pushbutton Size- Priority 0%
Push Button Height-  Priority 0%
Pilot Light-  Priority 25%
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Attributes
File Name GeoJot+ 2018-11-27 11_06_31.JPG
Location NW QUAD OF N Main Street/ W Depot Street
Comments No buttons
Time Stamp 9:06:31 AM
Date Stamp 11/27/2018
Direction Served Both, single button
Located on Accessible Route Yes
Clear Space at buttons 30" x 48" or greater  100%
Distance From Curb 1.5' to 6' or up to 10" with constraint 100%
Distance From Sidewalk or Crosswalk 0' to 5' 100%
Distance Between Buttons less than 6' separation 0%
Push button Signage (0%) None present 
Operating Force > 12 lbs.  0%
Tactile Arrow (0%) No tactile arrow  
Locator Tone No pushbutton locator tone or cannot be heard  0%
Vibrotactile Pushbutton *No vibration  0%
Audible Walk Indication Audible, but wrong kind  0%
Speech Message (0%) Required, none provided (less than 10' 

separation) 
Pilot Light Illuminates until walk, no wait message 25%
Clear Space Slope at Buttons Less than 2% slope all directions 100%
Pushbutton Size 1-1/2" diameter or less  0%
Push Button Height lower than 36" and/or higher than 54"  0%
Clear Space at buttons -  Priority 100%
Clear Space Slope at Buttons-  Priority 100%
Distance From Curb-  Priority 100%
Push button Signage-  Priority 0%
Distance From Sidewalk or Crosswalk-  Priority 100%
Distance Between Buttons-  Priority 0%
Operating Force- Priority 0%
Tactile Arrow-  Priority 0%
Locator Tone- Priority 0%
Vibrotactile Pushbutton-  Priority 0%
Audible Walk Indication- Priority 0%
Speech Message-  Priority 0%
Pushbutton Size- Priority 0%
Push Button Height-  Priority 0%
Pilot Light-  Priority 25%
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Attributes
File Name GeoJot+ 2018-11-27 11_09_19.JPG
Location NE QUAD OF N Main Street/ E Depot Street
Comments No buttons 
Time Stamp 9:09:19 AM
Date Stamp 11/27/2018
Direction Served Both, single button
Located on Accessible Route Yes
Clear Space at buttons 30" x 48" or greater  100%
Distance From Curb 1.5' to 6' or up to 10" with constraint 100%
Distance From Sidewalk or Crosswalk 0' to 5' 100%
Distance Between Buttons less than 6' separation 0%
Push button Signage (0%) None present 
Operating Force > 12 lbs.  0%
Tactile Arrow (0%) No tactile arrow  
Locator Tone No pushbutton locator tone or cannot be heard  0%
Vibrotactile Pushbutton *No vibration  0%
Audible Walk Indication Audible, but wrong kind  0%
Speech Message (0%) Required, none provided (less than 10' 

separation) 
Pilot Light Illuminates until walk, no wait message 25%
Clear Space Slope at Buttons Less than 2% slope all directions 100%
Pushbutton Size 1-1/2" diameter or less  0%
Push Button Height lower than 36" and/or higher than 54"  0%
Clear Space at buttons -  Priority 100%
Clear Space Slope at Buttons-  Priority 100%
Distance From Curb-  Priority 100%
Push button Signage-  Priority 0%
Distance From Sidewalk or Crosswalk-  Priority 100%
Distance Between Buttons-  Priority 0%
Operating Force- Priority 0%
Tactile Arrow-  Priority 0%
Locator Tone- Priority 0%
Vibrotactile Pushbutton-  Priority 0%
Audible Walk Indication- Priority 0%
Speech Message-  Priority 0%
Pushbutton Size- Priority 0%
Push Button Height-  Priority 0%
Pilot Light-  Priority 25%
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Attributes
File Name GeoJot+ 2018-11-27 11_12_19.JPG
Location SE QUAD OF N Main St/ E Church St
Comments No buttons 
Time Stamp 9:12:19 AM
Date Stamp 11/27/2018
Direction Served Both, single button
Located on Accessible Route Yes
Clear Space at buttons 30" x 48" or greater  100%
Distance From Curb 1.5' to 6' or up to 10" with constraint 100%
Distance From Sidewalk or Crosswalk 0' to 5' 100%
Distance Between Buttons less than 6' separation 0%
Push button Signage (0%) None present 
Operating Force > 12 lbs.  0%
Tactile Arrow (0%) No tactile arrow  
Locator Tone No pushbutton locator tone or cannot be heard  0%
Vibrotactile Pushbutton *No vibration  0%
Audible Walk Indication Audible, but wrong kind  0%
Speech Message (0%) Required, none provided (less than 10' 

separation) 
Pilot Light Illuminates until walk, no wait message 25%
Clear Space Slope at Buttons Less than 2% slope all directions 100%
Pushbutton Size 1-1/2" diameter or less  0%
Push Button Height lower than 36" and/or higher than 54"  0%
Clear Space at buttons -  Priority 100%
Clear Space Slope at Buttons-  Priority 100%
Distance From Curb-  Priority 100%
Push button Signage-  Priority 0%
Distance From Sidewalk or Crosswalk-  Priority 100%
Distance Between Buttons-  Priority 0%
Operating Force- Priority 0%
Tactile Arrow-  Priority 0%
Locator Tone- Priority 0%
Vibrotactile Pushbutton-  Priority 0%
Audible Walk Indication- Priority 0%
Speech Message-  Priority 0%
Pushbutton Size- Priority 0%
Push Button Height-  Priority 0%
Pilot Light-  Priority 25%
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Attributes
File Name GeoJot+ 2018-11-27 11_14_54.JPG
Location NE QUAD OF N Main St/ E Church St
Comments No buttons 
Time Stamp 9:14:54 AM
Date Stamp 11/27/2018
Direction Served Both, single button
Located on Accessible Route Yes
Clear Space at buttons 30" x 48" or greater  100%
Distance From Curb 1.5' to 6' or up to 10" with constraint 100%
Distance From Sidewalk or Crosswalk 0' to 5' 100%
Distance Between Buttons less than 6' separation 0%
Push button Signage (0%) None present 
Operating Force > 12 lbs.  0%
Tactile Arrow (0%) No tactile arrow  
Locator Tone No pushbutton locator tone or cannot be heard  0%
Vibrotactile Pushbutton *No vibration  0%
Audible Walk Indication Audible, but wrong kind  0%
Speech Message (0%) Required, none provided (less than 10' 

separation) 
Pilot Light Illuminates until walk, no wait message 25%
Clear Space Slope at Buttons Less than 2% slope all directions 100%
Pushbutton Size 1-1/2" diameter or less  0%
Push Button Height lower than 36" and/or higher than 54"  0%
Clear Space at buttons -  Priority 100%
Clear Space Slope at Buttons-  Priority 100%
Distance From Curb-  Priority 100%
Push button Signage-  Priority 0%
Distance From Sidewalk or Crosswalk-  Priority 100%
Distance Between Buttons-  Priority 0%
Operating Force- Priority 0%
Tactile Arrow-  Priority 0%
Locator Tone- Priority 0%
Vibrotactile Pushbutton-  Priority 0%
Audible Walk Indication- Priority 0%
Speech Message-  Priority 0%
Pushbutton Size- Priority 0%
Push Button Height-  Priority 0%
Pilot Light-  Priority 25%
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Attributes
File Name GeoJot+ 2018-11-27 11_17_06.JPG
Location NW QUAD OF N Main St/ W Church St
Comments
Time Stamp 9:17:06 AM
Date Stamp 11/27/2018
Direction Served Both, single button
Located on Accessible Route Yes
Clear Space at buttons 30" x 48" or greater  100%
Distance From Curb 1.5' to 6' or up to 10" with constraint 100%
Distance From Sidewalk or Crosswalk 0' to 5' 100%
Distance Between Buttons less than 6' separation 0%
Push button Signage (0%) None present 
Operating Force > 12 lbs.  0%
Tactile Arrow (0%) No tactile arrow  
Locator Tone No pushbutton locator tone or cannot be heard  0%
Vibrotactile Pushbutton *No vibration  0%
Audible Walk Indication Audible, but wrong kind  0%
Speech Message (0%) Required, none provided (less than 10' 

separation) 
Pilot Light Illuminates until walk, no wait message 25%
Clear Space Slope at Buttons Less than 2% slope all directions 100%
Pushbutton Size 1-1/2" diameter or less  0%
Push Button Height lower than 36" and/or higher than 54"  0%
Clear Space at buttons -  Priority 100%
Clear Space Slope at Buttons-  Priority 100%
Distance From Curb-  Priority 100%
Push button Signage-  Priority 0%
Distance From Sidewalk or Crosswalk-  Priority 100%
Distance Between Buttons-  Priority 0%
Operating Force- Priority 0%
Tactile Arrow-  Priority 0%
Locator Tone- Priority 0%
Vibrotactile Pushbutton-  Priority 0%
Audible Walk Indication- Priority 0%
Speech Message-  Priority 0%
Pushbutton Size- Priority 0%
Push Button Height-  Priority 0%
Pilot Light-  Priority 25%
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GeoJot+ 2018-11-27 11_18_31.JPG
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Attributes
File Name GeoJot+ 2018-11-27 11_18_31.JPG
Location SW QUAD OF N Main St/ W Church St
Comments
Time Stamp 9:18:31 AM
Date Stamp 11/27/2018
Direction Served Both, single button
Located on Accessible Route Yes
Clear Space at buttons 30" x 48" or greater  100%
Distance From Curb 1.5' to 6' or up to 10" with constraint 100%
Distance From Sidewalk or Crosswalk 0' to 5' 100%
Distance Between Buttons less than 6' separation 0%
Push button Signage (0%) None present 
Operating Force > 12 lbs.  0%
Tactile Arrow (0%) No tactile arrow  
Locator Tone No pushbutton locator tone or cannot be heard  0%
Vibrotactile Pushbutton *No vibration  0%
Audible Walk Indication Audible, but wrong kind  0%
Speech Message (0%) Required, none provided (less than 10' 

separation) 
Pilot Light Illuminates until walk, no wait message 25%
Clear Space Slope at Buttons Less than 2% slope all directions 100%
Pushbutton Size 1-1/2" diameter or less  0%
Push Button Height lower than 36" and/or higher than 54"  0%
Clear Space at buttons -  Priority 100%
Clear Space Slope at Buttons-  Priority 100%
Distance From Curb-  Priority 100%
Push button Signage-  Priority 0%
Distance From Sidewalk or Crosswalk-  Priority 100%
Distance Between Buttons-  Priority 0%
Operating Force- Priority 0%
Tactile Arrow-  Priority 0%
Locator Tone- Priority 0%
Vibrotactile Pushbutton-  Priority 0%
Audible Walk Indication- Priority 0%
Speech Message-  Priority 0%
Pushbutton Size- Priority 0%
Push Button Height-  Priority 0%
Pilot Light-  Priority 25%
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Attributes
File Name GeoJot+ 2018-11-27 11_22_51.JPG
Location SE QUAD OF S Main Street/ E Depot street
Comments No buttons
Time Stamp 9:22:51 AM
Date Stamp 11/27/2018
Direction Served Both, single button
Located on Accessible Route Yes
Clear Space at buttons 30" x 48" or greater  100%
Distance From Curb 1.5' to 6' or up to 10" with constraint 100%
Distance From Sidewalk or Crosswalk 0' to 5' 100%
Distance Between Buttons less than 6' separation 0%
Push button Signage (0%) None present 
Operating Force > 12 lbs.  0%
Tactile Arrow (0%) No tactile arrow  
Locator Tone No pushbutton locator tone or cannot be heard  0%
Vibrotactile Pushbutton *No vibration  0%
Audible Walk Indication Audible, but wrong kind  0%
Speech Message (0%) Required, none provided (less than 10' 

separation) 
Pilot Light Illuminates until walk, no wait message 25%
Clear Space Slope at Buttons Less than 2% slope all directions 100%
Pushbutton Size 1-1/2" diameter or less  0%
Push Button Height lower than 36" and/or higher than 54"  0%
Clear Space at buttons -  Priority 100%
Clear Space Slope at Buttons-  Priority 100%
Distance From Curb-  Priority 100%
Push button Signage-  Priority 0%
Distance From Sidewalk or Crosswalk-  Priority 100%
Distance Between Buttons-  Priority 0%
Operating Force- Priority 0%
Tactile Arrow-  Priority 0%
Locator Tone- Priority 0%
Vibrotactile Pushbutton-  Priority 0%
Audible Walk Indication- Priority 0%
Speech Message-  Priority 0%
Pushbutton Size- Priority 0%
Push Button Height-  Priority 0%
Pilot Light-  Priority 25%
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