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LOCATION SUMMARY 

 

Greeneville Fire Station Three is a single-story facility located at 1325 East Andrew Johnson Hwy. The station was constructed in 1979.  

 

Responsible for Fire Department ADA Transition Plan Section 

 Fire Chief Alan Shipley 

               Administrative Chief Marty Shelton 

               Phone 423-638-4243 

              Email ashipley@greenevilletn.gov 



  

  

 ADA Checklist for Existing Facilities 

 
Priority 1 – Approach & Entrance 

 Based on the 2010 ADA Standards for Accessible Design 

 

Project: ADA Assessment Greeneville, TN 

Building: Fire Hall #3  

Location: 1325 East Andrew Johnson Hwy. 

Date: March 14, 2019  

Surveyors: Dave Wright, Gail Stacy 

  

Contact Information: 423-525-5093  

  

     

 An accessible route from site arrival points and an accessible entrance should be provided for 

everyone. 



Priority 1 – Approach & Entrance Comments Possible Solutions 

1.1 

 

Is there at least one route from 

site arrival points (parking, 

passenger loading zones, public 

sidewalks and public 

transportation stops) that does 

not require the use of stairs? 

[See 2010 ADA Standards for 

Accessible Design – 206.2.1] 

Yes 
 

If yes, location 

of route:  

 

 

 

 
Photo #:  

• Add a ramp 

• Regrade to 1:20 

maximum slope  

Parking Accessible parking spaces should be identified by size, access aisle and signage. 

1.2 If parking is provided for the 

public, are an adequate 

number of accessible spaces 

provided? 

[208.2] 

No 

 

Total #: 8 

Accessible #: 0 

 

Total Spaces 
Accessible 

Spaces 

1 - 25 1 

26 - 50 2 

51 - 75 3 

76 - 100 4 

100+ see 2010 Standards 208.2 
 

 
Photo #:  

• Reconfigure by 

repainting lines 

 

Estimated cost: $850 

Planned budget year: 2020 

 

 

 



1.10 Are accessible spaces identified 

with a sign that includes the 

International Symbol of 

Accessibility? 

 

Is the bottom of the sign at 

least 60 inches above the 

ground? 

[502.6] 

 

Note: The International Symbol 

of Accessibility is not required 

on the ground. 

No 

 

 
 

 

NA 
 

Measurement: 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

Photo #:  

• Install signs 

 

Estimated cost: $150 

Planned budget year: 2020 

 

Exterior Accessible Route  

1.13 Is the route stable, firm and 

slip-resistant? 

[302.1] 

No 

 

 

 
Photo #:  

        • Repair walk 

         

Estimated cost: $1,500 

Planned budget year: 2020  



 

Entrance  

1.37 Is the main entrance 

accessible? 
No 

 

 

 

Photo #:  

       • Remove a portion             

of brick and replace          

with concrete to                

make it accessible 

          

 

Estimated cost: $850 

Planned budget year: 2020 

  

 

  

         

 

 

1.14 Is the route at least 36 inches 

wide? 

[403.5.1] 

 

 

 

 

 

 

 

 

 

Note: The accessible route can 

narrow to 32 inches min. for a 

max. of 24 inches.  These 

narrower portions of the route 

must be at least 48 inches from 

each other. 

Yes  
 

Measurement: 

     48 inches 

 
 

 

 
Photo #:  

 



1.38 If the main entrance is not 

accessible, is there an 

alternative accessible entrance? 

 

Can the alternative accessible 

entrance be used 

independently and during the 

same hours as the main 

entrance? 

No  
 

 

 

NA 
 

 

 

 

 

 

 

 

 

Photo #:  

• Designate an entrance 

and make it accessible  

1.41 Is the clear opening width of 

the accessible entrance door at 

least 32 inches, between the 

face of the door and the stop, 

when the door is open 90 

degrees? 

[404.2.3] 

Yes  
 

Measurement: 

     36 inches 

 

 

Photo #:  

 



1.42 If there is a front approach to 

the pull side of the door, is 

there at least 18 inches of 

maneuvering clearance beyond 

the latch side plus at least 60 

inches clear depth? 

 

Note: See 2010 Standards  

404.2.4 for maneuvering  

clearance requirements on  

the push side of the door  

and side approaches to the 

pull side of the door 

 

On both sides of the door, is 

the ground or floor surface of 

the maneuvering clearance 

level (no steeper than 1:48)? 

[404.2.4] 

Yes    
 

Measurement: 

 

 
 

 

 

 

 

No 

 

Measurement: 

 

 

 

Photo #:  

 

1.44 Is the door equipped with 

hardware that is operable with 

one hand and does not require 

tight grasping, pinching or 

twisting of the wrist? 

 

Door handle?       

 

 

Lock (if provided)?   

[404.2.7] 

No 

 

 

 
 

No 

 
NA 

 
 

 

Photo #:  

•          Replace door            

             hardware  

             $ 150  2020 

 

Estimated cost: $150 

Planned budget year: 2020 

 

 

 



Fire Alarm Systems  

4.20 If there are fire alarm systems, 

do they have both flashing 

lights and audible signals? 

[702.1] 

Yes  
 

 

 

 

 

 

 

 

 

 

Photo #:  

 

  

  

 

 


